
Edition 30, 2024/3/29
FUJITSU Storage ETERNUS AB/HB series  Server Support Matrix
Note: - This Support Matrix shows supprted configurations.

- Please confirm the server supports the OS listed.

- Please confirm the server supports the HBA model listed.

- Please refer the "Future support plan" sheet for the planned support date. However, the support date may change depending on the test status.

Contents
Future support plan Edition 28, 2023/12/26 SUSE Linux Enterprise Server(FC connection-FUJITSU) Edition 28, 2023/12/26
Solaris(FC connection-Fujitsu) Edition 30, 2024/3/29 SUSE Linux Enterprise Server (FC connection-Others) Edition 28, 2023/12/26
Windows (FC connection-FUJITSU) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (IB-iSER connection-FUJITSU) Edition 27, 2023/11/10
Windows (FC connection-Others) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (IB-iSER connection-Others) Edition 27, 2023/11/10
Windows (SAS connection-FUJITSU) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (IB-SRP connection-Others) Edition 21, 27, 2023/11/10
Windows (SAS connection-Others) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (NVMe-FC connection-FUJITSU) Edition 27, 2023/11/10
Windows (iSCSI connection-FUJITSU) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (NVMe-FC connection-Others) Edition 27, 2023/11/10
Windows (iSCSI connection-Others) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (NVMe-IB connection-FUJITSU) Edition 27, 2023/11/10
Red Hat (FC connection-FUJITSU) Edition 30, 2024/3/29 SUSE Linux Enterprise Server (NVMe-IB connection-Others) Edition 27, 2023/11/10
Red Hat (FC connection-Others) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (NVMe-RoCE connection-Others) Edition 27, 2023/11/10
Red Hat (NVMe-FC connection-FUJITSU) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (SAS connection-FUJITSU) Edition 27, 2023/11/10
Red Hat (NVMe-FC connection-Others) Edition 28, 2023/12/26 SUSE Linux Enterprise Server (SAS connection-Others) Edition 28, 2023/12/26
Red Hat (NVMe-IB connection-Others) Edition 27, 2023/11/10 SUSE Linux Enterprise Server (iSCSI connection-FUJITSU) Edition 28, 2023/12/26
Red Hat (IB-iSER connection-FUJITSU) Edition 27, 2023/11/10 SUSE Linux Enterprise Server (iSCSI connection-Others) Edition 27, 2023/11/10
Red Hat (IB-iSER connection-Others) Edition 27, 2023/11/10 VMware (FC connection-FUJITSU) Edition 28, 2023/12/26
Red Hat (IB-SRP connection-Others) Edition 27, 2023/11/10 VMware (FC connection-Others) Edition 28, 2023/12/26
Red Hat (NVMe-RoCE connection-Others) Edition 27, 2023/11/10 VMware (NVMe-FC connection - FUJITSU) Edition 27, 2023/11/10
Red Hat (SAS connection-FUJITSU) Edition 29, 2024/2/21 VMware (NVMe-FC connection - Others) Edition 27, 2023/11/10
Red Hat (SAS connection-Others) Edition 28, 2023/12/26 VMware (SAS connection - FUJITSU) Edition 28, 2023/12/26
Red Hat (iSCSI connection-FUJITSU) Edition 30, 2024/3/29 VMware (SAS connection - Others) Edition 28, 2023/12/26
Red Hat (iSCSI connection-Others) Edition 29, 2024/2/21 VMware (iSCSI connection-FUJITSU) Edition 29, 2024/2/21
Oracle Linux (FC connection-FUJITSU) Edition 30, 2024/3/29 VMware (iSCSI connection-Others) Edition 29, 2024/2/21
Oracle Linux (iSCSI connection-FUJITSU) Edition 28, 2023/12/26 Switch connection (FC) Edition 28, 2023/12/26
Oracle Linux (iSCSI connection-Others) Edition 29, 2024/2/21 Switch connection (NVMe) Edition 27, 2023/11/10

Switch connection (IB) Edition 22, 2022/8/3
Alert
Info

- For "Alart" and "Info", please find the number on Alart sheet and Info sheet.

- Please refer  "FJ5" of "Info" for "Maximum number of simultaneous command processes"

- Oracle RAC and Oracle SEHA are supported.

   However, for Solaris, please refer the "Host Clustering" section of the Support Matrix.
- SANtricity OS 11.60 is End of Vendor Support.
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Future support plan
Solaris

Host OS Interface SANtricity OS  Version Host HBA Host Multipath Host Clustering Host Feature Storage Attachment Support start date Status Remarks

Windows Server
Host OS SANtricity OS  Version Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Status Remarks

WS2022 FC 11.80 Emulex/Qlogic - - - - - - Apr. 2024 -

Linux
Host OS SANtricity OS  Version Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Status Remarks

-

VMware
Host OS SANtricity OS  Version Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Status Remarks

ESXi7.0U3 SAS 11.80 9500-16e - - - - - - Apr. 2024 -

Others
Host OS SANtricity OS  Version Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Status Remarks

- - - - - - - - - - -

SRU
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FC SANtricity OS 11.80(Including 11.80.xx)
Solaris11
Host OS (OS) Host HBA FJ SRU Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Host Platform Status Foot notes

SP1X7FAC2F
(QLE2742) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8,FJ12

SP1X7FAA2F
(QLE8362) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8,FJ12

SP0X7FAA4F
(QLE2694L) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8

SP1X7FAC2F
(QLE2742) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP1X7FAA2F
(QLE8362) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP0X7FAA4F
(QLE2694L) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU21081- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported
Info:
FJ1,FJ2,FJ7,FJ8

SRU21081- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU21081- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported
Info:
FJ1,FJ2,FJ7,FJ8

SRU21081- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

Solaris 11.4 64-
bit

SP1X7FBC2F
(LPe32002)

SP1X7FBA2
(LPe16002)
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FC SANtricity OS 11.70(Including 11.70.xx)
Solaris11
Host OS (OS) Host HBA FJ SRU Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Host Platform Status Foot notes

SP1X7FAC2F
(QLE2742) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8,FJ12

SP1X7FAA2F
(QLE8362) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8,FJ12

SP0X7FAA4F
(QLE2694L) SRU19051- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ1,FJ2,FJ7,FJ8

SP1X7FAC2F
(QLE2742) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP1X7FAA2F
(QLE8362) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP0X7FAA4F
(QLE2694L) SRU19051- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU20031- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Direct Attach Not Applicable SPARC Servers Supported
Info:
FJ1,FJ2,FJ7,FJ8

SRU20031- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Direct Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU21081- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU20031- Solaris Native Multipathing (MPxIO) Fujitsu PRIMECLUSTER SAN Boot Yes Not Applicable Direct Attach Not Applicable SPARC Servers Supported
Info:
FJ1,FJ2,FJ7,FJ8

SRU20031- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Direct Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SRU21081- Solaris Native Multipathing (MPxIO)
OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SP1X7FAC2F
(QLE2742) SRU17121- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP1X7FAA2F
(QLE8362) SRU17121- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9,FJ12

SP0X7FAA4F
(QLE2694L) SRU17121- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot Yes Not Applicable

Direct Attach;
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

SP1X7FBA2
(LPe16002) SRU17121- Solaris Native Multipathing (MPxIO)

OSC4.4,4.3
Oracle RAC / SEHA SAN Boot No Not Applicable

Direct Attach
Fabric Attach Not Applicable SPARC Servers Supported

Info:
FJ7,FJ9

Solaris 11.4 64-
bit

Solaris 11.3 64-
bit

SP1X7FBC2F
(LPe32002)

SP1X7FBA2
(LPe16002)
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FC SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport  12.6.165.8
(Inbox) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L

Driver STOR
Miniport 9.4.2.103
(Inbox) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910,FJ13

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.32

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport  12.6.165.8
(Inbox) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

Driver STOR
Miniport 9.4.2.103
(Inbox) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910,FJ13

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.32

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Driver Storport
Miniport  12.6.165.8
(Inbox) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

Driver STOR
Miniport 9.4.2.103
(Inbox) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC422L
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Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

12.8.334.6(Async) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 9.4.3.21(Async) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

12.8.334.6(Async) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

12.6.165.0(Async) 12.6.182.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

9.4.3.21(Async) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

9.3.3.20(Async) 8.08.231

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC422L

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64
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Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Driver Storport
Miniport
14.0.326.8(Async) 14.0.326.17

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Driver Storport
Miniport
12.8.334.6(Async) 12.8.351.47

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

12.8.334.6(Async) 12.8.340.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

12.6.165.0(Async) 12.6.182.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 9.4.3.21(Async) 9.06.02

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 9.3.3.20(Async) 8.08.231

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64
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Windows Server 2016
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 12.6.165.0(Async) 12.6.182.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 9.3.3.20(Async) 8.08.231

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 12.6.165.0(Async) 12.6.182.8

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 9.3.3.20(Async) 8.08.231

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64
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FC SANtricity OS 11.80(Including 11.80.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022;
Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  14.0.534.0
(Async) 12.8.351.49

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.49;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261
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Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  14.0.534.0
(Async) 12.8.351.49

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.49;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.13

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 }

STOR Miniport
9.1.15.1 (Inbox) 8.08.05

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

STOR Miniport
9.1.15.1 (Inbox) 8.08.05

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.11

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.16

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261,9915

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.13

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7261,9261
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

Driver STOR
Miniport 9.4.4.20
(Async) 9.06.02

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 }

Driver STOR
Miniport 9.4.4.20
(Async) 8.08.231

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.43)

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

Driver STOR
Miniport 9.4.4.20
(Async) 9.06.02

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes QLogic EFI
BIOS 7.21

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Emulex LightPulse 32Gb LPe32000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe32004-M6, Emulex LightPulse
LPe32002-M6, Emulex LightPulse LPe32000-M6 }

Storport Miniport
12.2.207.0 (Async) 12.8.351.32

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.32;
Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Emulex LightPulse 32Gb LPe35000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe35000-M2  Emulex LightPulse
LPe35002-M2, Emulex LightPulse LPe35004-M2 }

Storport Miniport
12.2.207.0 (Async) 12.8.351.37

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.37;
Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

Storport Miniport
12.2.207.0 (Async) 12.8.351.32

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.32;
Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach - Supported

Info:
6822,7374,9261

FC SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

Emulex LightPulse 32Gb LPe32000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe32004-M6, Emulex LightPulse
LPe32002-M6, Emulex LightPulse LPe32000-M6 }

Driver Storport
Miniport
12.6.165.8000
(Inbox) 12.8.340.8

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

Emulex LightPulse 32Gb LPe35000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe35000-M2  Emulex LightPulse
LPe35002-M2, Emulex LightPulse LPe35004-M2 }

Driver Storport
Miniport
12.6.165.8000
(Inbox) 12.8.340.8

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

Driver STOR
Miniport 9.4.2.103
(Inbox) 9.06.02

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

Driver STOR
Miniport 9.4.2.103
(Inbox) 9.06.02

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9910
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Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.16

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.4.243.11

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64 Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-

CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }
STOR Miniport
9.1.15.1 (Inbox) 8.08.05

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 }

STOR Miniport
9.1.15.1 (Inbox) 8.08.05

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7374,9261

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.13

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,9261
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Windows Server 2016
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.4.243.11

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,8502
Alerts:
8530

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64 Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-

CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }
STOR Miniport
9.2.9.20 (Async) 8.08.03

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7074,7374,8502
Alerts:
8530,9637

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 }

STOR Miniport
9.2.9.20 (Async) 8.08.03

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Fibre Channel;
Microsoft Virtual Yes;
QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7074,7374,8502
Alerts:
8530

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.4.243.13

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,8502
Alerts:
8530

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 }

Storport Miniport
12.2.207.0 (Async) 12.4.143.16

NetApp E-Series
DSM

Microsoft Failover
Clustering

Emulex SAN Boot
Yes Emulex BIOS
12.4.243.11;
Microsoft Virtual Yes

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7261,8502
Alerts:
8530
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SAS SANtricity OS 11.80(Including 11.80.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

PY-SC4FAE
PYBSC4FAE
PYBSC4FAEL Inbox 22.00.00.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach - Supported

Info:
6822,7360,7452,9910

Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

PY-SC4FAE
PYBSC4FAE
PYBSC4FAEL Inbox 22.00.00.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach - Supported

Info:
6822,7360,7452,9910

SAS SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC4FAE
PYBSC4FAE
PYBSC4FAEL Inbox 22.00.00.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251
PY-SC3FBE/PYBSC3FBE/
PYBSC3FBEL

Inbox 14.00.02.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251
PY-SC3FBE/PYBSC3FBE/
PYBSC3FBEL

2.61.29.00 14.00.02.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,9261

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 18.00.01.00 16.00.00.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,9261

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2016
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 18.00.01.00 16.00.00.00

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7074,7161,7226,7547,7623,8145,8381

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64
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SAS SANtricity OS 11.80(Including 11.80.xx)
Windows Server 2019

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 02.51.24.80 (Inbox)
Firmware
16.00.10.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach - Supported

Info:
6822,7161,8145,9261

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 02.60.94.80
(Async) 15.00.00.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach - Supported

Info:
6822,7161,8145,9261

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 02.51.24.80 (Inbox) 16.17.00.03
NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach - Supported

Info:
6822,9261

SAS SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Dell 12G {Spec=PCIe 12Gb SAS Dual Port }
Driver Storport
Miniport 2.51.27.80

Firmware
16.17.01.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver Storport
Miniport 2.61.19.80

Firmware
18.00.01.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver Storport
Miniport 2.51.27.80

Firmware
16.00.10.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

Windows Server 2019
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 02.51.24.80 (Inbox) 16.17.00.03
NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,9261

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 02.60.94.80
(Async) 15.00.00.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,9261

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 02.51.24.80 (Inbox)
Firmware
16.00.10.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,9261

Windows Server 2016
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 02.51.12.80 (Inbox)
Firmware
16.00.10.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,8502
Alerts:
8530,9637

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 02.61.19.0
(Async) 16.00.00.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot Yes
Broadcom BIOS
9.31.00.00 Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7161,8145,8502
Alerts:
8530,9637

Dell 12G {Spec=PCIe 12Gb SAS Dual Port }
Driver 02.51.25.1
(Async)

Firmware
16.17.05.00

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual Yes;
SAN Boot No Direct Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7074,8502
Alerts:
8530,9637

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
Windows Server 2022

Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64 NIC and CNA for PRIMERGY and PRIMEQUEST Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
6822,7360,7452,9910

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2019
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64 NIC and CNA for PRIMERGY and PRIMEQUEST Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
6822,7360,7452,9261

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64 NIC and CNA for PRIMERGY and PRIMEQUEST Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2019
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64 NIC and CNA for PRIMERGY and PRIMEQUEST Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9261

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2016
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64 NIC and CNA for PRIMERGY and PRIMEQUEST Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,8502
Alerts:
8530,9637

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
Windows Server 2022

Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64 Not Applicable Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
6822,7360,7452,9910

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Windows Server 2019
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 Hyper-V;
Microsoft Windows Server 2019 SE 64-bit, x64 Not Applicable Not Applicable Not Applicable

Fujitsu Storage
ETERNUS Software
SANtricity Windows
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
6822,7360,7452,9261

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
Windows Server 2022

Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes
Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 Hyper-V;
Microsoft Windows Server 2022 SE 64-bit, x64 Not Applicable Not Applicable Not Applicable

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,9910

*1 Please use a network card and version supported by the server.

Windows Server 2016
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 Hyper-V;
Microsoft Windows Server 2016 SE 64-bit, x64 Not Applicable Not Applicable Not Applicable

NetApp E-Series
DSM

Microsoft Failover
Clustering

Microsoft Virtual
Yes;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Windows Unified
Host Utilities 7.1 Supported

Info:
6822,7360,7452,8502
Alerts:
8530,9637

*1 Please use a network card and version supported by the server.
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FC SANtricity OS 11.80(Including 11.80.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.2.0.8(Inbox) 14.0.326.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported -

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.2.0.8(Inbox) 14.0.326.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.2.0.8(Inbox) 14.0.326.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13

RHEL Server 9.2 64-bit
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.8(Inbox) 14.0.639.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported -

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.8(Inbox) 14.0.639.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.8(Inbox) 14.0.639.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler PRIMECLUSTER SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13
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FC SANtricity OS 11.70(Including 11.70.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.2.0.8(Inbox) 14.0.326.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported -

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.2.0.8(Inbox) 14.0.326.20

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.2.0.8(Inbox) 14.0.326.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported FJ13
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.4(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable to be Supported -

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.4(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

14.0.0.4(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.4(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.4(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.4(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

14.0.0.4(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.4(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.4(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.4(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13
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PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

14.0.0.4(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.4(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ13
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3,FJ11

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

12.8.0.5(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3,FJ11

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.8.0.5(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.8.0.5(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3,FJ11

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

12.8.0.5(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3,FJ11

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.8.0.5(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.8.0.5(Inbox) 12.8.340.9

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.325.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.104-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER
Toshiba
ClusterPerfect

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL Server 8.4 64-bit
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RHEL7
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 7.9 64-bit

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.0.0.13（Inbox） 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable Emulex SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477､FJ1,FJ3,FJ11
Alerts:
10067

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.6.240.31.4fts -
1.el7.8 - 000 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER Emulex SAN Boot No

Direct Attach;
Fabric Attach Not Applicable to be Supported

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.6.240.31.4fts -
1.el7.8 - 000 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER Emulex SAN Boot No

Direct Attach;
Fabric Attach Not Applicable to be Supported

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.01.00.63.07.6-
1.el7.8 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable to be Supported

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.01.00.63.07.6-
1.el7.8 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler

Fujitsu
PRIMECLUSTER QLogic SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477､FJ1,FJ3､FJ11
Alerts:
10067

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.6.240.31.4fts -
1.el7.8 - 000 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.0.189.0

Direct Attach;
Fabric Attach Not Applicable to be Supported

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.6.240.31.4fts -
1.el7.8 - 000 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.0.189.0

Direct Attach;
Fabric Attach Not Applicable to be Supported

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.01.00.63.07.6-
1.el7.8 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.01.00.63.07.6-
1.el7.8 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ1,FJ3,FJ11,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL Server 7.8 64-bit
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FC SANtricity OS 11.80(Including 11.80.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.07.900-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.8 64-bit

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

10.02.07.900-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.8 64-bit

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.18 (Inbox) 14.2.455.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
14.0.505.31

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.8 64-bit

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.18 (Inbox) 14.2.455.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
14.0.505.12

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.7 64-bit
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

Driver 10.02.07.400-
k (Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.7 64-bit

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

Driver 10.02.07.400-
k (Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.7 64-bit

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.15 (Inbox) 14.0.505.12

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
14.0.505.12

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.7 64-bit

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.15 (Inbox) 14.0.505.31

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
14.0.505.31

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.7 64-bit

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.15 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

FC SANtricity OS 11.70(Including 11.70.xx)
RHEL9

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.2 64-bit

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.2 64-bit

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.2 64-bit

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.2 64-bit

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.00.106-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.2 64-bit
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.106-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477
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RHEL Server 9.0 64-bit
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.106-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.0 64-bit

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.00.106-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.0 64-bit

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.0 64-bit

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL Server 9.0 64-bit

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

RHEL8
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.18 (Inbox) 14.2.455.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
14.0.505.12

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.18 (Inbox) 14.2.455.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
14.0.505.31

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.07.900-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.07.900-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.15 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.15 (Inbox) 14.0.505.31

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
14.0.505.31

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.15 (Inbox) 14.0.505.12

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
14.0.505.12

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

Driver 10.02.07.400-
k (Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

Driver 10.02.07.400-
k (Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.8 64-bit

RHEL Server 8.7 64-bit
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Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.06.200-k
(Inbox) 9.07.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.22

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.06.200-k
(Inbox) 9.07.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.542.26

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 14.0.0.4 (Inbox) 12.8.542.26

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.4 (Inbox) 12.8.542.25

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 12.8.0.10 (Inbox) 12.8.542.25

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.542.26

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 12.8.0.10 (Inbox) 12.8.542.26

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.00.106-k
(Inbox) 9.07.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.106-k
(Inbox) 9.07.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.22

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

RHEL Server 8.6 64-bit

RHEL Server 8.5 64-bit
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Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.104-k
(Inbox) 9.04.01

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B }

Driver 12.8.0.5
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
}

Driver 12.8.0.5
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 }

Driver 12.8.0.5
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202,
PY-FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

10.02.00.104-k
(Inbox) 9.03.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

10.02.00.104-k
(Inbox) 9.03.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

Driver
10.01.00.25.08.3-k
(Inbox) 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202,
PY-FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

Driver
10.01.00.25.08.3-k
(Inbox) 9.03.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 }

Driver 12.8.0.1
(Inbox) 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Emulex SAN Boot
Yes (BIOS
12.6.182.8)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
}

Driver 12.8.0.1
(Inbox) 12.6.240.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes (BIOS
12.6.182.8)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B }

Driver 12.8.0.1
(Inbox) 12.6.240.21

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes (BIOS
12.6.182.8)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

Driver
10.01.00.25.08.3-k
(Inbox) Firmware 9.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8885

RHEL Server 8.4 64-bit

RHEL Server 8.3 64-bit
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NVMe-FC SANtricity OS 11.80(Including 11.80.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes
PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-k
(Inbox) 9.10.11

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202

10.02.07.900-k
(Inbox) 9.10.11

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

NVMe-FC SANtricity OS 11.70(Including 11.70.xx)
RHEL7

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes
PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 12.6.240.40

12.6.240.31.4fts -
1.el7.8 - 000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 12.6.240.40

12.6.240.31.4fts -
1.el7.8 - 000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 9.03.00  

10.01.00.63.07.6-
1.el7.8 

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 9.03.00 

10.01.00.63.07.6-
1.el7.8 

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9382,9604

RHEL Server 7.8 64-bit

RHEL Server 8.8 64-bit
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NVMe-FC SANtricity OS 11.80(Including 11.80.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

10.02.07.900-k
(Inbox) 9.10.11

Native NVMe
Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.07.900-k
(Inbox) 9.10.11

Native NVMe
Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.18 (Inbox) 14.2.455.11

Native NVMe
Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.18 (Inbox) 14.2.455.11

Native NVMe
Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

NVMe-FC SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 }

Driver 12.8.0.5
(Inbox) 12.8.340.8 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.104-k
(Inbox) 9.04.01 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver 12.8.0.5
(Inbox) 12.8.340.8 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.00.104-k
(Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

10.02.00.104-k
(Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9856

RHEL Server 8.4 64-bit

RHEL Server 8.8 64-bit
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NVMe-IB SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.4 64-bit Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6 }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6, Socket Direct }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0x16, Single Port, ConnectX6 }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6 }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port, ConnectX6 }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port, ConnectX6, Socket Direct }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-32.0-4
(inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-32.0-4
(inbox)

Firmware
12.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-32.0-4
(inbox)

Firmware
12.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-32.0-4
(inbox)

Firmware
12.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-32.0-4
(inbox)

Firmware
12.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-32.0-4
(inbox) 16.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-32.0-4
(inbox) 16.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.4 64-bit Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port, ConnectX4 }
rdma-core-32.0-4
(inbox) 16.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677
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RHEL Server 8.3 64-bit Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-29.0-3
(inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381,9505
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port, ConnectX6, Socket Direct }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port, ConnectX6 }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381,9505
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port, ConnectX6, Socket Direct }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6 }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381,9505
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0x16, Single Port, ConnectX6 }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6, Socket Direct }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9845,8381,9505
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port, ConnectX6 }
rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9505,9845
Alerts:
9605,9677
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IB-iSER SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.2 64-bit PY-HC331/332
rdma-core-51mlnx1-
1.51066.x86_64 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9677,9605

RHEL Server 8.2 64-bit PY-HC341/342
rdma-core-51mlnx1-
1.51066.x86_64 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL7
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 7.8 64-bit PY-HC331/332
rdma-core-51mlnx1-
1.51066.x86_64 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,8885,9465,9466
Alerts:
9605,9677

RHEL Server 7.8 64-bit PY-HC341/342
rdma-core-51mlnx1-
1.51066.x86_64 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,8885,9465,9466
Alerts:
9605,9677
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IB-iSER SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.4 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677
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RHEL Server 8.4 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.4 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677
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RHEL Server 8.3 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677
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RHEL Server 8.3 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,7891,8381,8856
Alerts:
9605,9677
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IB-SRP SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.4 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-32.0-4
(inbox)

Firmware
20.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox) 16.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.4 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-32.0-4
(inbox)

Firmware
12.29.2002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 16.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677
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RHEL Server 8.3 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3
}

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port,
ConnectX3 }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port,
ConnectX3 }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port,
ConnectX3 }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677

RHEL Server 8.3 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port,
ConnectX3 }

Driver rdma-core-
26.0-8 (Inbox) 2.42.5000

Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler;
Device Mapper (DM-MP) RDAC Prioritizer - RDAC Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7891,8381,8855
Alerts:
9677
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NVMe-RoCE SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.3 64-bit
Mellanox MCX413A-BCAT {Spec=40Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX413A-GCAT {Spec=50Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX414A-BCAT {Spec=40Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX414A-GCAT {Spec=50Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX415A-BCAT {Spec=40Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX415A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
9846,7603,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX415A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX416A-BCAT {Spec=40Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX416A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX416A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX515A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX516A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX516A-CDAT {Spec=100Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450
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RHEL Server 8.3 64-bit
Mellanox MCX512A-ACAT {Spec=25Gb, PCIe 3.0x8, Dual Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX512F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX515A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX516A-BDAT {Spec=40Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX516A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX511F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-29.0-3
(inbox) 16.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4111A-ACAT {Spec=25Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4111A-XCAT {Spec=10Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4121A-ACAT {Spec=25Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4121A-XCAT {Spec=10Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4131A-BCAT {Spec=40Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX4131A-GCAT {Spec=50Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-29.0-3
(inbox) 12.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX613106A-VDAT {Spec=200Gb, PCIe 4.0x16, Dual Port,
ConnectX6 }

rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX614105A-VCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX614106A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,9846,8381
Alerts:
9450

RHEL Server 8.3 64-bit
Mellanox MCX614106A-VCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-29.0-3
(inbox) 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9846
Alerts:
9450
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SAS SANtricity OS 11.80(Including 11.80.xx)
RHEL9

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.2 64-bit
PY-SC4FAE
PYBSC4FAE
PYBSC4FAEL Inbox 22.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit
PY-SC4FAE
PYBSC4FAE
PYBSC4FAEL Inbox 22.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

SAS SANtricity OS 11.70(Including 11.70.xx)
RHEL9

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

43.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201

43.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251 35.101.00.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 35.101.00.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL Server 9.2 64-bit

RHEL Server 8.8 64-bit

RHEL Server 8.4 64-bit

RHEL Server 9.0 64-bit

RHEL Server 8.6 64-bit
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RHEL7
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251 31.100.01.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 16.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251 31.100.01.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot No
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL Server 7.9 64-bit

RHEL Server 7.8 64-bit
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SAS SANtricity OS 11.80(Including 11.80.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit
Broadcom 9500-16e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Quad
Port } 43.100.00.00 (Inbox) 25.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.49.00.00 Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.8 64-bit Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 43.100.00.00 (Inbox) 25.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.49.00.00 Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.8 64-bit Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 43.100.00.00 (Inbox) 24.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom (BIOS
9.47.00.00) Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.8 64-bit Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 43.100.00.00 (Inbox) 16.00.11.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.7 64-bit Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 42.100.00.00 (Inbox) 16.00.11.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.7 64-bit Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 42.100.00.00 (Inbox) 24.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom (BIOS
9.47.00.00) Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.7 64-bit LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 42.100.00.00 (Inbox)
Firmware
16.00.10.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.7 64-bit Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 42.100.00.00 (Inbox) 25.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.49.00.00 Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

RHEL Server 8.7 64-bit
Broadcom 9500-16e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Quad
Port } 42.100.00.00 (Inbox) 25.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.49.00.00 Direct Attach - Supported

Info:
7737,8381
Alerts:
10185

SAS SANtricity OS 11.70(Including 11.70.xx)
RHEL8

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Dell 12G {Spec=PCIe 12Gb SAS Dual Port }
Driver 35.101.00.00
(Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 35.101.00.00
(Inbox) 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 35.101.00.00
(Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 34.100.00.00 (Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 34.100.00.00 (Inbox) 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 34.100.00.00 (Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

RHEL7
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 31.100.01.00 (Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 31.100.01.00 (Inbox) 14.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.27.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8885

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 31.100.01.00 (Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
8381,7737,8885

RHEL Server 8.4 64-bit

RHEL Server 8.3 64-bit

RHEL Server 7.9 64-bit
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.2 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler PRIMECLUSTER

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler PRIMECLUSTER

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.2 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 9.0 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.6 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.2 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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RHEL7
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 7.9 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 7.8 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,8885,9015

RHEL Server 7.7 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,8885,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.3 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

RHEL Server 9.2 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.9 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

RHEL Server 8.8 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

RHEL Server 8.7 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach - Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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iSCSI SANtricity OS 11.70(Including 11.70.xx)
RHEL9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 9.2 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 9.0 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 8.8 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.6 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.5 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.3 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.2 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 8.1 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

RHEL7
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

RHEL Server 7.9 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

RHEL Server 7.8 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,8885,9015

RHEL Server 7.7 64-bit Not Applicable - -

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,8885,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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FC SANtricity OS 11.80(Including 11.80.xx)
Oracle Linux9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.18(Inbox) 14.0.639.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.18(Inbox) 14.0.639.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.18(Inbox) 14.0.639.18

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.106-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

SAN Boot Yes
QLogic EFI BIOS
7.29

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.106-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
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Oracle Linux8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.18(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.18(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.08.100-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.18(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.08.100-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot Yes

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

SAN Boot Yes
QLogic EFI BIOS
7.29

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-k
(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
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FC SANtricity OS 11.70(Including 11.70.xx)
Oracle Linux9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.106-k
(Inbox)

9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.106-k
(Inbox)

9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.106-k
(Inbox)

9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.106-k
(Inbox)

9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.106-k
(Inbox)

9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.00.106-k
(Inbox)

9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.106-k
(Inbox)

9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)

54/186 © 2024  Fujitsu Limited



Oracle Linux8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.2.0.5(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.2.0.5(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.400-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.2.0.5(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.400-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.1(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC321/PYBFC321/PYBFC3221L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-
k(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

12.8.0.11(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

12.8.0.11(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.106-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.8.0.11(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.8.0.11(Inbox) 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.00.106-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.106-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)

56/186 © 2024  Fujitsu Limited



PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.1 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.1 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.06.200-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

14.0.0.1 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.1 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.06.200-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.06.200-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

12.8.0.5(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

12.8.0.5(Inbox) 12.8.340.19

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

10.02.00.106-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

10.02.00.103-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

12.8.0.5(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

12.8.0.5(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

10.02.00.106-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

10.02.00.103-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

10.02.00.106-k 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

10.02.00.103-
k(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10,FJ13

Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

Inbox 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler HA SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L
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Oracle Linux7
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering*2 Host Feature Storage Attachment Host Utilities Status Foot notes

Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel)

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

Inbox 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler HA SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

Oracle Linux 7.8 KVM 64-bit (Unbreakable Enterprise kernel)

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

Inbox 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler HA SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,FJ10

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
Oracle Linux9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
Oracle Linux8

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;

Not Applicable
Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
9867,7452,7603,8381,9015

Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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Oracle Linux7
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

Oracle Linux 7.8 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

Oracle Linux 7.7 64-bit (Unbreakable Enterprise kernel) NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
Oracle Linux9

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;

Not Applicable
Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

Oracle Linux8
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;

Not Applicable
Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
Oracle Linux8

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;

Not Applicable
Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
9867,7452,7603,8381,9015

Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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Oracle Linux7
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering*2 Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

Oracle Linux 7.8 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

Oracle Linux 7.7 64-bit (Unbreakable Enterprise kernel) Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No Oracle S/W Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7452,7603,8381,8885,9015

*1 Please use a network card and version supported by the server.

*2 Please confirm the server requirements for Oracle RAC / SEHA support status.There are no support restrictions for the ETERNUS AB / HB series.
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FC SANtricity OS 11.80(Including 11.80.xx)
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes
PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.15.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.00.00,
BIOS 3.61.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.00.00,
BIOS 3.61.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

SLES 15 SP5 64-bit
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FC SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes
PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.15.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 14.2.0.9(Inbox)  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.00.00,
BIOS 3.61.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.900-
k(Inbox) 9.10.11

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (EFI: 7.00.00,
BIOS 3.61.00)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

14.0.0.4(Inbox)  14.0.326.17
Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

14.0.0.4(Inbox)  14.0.326.17
Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.07.100-
k(Inbox) 9.06.02 Device Mapper (DM-

MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

14.0.0.4(Inbox)  14.0.326.17 Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.07.100-
k(Inbox) 9.06.02 Device Mapper (DM-

MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477,FJ13

Alerts:
9495

SLES 15 SP4 64-bit

SLES 15 SP5 64-bit
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14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

12.8.0.7(Inbox)  14.0.326.17
Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

12.8.0.7(Inbox)  14.0.326.17
Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477,FJ1,FJ3

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1

10.02.00.104-
k(Inbox) 9.06.02 Device Mapper (DM-

MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

Alerts:
9495

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

12.8.0.7(Inbox)
 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

12.8.0.7(Inbox)
 14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.02.00.104-
k(Inbox)

9.06.02 Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

Alerts:
9495

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.02.00.104-
k(Inbox)

9.06.02 Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

Alerts:
9495

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L
MC-0JFCK1/MC-0JFCK2/MC-0JFCK1L/MC-0JFCK2L
MC-0JFCL1L/MC-0JFCL1 10.02.03.0 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

12.6.240.40
12.6.240.31.5fts - 1
– 000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

14.0.326.14  14.0.326.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 14.0.326.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

12.6.240.40
12.6.240.31.5fts - 1
– 000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

10.02.03.0 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

10.01.00.55.15.1 - 1
- 000 8.08.231

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

10.02.03.0 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

10.01.00.55.15.1 - 1
- 000 8.08.231

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

SLES 15 SP2 64-bit

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

SLES 15 SP3 64-bit
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SLES12
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 12.6.240.40

12.6.240.31.5fts - 1
– 000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 12.6.240.40

12.6.240.31.5fts - 1
– 000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Emulex SAN Boot
Yes Emulex EFI
BIOS 12.4.215.0

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8873,9477

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

10.01.00.55.15.1 - 1
- 000 8.08.231

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

10.01.00.55.15.1 - 1
- 000 8.08.231

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

QLogic SAN Boot
Yes (BIOS 3.61)

Direct Attach;
Fabric Attach Not Applicable to be Supported

Info:
8381,8873,9477

Alerts:
9495

SLES 12 SP5 64-bit
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FC SANtricity OS 11.80(Including 11.80.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

SLES 15 SP4 64-bit
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.07.100-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

SLES 15 SP4 64-bit

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L }

10.02.07.100-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

SLES 15 SP4 64-bit

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

SLES 15 SP4 64-bit

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

SLES 15 SP4 64-bit

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

FC SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.614.17

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.614.17

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.07.100-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.07.100-k
(Inbox) 9.08.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.27

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9477

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver 12.8.0.7
(Inbox) 12.8.542.26

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Emulex BIOS
12.8.539.0

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9477

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver 12.8.0.7
(Inbox) 12.8.351.32

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.32 Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver 12.8.0.7
(Inbox) 12.8.351.37

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.32 Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9915

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 }

10.02.00.104-k
(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

Driver 12.8.0.7
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver 12.8.0.7
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8 Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.104-k
(Inbox) 9.06.02

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.21

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver 12.8.0.7
(Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8 Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8381,9915

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.8.0.6 (Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772
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Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP }

10.02.00.104-k
(Inbox) 9.04.01

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.08

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.6 (Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B } 12.8.0.6 (Inbox) 12.8.340.8

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

10.02.00.104-k
(Inbox) 9.03.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

10.02.00.104-k
(Inbox) 9.03.40

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

QLogic SAN Boot
Yes (BIOS 3.62)

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772SLES 15 SP2 64-bit
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IB-iSER SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP2 64-bit PY-HC331/332
rdma-core-51mlnx1-
1.51066.x86_64 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605,9677

SLES 15 SP2 64-bit PY-HC341/342
rdma-core-51mlnx1-
1.51066.x86_64 20.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605,9677

SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit PY-HC331/332
rdma-core-51mlnx1-
1.51066.x86_64 16.28.1002

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605,9677

SLES 12 SP5 64-bit PY-HC341/342
rdma-core-51mlnx1-
1.51066.x86_64

20.28.1002
Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605,9677
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SLES 15 SP2 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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SLES 15 SP2 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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SLES 15 SP1 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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SLES 12 SP5 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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SLES 12 SP5 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual Port,
ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single Port,
ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX5 }
rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,8856
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX5 }
rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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SLES 12 SP4 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port, ConnectX4 }
rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port, ConnectX4 }
rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-Pro }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,8856,9067
Alerts:
9605
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IB-SRP SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP2 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605
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SLES 15 SP2 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.1-2.15
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605
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SLES 15 SP1 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.1-2.15
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 15 SP1 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.1-2.15
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

79/186 © 2024  Fujitsu Limited



SLES 12 SP5 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox) 20.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605
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SLES 12 SP4 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox) Firmware 12.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

SLES 12 SP4 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-16.5-1.33
(Inbox) Firmware 16.28.2006 Device Mapper (DM-MP) ALUA Prioritizer - ALUA Handler Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,8855,9067
Alerts:
9605

81/186 © 2024  Fujitsu Limited



NVMe-FC SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

12.6.240.31.5fts - 1
– 000 * 12.6.240.40 - 1.0.0

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Applicable SAN Boot No Not Applicable Fabric Attach Not Applicable Supported

Info:
8381,9443

Alerts:
9444,9445,9446,9447,9592

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202

12.6.240.31.5fts - 1
– 000 * 12.6.240.40 - 1.0.0

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Applicable SAN Boot No Not Applicable Fabric Attach Not Applicable Supported

Info:
8381,9443

Alerts:
9444,9445,9446,9447,9592

SLES 15 SP2 64-bit
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NVMe-FC SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000, Vendors=LPe32004-M2-
SIO, Vendors=LPe32002, Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.0 (Inbox) 12.6.240.22 NVMe Multipath Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
8381

Emulex LightPulse 32Gb LPe35000 Series [Rack] {Vendors=LPE35002-D DELL,
Vendors=LPE35000 Thinksystem Lenovo,LPE35002 Thinksystem Lenovo, Vendors=Emulex
LPe35000-M2, Emulex LPe35002-M2, Emulex LPe35004-M2, Emulex LightPulse LPe35000-
M2, Emulex LightPulse LPe35002-M2, Emulex LightPulse LPe35004-M2, Emulex LightPulse
LPe35004-M2 } 12.8.0.0 (Inbox) 12.6.240.21 NVMe Multipath Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
8381

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690, QLogic SANblade
QLE2692, QLogic SANblade QLE2694, QLogic SANblade QLE2694L, Vendors=HP HBA
B9F24A,HP HBA SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle 7101673, Oracle
7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic SANblade
QLE2670, Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

10.02.00.104-k
(Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690, Vendors=QLE2694,
Vendors=QLE2740, Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2694L,
Vendors=QLE2742 }

10.02.00.104-k
(Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000, Vendors=LPe32004-M2-
SIO, Vendors=LPe32002, Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.6 (Inbox) 12.8.340.8 NVMe Multipath Not Supported SAN Boot No Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP, Vendors=QLE2774-SR-SP,
Vendors=QLE2772-SR-SP }

10.02.00.104-k
(Inbox) 9.04.01 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-M2,
Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.8.0.6 (Inbox) 12.8.340.8 NVMe Multipath Not Supported SAN Boot No Fabric Attach Not Applicable Supported

Info:
8381
Alerts:
9772

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000, Vendors=LPe32004-M2-
SIO, Vendors=LPe32002, Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.3 (Inbox) 12.6.240.42 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Supported

Info:
8381
Alerts:
9773

Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-M2,
Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.8.0.3 (Inbox) 12.6.240.42 NVMe Multipath Not Supported SAN Boot No

Direct Attach;
Fabric Attach Supported

Info:
8381
Alerts:
9773

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690, Vendors=QLE2694,
Vendors=QLE2740, Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2694L,
Vendors=QLE2742 }

Driver
10.01.00.64.15.1-k
(Async) 9.03.40 NVMe Multipath Not Supported SAN Boot No Fabric Attach Supported

Info:
8381
Alerts:
9773

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690, QLogic SANblade
QLE2692, QLogic SANblade QLE2694, QLogic SANblade QLE2694L, Vendors=HP HBA
B9F24A,HP HBA SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle 7101673, Oracle
7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic SANblade
QLE2670, Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L }

Driver
10.01.00.64.15.1-k
(Async) 9.03.40 NVMe Multipath Not Supported SAN Boot No Fabric Attach Supported

Info:
8381
Alerts:
9773

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690, Vendors=QLE2694,
Vendors=QLE2740, Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2694L,
Vendors=QLE2742 } 10.02.00.103 (Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No Direct Attach Supported

Info:
8381
Alerts:
9773

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690, QLogic SANblade
QLE2692, QLogic SANblade QLE2694, QLogic SANblade QLE2694L, Vendors=HP HBA
B9F24A,HP HBA SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle 7101673, Oracle
7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic SANblade
QLE2670, Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L } 10.02.00.103 (Inbox) 9.03.40 NVMe Multipath Not Supported SAN Boot No Direct Attach Supported

Info:
8381
Alerts:
9773

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP, Vendors=QLE2774-SR-SP,
Vendors=QLE2772-SR-SP }

Driver
10.01.00.64.15.1-k
(Async) Firmware 9.02.02 NVMe Multipath Not Supported SAN Boot No Fabric Attach Supported

Info:
8381
Alerts:
9773

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP, Vendors=QLE2774-SR-SP,
Vendors=QLE2772-SR-SP } 10.02.00.103 (Inbox) 9.04.01 NVMe Multipath Not Supported SAN Boot No Direct Attach Supported

Info:
8381
Alerts:
9773

SLES 15 SP2 64-bit

SLES 15 SP1 64-bit
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NVMe-IB SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP2 64-bit PY-HC341/342
rdma-core-51mlnx1-
1.51066.x86_64 20.28.1002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605
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NVMe-IB SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP2 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
27.1-1.12 (Inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP2 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605
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SLES 15 SP2 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605

SLES 15 SP1 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
20.29.2002 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
22.5-4.6.1 (inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852

SLES 15 SP1 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

Driver rdma-core-
22.5-4.6.1 (inbox) 2.42.5000 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067
Alerts:
9605,9852
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SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-22.3-2.21
(inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

rdma-core-22.3-2.21
(inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605

SLES 12 SP5 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436
Alerts:
9605
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SLES 12 SP4 64-bit
Mellanox MCX653105A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX653105A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Single
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-ECAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-EFAT {Spec=100Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX653106A-HDAT {Spec=200Gb, PCIe 3.0 4.0 x16, Dual
Port, ConnectX6 }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX654105A-HCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX654106A-HCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
20.29.2002

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX353A-FCAT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX353A-FCBT {Spec=56Gb, PCIE, Single Port, ConnectX3
}

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX353A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX353A-QCAT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX353A-QCBT {Spec=40Gb, PCIE, Single Port, ConnectX3
}

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCAT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit Mellanox MCX354A-FCBT {Spec=56Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX354A-FCCT {Spec=56Gb, PCIE, Dual Port, ConnectX3-
Pro }

rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCAT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit Mellanox MCX354A-QCBT {Spec=40Gb, PCIE, Dual Port, ConnectX3 }
rdma-core-16.5-1.33
(Inbox) 2.42.5000

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX556A-EDAT {Spec=100Gb, PCIe 3.0_4.0x16, Dual Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX556A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX555A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-16.5-1.33
(Inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX556M-ECAT-S25 {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5, Socket Direct }

rdma-core-16.5-1.33
(Inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX456A-FCAT {Spec=56Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX456A-ECAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX455A-FCAT {Spec=56Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605

SLES 12 SP4 64-bit
Mellanox MCX455A-ECAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-16.5-1.33
(Inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9067,9436,9443
Alerts:
9445,9446,9502,9605
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NVMe-RoCE SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP2 64-bit
Mellanox MCX512A-ACAT {Spec=25Gb, PCIe 3.0x8, Dual Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX512F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX515A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX515A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX516A-BDAT {Spec=40Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX516A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX516A-CDAT {Spec=100Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX516A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX511F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX413A-BCAT {Spec=40Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX413A-GCAT {Spec=50Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX414A-BCAT {Spec=40Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX414A-GCAT {Spec=50Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX415A-BCAT {Spec=40Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX415A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX415A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX416A-BCAT {Spec=40Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX416A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX416A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

Driver rdma-core-
27.1-1.12 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX613106A-VDAT {Spec=200Gb, PCIe 4.0x16, Dual Port,
ConnectX6 }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX614106A-VCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX614105A-VCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP2 64-bit
Mellanox MCX614106A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

Driver rdma-core-
27.1-1.12 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9677

SLES 15 SP1 64-bit
Mellanox MCX511F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX614106A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-
4.3.1 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX614105A-VCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-
4.3.1 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677
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SLES 15 SP1 64-bit
Mellanox MCX614106A-VCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-
4.3.1 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX613106A-VDAT {Spec=200Gb, PCIe 4.0x16, Dual Port,
ConnectX6 }

rdma-core-22.3-
4.3.1 (Inbox) 20.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX512A-ACAT {Spec=25Gb, PCIe 3.0x8, Dual Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX512F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX515A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX515A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX516A-BDAT {Spec=40Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX516A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX516A-CDAT {Spec=100Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX516A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
16.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX416A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX416A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX416A-BCAT {Spec=40Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX415A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX415A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX415A-BCAT {Spec=40Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX414A-GCAT {Spec=50Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX414A-BCAT {Spec=40Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX413A-GCAT {Spec=50Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677

SLES 15 SP1 64-bit
Mellanox MCX413A-BCAT {Spec=40Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-22.3-
4.3.1 (Inbox)

Firmware
12.28.2006 NVMe Multipath Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9474,9603
Alerts:
9450,9473,9677
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SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit
Mellanox MCX511F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX613106A-VDAT {Spec=200Gb, PCIe 4.0x16, Dual Port,
ConnectX6 }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX614106A-VCAT {Spec=200Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX614105A-VCAT {Spec=200Gb, PCIe 3.0x16, Single Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX614106A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX6, Socket Direct }

rdma-core-22.3-2.21
(inbox) 20.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX413A-BCAT {Spec=40Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX413A-GCAT {Spec=50Gb, PCIe 3.0x8, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX414A-BCAT {Spec=40Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX414A-GCAT {Spec=50Gb, PCIe 3.0x8, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX415A-BCAT {Spec=40Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX415A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX415A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX416A-BCAT {Spec=40Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX416A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX416A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX4 }

rdma-core-22.3-2.21
(inbox)

Firmware
12.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX516A-GCAT {Spec=50Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX516A-CDAT {Spec=100Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX516A-CCAT {Spec=100Gb, PCIe 3.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX516A-BDAT {Spec=40Gb, PCIe 4.0x16, Dual Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX515A-GCAT {Spec=50Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX515A-CCAT {Spec=100Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX512F-ACAT {Spec=25Gb, PCIe 3.0x16, Single Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677

SLES 12 SP5 64-bit
Mellanox MCX512A-ACAT {Spec=25Gb, PCIe 3.0x8, Dual Port,
ConnectX5 }

rdma-core-22.3-2.21
(inbox)

Firmware
16.28.2006

Linux Device Mapper
(DM-MP) ANA
Prioritizer Not Supported SAN Boot No Not Applicable

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
7603,8381,9425,9603
Alerts:
9450,9677
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SAS SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

SLES 15 SP5 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

SLES 15 SP4 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FBF/PYBSC3FBF/
PYBSC3FBFL
S26361-F5793-E251

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201

39.100.00.00
(Inbox) 14.00.02.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885
Alerts:
9790

SLES 15 SP2 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 16.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

SLES 15 SP1 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 16.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 16.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

SLES 12 SP4 64-bit

PY-SC3FBE/PYBSC3FBE / PYBSC3FBEL
PY-SC3FE/PYBSC3FE/
PYBSC3FEL
S26361-F3845-L501/
S26361-F3845-E1/
S26361-F3845-E201 31.100.01.00 (Inbox) 16.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381,8885

SLES 15 SP3 64-bit
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SAS SANtricity OS 11.80(Including 11.80.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

SLES 15 SP5 64-bit Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 43.100.00.00 (Inbox) 26.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.43.00.00 Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7737,8381

SLES 15 SP5 64-bit Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 43.100.00.00 (Inbox) 24.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.43.00.00 Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7737,8381

SLES 15 SP4 64-bit Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 39.100.00.00 (Inbox) 16.00.11.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable SAN Boot No Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7737,8381

SLES 15 SP4 64-bit Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 39.100.00.00 (Inbox) 22.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes
Broadcom BIOS
9.43.00.00 Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7737,8381

SLES 15 SP4 64-bit LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 39.100.00.00 (Inbox)
Firmware
16.00.10.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
7737,8381

SAS SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } Driver 35.101.00.00 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8145,8381
Alerts:
9772

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } Driver 35.101.00.00 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381
Alerts:
9772

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } Driver 35.101.00.00 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381
Alerts:
9772

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 27.101.00.00 (Inbox) 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381,8873

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 27.101.00.00 (Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 27.101.00.00 (Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8145,8381

SLES12
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 29.100.00.00 (Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8381

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 29.100.00.00 (Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 29.100.00.00 (Inbox) 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381

Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port } 26.100.00.00 (Inbox) 15.00.00.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes
Broadcom BIOS
9.29.00.00 Direct Attach Not Applicable Supported

Info:
7737,8381

Dell 12G {Spec=PCIe 12Gb SAS Dual Port } 26.100.00.00 (Inbox) 16.00.08.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported SAN Boot No Direct Attach Not Applicable Supported

Info:
7737,8381

LSI 9300-8e {Spec=PCIe 12Gb SAS Dual Port } 26.100.00.00 (Inbox) 16.00.01.00

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

SAN Boot Yes LSI
(BIOS 8.37.00.00) Direct Attach Not Applicable Supported

Info:
7737,8381

SLES 15 SP2 64-bit

SLES 15 SP1 64-bit

SLES 12 SP5 64-bit

SLES 12 SP4 64-bit
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
SLES15

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP5 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP4 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

*1 Please use a network card and version supported by the server.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP4 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP3 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP2 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP1 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

*1 Please use a network card and version supported by the server.

SLES12
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381

SLES 12 SP4 64-bit NIC and CNA for PRIMERGY and PRIMEQUEST

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC
Prioritizer - RDAC
Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381

*1 Please use a network card and version supported by the server.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
SLES15

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP5 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP4 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Direct Attach;
Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
6983,7452,7603,8381,8873

*1 Please use a network card and version supported by the server.

iSCSI SANtricity OS 11.70(Including 11.70.xx)
SLES15

Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 15 SP4 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP3 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP2 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Supported

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381,8873

SLES 15 SP1 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381,8873

*1 Please use a network card and version supported by the server.

SLES12
Host OS (OS) Host HBA HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

SLES 12 SP5 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381

SLES 12 SP4 64-bit Not Applicable

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler;
Device Mapper (DM-
MP) RDAC Prioritizer
- RDAC Handler Not Applicable

Jumbo Frames;
SAN Boot No

iSCSI Software
Initiator

Linux Unified Host
Utilities 7.1

Direct Attach;
Fabric Attach Supported

Info:
6983,7452,7603,8381

*1 Please use a network card and version supported by the server.
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FC SANtricity OS 11.80(Including 11.80.xx)
ESXi8.0

Host OS (OS) Host HBA*1,2 HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.2.641.5 14.0.639.20

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.639.20;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.641.5 14.0.639.20

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.639.20;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 5.4.81.2 9.12.01

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.2.641.5 14.0.639.18

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.639.18;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202 5.4.81.2 9.12.00

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686VMware ESXi 8.0 (Update 2)
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.2.560.8 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.560.8 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 5.4.80.0 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.2.560.8 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202 5.4.80.0 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

*1 Please confirm with the OS vendor for support status.

*2 Please refer to the following KB for FC connection.
https://kb.vmware.com/s/article/84325

*3 "VMware Multi-Pathing plug-in for ETERNUS AB/HB" is supported Fabric Attach only.

VMware ESXi 8.0 (Update 1)
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FC SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA*1,2 HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.2.560.8-23(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.560.8-23(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 5.4.80.0-1(Inbox) 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 14.2.560.8-23(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 5.4.80.0-1(Inbox) 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686
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PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.2.560.8-23(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202 5.4.80.0-1(Inbox) 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 14.0.635.3-14(Inbox)  14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.0.635.3-14(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

5.4.80.0-1 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

VMware ESXi 8.0 (Update 1)
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5.2.46.0-3(Inbox) 9.08.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 14.0.635.3-14(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

5.4.80.0-1 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

5.2.46.0-3(Inbox) 9.08.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 14.0.635.3-14(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L
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5.4.80.0-1 9.10.11

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

5.2.46.0-3(Inbox) 9.08.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163,FJ13
Alerts:
8443,9395,9686

*1 Please confirm with the OS vendor for support status.

*2 Please refer to the following KB for FC connection.
https://kb.vmware.com/s/article/84325

*3 "VMware Multi-Pathing plug-in for ETERNUS AB/HB" is supported Fabric Attach only.

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2LVMware ESXi 8.0
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ESXi7.0
Host OS (OS) Host HBA*1,2 HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

14.0.169.25-5(Inbox)  14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

14.0.169.25-5(Inbox) 12.8.351.47

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.47;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

14.0.169.25-5(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
14.0.326.17;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

14.0.169.25-5(Inbox) 12.8.351.47

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.351.47;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,FJ13
Alerts:
8443,9395,9686

*1 Please confirm with the OS vendor for support status.

*2 Please refer to the following KB for FC connection.
https://kb.vmware.com/s/article/84325

*3 "VMware Multi-Pathing plug-in for ETERNUS AB/HB" is supported Fabric Attach only.

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L

VMware ESXi 7.0 (Update 3)
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ESXi7.0
Host OS (OS) Host HBA*1,2 HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

14.0.169.25-5(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

14.0.169.25-5(Inbox) 12.8.351.32

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,FJ13
Alerts:
8443,9395,9686

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2LVMware ESXi 7.0 (Update 3)
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14.0.169.25-5(Inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

14.0.169.25-5(Inbox) 12.8.351.32

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,FJ13
Alerts:
8443,9395,9686

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2LVMware ESXi 7.0 (Update 3)
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12.6.278.10-8(inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.8.351.47

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.8.351.47

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.8.340.8

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795,FJ13
Alerts:
8443,9395,9557

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442LVMware ESXi 7.0 (Update 2)

VMware ESXi 7.0 (Update 2)
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VMware ESXi 7.0 (Update 2)

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 12.6.278.10-8(inbox) 12.8.340.8

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795,FJ13
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 2)

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 12.6.278.10-8(inbox) 12.8.340.8

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 4.1.22.0-10(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795,FJ13
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 1)

PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 12.6.278.10-8(inbox)  14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686
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12.6.278.10-8(inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.8.340.8

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 4.1.9.0-1(Inbox) 9.06.02

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682,FJ13
Alerts:
8443,9395,9557

12.6.278.10-8(inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.4.243.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 4.1.9.0-10(inbox) 9.03.00

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682,FJ13
Alerts:
8443,9395,9557

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L

VMware ESXi 7.0 (Update 1)

VMware ESXi 7.0 (Update 1)
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12.6.278.10-8(inbox) 14.0.326.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

12.6.278.10-8(inbox) 12.4.243.17

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 4.1.9.0-10(inbox) 9.03.00

VMware Multi-
Pathing plug-in for
ETERNUS
AB/HB*3;
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682,FJ13
Alerts:
8443,9395,9557

*1 Please confirm with the OS vendor for support status.

*2 Please refer to the following KB for FC connection.
https://kb.vmware.com/s/article/84325

*3 "VMware Multi-Pathing plug-in for ETERNUS AB/HB" is supported Fabric Attach only.

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2LVMware ESXi 7.0 (Update 1)
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FC SANtricity OS 11.80(Including 11.80.xx)
ESXi8.0

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.635.3 (Inbox) 12.8.542.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Emulex BIOS
12.8.542.37;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.635.3 (Inbox) 12.8.542.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Emulex BIOS
12.8.542.37;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L } 5.2.46.0 (Inbox) 9.07.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 5.2.46.0 (Inbox) 9.07.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.22;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686
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ESXi7.0
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.169.23 (Inbox) 12.8.542.26

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.542.26;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,10095
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.169.23 (Inbox) 12.8.542.26

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.542.26;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,10095
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,10095
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.21;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953,10095
Alerts:
8443,9395,9686
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FC SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 5.2.46.0 (Inbox) 9.07.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.22;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L } 5.2.46.0 (Inbox) 9.07.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.635.3 (Inbox) 12.8.542.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Emulex BIOS
12.8.542.37;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686

VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.635.3 (Inbox) 12.8.542.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Emulex BIOS
12.8.542.37;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,10095,10163
Alerts:
8443,9395,9686
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ESXi7.0
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.21;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694, Vendors=QLE2740, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2742, Vendors=QLE2694L } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.169.23 (Inbox) 12.8.542.26

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.542.26;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.169.23 (Inbox) 12.8.542.26

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.542.26;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9953
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.14.0 (Inbox) 9.04.01

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.08;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557
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VMware ESXi 7.0 (Update 2)
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 2)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 2)
Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.14.0 (Inbox) 9.04.01

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes QLogic EFI
BIOS 7.08;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557

113/186 © 2024  Fujitsu Limited



VMware ESXi 7.0 (Update 2)
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 2)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9557

VMware ESXi 7.0 (Update 2)
Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 2)
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.8.340.8;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9795
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.3.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686
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VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QLE2660, QLogic SANblade QLE2662,
QLogic SANblade QLE8362, QLogic SANblade QLE2670,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 4.0.3.0 (Inbox) 8.08.231

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)
Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0 (Update 1)
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9682
Alerts:
8443,9395,9686

VMware ESXi 7.0
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.1.0 (Inbox) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9559
Alerts:
8443,9395,9686

VMware ESXi 7.0

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=QLogic
SANblade QLE2674, QLogic SANblade QLE2672, QLogic SANblade
QLE2670, Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=Dell Qlogic 2692,Dell Qlogic 2690,
Vendors=QLogic SANblade QML2692,QLogic SANblade QML2690,
Vendors=Qle2690-Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.0.1.0 (Inbox) 8.08.231

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

QLogic SAN Boot
Yes (BIOS 3.62);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9559
Alerts:
8443,9395,9686
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VMware ESXi 7.0
Broadcom 64/32GFC GEN 7 HBA [Rack] [RACK]  {Vendors=LPe35002-
M2, Vendors=LPe35000-M2, Vendors=LPe35004-M2 } 12.4.293.3 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9559
Alerts:
8443,9395,9686

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.4.293.3 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9559
Alerts:
8443,9395,9686

VMware ESXi 7.0
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16004, Vendors=LPe16002B } 12.4.293.3 (Inbox) 12.6.240.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Emulex SAN Boot
Yes Emulex BIOS
12.6.240.40;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,7502,8381,9559
Alerts:
8443,9395,9686
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FC SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

PY-FC411/PYBFC411/
PYBFC411L
PY-FC412/PYBFC412/
PYBFC412L 5.2.46.0 (Inbox) 9.08.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

PY-FC341/PYBFC341/
PYBFC341L
PY-FC342/PYBFC342/
PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 5.2.46.0 (Inbox) 9.08.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

PY-FC321/PY-FC322/
S26361-F5580-L501
S26361-F5580-E1
S26361-F5580-E201
S26361-F5580-L502
S26361-F5580-E2
S26361-F5580-E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 5.2.46.0 (Inbox) 9.08.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686VMware ESXi 8.0
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PY-FC441/PYBFC441/
PYBFC441L
PY-FC442/PYBFC442/
PYBFC442L 12.8.329.0(Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

-

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,9915,10094,10095
Alerts:
9686

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 12.8.329.0(Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

-

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,9915,10094,10095
Alerts:
9686

PY-FC351/PYBFC351/
PYBFC351L
PY-FC352/PYBFC352/
PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202
MC*0JFCM1/M1L,MC*0JFCM2/M2L
MC*0JFCN1/N1L,MC*0JFCN2/N2L 12.8.329.0(Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

-

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,10094,10095
Alerts:
9686

PY-FC331/PYBFC331/
PYBFC331L
PY-FC332/PYBFC332/
PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC*0JFCF1/F1L,MC*0JFCF2/F2L
MC*0JFCG1/G1L,MC*0JFCG2/G2L 12.8.329.0(Inbox) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

-

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,10094,10095
Alerts:
9686VMware ESXi 7.0 (Update 2)
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FC SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Host File System Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 5.2.46.0 (Inbox) 9.08.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

VMware ESXi 8.0

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]
{Vendors=QLE2690, Vendors=QLE2694, Vendors=QLE2740,
Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2742,
Vendors=QLE2694L } 5.2.46.0 (Inbox) 9.08.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

VMware ESXi 8.0

Emulex LightPulse 32Gb LPe35000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe35000-M2  Emulex LightPulse
LPe35002-M2, Emulex LightPulse LPe35004-M2 } 14.0.635.3 (Inbox) 12.8.614.17

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

VMware ESXi 8.0

Emulex LightPulse 32Gb LPe32000 Series [Rack] [RACK]
{Vendors=Emulex LightPulse LPe32004-M6, Emulex LightPulse
LPe32002-M6, Emulex LightPulse LPe32000-M6 } 14.0.635.3 (Inbox) 12.8.614.17

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9847,9848,9849,10094,10095,10170
Alerts:
9686

*1 Please confirm with the OS vendor for support status.
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Qlogic 2690 and 2740/2760 Series [Rack] [RACK]
{Vendors=QLE2690, Vendors=QLE2740, Vendors=QLE2694,
Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2742,
Vendors=QLE2694L } 4.1.34.0 (Async) 9.06.02

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9850
Alerts:
9557

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 12.8.351.28 (Async) 12.8.351.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849
Alerts:
9686

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.28 (Async) 12.8.351.37

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,9915
Alerts:
9686

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]
{Vendors=QLE2690, Vendors=QLE2740, Vendors=QLE2694,
Vendors=QLE2692, Vendors=QLE2764, Vendors=QLE2742,
Vendors=QLE2694L } 4.1.34.0 (Async) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9850
Alerts:
9557

Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.34.0 (Async) 9.03.40

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9850
Alerts:
9557

Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004
} 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849
Alerts:
9686

VMware ESXi 7.0 (Update 2)
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Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

*1

Fabric Attach Not Applicable Supported

Info:
8381,9795,9847,9848,9849,9915
Alerts:
9686

*1 Please confirm with the OS vendor for support status.
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SAS SANtricity OS 11.80(Including 11.80.xx)
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC4FAE/PYBSC4FAE/PYBSC4FAEL	

Driver
26.00.00.00
(Inbox) 22.00.00.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.43.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

PY-SC3FBE/PYBSC3FBE/PYBSC3FBEL

Driver
26.00.00.00
(Inbox) 14.00.02.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.27.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

SAS SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

PY-SC4FAE/PYBSC4FAE/PYBSC4FAEL	

Driver
26.00.00.00
(Inbox) 22.00.00.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.43.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

PY-SC3FBE/PYBSC3FBE/PYBSC3FBEL

Driver
26.00.00.00
(Inbox) 14.00.02.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.27.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable SupportedVMware ESXi 8.0 (Update 1)

VMware ESXi 8.0 (Update 1)
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VMware ESXi 7.0 (Update 3)
PY-SC3FBE/PYBSC3FBE/
PYBSC3FBEL

Driver 19.00.02.00-1
(Inbox) 14.00.02.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.39.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10095,10080,10096
Alerts:
8443,9686,10057

VMware ESXi 7.0 (Update 2)
PY-SC3FBE/PYBSC3FBE/
PYBSC3FBEL

Driver 17.00.02.00-1
(Inbox) 14.00.02.06

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.39.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
6532,7502,8132,8381,9795,10095
Alerts:
8443,8566,8567,9686,10057
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ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0 Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 23.00.00.00 24.00.00.00
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10095,10096,10170
Alerts:
8443,9686,10057

VMware ESXi 8.0
Broadcom 9500-16e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Quad
Port } 23.00.00.00 24.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10095,10096,10170
Alerts:
8443,9686,10057

ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 24.00.00.00-1 24.00.00.00
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10080,10095,10096
Alerts:
8443,9686,10057

VMware ESXi 7.0 (Update 3)
Broadcom 9500-16e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Quad
Port } 24.00.00.00-1 24.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10080,10095,10096
Alerts:
8443,9686,10057
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ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0
Broadcom 9500-16e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Quad
Port } 23.00.00.00 24.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
10095,10096,10170,8381
Alerts:
8443,9686,10057

VMware ESXi 8.0 Broadcom 9500-8e {Spec=PCIe Gen 4.0 Tri-Mode 12Gb SAS Dual Port } 23.00.00.00 24.00.00.00
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom (BIOS
9.47.00.00);
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10095,10096,10170
Alerts:
8443,9686,10057

ESXi7.0
Host OS Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 21.00.00.00
(Async) 20.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.39.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
8381,10095,10080,10096
Alerts:
8443,9686,10057

VMware ESXi 7.0 (Update 2) Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 21.00.00.00
(Async) 20.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.39.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
6532,7502,8132,8381,9795,10095
Alerts:
8443,8566,8567,9686,10057

VMware ESXi 7.0 (Update 1) Broadcom 9400-8e {Spec=PCIe 12Gb SAS Dual Port }
Driver 21.00.00.00
(Async) 20.00.00.00

VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

SAN Boot Yes
Broadcom BIOS
9.39.00.00;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion Direct Attach Not Applicable Supported

Info:
6532,7502,8132,8381,9682,10095
Alerts:
8443,8566,8567,9686
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
ESXi8.0

Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 2) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

VMware ESXi 8.0 (Update 1) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

VMware ESXi 8.0 NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.

ESXi7.0
Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9953,10095
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.
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iSCSI SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0 NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.
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ESXi7.0
Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9953
Alerts:
8443,9063,9686

VMware ESXi 7.0 (Update 2) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9795
Alerts:
8443,9063,9686

VMware ESXi 7.0 (Update 1) NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9682
Alerts:
8443,9063,9557

VMware ESXi 7.0 NIC and CNA for PRIMERGY and PRIMEQUEST - -
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9682
Alerts:
8443,9063,9557

*1 Please use a network card and version supported by the server.
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iSCSI SANtricity OS 11.80(Including 11.80.xx)
ESXi8.0

Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 2) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

VMware ESXi 8.0 (Update 1) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

VMware ESXi 8.0 Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.

ESXi7.0
Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9953,10095
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.
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iSCSI SANtricity OS 11.70(Including 11.70.xx)
ESXi8.0

Host OS (OS) Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 8.0 Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,10095,10163
Alerts:
8443,9063,9686

*1 Please use a network card and version supported by the server.
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ESXi7.0
Host OS Host HBA *1 HBA Driver *1 HBA Firmware *1 Host Multipath Host Clustering Host Feature Software Initiator Storage Attachment Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9953
Alerts:
8443,9063,9686

VMware ESXi 7.0 (Update 2) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9795
Alerts:
8443,9063,9686

VMware ESXi 7.0 (Update 1) Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9682
Alerts:
8443,9063,9557

VMware ESXi 7.0 Not Applicable
VMware Distributed
with ESX

VMware ESX
VMotion;
VMware HA

Jumbo Frames;
SAN Boot No;
VMware ESX DRS;
VMware ESX
Storage DRS;
VMware ESX
Storage Vmotion;
VMware ESX
Vmotion;
VMware Fault
Tolerance;
VMware IPv6;
VMware vSphere
Distributed Switch
(VDS);
Vmware Storage
Vmotion

iSCSI Software
Initiator

Direct Attach;
Fabric Attach Not Applicable Supported

Info:
6532,8381,9682
Alerts:
8443,9063,9557

*1 Please use a network card and version supported by the server.
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FC SANtricity OS 11.80(Including 11.80.xx)
In Preparation(All Fujitsu Brocade switches are supported.)

FC SANtricity OS 11.70(Including 11.70.xx)

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m) FC Supported

Info:
7495,9414,10014

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2) Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b) FC Supported

Info:
7495,9414,10014

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
7885,8209,8331,5703,7264,7842

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Dell PowerEdge M1000e M6505;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

141/186 © 2024  Fujitsu Limited



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,9788,9789
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(33)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712
Alerts:
5702

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Dell PowerEdge M1000e M6505;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579
Alerts:
5702

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363
Alerts:
5702,9661
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Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(31)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,8881

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764
Alerts:
8765

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,8881

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764
Alerts:
8765

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632
Alerts:
5702
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NVMe/FC SANtricity OS 11.70(Including 11.70.xx)

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2) Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director

Brocade FOS Firmware v8.1.1a;
Brocade FOS Firmware v8.1.2;
Brocade FOS Firmware v8.1.2b;
[EOVS] Brocade FOS Firmware v8.1.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,8999,9000,9001,9002,9003,9004

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184
Alerts:
9186,9774
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184
Alerts:
9186,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9708,9709,9712

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9708,9709,9712

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
5703,8331,9005,9006,9007,9788,9789
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9708,9709,9712
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9708,9709,9712

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184
Alerts:
9186,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184
Alerts:
9186,9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director

Brocade FOS Firmware v8.2.0b;
[EOVS] Brocade FOS Firmware v8.2.0;
[EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a NVMe/FC Supported

Info:
8996,8997,8998,8999,9000,9001,9002,9003,9004

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director

Brocade FOS Firmware v8.1.1a;
Brocade FOS Firmware v8.1.2;
Brocade FOS Firmware v8.1.2b;
[EOVS] Brocade FOS Firmware v8.1.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,8999,9000,9001,9002,9003,9004

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
Alerts:
9774

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,9399,9753,8331
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,9005,9006,9007,9122,8331
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718

Cisco NX-OS Firmware 8.2(1);
Cisco NX-OS Firmware 8.2(2) NVMe/FC Supported

Info:
7264,9005,9006,9007,9008

NVMe/IB SANtricity OS 11.70(Including 11.70.xx)

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2400 NVMe/IB Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2302 NVMe/IB Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2110 NVMe/IB Supported
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IB-iSER SANtricity OS 11.70(Including 11.70.xx)

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2400 IB-iSER Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2302 IB-iSER Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2110 IB-iSER Supported

IB-SRP SANtricity OS 11.70(Including 11.70.xx)

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2400 IB-SRP Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2302 IB-SRP Supported
Mellanox IB Switch QM8700;
Mellanox IB Switch SB7700;
Mellanox IB Switch SB7800 Mellanox IB Switch Firmware 3.9.2110 IB-SRP Supported
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Alert
5702 The number of NPIV logins supported per port varies based on switch model/type of the FC/FCoE Switch. Switch vendors document their supported limits. In a c-mode target configuration, it is required to increase the switch

wide and per port NPIV limit on switches to avoid FDISC failure due to insufficient login resources. Please consult Brocade's Switch Admin Guide for configuration instruction, supportability and additional information.

8285 Configure SM (Subnet Manager) to run from a host(s). Using the infiniband switch to manage SM may cause unexpected path loss.

8443 [CQ729511] Restricted: Data corruption on VMware 5.x, 6.x, and 7.x against pRDM on Linux VMs

This issue affects Linux based virtual machines and physical RDM only.
During a path loss failover, a read request to a LUN backed by a physical RDM may return stale data.
A path loss failover can be caused by events such as: storage controller reboot (including during a controller firmware upgrade), storage controller failure or a bad path in the SAN caused by faulty hardware such as switch, cable
or SFP.

Host impact will depend on how the application will react to receiving stale data.  This could potentially cause data corruption and/or an application or host panic.  The issue seems to be transient and a re-read will return the
correct data.

It is recommended to use virtual RDMs or virtual disks instead of physical RDMs on Linux VMs due to this issue.

8530 Requires:
KB3192366 - Cumulative Update that includes several Cluster/HypverV VMs migration fixes. https://support.microsoft.com/en-us/kb/3192366

8566 [CQ887277] Restricted: VMware ESXi 6.7 or 6.5 vMotion fails during heavy IO load/profile - SR16230930209/SR1618672800

Hardware/Software Dependencies:
VMware ESXi 6.7 or 6.5
VMware ESXi host clustering
VMware ESXi vMotion
VMware ESXi DRS (Distributed Resource Scheduler)

Problem Background:
Using a heavy IO profile on multiple virtual machines on a VMware ESXi 6.7 or 6.5 host cluster, migration of VMs between hosts using VMware's vMotion feature may fail with an error message that reads:

"A general system error occurred: Invalid fault or operation timed out error"

Service Requests (SR) have been submitted with VMware (16230930209 and 16186728007) for this particular issue. VMware root-caused the issue, isolating it to be a problem with "networkProvider lock contention".

Root Cause:
VMware has root-caused this failure and isolated it to "networkProvider lock contention".

Workaround:
Reducing IO load profile will allow for vMotion to complete successfully. However, if that is not possible, ensure that virtual machines are balanced across all nodes in a VMware host cluster, and disable vSphere DRS
(Distributed Resource Scheduler).

8567 [CQ928972] Restricted: VMware ESXi 6.7 or 6.5 hosts reporting Invalid Sense Data during Straight IO - SR 16265347210

8765 Deprecated Hardware in NX-OS 8.1(1):
Starting from Cisco MDS NX-OS Release 8.1(1), the following hardware modules are not supported:

- Cisco MDS 9513
- Cisco MDS 9509
- Cisco MDS 9506
- Cisco MDS 9500 Series Supervisor-2A Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 32-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 10-Gbps 8-Port FCoE Module
- Cisco MDS 16-Port Storage Services Node (SSN-16)
- Cisco MDS 18/4-Port Multiservice Module (MSM)
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9063 Performance Degradation with Data Assurance enabled Volumes and iSCSI

Environment
The Data Assurance (DA; T10 PI) feature is now available with iSCSI on controllers models HB1100,HB1200,HB2100,HB2200,HB2300 and HB5100,HB5200/AB5100. However, due to a hardware limitation of the QLogic Hilda
chipset, enabling DA on an iSCSI volume can cause a performance degradation in read scenarios. This scenario does NOT affect the 25Gb chipset.       Environment:     -Controllers:
    HB1100,HB1200,HB2100,HB2200,HB2300 using baseboard iSCSI ports
    HB1100,HB1200,HB2100,HB2200,HB2300 using iSCSI ports on host interface card orderable as 	HIC,E2800,16G FC/10GbE,4-ports E57xx using baseboard iSCSI ports only.       -Controller Firmware (SANtricity OS) 11.40.x
and later.       -iSCSI volumes with Data Assurance enabled
iSCSI initiator       -Workload: Heavy reads with low queue depth       Symptom:    When using an iSCSI initiator to issue Reads to an iSCSI volume with DA enabled, you may experience Read performance degradation
compared to a non-DA enabled iSCSI volume. The degradation is more noticeable if queue depth=1.       Root Cause:
From extensive performance tests done by E-Series engineering and IOP, it was identified that the main contributor to the performance impact is a TCP feature called 'Delayed Acknowledgment' which is enabled by default on
most of the common host operating systems.       Solution:
Disable Delayed ACK on the host OS.
 
VMware vSphere ESXi 5.x/6.x
 
Perform the following procedure::
Log in to the vSphere Client and select the host.
Right-click the host and click Maintenance Mode.
Wait for the enter maintenance mode task to complete.
Navigate to the Configuration tab.
Click Storage Adapters.
Click the iSCSI vmhba that you want to modify.
Click Properties.
Modify the delayed ACK setting, using the option that best matches your site's needs from the 3 options below:
Modify the delayed ACK setting on a discovery address (recommended):
On a discovery address, click the Dynamic Discovery tab.
Click the Server Address tab.
Click Settings &gt; Advanced.
In the Delayed ACK Advanced Parameter options, uncheck inherit from parent and DelayedACK.
Click OK.
Modify the delayed ACK setting on a specific set of targets ports:
On a discovery address, click the Static Discovery tab.
Select all targets that reside on the array you are working with.
Click Remove to delete the selected entries.
Click the Dynamic Discovery tab.
Remove all entries that reside on the array you are working with.
Enter the discovery address but do not rescan the adapter yet.
Select the discovery address to modify and click Settings &gt; Advanced.
In the Delayed ACK Advanced Parameter options, uncheck inherit from parent and DelayedACK.
Click OK.
Repeat steps f-i for each discovery address that needs to be modified.
Modify the delayed ACK global setting:
Select the General tab.
Click Advanced.
In the Delayed ACK Advanced Parameter options, uncheck inherit from parent and DelayedACK.
Click OK.
Reboot the ESXi host
(See next Cell)
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9087 No support for Direct Target connectivity for any
protocol to Cisco NPV switch

9186 Brocade 7810/7840 Distance Extension Switch does not support FC-NVMe devices routing over FCR/FCIP protocol between/across multiple SAN Fabric running currently supported FOS releases.

9395 [CQ1179195] Restricted: Storage vMotion fails along with updating the correct .vmx file.  A virtual machine will fail to power on due to the Storage vMotion functionality not updating the .vmx configuration file to the proper disk.
Please ask Fujitsu for a work around.

9444 Warning: There is a known issue with NVMe/FC that can occasionally cause a path to fail to return to the host after a recovery from an exception.             If a path fails to log back in after a recovery from an exception, then a
host reboot will be required to return the path back to the host.

9445 Warning: There is a known issue in which the host can occasionally crash due to "kernel BUG at ../block/blk-core.c:3023!" during a path loss or path recovery scenario. We are currently working with SuSE to resolve this issue
and will update this row with a fix for this issue when available.

9446 Warning: There is a known issue in which the host can occasionally crash due to "BUG: unable to handle kernel NULL pointer dereference" during a path loss or path recovery scenario. We are currently working with SuSE to
resolve this issue and will update this row with a fix for this issue when available.

9447 Important: When running with NVMe using 11.60 you must run with 32 volumes or less per host.

9450 Attention: RISK OF DATA LOSS.     The RoCE protocol requires a lossless network.  In a switched environment, you must enable link level flow control, Priority Flow Control, or DC-QCN end to end.  Consult your network
administrator for tips on selecting the best configuration for your environment.

9480 It is required to install a patch to RHEL7 SP7 before it can be considered safe to attach E-Series storage. Execute the following commands to install the appropriate patches:     rpm -ivh kernel-3.10.0-1062.7.1.el7.x86_64.rpm

9495 There are known issues with the qla2xxx that result in issues discovering scsi luns when NVMe is turned on. In order to avoid these issues please use the following driver parameter:        ql2xnvmeenable=0

9502 It is required to install multiple updates to SLES 12 SP4 before it can be considered reliable to attach AB/HB Series storage arrays that support NVMe over Fabric. The specific package versions contained in these patches are
the minimum required versions for the best possible experience with NVMe based solutions at this time.  Any version higher than these are presumed to work but have not been explicitly tested and may cause unexpected
issues.  SUSE-SLE-SERVER-12-SP4-2019-549 (nvme-cli)  SUSE-SLE-SERVER-12-SP4-2019-1265 (systemd)  SUSE-SLE-SERVER-12-SP4-2019-2879 (kernel)  SUSE-SLE-SERVER-12-SP4-2019-2163 (multipath-tools)   You
should be able to copy and paste this one command line to update everything:  zypper update nvme-cli-1.5-3.3.1 libsystemd0-228-150.66.4 libudev1-228-150.66.4 systemd-228-150.66.4 systemd-sysvinit-228-150.66.4 udev-228-
150.66.4 systemd-bash-completion-228-150.66.4 kernel-default-4.12.14-95.37.1 kpartx-0.7.3+150+suse.caa50c4-2.11.1 multipath-tools-0.7.3+150+suse.caa50c4-2.11.1 device-mapper-1.02.149-9.7.1.x86_64  You may need to
use zypper install if you don't already have any of these packages on your system.  Also, you may need additional packages depending on your installation.  For example, if you have 32-bit compatibility, you may need additional
systemd packages or if you were doing kernel development, you may need the corresponding kernel-macros or kernel-devel packages.  NOTE: you may query installed patches with the command: zypper se -i -t patch

9557 VMware vSphere ESXi solutions are not supported on the Fujitsu AB6100.
VMware currently does not support 4Kn drives/volumes in SAN environments for any of their releases.

9592 This note resolves an issue seen with Emulex adapters with a new lpfc driver in the listed kernel.     It is required to install multiple updates to SLES 12 SP4 before it can
 be considered reliable to attach E-Series storage arrays that support
NVMe over Fabric. The specific package versions contained in these
patches are the minimum required versions for the best possible
experience with NVMe based solutions at this time.  Any version higher
than these are presumed to work but have not been explicitly tested and
may cause unexpected issues.  SUSE-SLE-SERVER-12-SP4-2019-549 (nvme-cli)  SUSE-SLE-SERVER-12-SP4-2019-1265 (systemd)  SUSE-SLE-SERVER-12-SP4-2019-2948 (kernel)  SUSE-SLE-SERVER-12-SP4-2019-2163
(multipath-tools)   You should be able to copy and paste this one command line to update everything:  zypper
 update nvme-cli-1.5-3.3.1 libsystemd0-228-150.66.4
libudev1-228-150.66.4 systemd-228-150.66.4 systemd-sysvinit-228-150.66.4
 udev-228-150.66.4 systemd-bash-completion-228-150.66.4
kernel-default-4.12.14-95.40.1 kpartx-0.7.3+150+suse.caa50c4-2.11.1
multipath-tools-0.7.3+150+suse.caa50c4-2.11.1
device-mapper-1.02.149-9.7.1.x86_64  You may need to use zypper install if you don't already have any of these packages on your system.  Also,
 you may need additional packages depending on your installation.  For
example, if you have 32-bit compatibility, you may need additional
systemd packages or if you were doing kernel development, you may need
the corresponding kernel-macros or kernel-devel packages.  NOTE: you may query installed patches with the command: zypper se -i -t patch

9605 In order for virtual ports to link up on an Infiniband array, subnet manager must run on the switch in a fabric-attached environment.    Run the following on a switch from the CLI:     1) ib sm virt enable  2) configuration write  3) no
ib sm  4) ib sm
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9606 Please change the "Path Selection Policy" of all storage devices (LUNs) to "Round Robin (VMware)".

To verify the SATP claim rules, specify the following on the command line:
#esxcli storage nmp satp rule list -s VMW_SATP_ALUA

To set the SATP claim rules, specify the following on the command line:
#esxcli storage nmp satp rule add -s VMW_SATP_ALUA -V FUJITSU -M ETERNUS_AHB -c tpgs_on -P VMW_PSP_RR -e “Fujitsu Eternus arrays with ALUA support"

9637 Minimum MPIO  version of "10.0 . 14393.82" is required. This is KB 3197954 or an update from January 2017 or February 2018.
<span style=""font-size:11.0pt;font-family:&quot;Calibri&quot;,sans-serif;
mso-fareast-font-family:Calibri;mso-fareast-theme-font:minor-latin;mso-ansi-language:
EN-US;mso-fareast-language:EN-US;mso-bidi-language:AR-SA"">  of Windows Server 2016."

9828

Please Install the patch on Oracle Linux 7.9 (Unbreakable Enterprise Kernel).
E-series storage will be able to connect securely.
Run the following command to install the appropriate patch.
# yum install kernel-uek-5.4 .17-2036.103.3.1.el 7 uek.x 86_64

10067
It is required to install a patch to RHEL/CentOS7 SP9 before it can be considered safe to attach E-Series storage.
Execute the following commands to install the appropriate patches:            yum install kernel-3.10.0-1160.53.1.el7.x86_64
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Info
318 OEM equivalents running versions of firmware supported by Fujitsu are functionally equivalent and are supported configurations

3897 Reference the Brocade release notes & documentation for Switches and FOS Interoperability support.

4734 The Access Gateway Feature is supported on certain switches.  To determine if your switch supports this feature, see the Brocade documentation or releases notes for the switch.

5006 Min. firmware support is 5.0(x) on MDS 9148

5007 There is no support for 2G linecards in the MDS 9500 directors beginning with NX-OS 5.0(x) firmware.

Loading 5.X firmware onto an MDS 9500 director with 2G linecards installed and powered on will fail.

5605 The 8 Gbps Advanced Fibre channel Switching Module is supported across all the 95XX series directors

Min firmware support is 5.2(1) for 32 and 48 port 8Gbps Advanced Fibre channel Switching Module installed in MDS 95XX directors.

For the full 256G of bandwidth on the 8 Gbps Advanced Fibre channel Switching Modules, they must be installed in the MDS 9513 with Fab 3 modules.

5609 Reference the Brocade Network Advisor (BNA) release notes and documentation for Switches and FOS Interoperability support.

5703 ONTAP OS: The NPIV feature must be enabled on all Cisco switches connected to a Fujitsu Cluster mode target.
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6532  - Configure SCSI disk I/O timeout and/or bus timeout/retry settings on all VMs.

Linux:

The \"udev\" facility is the best way to automatically configure disk timeouts when new disks are added to a VM and at boot time.  The VMware Tools package generally C1lays down
a udev configuration file that handles setting disk I/O timeouts to 180 seconds for virtual disks and virtual RDMs.  However, this doesn't cover physical RDMs for which the vendor ID
and product ID information varies depending on the actual underlying storage array.  This information is ONLY exposed for physical RDMs (pRDMs).  The file added by the Tools
package can usually be found at the following path, though it could vary depending on your Linux OS.

/etc/udev/rules.d/99-vmware-scsi-udev.rules

In order to set this up for pRDMs, the file must be modified to include the vendor and product IDs of the array.  A simple way to get this information for any pRDMs currently added to
the VM is to run the following command and look at the \"Vendor\" and \"Model\" information:

cat /proc/scsi/scsi

The vendor and model fields in the udev rules file have fixed-widths of 8 and 16 characters, respectively.  Note the additional white space padding in the example above.

Once this file has been modified, you can either restart udev, or reboot the VM to activate the changes.

Solaris:
In addition to configuring disk I/O timeouts, it's necessary to configure bus retry/timeout settings.  Configuring disk timeouts is done by appending the following line to the indicated
file:

/etc/system

set sd:sd_io_time=180

For bus retry/timeout settings, a more complicated entry must be added.

This entry depends on the array vendor and model information.  Here are examples of the entries that must be added to the indicated file:
/kernel/drv/sd.conf
(Solaris 10U7 and earlier):
sd-config-list=
  "VMware  Virtual disk    ","netapp-sd-config",
  "LSI     INF-01-00       ","netapp-sd-config";
  "NETAPP  INF-01-00       ","netapp-sd-config";
  "FUJITSU  ETERNUS_AHB       ","netapp-sd-config";
netapp-sd-config=1,0x9c01,32,0,0,0,0,0,0,0,0,0,40,40,40,0,0,8,0,0;

(S l i  10U8 d l t )
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6822 Configure SCSI disk I/O timeout settings to at least 180 seconds on all virtual machines running within Hyper-V for the appropriate Vendor ID (VID) and Product ID (PID).
Please ask Fujitsu for more information.

7074 Restricted CQ 351554:

When performing controller firmware upgrade, VMs should be paused prior to beginning upgrade process. Without VMs being paused, IO access loss may occur to VMs with virtual
hard disks mapped through Hyper-V. Commands being sent down physical paths are typically being held for longer than 75 seconds by the operating system.

Problem can be avoided by quiescing, pausing or shutting down virtual machines during upgrade of controller firmware. If this scenario is not possible and the problem occurs on a
virtual machine, the virtual machine can be restarted to restore access to virtual hard disks.

             

                               
                              

                            
                 

                                    
               

 

                            

                  

                           

 

          

                        

   

         
              
           
           

(Solaris 10U8 and later):
sd-config-list=
  "VMware  Virtual disk    ","retries-timeout:5,retries-notready:40,retries-busy:40,retries-reset:40",
  "LSI     INF-01-00       ","retries-timeout:5,retries-notready:40,retries-busy:40,retries-reset:40";
  "NETAPP  INF-01-00       ","retries-timeout:5,retries-notready:40,retries-busy:40,retries-reset:40";
  "FUJITSU  ETERNUS_AHB       ","retries-timeout:5,retries-notready:40,retries-busy:40,retries-reset:40";

Note the white space padding for the vendor and product information.  It must be 8 characters for vendor and 16 characters for product ID.
After configuring these files, a restart of the VM is required to activate the timings.  To validate that the settings have taken effect, you can use the following commands:

echo \"*sd_state::walk softstate|::print struct sd_lun\" | mdb -k > /tmp/sd_state.out
grep un_cmd_timeout /tmp/sd_state.out
grep un_busy_retry_count /tmp/sd_state.out
grep un_notready_retry_count /tmp/sd_state.out
grep un_reset_retry_count /tmp/sd_state.out

Windows:

In order to configure disk I/O timeouts for all Windows OS version, you simply need to edit a single registry key:

[HKEY_LOCAL_MACHINE\\SYSTEM\\CurrentControlSet\\Services\\Disk]
\"TimeOutValue\"=dword:000000b4

Once that's done, simply restart the VM.
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7161 Setting Group: Windows SAS LSI 3.2

Description: Settings for use with DSM 2.0

SAS ports each have 4 phys, with each having its own address. The addresses will be the same, with the exception of the last digit changing. On single-port HBAs, the last digit of
the address will range from 0-3, and on dual-port HBAs, the last digit of the address can range from 0-7. SAS HBAs based on LSI / Avago controllers set the addresses on the phys
based on when the links are established (Auto port setting). To avoid any potential issues that may occur by a phy getting a different address, it is recommended to map all possible
phy addresses as Host Port Identifiers for the host in SANtricity.

To map the addresses, in SANtricity, select the Host and go to Manage Host Port Identifiers. Make note of the address ending in 0. You will then select 'Add' and choose the option to
'Add by creating a new host port identifier' and put in that same address, but changing the last digit to accomodate for the possible different addresses (single port HBA: 0-3, dual port
HBA: 0-7).

For example, say our dual-port HBA host logs into the storage array with phy address 500605b003888ac70. We would then add as host port identifiers, for the same host, addresses
500605b003888ac71, 500605b003888ac72, 500605b003888ac73, 500605b003888ac74, 500605b003888ac75, 500605b003888ac76, 500605b003888ac77. Note the addresses are
the same EXCEPT for the last digit. This now gives the storage array the ability to handle any of the possible phy addresses for the HBA.

Modify HBA settings using following steps:
1. Enter HBA Bios settings at bootup
2. Select SAS adapter
3. Select "Advance Adapter Properties"
4. Select "Adapter Timing Properties"
5. Set timing valules

Timing Values:
Device Missing Report Delay: Sets the value to "10". Default is "0".
Device Missing I/O Delay: Sets the value to "5". Default is "0".
Port Configuration: Default is "Auto". Use default value.

7226 Windows Server 2012 R2 Hyper-V Guest OS Support

S  Wi d  HCL f  ll G  OS  h   d  F ji  ill   li  f G  OS7228 This configuration utilized virtual FC on VMs installed with Windows 2012 R2, Windows 2012, Windows 2008 R2 SP1, and Windows 2008 SP2 (x64).

7261 Setting Group: Windows FCP Emulex 3.3

Description: Settings for use with DSM 2.0

HBA Settings:

The settings below are configured during the installation of Fujitsu's Windows Unified Host Utilities. They are provided for verification reference but should not need to be manually
set or changed.

  LinkTimeOut - 1
  NodeTimeOut - 10

7264 AB/HB Series Setting Group: Switch FCP Cisco 1.0
Description: For use with Cisco switches.

Switch Settings:
In Order Delivery - global in order delivery configuration: guaranteed

It can be enabled with the command 'in-order-guarantee' and verify it by 'show in-order-guarantee'

174/186 © 2024  Fujitsu Limited



7360 Setting Group: Windows iSCSI MS 3.2
Description: Settings for use with DSM 2.0

SWI Settings:

                            7374 Setting Group: Windows FCP Qlogic 8.2

Description: Settings for use with DSM 2.0

HBA Settings:

The settings below are configured during the installation of Fujitsu's Windows Unified Host Utilities. They are provided for verification reference but should not need to be manually
set or changed.

  LinkDownTimeOut - 1
  PortDownRetryCount - 10

7452 It is recommended that all devices in the SAN support IEEE 802.1 Data Center Bridging (DCB) for iSCSI when DCB is enabled. If any device in the SAN does not support DCB, then
DCB should be disabled for the entire SAN.  This can be accomplished by disabling DCB at the switches.

Contact your switch vendor for proper procedures to disable DCB.

7502 Please use LSI Logic SCSI virtual adapter for SLES 10 and 11 x86 VMs as recommended by VMware
(See next Cell) http://partnerweb.vmware.com/GOSIG/SLES_11.html If using busLogic virtual SCSI adapter, you might experience a device offlined and not being brought back
online after error recovery. If a VM is in this state, a reboot is required to recover it.

http://partnerweb.vmware.com/GOSIG/SLES_10.html
7546 Requires:

KB2869606 -
The LUN for a storage device is lost when multiple paths are lost concurrently in Windows
 
(See next Cell)

http://support.microsoft.com/kb/2869606/en-us
7547 Requires:

KB2919442 - prerequisite
KB2919355-
 
U1 update for Windows 2012 R2 - April 2014
 
(See next Cell)
http://support.microsoft.com/kb/2919355/en-us

http://support.microsoft.com/kb/2919422/en-us
7603 Mount option required for filesystems on Infiniband and iSCSI based storage.

For any filesystem on disks presented to a Linux host using the Infiniband or iSCSI protocols for storage the _netdev mount option should be specified in the mount options field of
/etc/fstab in order for the filesystem to be mounted at boot time.

7619 AB/HB Series Setting Group: Switch FCP Brocade 1.0

IOD (In order delivery) should be turned on to guarantee all FC frames are delivered in order.

It can be turned on using 'iodset' command and verify with 'iodshow' command

7623 Requires:

KB2966870 -
Fix restart problems after you install update rollup 2919355 in Windows 8.1 or Windows Server 2012 R2

(See next Cell)
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7703 Requires:
KB2955164 -
 
Data corruption occurs on iSCSI LUNs in Windows
 
(See next Cell)

http://support.microsoft.com/kb/2955164/en-us
7737 SAS ports each have 4 phys, with each having its own address. The addresses will be the same, with the exception of the last digit changing. On single-port HBAs, the last digit of

the address will range from 0-3, and on dual-port HBAs, the last digit of the address can range from 0-7.  SAS HBAs based on LSI / Avago controllers set the addresses on the phys
based on when the links are established (Auto port setting). To avoid any potential issues that may occur by a phy getting a different address, it is recommended to map all possible
phy addresses as Host Port Identifiers for the host in SANtricity.

To map the addresses, in SANtricity, select the Host and go to Manage Host Port Identifiers. Make note of the address ending in 0.  You will then select 'Add' and choose the option
to 'Add by creating a new host port identifier' and put in that same address, but changing the last digit to accomodate for the possible different addresses (single port HBA: 0-3, dual
port HBA: 0-7).

For example, say our dual-port HBA host logs into the storage array with phy address 500605b003888ac70.  We would then add as host port identifiers, for the same host,
addresses 500605b003888ac71, 500605b003888ac72, 500605b003888ac73, 500605b003888ac74, 500605b003888ac75, 500605b003888ac76, 500605b003888ac77.  Note the
addresses are the same EXCEPT for the last digit.  This now gives the storage array the ability to handle any of the possible phy addresses for the HBA.

7842 AB/HB Series Switch Support:

4Gb connectivity from Switch to Fujitsu AB/HB series Controller is not recommended for use with Fujitsu AB/HB series controller firmware 8.10 and above, since 4Gb switch
connectivity is no longer tested starting in controller firmware version 8.10.

7885 Cisco Nexus 56128P Switch supports FC through the expansion module N56-M24UP2Q.

7891 This solution supports coexistence of both the SRP and iSER protocols on the same host through (optionally) the same HCA port.

8061 Min. firmware support is 6.2(13) on MDS 9396S.

8132 This solution was tested after adjusting the Round Robin IOPS limit from default of 1000 to 1.

Description:
LUNs with the FUJITSU VID/PID (Vendor ID/Product ID) use the Round Robin Path Selection Policy (PSP), which attempts to balance the I/O load across all active storage paths. By
default, the Round Robin PSP changes a path after either a certain number of IOPS or bytes are transmitted. This default, in the case of IOPS, is 1000. Although not required,
adjusting this limitation to 1 may improve performance.

Scenario:
With the default IOPS limit, if one storage path is pegged, any I/O in queue must wait until the storage array can service the request. Changing this limit to 1 allows the other storage
paths to be used when another path is maxed out.

Note:
Modifying this limit will affect any other storage devices that may be using the Round Robin PSP.

VMware provides additional information about this adjustment and how it may be made, available at (See next Cell)

http://kb.vmware.com/kb/2069356
8145 (LSIP200788637) For Sanboot, using LSI 9300-8e cards with HP Proliant DL380 Gen9 servers, the server BIOS needs to be 1.50 or later.

8209 Reference the Cisco release notes & documentation for Switches and NX-OS Interoperability support.

8331 OEM equivalents running versions of SAN-OS & NX-OS firmware supported by Fujitsu are functionally equivalent and are supported configurations.

176/186 © 2024  Fujitsu Limited

http://support.microsoft.com/kb/2955164/en-us
http://kb.vmware.com/kb/2069356


8363 Minimum firmware version support for Brocade X6-4 & X6-8 32G Director is FOSv8.0.1.

8381 Fujitsu supports all rack server hardware models corresponding to the server or processor architecture listed in the support matrix, but does not specify server models by brand.

8461 Inbox OS and HBA settings are supported. No additional OS or HBA settings are required for this to be a supported solution.

8502 Windows Server 2016 Hyper-V Guest OS Support

See Windows HCL for all Guest OSes that are supported. Fujitsu will test a sampling of Guest OSes.

The virtual machines tested with this configuration on Hyper-V are as follows:

Windows Server 2012 R2 (x64)
Windows Server 2012 R2 U1 (x64)
Windows Server 2012 (x64)
Windows Server 2008 R2 SP1 (x64)
CentOS 7.2 (x64)
CentOS 6.7 (x64)
RHEL 7.2 (x64)
RHEL 6.7 (x64)
SLES 12.1 (x64)
SLES 11.2 (x64)
OEL7 2 RH (x64)

8630 Minimum firmware version support for Brocade G610 is FOSv8.1.0.

8631 Brocade BNA (Brocade Network Advisor) 14.2.0 and higher versions support Brocade G610 switch.

8764 Cisco MDS NX-OS Release 8.1(x) - This release train supports the following platforms and modules:

1) Cisco MDS 9700 Series Switches
- Cisco MDS 48 Port 32 Gbps Fibre Channel Switching Module
- Cisco MDS 24/10 port SAN Extension Module
- Cisco MDS 48 Port 16 Gbps Fibre Channel Switching Module
- Cisco MDS 40 Gbps 24 Port Fibre Channel over Ethernet (FCoE) Module
- Cisco MDS 10 Gbps 48 Port Fibre Channel over Ethernet (FCoE) Module
2) Cisco MDS 9396S
3) Cisco MDS 9250i
4) Cisco MDS 9148S

8809 VMware ESXi 6.7 or 6.5

For VMware ESXi 6.7 or 6.5 hosts using 12 Gb Avago/LSI-equivalent SAS host bus adapters (HBAs), use of the legacy mpt3sas driver is required. The inbox lsi_msgpt3 driver will
attempt to override the mpt3sas driver and claim storage from such HBAs by default. If lsi_msgpt3 driver is not disabled, logical units (LUNs) may disappear at random and many
VMware features (i.e. vMotion) may be dysfunctional.

Steps to use the mpt3sas driver are as follows:
1. Install the out-of-box mpt3sas driver, as detailed in this solution.
2. Disable the inbox lsi_msgpt3 driver by executing the following shell command on the host:
`esxcli system module set -e false -m lsi_msgpt3;`
3. Place the host in maintenance mode and reboot.
4. After reboot, execute the shell command `esxcli storage core adapter list` on the host. Output from the command should detail that your specific vmhba name (i.e. vmhba1) is now
using the mpt3sas driver.
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8855 Setting Group Name: Linux IB Mellanox 5.0    Description: For use with Mellanox RDMA-CORE (inbox)       HCA Settings:   *  Set max_sect to 4096  Add "a max_sect=4096" to
/etc/srp_daemon.conf.      * Set cmd_sg_entries to 255  Add "options ib_srp cmd_sg_entries=255" to the system's modprobe configuration.
      * Set allow_ext_sg to Y  Add "options ib_srp allow_ext_sg = Y" to the system's modprobe configuration.
      * Set indirect_sg_entries to 2048   Add "options ib_srp indirect_sg_entries = 2048" to the system's modprobe configuration.

8856 Setting Group Name: Linux IB Mellanox iSER 2.1
Description: For use with open-iscsi SWI component and Mellanox HCA components with Linux DMMP

NIC Settings (/etc/iscsi/iscsid.conf):
replacement_timeout - 20

OFED Settings (/etc/rdma/rdma.conf)
ISERT_LOAD=no

Note for RHEL 7.x you will have to "touch" the /etc/multipath.conf file to enable DM-MP.

8873 A change was made to the upstream multipath tools that chagnes the default checker to the default TUR checker.  There were some issues with the TUR checker encountered with
our testing.  As such we recommend disabling the "detect checker" option which will cause E-Series volumes to use the RDAC checker.

Please add this to the /etc/multipath.conf

devices {
        device {
               vendor "(FUJITSU)"
                product "ETERNUS_AHB"
                detect_checker no
        }
}

8881 The following New Hardware introduced in Cisco MDS NX-OS Release 8.2(1):

The Cisco MDS 9132T 32-Gbps 32-Port Fibre Channel Switch is a compact one rack-unit (1RU)device with up to 32x32-Gbps full line rate Fibre Channel ports, and a pluggable and
modular Linecard Expansion Module (LEM) which can be inserted and removed as a Field Replaceable Unit (FRU).

8885 Description: For use with NoSettingsRequired components running DMMP

HBA S i  8905 What is New in the Brocade FOS 8.2.0 Release:

The following lists new hardware introduced with FOS 8.2.0 release.

1) Brocade FC32-64 Port Blade for Brocade X6 Director provides the 64 port Gen 6 (32 Gbps) Fibre Channel or 10Gb/25Gb/40Gb FCoE blade.

2) Brocade G630 Gen 6 (32 Gbps) Fibre Channel 128-port fixed port switch.

8906 Deprecated hardware in FOS 8.2.0:

The following blades are no longer supported starting with this release.
FC8-32E,
FC8-48E,
FC8-64
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8907 New software features introduced in FOS 8.2.0 Release:

The following software features are new in this release.

1) FCoE on FC32-64:
FOS v8.2 supports FCoE on FC32-64 blades for connecting FCoE servers, in particular, Cisco Unified Computing System (UCS), to FC SAN storage. Flexport and QSFP port
breakout are supported to configure QSFP ports with 32Gbps FC or 10Gbps/25Gbps/40Gbps Ethernet. LLDP and LACP protocols are supported for FCoE device discovery and
configuration.

2) REST API:
FOS v8.2 introduces a native RESTCONF server to provide REST API for provisioning and managing Brocade Gen 5 and Gen 6 SAN switch. The REST API is accessible by default
over HTTP/HTTPS protocol.

FOS v8.2 provides following functionality:
a) Fabric, switch, port inventory, configuration, operational state and statistics
b) Zoning
c) Extension configuration and statistics

8908 Minimum firmware version support for Brocade G630 and FC32-64 Blade is FOSv8.2.0.

8909 Brocade BNA (Brocade Network Advisor) 14.4.0 and higher versions support Brocade G630 switch.

8996 OEM equivalents running versions of switch firmware supported by NetApp are functionally equivalent and are supported configurations.

8997 Reference the Brocade release notes & documentation for FC-NVMe capable Switches and FOS Interoperability support.

8998 The Access Gateway Feature is supported on certain FC switches that are FC-NVMe capable also. To determine if your switch supports this AG feature, see the Brocade
documentation or releases notes for the switch.

8999 Reference the Brocade Network Advisor (BNA) 14.4.1 and later version of release notes and documentation for Switches and FOS Interoperability support.

9000 The number of NPIV logins supported per port varies based on switch model & type of the FC/FC-NVMe Switch. Switch vendors document their supported limits. In a Cluster target
configuration, it is required to increase the switch wide and per port NPIV limit on switches to avoid FDISC failure due to insufficient login resources. Please consult Brocade's Switch
Admin Guide for configuration instruction, supportability and additional information.

9001 Brocade BNA (Brocade Network Advisor) 14.4.1 and higher versions support FC-NVMe.

NVMe Discovery:
BNA discover switches with NVMe supported & displays device components in the topology view.

- If the adapter supports NVMe, the host icon displays FC-NVMe in the topology view.

- If the adapter does not support NVMe, the host icon displays FCP in the topology view.

- If the adapter supports both NVMe and FCP, the host icon displays FCP/NVMe in the topology view.

- In device tree, the icon is shows as FC for all the above cases.

9002 Minimum firmware version support for Brocade G630 and FC32-64 Blade on X6 Director is FOSv8.2.0.

9003 Brocade FOS 8.2.0 release has introduced the following new hardware:

1) Brocade FC32-64 Port Blade for Brocade X6 Director provides the 64 port Gen 6 (32 Gbps) Fibre Channel or 10Gb/25Gb/40Gb FCoE blade. This Blade supports FC-NVMe
protocol also.

2) Brocade G630 Gen 6 (32 Gbps) Fibre Channel 128-port fixed port switch for FC and FC-NVMe protocol support.
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9004 The following new features have been introduced in the FOS 8.2.0 release.

1)  FC32-64:
FOS v8.2 supports FC/FC-NVMe/FCoE on FC32-64 blades for connecting FC/FC-NVMe/FCoE servers, in particular, Cisco Unified Computing System (UCS), to FC SAN storage.
Flexport and QSFP port breakout are supported to configure QSFP ports with 32Gbps FC/FC-NVMe or 10Gbps/25Gbps/40Gbps Ethernet. Also, LLDP and LACP protocols are
supported for FCoE device discovery and configuration.

2) REST API:
FOS v8.2 introduces a native RESTCONF server to provide REST API for provisioning and managing Brocade Gen 5 and Gen 6 SAN switch. The REST API is accessible by default
over HTTP/HTTPS protocol.

3) FOS v8.2 provides following functionality:
a) Fabric, switch, port inventory, configuration, operational state and statistics
b) Zoning
c) Extension configuration and statistics

9005 The NPIV feature must be enabled on all Cisco MDS switches connected to a NetApp ONTAP Cluster Target.

9006 Reference the Cisco release notes & documentation for FC/FC-NVMe Capable Switches, NX-OS and DCNM support.

9007 OEM equivalents running versions of Cisco NX-OS firmware supported by NetApp are functionally equivalent and are supported configurations.

9008 The Cisco NX-OS 8.2(1) has introduced the following new hardware:

The Cisco MDS 9132T 32-Gbps 32-Port FC Switch is a compact one rack-unit (1RU).
The Cisco modular Linecard Expansion Module (LEM) for MDS 9132T which can be inserted and removed as a Field Replaceable Unit (FRU).

9015 Setting Group Name: Linux RHEL iSCSI 1.1
Description: For use with open-iscsi SWI component running DMMP (RHEL)

Setting name: failback
  Recommend value (cluster): manual
  Recommended value (non-cluster): immediate
  Set: add to multipath.conf
  Get: multipathd show config
  Description: How long to wait after the preferred path comes up before issuing a failback.  Set to manual when hosts share lun access to avoid lun thrashing.

Setting name: replacment_timeout
  Recommend value: 20
  Set: edit /etc/iscsi/iscsid.conf
  Description: How long to wait before the driver should report devices are no longer available to the operating system.

9067 This solution supports coexistence of the NVMe/IB, IB-SRP and IB-iSER protocols on the same host through (optionally) the same HCA port.

9080 Setting Group Name: Linux Ubuntu iSCSI 1.0  Description: For use with open-iSCSI SWI running on Ubuntu     Setting Type: NIC Setting Name: node_startup Default Value:
node_startup - manual Recommended Value: node_startup - automatic  Set in /etc/iscsi/iscsid.conf Description: To automatically start the session on startup  Setting Type: NIC
Setting Name: replacement_timeout Default Value: replacement_timeout - 120 Recommended Value: replacement_timeout - 20 Set in /etc/iscsi/iscsid.conf Description: How long to
wait before the driver should report devices are no longer available to the Operating System.

9122 The following New Hardware introduced in Cisco MDS NX-OS Release 8.3(1).
  - The Cisco MDS 9148T 48-Gbps 32-Port Fibre Channel Switch.
       - The Cisco MDS 9396T 96-Gbps 32-Port Fibre Channel Switch.
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9184 What is New in FOS v8.2.1:    1)  Introduced the Brocade 7810 (Gen 6 (32Gb/s) Distance Extension Switch).     2) Supports the new optical transceivers on the noted devices:
32Gb/s Fibre Channel 25 KM ELWL SFP (customer P/N XBR-000278) on Brocade G610, G620, G630, FC32-48, and
SX6 blade.     3) Introduces counterfeit license protection (CLP) on Brocade 6505, 6510, G610, G620, and 7810 to prevent
misuse of licenseAdd command.     4) RESTAPI with new RESTCONF modules     5) Implements hardware-based ingress rate limiting on the management interface of X6 directors
to prevent
denial of service (DOS) attacks through the Ethernet management interface.      6) Adds support of the Get Zone Set (GZS) and Get Active Zone Set (GAZS) commands under FC-
GS-8 for
zone servers. GZS query Zone Set Database while GAZS query for Active Zone Set (or Effective Configuration Set).     7) Adds a -force option to rootAccess command to bypass the
interactive prompt of the command execution.     8) Supports portcfgislmode to configure ISL R_RDY mode on the ISLs in a base switch, i.e., XISLs. With this
enhancement, devices that support R_RDY mode only can be used on XISLs.     9) The following commands are new in this release: bladePortMap, deviceLogin, factoryFanShow
and psUtil.

9185 Brocade BNA (Brocade Network Advisor) 14.4.3 and higher versions support Brocade 7810 switch.

9261 Windows Server 2019 Hyper-V Guest OS Support        See Windows HCL for all Guest OSes that are supported. Fujitsu will test a sampling of Guest OSes.     The virtual machines
tested with this configuration aon Hyper-V are as follows:     Windows Server 2016 (x64)  Windows Server 2012R2 (x64)  Windows Server 2012 (x64)  Windows Server 2008 R2 SP1
(x64)  CentOS 7.2 (x64)  CentOS 6.7 (x64)  RHEL 7.2 (x64)  RHEL 6.7 (x64)  SLES 12.1 (x64)  SLES 11.4 (x64)  OEL 7.2 RH (x64)

9294 Brocade 7810/7840 Distance Extension Switch support FC-NVMe devices routing over FCR/FCIP protocol between/across multiple SAN Fabric is supported with FOS v8.2.1b
&amp; later releases.

9295 Brocade SANnav Version 1.1 (Fabric Management Portal and Brocade SANnav Global View) is supported with NetApp FC/FC-NVMe SAN.

9296 Peer Zoning Feature is supported with FC/FC-NVMe SAN Target/Initiators (principal in a Peer zone) in a fabric running Fabric OS 8.2.1a or a later.

9382 NVMe over Fiber Channel, NVMe/FC, is only supported in SANtricity OS version 11.50.2 and later.

9394 VMware ESXi 6.5 U3             See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes)
that are supported.             Fujitsu will test a sampling of Guest OSes       that include:             1. Windows Server 2012 R2 (x64)      2. Windows Server 2012 R2 U1 (x64)      3.
Windows Server 2016 (x64)      4. Windows Server 2019 (x64)      5. Red Hat Enterprise Linux 6.10 (x86)      6. Red Hat Enterprise Linux 6.10 (x64)      7. Red Hat Enterprise Linux
7.7 (x64)      8. Red Hat Enterprise Linux 8.0 (x64)      9. SUSE Linux Enterprise Server 12.4 (x64)      10. SUSE Linux Enterprise Server 15.1 (x64)      11. Oracle Enterprise Linux
6.10 (x64)      12. Oracle Enterprise Linux 7.7 (x64)      13. Oracle Enterprise Linux 8.0 (x64)      14. CentOS 6.10 (x86)      15. CentOS 6.10 (x64)      16. CentOS 7.7 (x64)      17.
CentOS 8.0 (x64)

9399 The following new hardware is introduced by the NX-OS 8.4(1) and supported by the NetApp.         -Cisco MDS 9700 Series Supervisor-4 Module.    -Cisco MDS 9710 Crossbar
Fabric-3 Switching Module.    -Cisco MDS 9706 Crossbar Fabric-3 Switching Module         Use the the following NX-OS 8.4(1) system and kickstart image for a Cisco MDS switch.
-Use the Filename begins with m9300-s2ek9 for Cisco MDS 9396T.    -Use the Filename begins with m9148-s6ek9 for Cisco MDS 9148T    -Use the Filename begins with m9100-
s6ek9 for Cisco MDS 9132T
  -Use the Filename begins with m9100-s5ek9 for Cisco MDS 9148S
  -Use the Filename begins with m9250-s5ek9 for Cisco MDS 9250i.
  -Use the Filename begins with m9300-s1ek9 for Cisco MDS 9396S.
  -Use the Filename begins with m9700-sf3ek9 and m9700-sf4ek9 for Cisco MDS 9718, 9710, and 9706.
 
  Note: For Cisco MDS NX-OS Release 8.4(x), use the image filename starting with m9700-sf4ek9.
  Reference to the NX-OS 8.4(1) for additional information.
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9425 Setting Group Name: Linux NVMe/RoCE Mellanox 2.0
Description: NVMe over RDMA over Converged Ethernet with Mellanox components using ANA
* Edit /etc/rdma/rdma.conf:  IPOIB_LOAD=yes
* nvme-connect using -l and -Q  nvme connect -t rdma -a array_ip_address -n array_nqn -Q 1024 -l 3600  -Q = Elements per IO queue on NVMe devices  -l = NVMe controller loss
timeout period in seconds
* Add to /etc/multipath.conf:
  devices {  device {  vendor "NVME"  product "ETERNUS_AHB"  path_grouping_policy group_by_prio  failback immediate  no_path_retry 30  }  }     Details of the above multipath
settings:
Setting name: vendor
Required value: "NVME"
Set: add to multipath.conf
Get: multipathd show config
Description: Vendor ID string for NVMe
Setting name: product
Required value: "ETERNUS_AHB"
Set: add to multipath.conf
Get: multipathd show config
Description: Product ID string for NVMe
Setting name: path_grouping_policy
Required value: group_by_prio
Set: add to multipath.conf
Get: multipathd show config
Description: Policy to use to create path groups. Group paths with the same priority together.
Setting name: failback
Recommended value (non-cluster): immediate
Set: add to multipath.conf
Get: multipathd show config
Description: How long to wait after the preferred path comes up before issuing a failback.
Set to manual when hosts share lun access to avoid lun thrashing.
Setting name: no_path_retry
Required value: 30
Set: add to multipath.conf
Get: multipathd show config
Description: How long to queue I/O in an all path loss scenario.
Time value will be no_path_retry * polling_interval. Value should be 150 seconds based on default 5 second polling interval.
RECOMMENDATION: For best performance, set the MTU rate of your RoCE connections to 4200.

9426 VMware ESXi 6.7 U3            See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes)
that are supported.             Fujitsu will test a sampling of Guest OSes       that include:             1. Windows Server 2012 R2 (x64)      2. Windows Server 2012 R2 U1 (x64)      3.
Windows Server 2016 (x64)      4. Windows Server 2019 (x64)      5. Red Hat Enterprise Linux 6.10 (x86)      6. Red Hat Enterprise Linux 6.10 (x64)      7. Red Hat Enterprise Linux
7.7 (x64)      8. SUSE Linux Enterprise Server 12.4 (x64)      9. SUSE Linux Enterprise Server 15 (x64)      10. Oracle Enterprise Linux 6.10 (x64)      11. Oracle Enterprise Linux 7.6
(x64)      12. CentOS 6.10 (x86)      13. CentOS 6.10 (x64)      14. CentOS 7.6 (x64)
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9436 Setting Group Name: Linux NVMe/IB Mellanox 1.1
Description: NVMe over Infiniband with Mellanox components
* Edit /etc/rdma/rdma.conf: IPOIB_LOAD=yes
* nvme-connect using -l and -Q nvme connect -t rdma -a array_ip_address -n array_nqn -Q 1024 -l 3600     -Q = Elements per IO queue on NVMe devices     -l = NVMe controller
loss timeout period in seconds
* Add to /etc/multipath.conf:
devices {         device {                 vendor "NVME"                 product "ETERNUS_AHB"                 path_grouping_policy group_by_prio                 failback immediate
no_path_retry 30         } }
Details of the above multipath settings:
Setting name: vendor
Required value: "NVME"
Set: add to multipath.conf
Get: multipathd show config
Description: Vendor ID string for NVMe
Setting name: product
Required value: "ETERNUS_AHB"
Set: add to multipath.conf
Get: multipathd show config
Description: Product ID string for NVMe Setting
name: path_grouping_policy
Required value: group_by_prio
Set: add to multipath.conf
Get: multipathd show config
Description: Policy to use to create path groups. Group paths with the same priority together.
Setting name: failback
Recommended value (non-cluster): immediate
Set: add to multipath.conf
Get: multipathd show config
Description: How long to wait after the preferred path comes up before issuing a failback. Set to manual when hosts share lun access to avoid lun thrashing.
Setting name: no_path_retry
Required value: 30
Set: add to multipath.conf
Get: multipathd show config
Description: How long to queue I/O in an all path loss scenario. Time value will be no_path_retry
* polling_interval. Value should be 150 seconds based on default 5 second polling interval.

9443 DEPRECATED as of 12/11/2019 - Superceded by Note   9502           It is required to install multiple updates to SLES 12 SP4 before it can be considered reliable to attach E-Series
storage arrays that support NVMe over Fabric. The specific package versions contained in these patches are the minimum required versions for the best possible experience with
NVMe based solutions at this time.  Any version higher than these are presumed to work but have not been explicitly tested and may cause unexpected issues.            SUSE-SLE-
SERVER-12-SP4-2019-549 (nvme-cli)       SUSE-SLE-SERVER-12-SP4-2019-1265 (systemd)       SUSE-SLE-SERVER-12-SP4-2019-2412 (kernel)       SUSE-SLE-SERVER-12-
SP4-2019-2163 (multipath-tools)                     You should be able to copy and paste this one command line to update everything:             zypper update nvme-cli-1.5-3.3.1
libsystemd0-228-150.66.4 libudev1-228-150.66.4 systemd-228-150.66.4 systemd-sysvinit-228-150.66.4 udev-228-150.66.4 systemd-bash-completion-228-150.66.4 kernel-default-
4.12.14-95.32.1 kpartx-0.7.3+150+suse.caa50c4-2.11.1 multipath-tools-0.7.3+150+suse.caa50c4-2.11.1 device-mapper-1.02.149-9.7.1.x86_64             You may need to use zypper
install if you don't already have any of these packages on your system.             Also, you may need additional packages depending on your installation.  For example, if you have 32-
bit compatibility, you may need additional systemd packages or if you were doing kernel development, you may need the corresponding kernel-macros or kernel-devel packages.
NOTE: you may query installed patches with the command: zypper se -i -t patch

9465 [CQ201192567   ] [MLNX 00638873]    srp_daemon fails to register to traps and non-matching sm_key             A customer might see the following messages in their message logs.
This issue is cosmetic only:             Jul 3 09:42:01 ictm1604s01h1 srp_daemon[3236]: No response to inform info registration       Jul 3 09:42:01 ictm1604s01h1 srp_daemon[3236]:
Fail to register to traps, maybe there is no SM running on fabric or IB port is down       â	¦       Jul 3 10:17:41 ictm1604s01h1 OpenSM[7965]: Found remote SM (0,1,15) with non-
matching sm_key
Please ask Fujitsu for a work around.

9466 A call trace can be caused by memory congestion and is deemed as not fatal.
Please ask Fujitsu for more information.

9477 SANboot support with 4k volumes     SANbooting with volumes that have a 4k sector size is only possible using servers configured to boot with the EFI/UEFI BIOS.  Legacy BIOS
cannot handle sizes larger than 512. 183/186 © 2024  Fujitsu Limited



9484 It is required to install multiple updates to SLES 15 SP1 before it can be considered reliable to attach Fujitsu storage arrays that support NVMe over Fabric. The specific package
versions contained in these patches are the minimum required versions for the best possible experience with NVMe based solutions at this time. Any version higher than these are
presumed to work but have not been explicitly tested and may cause unexpected issues.            SUSE-SLE-Module-Basesystem-15-SP1-2019-2171 (nvme-cli)       SUSE-SLE-
Module-Basesystem-15-SP1-2019-1853 (systemd)       SUSE-SLE-Module-Basesystem-15-SP1-2019-2710 (kernel)       SUSE-SLE-Module-Basesystem-15-SP1-2019-2637
(multipath-tools)       SUSE-SLE-Module-Basesystem-15-SP1-2019-2367 (device-mapper)             You should be able to copy and paste this one command line to update everything:
zypper update nvme-cli-1.8.1-6.9.1 libsystemd0-234-24.33.1 libudev1-234-24.33.1 systemd-234-24.33.1 systemd-sysvinit-234-24.33.1 udev-234-24.33.1 systemd-bash-completion-
234-24.33.1 kernel-default-4.12.14-197.21.1 kpartx-0.7.9+167+suse.07c42ab-3.6.3 multipath-tools-0.7.9+167+suse.07c42ab-3.6.3 device-mapper-1.02.149-12.3.1        You may
need to use zypper install if you don't already have any of these packages on your system.             Also, you may need additional packages depending on your installation.  For
example, if you have 32-bit compatibility, you may need additional systemd packages or if you were doing kernel development, you may need the corresponding kernel-macros or
kernel-devel packages.             NOTE: you may query installed patches with the command: zypper se -i -t patch

9505 Virtual port will take longer to recover when a switch port went offline and back online.     Recommended to use physical port instead of virtual port of the direct socket adapter.

9579 SANtricity OS 11.60 support for FC starts at 11.60.1

9604 For NVMe/FC install Broadcom's autoconnect script in order for it to work. This applies to both Qlogic and Emulex Configurations.                   The Autoconnect Script can be found at
the following location:             https:\\(See next Cell)                    under the Keyword "Autoconnect Script File for Inbox NVMe over FC Drivers" - Choose version specific to OS.
In addition, for Qlogic you will also have to modify /lib/system/nvmefc-boot-connections.service after installing the Broadcom NVMe/FC autoconnect script to contain the following:
[Unit] Description=Auto-connect to subsystems on FC-NVME devices found during boot             [Service] Type=oneshot ExecStart=/bin/sh -c "echo add &gt;
/sys/class/fc/fc_udev_device/nvme_discovery"             [Install] WantedBy=default.target

http://www.broadcom.com/support/download-search
9682

VMware ESXi 7.0 U1
See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes) that are supported.
NetApp will test a sampling of Guest OSes that include:
1. Windows Server 2012 R2 (x64)
2. Windows Server 2012 R2 Update 1 (x64)
3. Windows Server 2016 (x64)
4. Windows Server 2019 (x64)
5. Red Hat Enterprise Linux 6.10 (x64)
6. Red Hat Enterprise Linux 7.7 (x64)
7. Red Hat Enterprise Linux 8.0 (x64)
8. SUSE Linux Enterprise Server 12 SP4 (x64)
9. SUSE Linux Enterprise Server 15 SP1 (x64)
10. Oracle Enterprise Linux 6.10 (x64)
11. Oracle Enterprise Linux 7.7 (x64)
12. Oracle Enterprise Linux 8.0 (x64)
13. CentOS 6.10 (x64)
14. CentOS 7.7 (x64)
15. CentOS 8.0 (x64)

9559

VMware ESXi 7.0
See the VMware HCL
(http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes) that are supported.
NetApp will test a sampling of Guest OSes that include:
1. Windows Server 2012 R2 (x64)
2. Windows Server 2012 R2 Update 1 (x64)
3. Windows Server 2016 (x64)
4. Windows Server 2019 (x64)
5. Red Hat Enterprise Linux 6.10 (x64)
6. Red Hat Enterprise Linux 7.7 (x64)
7. Red Hat Enterprise Linux 8.0 (x64)
8. SUSE Linux Enterprise Server 12 SP4 (x64)
9. SUSE Linux Enterprise Server 15 SP1 (x64)
10. Oracle Enterprise Linux 6.10 (x64)
11. Oracle Enterprise Linux 7.7 (x64)
12. Oracle Enterprise Linux 8.0 (x64)
13. CentOS 6.10 (x64)
14. CentOS 7.7 (x64)
15. CentOS 8.0 (x64)
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9795

VMware ESXi 7.0 U2             See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes)
that are supported.             NetApp will test a sampling of Guest OSes      that include:             1. Windows Server 2016 (x64)      2. Windows Server 2019 (x64)      3. Red Hat
Enterprise Linux 8.2 (x86)      4. Red Hat Enterprise Linux 8.2 (x64)      5. SUSE Linux Enterprise Server 12.5 (x64)      6. SUSE Linux Enterprise Server 15.2 (x64)      7. Oracle
Enterprise Linux 7.9 (x64)      8. Oracle Enterprise Linux 8.2 (x64)      9. CentOS 7.9 (x86)      10. CentOS 7.9 (x64)      11. CentOS 8.2 (x64)

9953

VMware ESXi 7.0 U3             See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes)
that are supported.             NetApp will test a sampling of Guest OSes      that include:             1. Windows Server 2016 (x64)      2. Windows Server 2019 (x64)      3. Windows
Server 2022 (x64)      4. Red Hat Enterprise Linux 8.4 (x86)      5. Red Hat Enterprise Linux 8.4 (x64)      6. SUSE Linux Enterprise Server 12.5 (x64)      7. SUSE Linux Enterprise
Server 15.3 (x64)      8. Oracle Enterprise Linux 7.9 (x64)      9. Oracle Enterprise Linux 8.4 (x64)      10. CentOS 7.9 (x86)      11. CentOS 7.9 (x64)      12. CentOS 8.4 (x64)

9910

Windows Server 2022 Hyper-V Guest OS Support        See Windows HCL for all Guest OSes that are supported. NetApp will test a sampling of Guest OSes.     The virtual machines
tested with this configuration aon Hyper-V are as follows:     Windows Server 2022 (x64)  Windows Server 2019 (x64)  Windows Server 2016 (x64)  CentOS 8.2 (x64)   CentOS 7.9
(x64)  CentOS 6.10 (x64)  RHEL 8.4 (x64)   RHEL 7.9 (x64)  RHEL 6.10 (x64)  SLES 15.3 (x64)  SLES 12.5 (x64)  OEL 8.4 RH (x64)

9915
NOTE, this configuration does  not  support the Broadcom Emulex  LPe36000  or the  LPe36002  adapters.  The firmware delivered with this solution is older and is not available for
these adapters.

9847 VMware ESXi + NVMe/FC Per VMware's storage documentation, raw device mappings (RDMs) are not supported on NVMe over Fabric Storage     (See next Cell)

https://docs.vmware.com/en/VMware-
vSphere/7.0/com.vmware.vsphere.storage.doc/GUID-9AEE5F4D-0CB8-4355-
BF89-BB61C5F30C70.html

9848 VMware ESXi + NVMe/FC Maximum of 32 namespaces are supported by VMware. Maximum of 128 paths are supported by VMware.     (See next Cell)

https://docs.vmware.com/en/VMware-
vSphere/7.0/com.vmware.vsphere.storage.doc/GUID-9AEE5F4D-0CB8-4355-
BF89-BB61C5F30C70.html

9849
VMware ESXi + NVMe/FC + Broadcom/Emulex HBA Support for NVMe/FC must be enabled within the Broadcom lpfc driver by executing the following ESXi shell command:
esxcli system module parameters set -m lpfc -p "lpfc_enable_fc4_type=3"

9850
VMware ESXi + NVMe/FC + Marvell/Qlogic HBA Support for NVMe/FC must be enabled within the Marvell/Qlogic qlnativefc driver by executing the following ESXi shell command:
esxcfg-module -s "ql2xnvmesupport=1" qlnativefc

10080

VMware ESXi 7.0 U3             See the VMware HCL (http://www.vmware.com/resources/compatibility/search.php?deviceCategory=software) for all Guest Operating Systems (OSes)
that are supported.             NetApp will test a sampling of Guest OSes that include:             1. Windows Server 2016 (x64)      2. Windows Server 2019 (x64)      3. Windows Server
2022 (x64)      4. Red Hat Enterprise Linux 8.4 (x64)      5. SUSE Linux Enterprise Server 12 SP5 (x64)      6. SUSE Linux Enterprise Server 15 SP3 (x64)

10094 For VMware solutions that utilize the High-Performance Plug-in (HPP), VMware recommends that VMs use VMware Paravirtual SCSI controllers.        (See next Cell)
https://docs.vmware.com/en/VMware-vSphere/7.0/vsphere-esxi-vcenter-server-
703-storage-guide.pdf

10095

Use of VMFS extents on VMware is not recommended. Rather than adding another volume as an extent to an existing VMFS datastore to increase capacity, it is recommended to
perform a DVE operation (https://library.netapp.com/ecmdocs/ECMLP2502821/html/GUID-CFE3014B-6205-4D9E-9F5A-AE89FE54037C.html) on the existing backing volume and
grow the VMFS datastore.

10096
For Microsoft Windows virtual machines, it is recommended that VMware Paravirtual SCSI controllers be chosen over LSI Logic SAS SCSI controllers.            Per
https://kb.vmware.com/s/article/2063346, there may be performance implications when using LSI Logic SAS SCSI controllers on Windows VMs.
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FJ1 The following functions and configurations of "Fujitsu PRIMECLUSTER" are not supported.
- I/O fencing
- Mirroring between cabinets
- PRIMECLUSTER GD Optional Products (PRIMECLUSTER GD Snapshot, PRIMECLUSTER GD I / O Monitor Option)

FJ2 Fujitsu PRIMECLUSTER supported 4.3A40 to 4.6A00.

FJ3 Fujitsu PRIMECLUSTER supported 4.3A10 to 4.6A10.

FJ4 Please inquire from the following for the conditions when using PRIMECLUSTER on a PC server made by another company.
https://www.fujitsu.com/global/products/software/infrastructure-software/high-availability/primecluster/index.html

FJ5 "Maximum number of simultaneous commands processes" is "2048" per controller.
Setting method(FC)
Solaris:max-throttle=
Linux:Any file (.conf) in /etc/modprobe.d/
        Emulex:lpfc_lun_queue_depth=
        Qlogic :ql2xmaxqdepth=
Windows:
        Emulex(OneCommand Manager):[Driver Parameters]-[QueueDepth]
        Qlogic(QConvergeConsole)        :[Parameter]-[Advanced HBA Parameter]-[Execution Throttle]
VMware:https://kb.vmware.com/s/article/1267?lang=ja

FJ6 Regarding the SANtricity version notation of "Support Matrix"
The notation is in the range of SANtricityxx.xx.
Example: If the supported version is listed as SANtricity11.70, SANtricity11.70.1 and SANtricity11.70.1R1 are also included.

FJ7 Virtualization technology supports:
--Oracle VM
--Solaris Dynamic Domains
--Solaris Zones
--Solaris Containers
However, please confirm with the server vendor for the support status.

FJ8 For the support status of "Fujitsu PRIMECLUSTER", refer to the following.
https://product.jp.fujitsu.com/software/products/primecluster/sales.aspx
->"PRIMECLUSTER Supported OS List"

FJ9 Please confirm the support status of Oracle RAC / SEHA on the server side.

FJ10 Please use UEK 5.4.17-2136.304.4.5 or later for the UEK version of Oracle Linux.

FJ11 Please unassign access volumes when not in-band managed.

FJ12 Direct setting of "connection-options" in qlc.conf parameter
In the case of direct connection, depending on the type of Fiber Channel card, there are cards that operate in loop mode and cards that operate in point to point mode.
Therefore, for the value of connection-options, select "2", which works in both ""loop"" and ""point to point"" modes.
However, in the following cases, please select other than "2".
• Select "0" when directly connecting a SE0X7F21F or SE0X7F22F Fiber Channel card.
• When directly connecting an SP1X7FAA2F, SP1X7FAB2F, or SP1X7FAC2F Fiber Channel card, select "1" to set the transfer rate to 16Gbit/s, and select "0" to set it to
8Gbit/s or less. "

FJ13 Notes on SANboot
-Symptoms
When using a SANboot configuration, booting the OS may fail.
-Subject
SANboot configuration when using Qlogic(PY-FC412/411, PY-FC342/341, PY-FC322/321)
-Cause
The server's UEFI HBA port does not recognize the LUN assigned to the path on the non-owner controller side.
-Workaround
When bootting the OS, please use the path on the owner controller side.
Also, when this phenomenon occurs, please change the ownership of the controller from SANtricity System Manager.
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