
Edition 25, 2024/4/19
FUJITSU Storage ETERNUS AX/HX series  Server Support Matrix

Note: This Support Matix shows supprted configurations.

- The posted HBA drivers / firmware and related software may need to be updated.

- When using a Fujitsu server, if Oracle RAC is supported by ”Host Clustering”, Oracle SEHA can also be supported. 

   Please confirm the Oracle Database system requirements for more information.

- For "Alart" and "Info", please find the number on Alart sheet and Info sheet.

- Windows, Linux, and VMware will be able to support the latest drivers and firmware versions for the HBA listed in the support matrix.

Future support plan

ONTAP9.13.1
ONTAP9.12.1

ONTAP9.14.1
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Future support plan
Solaris

Host OS ONTAP Version Protocol Host HBA Host Multipath Host Clustering Host Feature Storage Attachment Support start date Remarks

- - - - - - - - - -

Windows Server
Host OS ONTAP Version Protocol Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Remarks

- - - - - - - - - -

Linux
Host OS ONTAP Version Protocol Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Remarks

- - - - - - - - - -

VMware
Host OS ONTAP Version Protocol Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Remarks

- - - - - - - - - -

Others
Host OS ONTAP Version Protocol Host HBA HBA Driver HBA Firmware Host Multipath Host Clustering Host Feature Storage Attachment Support start date Remarks

- - - - - - - - - - - -

-

-

FJ SRU

-

-
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ONTAP9.14.1
FUJITSU Storage ETERNUS AX/HX series  Server Support Matrix

Contents
Solaris (FC connection-FUJITSU) Edition 25, 2024/4/19 SUSE Linux Enterprise Server (FC connection) Edition 25, 2024/4/19
Solaris (FC connection-Others) Edition 25, 2024/4/19 SUSE Linux Enterprise Server (iSCSI connection) Edition 25, 2024/4/19
Solaris (iSCSI connection) Edition 25, 2024/4/19 SUSE Linux Enterprise Server (NVMe-FC connection) Edition 25, 2024/4/19
AIX/VIOS  (FC connection)  Edition 25, 2024/4/19 SUSE Linux Enterprise Server (NVMe-TCP connection) Edition 22, 2023/8/31
AIX/VIOS (iSCSI connection) Edition 25, 2024/4/19 Oracle Linux (FC connection) Edition 25, 2024/4/19
Windows (FC connection) Edition 25, 2024/4/19 Oracle Linux (iSCSI connection) Edition 25, 2024/4/19
Windows (iSCSI connection) Edition 25, 2024/4/19 Oracle Linux (NVMe-FC connection) Edition 25, 2024/4/19
Windows (NVMe-FC connection-Others) Edition 25, 2024/4/19 VMware (FC connection) Edition 25, 2024/4/19
Red Hat (FC connection) Edition 25, 2024/4/19 VMware (iSCSI connection) Edition 25, 2024/4/19
Red Hat (iSCSI connection) Edition 25, 2024/4/19 VMware (NVMe-FC connection) Edition 25, 2024/4/19
Red Hat (NVMe-FC connection) Edition 25, 2024/4/19 Citrix Hypervisor (FC connection) Edition 25, 2024/4/19
Red Hat (NVMe-TCP connection) Edition 22, 2023/8/31 Citrix Hypervisor (iSCSI connection) Edition 25, 2024/4/19

Switch connection (FC) Edition 25, 2024/4/19
Switch connection (NVMe-FC) Edition 22, 2023/8/31
Alert
Info
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FC ONTAP9.14.1
Solaris11

Host OS (OS) Host HBA FJ SRU Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,103
39,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

Solaris 11.4 64-bit

SP1X7FAC2F
(QLE2742)

SP0X7FAA4F
(QLE2694L)

SP1X7FAA2F
(QLE8362)

SP1X7FBC2F
(LPe32002)

SP1X7FBA2
(LPe16002)
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FC ONTAP9.14.1
Solaris11

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

Solaris 11.4 64-bit *1 *2 *2

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

*1 HBAs supported by server vender are supported.
*2 To verify HBA driver/firmware supportability, refer the  server vendar documentation.
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iSCSI ONTAP9.14.1
Solaris11

Host OS (OS) Initiator *6
FJ SRU Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

Solaris 11.4 64-bit iSCSI Software Initiator ―

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS Oracle RAC;

Swich
Direct Attach Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
10293,10294,10299,10301,10303,10304,10305,10307,10308,10311,10313,10315,10316,10323,10328,10331,
10339,10340,10352,10353,10363,10372,10381,10383,10387,10390,10392,10395,10399,10412

*6 Any NIC supported by the server is supported.
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FC ONTAP9.14.1
AIX/VIOS

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

IBM AIX 7.3 TL2 SP1
IBM AIX 7.3 TL1 SP2
IBM AIX 7.3 TL1 SP1
IBM AIX 7.3 TL0 SP2
IBM AIX 7.3 TL0 SP1 *1 *2 *2

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Switch Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
10266,10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10329,10337,103
38,10347,10351,10363,10367,10370,10469

IBM AIX 7.2 TL5 SP7 *1 *2 *2
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Switch Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
10315,10316,10322,10328,10329,10337,10338,10346,10347,10351,10363,10367,10370,10469,10266,10293,102
94,10300,10303,10304,10305,10308,10310,10313

IBM AIX 7.2 TL5 SP6
IBM AIX 7.2 TL5 SP5
IBM AIX 7.2 TL5 SP4
IBM AIX 7.2 TL5 SP3
IBM AIX 7.2 TL5 SP2
IBM AIX 7.2 TL5 SP1
IBM AIX 7.1 TL5 SP9
IBM AIX 7.1 TL5 SP11
IBM AIX 7.1 TL5 SP10 *1 *2 *2

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Switch Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
10266,10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10329,10337,103
38,10346,10347,10351,10363,10367,10370,10469

IBM VIOS 4.1.0.10 *1 *2 *2
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Switch Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10322,10328,10331,10337,10338,10371,104
11,10469

IBM VIOS 3.1.4.31
IBM VIOS 3.1.4.21
IBM VIOS 3.1.4.10;
IBM VIOS 3.1.3.40
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.10; *1 *2 *2

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Switch Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10331,10337,10338,103
71,10411,10469

*1 HBAs supported by IBM POWER are supported.
*2 To verify HBA driver/firmware supportability, refer the  IBM documentation.
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iSCSI ONTAP9.14.1
AIX/VIOS

Host OS (OS) Initiator *6 Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Software

Initiator Status Foot notes

IBM AIX 7.3 TL2 SP1
IBM AIX 7.3 TL1 SP2
IBM AIX 7.3 TL1 SP1
IBM AIX 7.3 TL0 SP2
IBM AIX 7.3 TL0 SP1 iSCSI Software Initiator

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No

Swich
Direct Attach Yes

NetApp AIX Host
Utilities 6.1 IBM POWER

iSCSI
Software
Initiator Supported

Info:
10266,10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10329,10337,
10338,10347,10348,10363,10367,10370,10469

IBM AIX 7.2 TL5 SP7
IBM AIX 7.2 TL5 SP6
IBM AIX 7.2 TL5 SP5
IBM AIX 7.2 TL5 SP4
IBM AIX 7.2 TL5 SP3
IBM AIX 7.2 TL5 SP2
IBM AIX 7.2 TL5 SP1 iSCSI Software Initiator

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No

Swich
Direct Attach Yes

NetApp AIX Host
Utilities 6.1 IBM POWER

iSCSI
Software
Initiator Supported

Info:
10266,10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10329,10337,
10338,10346,10347,10348,10363,10367,10370,10469

IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.4.10;
IBM VIOS 3.1.4.21 iSCSI Software Initiator

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No

Swich
Direct Attach Yes

NetApp AIX Host
Utilities 6.1 IBM POWER

iSCSI
Software
Initiator Supported

Info:
10411,10469,10293,10294,10300,10303,10304,10305,10308,10310,10313,10315,10316,10322,10328,10331,
10337,10338,10363,10367,10371
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FC ONTAP9.14.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2022
Microsoft Windows Server 2022 Hyper-V
Windows Server IoT 2022 for Storage
Windows Server IoT 2022
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Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2019;
Microsoft Windows Server 2019 Hyper-V
Windows Server IoT 2019 for Storage
Windows Server IoT 2019
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Windows Sever 2016
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM SAN Boot Yes*5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2016;
Microsoft Windows Server 2016 Hyper-V
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iSCSI ONTAP9.14.1
Windows Server 2022

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2022;
Microsoft Windows Server 2022 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Swich
Direct Attach Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,1042
6,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Windows Server 2019
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2019;
Microsoft Windows Server 2019 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Swich
Direct Attach Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,1042
6,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.
*6 Any NIC supported by the server is supported.

Windows Server 2016
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2016;
Microsoft Windows Server 2016 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Swich
Direct Attach Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,1042
6,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.
*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.14.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64
Microsoft Windows Server 2022 Hyper-V
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Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64
Microsoft Windows Server 2019 Hyper-V
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Windows Sever 2016
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe36000/LPe36002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe35000/LPe35002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

LPe31000/LPe31002
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Microsoft MS DSM

*5
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 SE 64-bit, x64
Microsoft Windows Server 2016 Hyper-V
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FC ONTAP9.14.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit

16/596 Copyright 2021 FUJITSU LIMITED



RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit
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iSCSI ONTAP9.14.1
RHEL9

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Swich
Direct Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,10357,10379,10384,1039
2,10404,10412,10426,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

RHEL8
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering+1 ASA (All SAN Array) Host Utilities Status Foot notes
RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Swich
Direct Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,10357,10379,10384,1039
2,10404,10412,10426,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.14.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10266,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,103
35,10336,10357,10363,10364,10366,10368,10379,10384,10392,10395,10396,10404,10413

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit
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NVMe over TCP ONTAP9.14.1
RHEL
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.14.1
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit
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SLES12
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

SLES 12 SP5 64-bit
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iSCSI ONTAP9.14.1
SLES15

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Swich
Direct Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,1039
2,10395,10399,10404,10412,10426,10436

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

SLES12
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

SLES 12 SP5 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Swich
Direct Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,1039
2,10395,10399,10404,10412,10426,10436

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.14.1
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10375
Alerts:
9021,9023,9691

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10375
Alerts:
9021,9023,9691

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10162
Alerts:
9021,9023,9691

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10375
Alerts:
9021,9023,9691

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10375
Alerts:
9021,9023,9691

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit
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NVMe over TCP ONTAP9.14.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.14.1
Oracle Linux 9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)
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Oracle Linux 8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433PY FC321/PYBFC321/PYBFC3211L

PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 KVM 64-bit (Unbreakable Enterprise kernel)
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Oracle Linux 7
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe36000/LPe36002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe35000/LPe35002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe31000/LPe31002
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel)
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iSCSI ONTAP9.14.1
Oracle Linux 9

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Oracle Linux 8
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.0 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Oracle Linux 7
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.14.1
Oracle Linux 9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST/Server Vender is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)
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Oracle Linux 8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST/Server Vender is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
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FC ONTAP9.14.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe36000/LPe36002
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe35000/LPe35002
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe31000/LPe31002
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0
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ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe36000/LPe36002
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe35000/LPe35002
or OEM products

*4 *4
VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

LPe31000/LPe31002
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4

VMware Distributed
with ESX SAN Boot Yes*5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
VMware ESXi 7.0
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iSCSI ONTAP9.14.1
ESXi8.0

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0 iSCSI Software Initiator

VMware Distributed
with ESX *5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable

Switch
Direct Attach Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,10420

*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

ESXi7.0
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
VMware ESXi 7.0 iSCSI Software Initiator

VMware Distributed
with ESX *5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable

Switch
Direct Attach Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,10420

*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.14.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0
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ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 *6 *3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2 *6 *3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe36000/LPe36002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2870/QLE2872/
QLE2874
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe35000/LPe35002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2770/QLE2772/QLE2774
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

LPe31000/LPe31002
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

QLE2690/QLE2692/QLE2694
or OEM products

*4 *4 *6 *5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.
*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.
*6 Please use OS native's supported multipathing.

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
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FC ONTAP9.14.1
Citrix Hypervisor

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

LPe36000/LPe36002
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

QLE2870/QLE2872/
QLE2874
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

LPe35000/LPe35002
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

QLE2770/QLE2772/QLE2774
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

LPe31000/LPe31002
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

QLE2690/QLE2692/QLE2694
or OEM products *4 *4

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes*5

Distributed with
XenServer

Distributed with
XenServer Not Applicable Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10317,10331,10388,1039
3,10403

*4 To verify HBA driver/firmware supportability, refer the respective vendor documentation.
*5 If OEM Vender is supported, it is supported.

Citrix Hypervisor 8.2
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iSCSI ONTAP9.14.1
Citrix Hypervisor

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

Citrix Hypervisor 8.2 iSCSI Software Initiator

Device Mapper (DM
MP) ALUA Prioritizer
- ALUA Handler *5

Distributed with
XenServer

Distributed with
XenServer Not Applicable

Switch
Direct Attach Yes

Linux Unified Host
Utilities 7.1 Supported Supported

*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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FC ONTAP9.14.1

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Brocade Switch 7810;
Brocade Switch 7850;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.2.0b Brocade SANnav 2.3.0a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(6)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10212,10378,10429
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(13)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378,10429
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(7)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10212,10378,10429
Alerts:
9087,9801,9804

Brocade Switch 7810;
Brocade Switch 7850;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.2.1 Brocade SANnav 2.3.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch 7850;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.2.1 Brocade SANnav 2.3.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1d

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9396V;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.4(1a)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1c3

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9396V;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.4(1)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10378
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,10378
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9708,9709,9712,9796,9797,
9798,10083,10378,318,3897,4734,5609,7619
Alerts:
10150,5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3d

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3d

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(12)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378,10429
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch 7850;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.2.0a Brocade SANnav 2.3.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2a)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2f)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(5)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10212,10378,10429
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(11)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378,10429
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(4)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10212,10378,10429
Alerts:
9087,9801,9804
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378,318,389
7,4734,5609
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
9294,9295,9296,9579,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378,318,3897,473
4,5609,7619,8363,8630,8908,8909,9183,9184,9185
Alerts:
10150,5702

Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378,318,3897,4734,5609
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Brocade Switch 300;
Brocade Switch 7800 [EOVS] Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,10378
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10378
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.1.1.8;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] Brocade SANnav 2.2.0.2 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2e)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10212,10378,10429
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2);
Cisco UCS Firmware 4.3(2b);
Cisco UCS Firmware 4.3(2c);
Cisco UCS Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2);
Cisco UCS Firmware 4.3(2b);
Cisco UCS Firmware 4.3(2c);
Cisco UCS Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2);
Cisco UCS Firmware 4.3(2b);
Cisco UCS Firmware 4.3(2c);
Cisco UCS Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378,10429
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378,10429
Alerts:
9087

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(1)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1a)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378,10429
Alerts:
9087
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,7885,8209,8331,10212,10378,10429

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,10212,10378,10429

Cisco UCS 6536

Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2b);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b);
Cisco Intersight Firmware 4.2(3d);
Cisco Intersight Firmware 4.2(3h);
Cisco Intersight Firmware 4.3(2);
Cisco Intersight Firmware 4.3(2b);
Cisco Intersight Firmware 4.3(2c);
Cisco Intersight Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 64108;
Cisco UCS 6454

Cisco Intersight Firmware 4.2(1d);
Cisco Intersight Firmware 4.2(1f);
Cisco Intersight Firmware 4.2(1h);
Cisco Intersight Firmware 4.2(1i);
Cisco Intersight Firmware 4.2(1m);
Cisco Intersight Firmware 4.2(2);
Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b);
Cisco Intersight Firmware 4.2(3d);
Cisco Intersight Firmware 4.2(3h);
Cisco Intersight Firmware 4.3(2);
Cisco Intersight Firmware 4.3(2b);
Cisco Intersight Firmware 4.3(2c);
Cisco Intersight Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2);
Cisco UCS Firmware 4.3(2b);
Cisco UCS Firmware 4.3(2c);
Cisco UCS Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2);
Cisco UCS Firmware 4.3(2b);
Cisco UCS Firmware 4.3(2c);
Cisco UCS Firmware 4.3(2e) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378,10429
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(3)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10211,10378
Alerts:
9087,9801,9804

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8331,10211,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,7264,7842,7885,8209,8331,10211,10378
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10211,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10211,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2)

Cisco ND 2.2(1h);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.1.1e;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10211,10212,10378,10429
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(2)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10378
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(1)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10209,10210,10378
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
8960,9864,10209,10210,10378,5703,8209,8331,8375
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10209,10210,10212,10378,10429
Alerts:
9087
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d);
Cisco UCS Firmware 4.2(3h);
Cisco UCS Firmware 4.3(2) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,8375,8960,9864,10378
Alerts:
9087
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Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.3;
[EOVS] Brocade SANnav 2.1.1.4;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(2)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10209,10210,10378
Alerts:
9087,9801,9804
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10209,10210,10378
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,8209,8331,9788,9789,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(3b);
Cisco UCS Firmware 4.1(3c);
Cisco UCS Firmware 4.1(3d);
Cisco UCS Firmware 4.1(3e);
Cisco UCS Firmware 4.1(3f);
Cisco UCS Firmware 4.1(3h);
Cisco UCS Firmware 4.1(3i);
Cisco UCS Firmware 4.1(3j);
Cisco UCS Firmware 4.1(3k);
Cisco UCS Firmware 4.1(3s);
Cisco UCS Firmware 4.2(1n) FC Supported

Alerts:
8509

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(33)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150
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Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0;
[EOVS] Brocade SANnav 2.1.0a;
[EOVS] Brocade SANnav 2.1.1;
[EOVS] Brocade SANnav 2.1.1.7;
[EOVS] Brocade SANnav 2.2.0.1;
[EOVS] SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b);
Cisco UCS Firmware 4.1(2c);
Cisco UCS Firmware 4.1(2d) FC Supported

Alerts:
8509
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(1a);
Cisco UCS Firmware 4.1(1b);
Cisco UCS Firmware 4.1(1c);
Cisco UCS Firmware 4.1(1d);
Cisco UCS Firmware 4.1(1e);
Cisco UCS Firmware 4.1(1h) FC Supported

Alerts:
8509

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(31)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378,10429
Alerts:
9087

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(29)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378,10429
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(4a);
Cisco UCS Firmware 4.0(4b);
Cisco UCS Firmware 4.0(4c);
Cisco UCS Firmware 4.0(4d);
Cisco UCS Firmware 4.0(4e);
Cisco UCS Firmware 4.0(4f);
Cisco UCS Firmware 4.0(4g);
Cisco UCS Firmware 4.0(4h);
Cisco UCS Firmware 4.0(4i);
Cisco UCS Firmware 4.0(4j);
Cisco UCS Firmware 4.0(4k);
Cisco UCS Firmware 4.0(4l);
Cisco UCS Firmware 4.0(4m);
Cisco UCS Firmware 4.0(4n);
Cisco UCS Firmware 4.0(4o);
Cisco UCS Firmware 4.0(4p);
Cisco UCS Firmware 4.0(4s) FC Supported

Alerts:
8509

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(27)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

108/596 Copyright 2021 FUJITSU LIMITED



Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(2a);
Cisco UCS Firmware 4.0(2b);
Cisco UCS Firmware 4.0(2c);
Cisco UCS Firmware 4.0(2d);
Cisco UCS Firmware 4.0(2e) FC Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.2(1h);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.1e;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10211,10212,10378,10429
Alerts:
9087
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Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764,10209,10210,10378
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(25)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,8375,8960,9864,10378
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 2.0;
[EOVS] Brocade SANnav 1.1.1;
[EOVS] Brocade SANnav 1.1.1a;
[EOVS] Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(1);
Cisco UCS Firmware 4.0(1b);
Cisco UCS Firmware 4.0(1c);
Cisco UCS Firmware 4.0(1d);
Cisco UCS Firmware 4.0(1e);
Cisco UCS Firmware 4.0(1f) FC Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco ND 3.0(1I);
Cisco ND 3.0(1f);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e;
Cisco NDFC 12.1.3b FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378,10429
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,8881,10209,10210,10378
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Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764,10209,10210,10378
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(23)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,8993,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,8993,10150

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(21)

Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,8881,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported
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Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764,10378
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(19)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 7.3(1)DY(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8330,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8331,10209,10210,10378
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(2b);
Cisco UCS Firmware 3.1(2c);
Cisco UCS Firmware 3.1(2e);
Cisco UCS Firmware 3.1(2f);
Cisco UCS Firmware 3.1(3a);
Cisco UCS Firmware 3.1(3b);
Cisco UCS Firmware 3.1(3c);
Cisco UCS Firmware 3.1(3e);
Cisco UCS Firmware 3.1(3f);
Cisco UCS Firmware 3.1(3g);
Cisco UCS Firmware 3.1(3h);
Cisco UCS Firmware 3.1(3j);
Cisco UCS Firmware 3.1(3k);
Cisco UCS Firmware 3.1(3l);
Cisco UCS Firmware 3.2(1d);
Cisco UCS Firmware 3.2(2);
Cisco UCS Firmware 3.2(2d);
Cisco UCS Firmware 3.2(2f) FC Supported

Alerts:
8509

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP Cisco UCS Firmware 3.1(1h) FC Supported

Info:
8091
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 2.2(8a);
Cisco UCS Firmware 2.2(8b);
Cisco UCS Firmware 2.2(8c);
Cisco UCS Firmware 2.2(8d);
Cisco UCS Firmware 2.2(8f);
Cisco UCS Firmware 2.2(8g);
Cisco UCS Firmware 2.2(8i);
Cisco UCS Firmware 2.2(8j);
Cisco UCS Firmware 2.2(8l);
Cisco UCS Firmware 2.2(8m);
Cisco UCS Firmware 2.2(8n);
QLogic FC Switch Firmware 2.0.1.11;
QLogic FC Switch Firmware 5.0.0.31.0;
QLogic FC Switch Firmware 5.5.2.5.0;
QLogic FC Switch Firmware 6.2.1.06;
QLogic FC Switch Firmware 6.2.1.3.0;
QLogic FC Switch Firmware 6.3.0.4.0;
QLogic FC Switch Firmware 6.6.0.15;
QLogic FC Switch Firmware 6.7.0.04;
QLogic FC Switch Firmware 6.8.0.03;
QLogic FC Switch Firmware 7.2.0.04;
QLogic FC Switch Firmware 7.4.0.06;
QLogic FC Switch Firmware 7.4.0.22.0;
QLogic FC Switch Firmware 7.4.0.29.0;
QLogic FC Switch Firmware 7.8.0.15.00;
QLogic FC Switch Firmware 8.0.13.08;
QLogic FC Switch Firmware 8.0.13.12.00;
QLogic FC Switch Firmware 8.0.13.16.00;
QLogic FC Switch Firmware 8.0.14.08.00;
QLogic FC Switch Firmware v7.10.0.15.0;
QLogic FC Switch Firmware v7.10.1.04.0;
QLogic FCIP Router Firmware 2.4.4.4;
QLogic FCIP Router Firmware 3.4.0.1;
[EOVS] QLogic FC Switch Firmware v7.4.0.16 FC Supported

Info:
8091

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(17)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(7b);
Cisco UCS Firmware 2.2(7d) FC Supported

Alerts:
8352

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(1e);
Cisco UCS Firmware 3.1(1g);
Cisco UCS Firmware 3.1(1h);
Cisco UCS Firmware 3.1(1k) FC Supported

Alerts:
8234
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Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378
Alerts:
8965

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(6c);
Cisco UCS Firmware 2.2(6d);
Cisco UCS Firmware 2.2(6e);
Cisco UCS Firmware 2.2(6f) FC Supported

Alerts:
8201

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378
Alerts:
8965

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(4b);
Cisco UCS Firmware 2.2(4c) FC Supported

Alerts:
8121

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(5a);
Cisco UCS Firmware 2.2(5b);
Cisco UCS Firmware 2.2(5c);
Cisco UCS Firmware 2.2(5d) FC Supported

Alerts:
8102
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378

Cisco UCS 6324
Cisco UCS Firmware 3.0(2c);
Cisco UCS Firmware 3.0(2d) FC Supported

Alerts:
9719

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5239,5703,7035,7069,8331,10209,10210,10378
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5239,7035,7069,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331,10378

Cisco UCS 6324
Cisco UCS Firmware 3.0(1c);
Cisco UCS Firmware 3.0(1d) FC Supported

Alerts:
7776

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(3a);
Cisco UCS Firmware 2.2(3b);
Cisco UCS Firmware 2.2(3c);
Cisco UCS Firmware 2.2(3d);
Cisco UCS Firmware 2.2(3e);
Cisco UCS Firmware 2.2(3f);
Cisco UCS Firmware 2.2(3g);
Cisco UCS Firmware 2.2(3h) FC Supported

Alerts:
7774

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(2c);
Cisco UCS Firmware 2.2(2d);
Cisco UCS Firmware 2.2(2e) FC Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(1b);
Cisco UCS Firmware 2.2(1c);
Cisco UCS Firmware 2.2(1d);
Cisco UCS Firmware 2.2(1e);
Cisco UCS Firmware 2.2(1h) FC Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(3a);
Cisco UCS Firmware 2.1(3b);
Cisco UCS Firmware 2.1(3c);
Cisco UCS Firmware 2.1(3d);
Cisco UCS Firmware 2.1(3e);
Cisco UCS Firmware 2.1(3f);
Cisco UCS Firmware 2.1(3g);
Cisco UCS Firmware 2.1(3k) FC Supported

Alerts:
7203

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(2c);
Cisco UCS Firmware 2.1(2d) FC Supported

Alerts:
7084
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NVMe over FC ONTAP9.14.1
Please contact us for support status.

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

― ― ― ― ― ―

123/596 Copyright 2021 FUJITSU LIMITED



ONTAP9.13.1
FUJITSU Storage ETERNUS AX/HX series  Server Support Matrix

Contents
Solaris (FC connection-FUJITSU) Edition 23, 2023/9/15
Solaris (FC connection-Others) Edition 22, 2023/8/31
Solaris (iSCSI connection) Edition 22, 2023/8/31
AIX/VIOS  (FC connection-FUJITSU)  Edition 23, 2023/9/15
AIX/VIOS (iSCSI connection) Edition 22, 2023/8/31
Windows (FC connection-FUJITSU) Edition 24, 2024/1/31
Windows (FC connection-Others) Edition 24, 2024/1/31
Windows (iSCSI connection) Edition 24, 2024/1/31 Oracle Linux (iSCSI connection) Edition 24, 2024/1/31
Windows (NVMe-FC connection-FUJITSU) Edition 24, 2024/1/31 Oracle Linux (NVMe-FC connection) Edition 24, 2024/1/31
Windows (NVMe-FC connection-Others) Edition 22, 2023/8/31 VMware (FC connection - FUJITSU) Edition 24, 2024/1/31
Red Hat (FC connection-FUJITSU) Edition 24, 2024/1/31 VMware (FC connection - Others) Edition 24, 2024/1/31
Red Hat (FC connection-Others) Edition 24, 2024/1/31 VMware (iSCSI connection) Edition 24, 2024/1/31
Red Hat (iSCSI connection) Edition 24, 2024/1/31 VMware (NVMe-FC connection-FUJITSU) Edition 24, 2024/1/31
Red Hat (NVMe-FC connection) Edition 24, 2024/1/31 VMware (NVMe-FC connection-Others) Edition 22, 2023/8/31
Red Hat (NVMe-TCP connection) Edition 22, 2023/8/31 Citrix Hypervisor (FC connection) Edition 22, 2023/8/31

Citrix Hypervisor (iSCSI connection) Edition 22, 2023/8/31
Switch connection (FC) Edition 22, 2023/8/31
Switch connection (NVMe-FC) Edition 22, 2023/8/31
Alert
Info

Oracle Linux (FC connection-Others) Edition 24, 2024/1/31

SUSE Linux Enterprise Server (FC connection-FUJITSU) Edition 24, 2024/1/31
SUSE Linux Enterprise Server (FC connection-Others) Edition 24, 2024/1/31
SUSE Linux Enterprise Server (iSCSI connection) Edition 24, 2024/1/31
SUSE Linux Enterprise Server (NVMe-FC connection) Edition 23, 2023/9/15
SUSE Linux Enterprise Server (NVMe-TCP connection) Edition 22, 2023/8/31
Oracle Linux (FC connection-FUJITSU) Edition 24, 2024/1/31
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FC ONTAP9.13.1
Solaris11

Host OS (OS) Host HBA FJ SRU Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
8639,9504,9691,9745

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
8639,9504,9691,9745

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
9504,9691,9745

GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
9504,9691,9745

SP1X7FBC2F
(LPe32002) GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
8639,9504,9691,9745

SP1X7FBA2
(LPe16002) GA-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

PRIMECLUSTER
Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,FJ6
Alerts:
8639,9504,9691,9745

SP1X7FAC2F
(QLE2742) SRU17121

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8582,8605,8606,8696
Alerts:
8086,8639,9504,9691

SP1X7FAA2F
(QLE8362) SRU17121

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

SP1X7FBC2F
(LPe32002) SRU18031

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606
Alerts:
8086,8639,9504,9691

SP1X7FBA2
(LPe16002) SRU18011

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

Solaris 11.3 64-bit

Solaris 11.4 64-bit

SP1X7FAC2F
(QLE2742)

SP1X7FAA2F
(QLE8362)
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FC ONTAP9.13.1
Solaris11

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.08 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.07 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.08 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.08 (Inbox) 8.08.01(With Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.00.1 (Inbox) 2.01a12 (Inbox)

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
7866,8381,8582,8605,8606
Alerts:
8086,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.1.0 (Inbox) 12.0.193.33

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

5.09 (Inbox);
5.10 (Inbox);
5.11 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK }

5.09 (Inbox);
5.10 (Inbox) 8.08.01(With Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745
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Solaris 11.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.1.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 3.3.00.1 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.00.1 (Inbox) 11.1.172.14

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 3.3.00.1 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.00.1 (Inbox) 11.1.172.14

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745
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Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 }

5.09 (Inbox);
5.10 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 }

3.3.2.3 (Inbox);
Driver 3.3.2.1
(Inbox);
Driver 3.3.2.2
(Inbox)

Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 }

5.09 (Inbox);
5.10 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 }

Driver 3.3.2.1
(Inbox);
Driver 3.3.2.2
(Inbox)

Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 }

5.09 (Inbox);
5.10 (Inbox);
5.11 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 }

3.3.00.1 (Inbox);
3.3.1.0 (Inbox);
3.3.2.3 (Inbox);
Driver 3.3.2.0
(Inbox);
Driver 3.3.2.1
(Inbox);
Driver 3.3.2.2
(Inbox)

11.1.172.14;
11.1.218.20;
12.0.193.33;
Firmware
11.1.160.20;
Firmware
12.0.193.24;
Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

3.3.00.1 (Inbox);
3.3.1.0 (Inbox);
Driver 3.3.2.0
(Inbox);
Driver 3.3.2.1
(Inbox);
Driver 3.3.2.2
(Inbox)

10.6.230.0;
Firmware
11.1.160.20;
Firmware
11.1.218.17;
Firmware
12.0.193.24;
Firmware
12.0.193.34;
Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745
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Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.00.1 (Inbox) 11.1.172.14

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 3.3.00.1 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

3.3.00.1 (Inbox);
3.3.1.0 (Inbox);
Driver 3.3.2.0
(Inbox);
Driver 3.3.2.1
(Inbox);
Driver 3.3.2.2
(Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK }

5.09 (Inbox);
5.10 (Inbox) 8.08.01(With Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

5.09 (Inbox);
5.10 (Inbox);
5.11 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745
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Solaris 11.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.1.0 (Inbox) 12.0.193.33

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

Solaris 11.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.08 (Inbox) 8.08.01(With Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690 } 5.08 (Inbox) 8.08.04

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.3 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 5.07 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Alerts:
9691

Solaris 11.3 64-bit

QLogic SANblade 32Gb [Rack] {Vendors=QLE2740-Fujitsu:S26361-
F4043-L501/E1/E201, PY-FC341/PYBFC341/PYBFC341L,
Vendors=QLogic SANblade QLE2740,QLogic SANblade
QLE2742,Oracle 7335902, QLE2742, HP SN1600Q, Vendors=QLogic
SANblade QLE2770, QLE2772, QLE2774, Vendors=QLE2742-
Fujitsu:S26361-F4043-L502/E2/E202, PY-
FC342/PYBFC342/PYBFC342L, Vendors=Dell Qlogic 2740,Dell
Qlogic 2742 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 5.04 (Inbox) 8.02.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.0.02 (Inbox)

10.6.230.0;
Firmware
11.1.160.20;
Firmware
11.1.218.17;
Firmware
12.0.193.24;
Firmware
12.0.193.34;
Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
Sun Solaris RawIO;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9504,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

3.1.00.0 (Inbox);
3.1.01.0 (Inbox);
3.2.00.0 (Inbox);
3.3.00.0.b3 (Inbox);
3.3.00.1 (Inbox)

2.01a12(With
Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
Sun Solaris RawIO;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.0.02 (Inbox) 2.01a10

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM);
Sun Solaris ZFS

Oracle ASM;
Sun Solaris RawIO;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691
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Solaris 11.3 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

5.06 (Inbox);
5.06b (Inbox);
5.06d (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8582,8605,8606,8696
Alerts:
8086,8639,9504,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK }

5.06b (Inbox);
5.06d (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8582,8605,8606,8696
Alerts:
8086,8639,9504,9691

Solaris 11.3 64-bit

QLogic SANblade 32Gb [Rack] {Vendors=QLE2740-Fujitsu:S26361-
F4043-L501/E1/E201, PY-FC341/PYBFC341/PYBFC341L,
Vendors=QLogic SANblade QLE2740,QLogic SANblade
QLE2742,Oracle 7335902, QLE2742, HP SN1600Q, Vendors=QLogic
SANblade QLE2770, QLE2772, QLE2774, Vendors=QLE2742-
Fujitsu:S26361-F4043-L502/E2/E202, PY-
FC342/PYBFC342/PYBFC342L, Vendors=Dell Qlogic 2740,Dell
Qlogic 2742 };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.05 (Inbox)

8.03.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 5.05 (Inbox)

8.03.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.05 (Inbox)

8.03.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691

Solaris 11.3 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 5.03b (Inbox) 7.05.01(With Driver)

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.03b (Inbox) 7.05.00

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691
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Solaris 11.3 64-bit

Oracle SG-XPCIE2FC-QF4 {Spec=Dual-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2462-E, HP PN AD300A, HP PN AE312A, IBM
PN 39R6527 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=EMC PN QLE2560-E, HP PN AH400A, HP PN AK344A, IBM
PN 42D0501 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit
Oracle SG-XPCIE1FC-QF4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2460-E, HP PN AE311A, IBM PN 39R6525 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.06 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.00.0.b3 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.3.00.0.b3 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

3.0.05.0 (Inbox);
3.1.00.0 (Inbox);
3.1.01.0 (Inbox);
3.2.00.0 (Inbox);
3.3.00.0.b3 (Inbox);
3.3.00.1 (Inbox)

10.6.230.0;
Firmware
11.1.160.20;
Firmware
11.1.218.17;
Firmware
12.0.193.24;
Firmware
12.0.193.34;
Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.06 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691
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Solaris 11.3 64-bit

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA
SG-XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN LPe12002-E, HP PN AJ763A, HP PN AJ763B, IBM
PN 42D0494, IBM PN 10N9824 } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA
SG-XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN LPe12002-E, HP PN AJ763A, HP PN AJ763B, IBM
PN 42D0494, IBM PN 10N9824 } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA
SG-XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN LPe12002-E, HP PN AJ763A, HP PN AJ763B, IBM
PN 42D0494, IBM PN 10N9824 } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.00.0.b3 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.3.00.0.b3 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.3.00.0.b3 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691
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Solaris 11.3 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 3.3.00.1 (Inbox)

11.1.218.20;
12.0.193.33;
Firmware
11.1.160.20;
Firmware
12.0.193.24;
Firmware
12.4.243.21

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606
Alerts:
8086,8639,9504,9691

Solaris 11.3 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 5.07 (Inbox) 8.07.70

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606
Alerts:
8086,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE2FC-QF4 {Spec=Dual-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2462-E, HP PN AD300A, HP PN AE312A, IBM
PN 39R6527 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=EMC PN QLE2560-E, HP PN AH400A, HP PN AK344A, IBM
PN 42D0501 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit
Oracle SG-XPCIE1FC-QF4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2460-E, HP PN AE311A, IBM PN 39R6525 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.07 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=QLE2560, EMC PN QLE2560-E, HP PN AH400A, HP PN
AK344A, IBM PN 42D0501 } 5.07 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.00.1 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.3.00.1 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.3.00.1 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691
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Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE2FC-QF4 {Spec=Dual-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2462-E, HP PN AD300A, HP PN AE312A, IBM
PN 39R6527 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=EMC PN QLE2560-E, HP PN AH400A, HP PN AK344A, IBM
PN 42D0501 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit
Oracle SG-XPCIE1FC-QF4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2460-E, HP PN AE311A, IBM PN 39R6525 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.06 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.06 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06 (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE2FC-QF4 {Spec=Dual-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2462-E, HP PN AD300A, HP PN AE312A, IBM
PN 39R6527 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=EMC PN QLE2560-E, HP PN AH400A, HP PN AK344A, IBM
PN 42D0501 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit
Oracle SG-XPCIE1FC-QF4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN QLE2460-E, HP PN AE311A, IBM PN 39R6525 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691
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Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.07 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-QF8 {Spec=Single-Port 8Gb PCIe FC HBA,
Vendors=QLE2560, EMC PN QLE2560-E, HP PN AH400A, HP PN
AK344A, IBM PN 42D0501 } 5.07 (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.07 (Inbox) 8.07.71

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 5.06d (Inbox)

8.05.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
7866,8381,8582,8605,8606
Alerts:
8086,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06d (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS;
Solaris Volume
Manager (SVM)

Oracle ASM;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
7866,8381,8582,8605,8606
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA
SG-XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.0.05.0 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM4 {Spec=Single-Port 4Gb PCIe FC HBA,
Vendors=EMC PN LPe12002-E, HP PN AJ763A, HP PN AJ763B, IBM
PN 42D0494, IBM PN 10N9824 } 3.0.05.0 (Inbox) 2.82a4

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 3.3.00.1 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Oracle SG-XPCIE1FC-EM8 {Vendors=EMC PN LPe12000-E, HP PN
AJ762A, HP PN AJ762B, IBM PN 42D0485, Spec=Single-Port 8Gb
PCIe FC HBA } 3.3.00.1 (Inbox) 2.01a12

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691
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Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.3.00.1 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.0.05.0 (Inbox) 1.1.43.8

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.0.05.0 (Inbox) 1.1.43.8

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit
Oracle SG-XPCIEFCGBE-Q8 {Spec=Dual-Port 8Gb PCIe FC Dual
GbE ExpressModule HBA, Vendors=QEM3572 } 5.04 (Inbox)

8.02.00  (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit
Oracle SG-XPCIEFCGBE-Q8 {Spec=Dual-Port 8Gb PCIe FC Dual
GbE ExpressModule HBA, Vendors=QEM3572 } 5.04 (Inbox)

8.02.00  (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.1.01.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.1.01.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.2.00.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.2.00.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691
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Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06b (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06b (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06d (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06d (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06d (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06d (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06b (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.06b (Inbox) 8.05.00

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.2.00.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691
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Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.2.00.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.1.01.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.1.01.0 (Inbox) 10.6.230.0

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,8639,9691

Solaris 11.3 64-bit
Oracle SG-XPCIEFCGBE-Q8 {Spec=Dual-Port 8Gb PCIe FC Dual
GbE ExpressModule HBA, Vendors=QEM3572 } 5.04 (Inbox)

8.02.00  (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit
Oracle SG-XPCIEFCGBE-Q8 {Spec=Dual-Port 8Gb PCIe FC Dual
GbE ExpressModule HBA, Vendors=QEM3572 } 5.04 (Inbox)

8.02.00  (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.0.05.0 (Inbox) 1.1.43.8

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 } 3.0.05.0 (Inbox) 1.1.43.8

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691

Solaris 11.3 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=QLogic SANblade QLE2674, QLogic SANblade QLE2672,
QLogic SANblade QLE2670, Vendors=Qle2692 -Fujitsu:S26361-
F5580-L502/E2/E202, PY-FC322/PYBFC322/PYBFC322L,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 5.04 (Inbox)

8.02.00 (With
Driver)

Solaris Native
Multipathing
(MPxIO) SAN Boot Yes

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
Sun Solaris RawIO;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8086,9691
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iSCSI ONTAP9.13.1
Solaris11

Host OS (OS) Host HBA
FJ SRU Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

Solaris 11.4 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
9504,9691,9745

Solaris 11.3 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8639,9691

Solaris 11.3 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8639,9691

Solaris 11.3 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8086,8639,9691

Solaris 11.3 64-bit Not Applicable ―

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8086,8639,9691
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FC ONTAP9.13.1
AIX/VIOS

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

IBM AIX 7.2 TL5 SP6

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA };
IBM HBA FCEN1P {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
8592,8606,10217,10218,10275
Alerts:
8087,9616,9691

IBM AIX 7.2 TL5 SP6

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA };
IBM HBA FCEN1P {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
8592,8606,10217,10218,10275
Alerts:
8087,9616,9691

IBM VIOS 3.1.4.21

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA };
IBM HBA FCEN1P {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot No

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
3554,8592,8606,10217,10218
Alerts:
8087,9691

IBM VIOS 3.1.4.21

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA };
IBM HBA FCEN1P {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot No Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
3554,8592,8606,10217,10218
Alerts:
8087,9691

IBM AIX 7.3 TL1 SP2

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA };
IBM HBA FCEN1P {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
3554,8592,8605,8606,10217,10218,10275
Alerts:
8087,9691

IBM AIX 7.3 TL1 SP2

IBM HBA FCEN1A {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1B {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1L {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1M {Spec=Dual port 32Gb FC PCIe HBA };
IBM HBA FCEN1N {Spec=Dual port 64Gb FC PCIe HBA }

0001200004002570
0030;
0001400000005740
0007;
0001400000005740
0013

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
8592,8605,8606,10217,10218,10275
Alerts:
8087,9691

IBM VIOS 3.1.3.21

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL0 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691
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IBM VIOS 3.1.3.21

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;
IBM AIX 7.2 TL5 SP6

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691

IBM AIX 7.3 TL0 SP2

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Emulex LightPulse 16Gb HBA [Rack] {Vendors=LPe31000-M6-
Fujitsu:S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=LPe31002-M6-
Fujitsu:S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L, Vendors=IBM HBA FC5052, IBM HBA
FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN1C,
HP HBA SN1100E, HP HBA SN1200E, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002, Emulex LightPulse
LPe16202, Oracle 7101684, Emulex LightPulse LPe16000B,
Vendors=Lenovo HBA 01CV830 , Lenovo HBA  01CV840 };
IBM HBA FCEN0A {Spec=16 Gigabit PCIe Dual Port Fibre Channel
Adapter }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL1 SP1

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
IBM HBA FCEN2A {Spec=Low Profile 16 Gb PCIe Dual Port Fibre
Channel Adapter };
IBM HBA FCEN2B {Spec=Low Profile 16 Gb PCIe Dual Port Fibre
Channel Adapter }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0325080271

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10275
Alerts:
8087,9691

IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

110305;
111304;
200307;
202307;
203305;
210301;
210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691
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IBM AIX 7.3 TL0 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL0 SP1

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.2 TL4 SP1

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691

IBM AIX 7.2 TL5 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9691

IBM VIOS 3.1.1.10

Emulex LightPulse 16Gb HBA [Rack] {Vendors=LPe31000-M6-
Fujitsu:S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=LPe31002-M6-
Fujitsu:S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L, Vendors=IBM HBA FC5052, IBM HBA
FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN1C,
HP HBA SN1100E, HP HBA SN1200E, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002, Emulex LightPulse
LPe16202, Oracle 7101684, Emulex LightPulse LPe16000B,
Vendors=Lenovo HBA 01CV830 , Lenovo HBA  01CV840 }

0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0027

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0325080271

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0027

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691
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IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.0.50;
IBM VIOS 3.1.0.60;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080200

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,7171,8539,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080270

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6;
IBM AIX 7.1 TL5 SP7

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP6

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0000

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z }

271310;
271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,8892,9412
Alerts:
8087,8973,9691

IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;
IBM AIX 7.2 TL5 SP6

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691

IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.0.50;
IBM VIOS 3.1.0.60;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.4.10;
IBM VIOS 3.1.4.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691IBM VIOS 3.1;

IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.3.30;
IBM VIOS 3.1.4.21

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832
Alerts:
8087,9691IBM AIX 7.1 TL4 SP0;

IBM AIX 7.1 TL4 SP1;
IBM AIX 7.1 TL4 SP2;
IBM AIX 7.1 TL4 SP3;
IBM AIX 7.1 TL4 SP4;
IBM AIX 7.1 TL4 SP5;
IBM AIX 7.1 TL4 SP6;
IBM AIX 7.1 TL4 SP7;
IBM AIX 7.1 TL4 SP8;
IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6;
IBM AIX 7.1 TL5 SP7;
IBM AIX 7.1 TL5 SP8;
IBM AIX 7.1 TL5 SP9

Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 };
Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z }

0315050680;
0320051000;
0320051040;
0320080200;
0320080270;
0325080271

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691
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IBM AIX 7.1 TL4 SP0;
IBM AIX 7.1 TL4 SP1;
IBM AIX 7.1 TL4 SP2;
IBM AIX 7.1 TL4 SP3;
IBM AIX 7.1 TL4 SP4;
IBM AIX 7.1 TL4 SP5;
IBM AIX 7.1 TL4 SP6;
IBM AIX 7.1 TL4 SP7;
IBM AIX 7.1 TL4 SP8;
IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP10;
IBM AIX 7.1 TL5 SP11;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6;
IBM AIX 7.1 TL5 SP7;
IBM AIX 7.1 TL5 SP9

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691

IBM AIX 7.2 TL0 SP1;
IBM AIX 7.2 TL0 SP2;
IBM AIX 7.2 TL0 SP3;
IBM AIX 7.2 TL0 SP4;
IBM AIX 7.2 TL0 SP5;
IBM AIX 7.2 TL0 SP6;
IBM AIX 7.2 TL1 SP0;
IBM AIX 7.2 TL1 SP1;
IBM AIX 7.2 TL1 SP2;
IBM AIX 7.2 TL1 SP3;
IBM AIX 7.2 TL1 SP4;
IBM AIX 7.2 TL1 SP5;
IBM AIX 7.2 TL1 SP6;
IBM AIX 7.2 TL2 SP1;
IBM AIX 7.2 TL2 SP2;
IBM AIX 7.2 TL2 SP3;
IBM AIX 7.2 TL2 SP4;
IBM AIX 7.2 TL2 SP5;
IBM AIX 7.2 TL2 SP6;
IBM AIX 7.2 TL3 SP1;
IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL3 SP3;
IBM AIX 7.2 TL3 SP4;
IBM AIX 7.2 TL3 SP5;
IBM AIX 7.2 TL3 SP6;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0000100001000340
0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048,10275
Alerts:
8087,9616,9691

IBM AIX 7.2 TL5 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z }

271310;
271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,8892,9412
Alerts:
8087,8973,9691

IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080200

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,7171,8539,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080270

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.10

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP1;
IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL3 SP3;
IBM AIX 7.2 TL3 SP4;
IBM AIX 7.2 TL3 SP5;
IBM AIX 7.2 TL3 SP6;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL4 SP5;
IBM AIX 7.2 TL4 SP6

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 }

0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691

IBM AIX 7.1 TL5 SP6

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0000

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0027

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0325080271

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6;
IBM AIX 7.1 TL5 SP7

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP6

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0005;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM VIOS 3.1.1.10

Emulex LightPulse 16Gb HBA [Rack] {Vendors=LPe31000-M6-
Fujitsu:S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=LPe31002-M6-
Fujitsu:S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L, Vendors=IBM HBA FC5052, IBM HBA
FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN1C,
HP HBA SN1100E, HP HBA SN1200E, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002, Emulex LightPulse
LPe16202, Oracle 7101684, Emulex LightPulse LPe16000B,
Vendors=Lenovo HBA 01CV830 , Lenovo HBA  01CV840 }

0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0027

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001000002002520
1919

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100002002110
0021

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 4GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe11004, Emulex LightPulse
LPe11002,  Emulex LightPulse LPe1150, Emulex LightPulse LPe1105,
Emulex LightPulse LPe11000, Vendors=IBM HBA FC5276, IBM HBA
FC5758, IBM HBA FC5759, IBM HBA FC5773, IBM HBA FC5774, IBM
HBA FC8251, IBM HBA FC8255, Vendors=HP HBA AD221A, HP HBA
AD222A, HP HBA AD393A, Vendors=Sun HBA SG-XPCIE2FC-EB4-Z,
Oracle HBA SG-XPCIE2FCGBE-E-Z, Sun HBA SG-XPCIE2FCGBE-E-
Z, Emulex LightPulse LPem11002E-S, Emulex LightPulse
LPem11002-S, Vendors=Oracle SG-XPCIE2FC-EM4, Oracle HBA SG-
XPCIE1FC-EM4, Sun HBA SG-XPCIE1FC-EM4, Sun HBA SG-
XPCIE2FC-EM4, Oracle HBA SG-XPCIE2FC-EB4-Z } 271315

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691
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IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210301

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 203305

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

0001100004004150
0010

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP1;
IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP3;
IBM AIX 7.1 TL5 SP4;
IBM AIX 7.1 TL5 SP5;
IBM AIX 7.1 TL5 SP6

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080270

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP4

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot No

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9691

IBM AIX 7.1 TL5 SP2;
IBM AIX 7.1 TL5 SP4

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0320080200

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,7171,8539,8592,8598,8605,8606
Alerts:
8087,9691
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iSCSI ONTAP9.13.1
AIX/VIOS

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Software

Initiator Status Foot notes

IBM AIX 7.2 TL5 SP2 Not Applicable
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No

NetApp AIX Host
Utilities 6.1 IBM POWER

iSCSI
Software
Initiator Supported

Info:
1,2,3555,8592,8598,8605,8606,9418,10010
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP1 Not Applicable
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No

NetApp AIX Host
Utilities 6.1 IBM POWER

iSCSI
Software
Initiator Supported

Info:
1,2,3555,8592,8598,8605,8606,9418
Alerts:
8087,9691
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FC ONTAP9.13.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64
Microsoft Windows Server 2022 Hyper-V

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64
Microsoft Windows Server 2019 Hyper-V
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Windows Sever 2016
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM SAN Boot Yes*3

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 SE 64-bit, x64
Microsoft Windows Server 2016 Hyper-V
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FC ONTAP9.13.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64
Microsoft Windows Server 2022 Hyper-V

*4 *4 *4

Microsoft MS DSM

*5 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64
Microsoft Windows Server 2019 Hyper-V

*4 *4 *4

Microsoft MS DSM

*5 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

Windows Sever 2016
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 SE 64-bit, x64
Microsoft Windows Server 2016 Hyper-V

*4 *4 *4

Microsoft MS DSM

*5 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,1033
2,10344,10403,10439

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.
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iSCSI ONTAP9.13.1
Windows Server 2022

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2022;
Microsoft Windows Server 2022 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,104
26,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Windows Server 2019
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2019;
Microsoft Windows Server 2019 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,104
26,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.
*6 Any NIC supported by the server is supported.

Windows Server 2016
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2016;
Microsoft Windows Server 2016 Hyper-V iSCSI Software Initiator Microsoft MS DSM *5

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10325,10331,10332,10344,10403,104
26,10439

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.
*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.13.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64
Microsoft Windows Server 2022 Hyper-V

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64
Microsoft Windows Server 2019 Hyper-V
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Windows Sever 2016
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Microsoft MS DSM

*3
Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

Microsoft MS DSM

*3 Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1;
Windows Unified
Host Utilities 7.2 Supported

Info:
10266,10271,10272,10293,10294,10303,10304,10305,10307,10308,10313,10314,10315,10316,10325,10331,10
332,10344,10363,10364,10403

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Microsoft Windows Server 2016 DCE 64-bit, x64;
Microsoft Windows Server 2016 SE 64-bit, x64
Microsoft Windows Server 2016 Hyper-V
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NVMe over FC ONTAP9.13.1
Windows Server
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.13.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit
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FC ONTAP9.13.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit

*4 *4 *4
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes
RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit

*4 *4 *4 Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,103
57,10379,10384,10392,10404,10412,10432

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

165/596 Copyright 2021 FUJITSU LIMITED



iSCSI ONTAP9.13.1
RHEL9

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,10357,10379,10384,103
92,10404,10412,10426,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

RHEL8
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering+1 ASA (All SAN Array) Host Utilities Status Foot notes
RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10326,10331,10335,10336,10357,10379,10384,103
92,10404,10412,10426,10432

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.13.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD) *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L *2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler *3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10357,10363,10364,10365,10366,10368,10379,10384,10392,10395,10396,10404,10413,102
66,10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10326,10331,10335,1
0336

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

RHEL Server 9.3 64-bit
RHEL Server 9.3 KVM 64-bit
RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit

RHEL Server 8.9 64-bit
RHEL Server 8.9 KVM 64-bit
RHEL Server 8.8 64-bit
RHEL Server 8.8 KVM 64-bit
RHEL Server 8.7 64-bit
RHEL Server 8.7 KVM 64-bit
RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit
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NVMe over TCP ONTAP9.13.1
RHEL
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―

168/596 Copyright 2021 FUJITSU LIMITED



FC ONTAP9.13.1
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

SLES12
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit

SLES 12 SP5 64-bit
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FC ONTAP9.13.1
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit

*4 *4 *4
Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler

*5
Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

SLES12
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

SLES 12 SP5 64-bit

*4 *4 *4

Device Mapper (DM-
MP) ALUA
Prioritizer - ALUA
Handler

*5 Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,10
392,10395,10399,10404,10412,10436

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.
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iSCSI ONTAP9.13.1
SLES15

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

SLES 15 SP5 64-bit
SLES 15 SP4 64-bit
SLES 15 SP3 64-bit
SLES 15 SP2 64-bit
SLES 15 SP1 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,103
92,10395,10399,10404,10412,10426,10436

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

SLES12
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

SLES 12 SP5 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10380,10382,10385,10389,10391,103
92,10395,10399,10404,10412,10426,10436

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.13.1
SLES15

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host
Clustering*1 Storage Attachment

ASA (All SAN
Array)

Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.2.0.13 (Inbox) 14.0.639.20 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.0.13 (Inbox) 14.0.639.20 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No
Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.2.0.13 (Inbox) 14.0.639.20 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC421/PYBFC421/
PYBFC421L
PY-FC422/PYBFC422/
PYBFC422L 14.2.0.13 (Inbox) 14.0.639.20 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No
Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10375,8160,8381,8606,10
162
Alerts:
9021,9023,9691

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10
375
Alerts:
9021,9023,9691

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.08.300-k (Inbox) 9.10.11 Native NVMe Multipath SAN Boot No

Linux LVM;
Oracle ASM

Btrfs;
Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10162,10
375
Alerts:
9021,9023,9691SLES 15 SP5 64-bit

172/596 Copyright 2021 FUJITSU LIMITED



NVMe over TCP ONTAP9.13.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.13.1
Oracle Linux 9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Oracle Linux 8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 KVM 64-bit (Unbreakable Enterprise kernel)
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Oracle Linux 7
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel)
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FC ONTAP9.13.1
Oracle Linux 9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)

*4 *4 *4
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

Oracle Linux 8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 KVM 64-bit (Unbreakable Enterprise kernel)

*4 *4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

Oracle Linux 7
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel)

*4 *4 *4

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*5 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.
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iSCSI ONTAP9.13.1
Oracle Linux 9

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Oracle Linux 8
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.0 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

Oracle Linux 7
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Oracle Linux 7.9 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 7.9 KVM 64-bit (Unbreakable Enterprise kernel) iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler *5

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,10387,10390,10392,103
95,10399,10403,10412,10426,10433

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
データベース　拡販情報 (sharepoint.com)
*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.13.1
Oracle Linux 9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST/Server Vender is supported, it is supported.

Oracle Linux 8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3 Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2
Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler

*3

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Switch Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10293,10294,10303,10304,10305,10307,10308,10313,10315,10316,10331,10381,10383,103
87,10390,10392,10395,10399,10403,10412,10433

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST/Server Vender is supported, it is supported.

Oracle Linux 9.2 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.2 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.1 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 9.0 KVM 64-bit (Unbreakable Enterprise kernel)

Oracle Linux 8.8 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.8 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.7 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.6 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.5 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.4 KVM 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 64-bit (Unbreakable Enterprise kernel)
Oracle Linux 8.3 KVM 64-bit (Unbreakable Enterprise kernel)
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FC ONTAP9.13.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX SAN Boot Yes*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
VMware ESXi 7.0
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FC ONTAP9.13.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0

*4 *4 *4 VMware Distributed
with ESX

*5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.

ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
VMware ESXi 7.0

*4 *4 *4 VMware Distributed
with ESX

*5 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,1042
0

*4 Emulex and Qlogic HBAs from server vendor OEMs are supported.

*5 If Server Vender is supported, it is supported.
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iSCSI ONTAP9.13.1
ESXi8.0

Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0 iSCSI Software Initiator

VMware Distributed
with ESX *5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,10420

*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.

ESXi7.0
Host OS (OS) Initiator *6 Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
VMware ESXi 7.0 iSCSI Software Initiator

VMware Distributed
with ESX *5

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
10294,10303,10304,10305,10318,10319,10320,10321,10327,10331,10334,10369,10405,10420

*5 If Server Vender is supported, it is supported.

*6 Any NIC supported by the server is supported.
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NVMe over FC ONTAP9.13.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L
MC-0JFCW1 / MCX0JFCW1(LD)
MC-0JFCV1 / MCX0JFCV1(LD)

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L
MC-0JFCS1 / MCX0JFCS1(LD)
MC-0JFCR1 / MCX0JFCR1(LD)

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L
MC-0JFCU1 / MCX0JFCU1(LD)
MC-0JFCT1 / MCX0JFCT1(LD)】

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202

*2 *2 VMware Distributed
with ESX

*3 VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202
MC-0JFCF1 / MCX0JFCF1(LD)
MC-0JFCG1 / MCX0JFCG1(LD)

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

PY-FC321/PYBFC321/PYBFC3211L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L

*2 *2

VMware Distributed
with ESX

*3

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
10266,10294,10303,10304,10305,10318,10319,10320,10327,10331,10334,10358,10362,10363,10364,10405,10
420

*2 The latest version is recommended.However, all versions released by PRIMERGYPRIMEQUES are supported.
*3 If PRUMERGY/PRIMEQUEST is supported, it is supported.

VMware ESXi 8.0 (Update 2)
VMware ESXi 8.0 (Update 1)
VMware ESXi 8.0

VMware ESXi 7.0 (Update 3)
VMware ESXi 7.0 (Update 2)
VMware ESXi 7.0 (Update 1)
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NVMe over FC ONTAP9.13.1
ESXi
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.13.1
Citrix Hypervisor
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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iSCSI ONTAP9.13.1
Citrix Hypervisor
Please contact us for support status.

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.13.1

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10378
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,10378
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083,10378,318,3897,4734,5609,7619,8363
Alerts:
9774,10150,5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1c

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3d

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
Brocade SANnav 2.2.2a;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3d

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2

Cisco NX-OS Firmware 9.3(11);
Cisco NX-OS Firmware 9.3(12)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
10378,5703,8209,8331,8375,8960,9864,10212
Alerts:
9087
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1c

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
10378,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch 7850;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.2.0a Brocade SANnav 2.3.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2a)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2f)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(5)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
10378,5703,8209,8375,8960,9802,9803,9864,10212
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(11)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(4)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
9802,5703,8209,8375,8960,9803,9864,10212,10378
Alerts:
9087,9801,9804

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
7646,318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378,8630,318,3897,4734,560
9,7619,8363
Alerts:
10150,5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,
9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,
9707,9708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
9185,318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

225/596 Copyright 2021 FUJITSU LIMITED



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,
9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
9796,318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9
707,9709,9712,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,
9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
9704,318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083,10378
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,
9797,9798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,
9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
4734,318,3897,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,
9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,
9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,
9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,10378,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150,10281,10282

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
9701,318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
10378,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
9798,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,10378
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
10378,318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,10378
Alerts:
5702,10150,10281,10282

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2e)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10212,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378
Alerts:
9087

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(1)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1a)

Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
10378,5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10212
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,7885,8209,8331,10212,10378
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,10212,10378

Cisco UCS 6536

Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2b);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b);
Cisco Intersight Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 64108;
Cisco UCS 6454

Cisco Intersight Firmware 4.2(1d);
Cisco Intersight Firmware 4.2(1f);
Cisco Intersight Firmware 4.2(1h);
Cisco Intersight Firmware 4.2(1i);
Cisco Intersight Firmware 4.2(1m);
Cisco Intersight Firmware 4.2(2);
Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b);
Cisco Intersight Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10212,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(3)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8375,8960,9802,9803,9864,10211,10378
Alerts:
9087,9801,9804
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8331,10211,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,7264,7842,7885,8209,8331,10211,10378

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10211,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.2(1h);
Cisco NDFC 12.1.1e FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10211,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2)

Cisco ND 2.2(1h);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.1.1e;
Cisco NDFC 12.1.2e FC Supported

Info:
10378,5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10211,10212
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(2)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10378
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(1)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10209,10210,10378
Alerts:
9087,9801,9804
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064,10209,10210,10212,10378
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b);
Cisco UCS Firmware 4.2(3d) FC Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,8375,8960,9864,10378
Alerts:
9087

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
10378,318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,
9707,9709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(2)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864,10209,10210,10378
Alerts:
9087,9801,9804

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
10378,5703,8209,8331,8375,8960,9802,9803,9864,10209,10210
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,8209,8331,9788,9789,10209,10210,10378
Alerts:
9087
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Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(3b);
Cisco UCS Firmware 4.1(3c);
Cisco UCS Firmware 4.1(3d);
Cisco UCS Firmware 4.1(3e);
Cisco UCS Firmware 4.1(3f);
Cisco UCS Firmware 4.1(3h);
Cisco UCS Firmware 4.1(3i);
Cisco UCS Firmware 4.1(3s);
Cisco UCS Firmware 4.2(1n) FC Supported

Alerts:
8509

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(33)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
10378,5703,7264,7842,8209,8331,9122,9399,9753,10209,10210
Alerts:
9087
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,
9712,9796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,10378,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,
9707,9709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,103
78,318,3897,3898,4734,5034,5425,5609
Alerts:
7652,7653,7654,7983,8416,10150,5784,4776,5349,5702

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b);
Cisco UCS Firmware 4.1(2c);
Cisco UCS Firmware 4.1(2d) FC Supported

Alerts:
8509

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,10209,10210,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,10378,8209,8331,10209,10210

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(1a);
Cisco UCS Firmware 4.1(1b);
Cisco UCS Firmware 4.1(1c);
Cisco UCS Firmware 4.1(1d);
Cisco UCS Firmware 4.1(1e);
Cisco UCS Firmware 4.1(1h) FC Supported

Alerts:
8509

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0 FC Supported

Info:
318,10378,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,
9712,9796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(31)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
10378,5703,8209,8331,8375,8960,9864,10209,10210
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378
Alerts:
9087

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(29)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(4a);
Cisco UCS Firmware 4.0(4b);
Cisco UCS Firmware 4.0(4c);
Cisco UCS Firmware 4.0(4d);
Cisco UCS Firmware 4.0(4e);
Cisco UCS Firmware 4.0(4f);
Cisco UCS Firmware 4.0(4g);
Cisco UCS Firmware 4.0(4h);
Cisco UCS Firmware 4.0(4i);
Cisco UCS Firmware 4.0(4j);
Cisco UCS Firmware 4.0(4k);
Cisco UCS Firmware 4.0(4l);
Cisco UCS Firmware 4.0(4m);
Cisco UCS Firmware 4.0(4n);
Cisco UCS Firmware 4.0(4o);
Cisco UCS Firmware 4.0(4p);
Cisco UCS Firmware 4.0(4s) FC Supported

Alerts:
8509

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(27)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
10378,5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

252/596 Copyright 2021 FUJITSU LIMITED



Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(2a);
Cisco UCS Firmware 4.0(2b);
Cisco UCS Firmware 4.0(2c);
Cisco UCS Firmware 4.0(2d);
Cisco UCS Firmware 4.0(2e) FC Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.2(1h);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.1e;
Cisco NDFC 12.1.2e FC Supported

Info:
10378,5703,8209,8331,8375,8960,9864,10209,10210,10211,10212
Alerts:
9087
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Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764,10209,10210,10378
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(25)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,10378,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378
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Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083,10378
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(1);
Cisco UCS Firmware 4.0(1b);
Cisco UCS Firmware 4.0(1c);
Cisco UCS Firmware 4.0(1d);
Cisco UCS Firmware 4.0(1e);
Cisco UCS Firmware 4.0(1f) FC Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco ND 2.3(1c);
Cisco ND 2.3(2c);
Cisco ND 2.3(2d);
Cisco ND 2.3.2b;
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f;
Cisco NDFC 12.1.2e FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10212,10378
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,9122,10209,10210,10378
Alerts:
9087
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,8375,8960,9864,10209,10210,10378
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,8881,10209,10210,10378

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
10378,5006,5703,7264,7842,8061,8209,8331,8764,10209,10210
Alerts:
8765
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Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(23)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,10378,8209,8331,8375,8960,9864,10209,10210

Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,10378,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,9701,9702,9704,9705,9706,9707,9709,
9712,9796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,8993,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083,10378
Alerts:
7652,4776,5349,5702,5784,7653,7654,7983,8416,8993,10150

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(21)

Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5703,7264,7842,8209,8331,8881,10209,10210,10378

257/596 Copyright 2021 FUJITSU LIMITED



Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,10378,7264,7842,7885,8331,10209,10210

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764,10378
Alerts:
8765
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Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(19)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
7842,8061,8209,8331,10209,10210,10378,7264,5006,5007,5605,5703

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 7.3(1)DY(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8330,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,10378,8209,8331,10209,10210

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8209,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8331,10209,10210,10378

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,8331,10209,10210,10378
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(2b);
Cisco UCS Firmware 3.1(2c);
Cisco UCS Firmware 3.1(2e);
Cisco UCS Firmware 3.1(2f);
Cisco UCS Firmware 3.1(3a);
Cisco UCS Firmware 3.1(3b);
Cisco UCS Firmware 3.1(3c);
Cisco UCS Firmware 3.1(3e);
Cisco UCS Firmware 3.1(3f);
Cisco UCS Firmware 3.1(3g);
Cisco UCS Firmware 3.1(3h);
Cisco UCS Firmware 3.1(3j);
Cisco UCS Firmware 3.1(3k);
Cisco UCS Firmware 3.1(3l);
Cisco UCS Firmware 3.2(1d);
Cisco UCS Firmware 3.2(2);
Cisco UCS Firmware 3.2(2d);
Cisco UCS Firmware 3.2(2f) FC Supported

Alerts:
8509

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP Cisco UCS Firmware 3.1(1h) FC Supported

Info:
8091
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 2.2(8a);
Cisco UCS Firmware 2.2(8b);
Cisco UCS Firmware 2.2(8c);
Cisco UCS Firmware 2.2(8d);
Cisco UCS Firmware 2.2(8f);
Cisco UCS Firmware 2.2(8g);
Cisco UCS Firmware 2.2(8i);
Cisco UCS Firmware 2.2(8j);
Cisco UCS Firmware 2.2(8l);
Cisco UCS Firmware 2.2(8m);
Cisco UCS Firmware 2.2(8n);
QLogic FC Switch Firmware 2.0.1.11;
QLogic FC Switch Firmware 5.0.0.31.0;
QLogic FC Switch Firmware 5.5.2.5.0;
QLogic FC Switch Firmware 6.2.1.06;
QLogic FC Switch Firmware 6.2.1.3.0;
QLogic FC Switch Firmware 6.3.0.4.0;
QLogic FC Switch Firmware 6.6.0.15;
QLogic FC Switch Firmware 6.7.0.04;
QLogic FC Switch Firmware 6.8.0.03;
QLogic FC Switch Firmware 7.2.0.04;
QLogic FC Switch Firmware 7.4.0.06;
QLogic FC Switch Firmware 7.4.0.22.0;
QLogic FC Switch Firmware 7.4.0.29.0;
QLogic FC Switch Firmware 7.8.0.15.00;
QLogic FC Switch Firmware 8.0.13.08;
QLogic FC Switch Firmware 8.0.13.12.00;
QLogic FC Switch Firmware 8.0.13.16.00;
QLogic FC Switch Firmware 8.0.14.08.00;
QLogic FC Switch Firmware v7.10.0.15.0;
QLogic FC Switch Firmware v7.10.1.04.0;
QLogic FC Switch Firmware v7.4.0.16;
QLogic FCIP Router Firmware 2.4.4.4;
QLogic FCIP Router Firmware 3.4.0.1 FC Supported

Info:
8091

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(17)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331,10209,10210,10378

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(7b);
Cisco UCS Firmware 2.2(7d) FC Supported

Alerts:
8352

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(1e);
Cisco UCS Firmware 3.1(1g);
Cisco UCS Firmware 3.1(1h);
Cisco UCS Firmware 3.1(1k) FC Supported

Alerts:
8234
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Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378
Alerts:
8965

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8209,8331,10209,10210,10378

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(6c);
Cisco UCS Firmware 2.2(6d);
Cisco UCS Firmware 2.2(6e);
Cisco UCS Firmware 2.2(6f) FC Supported

Alerts:
8201

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378
Alerts:
8965

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(4b);
Cisco UCS Firmware 2.2(4c) FC Supported

Alerts:
8121

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(5a);
Cisco UCS Firmware 2.2(5b);
Cisco UCS Firmware 2.2(5c);
Cisco UCS Firmware 2.2(5d) FC Supported

Alerts:
8102
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,7885,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7885,8331,10209,10210,10378

Cisco UCS 6324
Cisco UCS Firmware 3.0(2c);
Cisco UCS Firmware 3.0(2d) FC Supported

Alerts:
9719

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5239,5703,7035,7069,8331,10209,10210,10378
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4);
Cisco ND 2.1(1e);
Cisco ND 2.1(2d);
Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5239,7035,7069,8331,10209,10210,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331,10378

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331,10378

Cisco UCS 6324
Cisco UCS Firmware 3.0(1c);
Cisco UCS Firmware 3.0(1d) FC Supported

Alerts:
7776

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(3a);
Cisco UCS Firmware 2.2(3b);
Cisco UCS Firmware 2.2(3c);
Cisco UCS Firmware 2.2(3d);
Cisco UCS Firmware 2.2(3e);
Cisco UCS Firmware 2.2(3f);
Cisco UCS Firmware 2.2(3g);
Cisco UCS Firmware 2.2(3h) FC Supported

Alerts:
7774

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(2c);
Cisco UCS Firmware 2.2(2d);
Cisco UCS Firmware 2.2(2e) FC Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(1b);
Cisco UCS Firmware 2.2(1c);
Cisco UCS Firmware 2.2(1d);
Cisco UCS Firmware 2.2(1e);
Cisco UCS Firmware 2.2(1h) FC Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(3a);
Cisco UCS Firmware 2.1(3b);
Cisco UCS Firmware 2.1(3c);
Cisco UCS Firmware 2.1(3d);
Cisco UCS Firmware 2.1(3e);
Cisco UCS Firmware 2.1(3f);
Cisco UCS Firmware 2.1(3g);
Cisco UCS Firmware 2.1(3k) FC Supported

Alerts:
7203

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(2c);
Cisco UCS Firmware 2.1(2d) FC Supported

Alerts:
7084
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NVMe over FC ONTAP9.13.1
Please contact us for support status.

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

― ― ― ― ― ―
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ONTAP9.12.1
FUJITSU Storage ETERNUS AX/HX series  Server Support Matrix

Contents
Solaris (FC connection-FUJITSU) Edition 20, 2023/4/7
Solaris (FC connection-Others) Edition 20, 2023/4/7
Solaris (iSCSI connection) Edition 22, 2023/8/31
AIX/VIOS  (FC connection-FUJITSU)  Edition 22, 2023/8/31
AIX/VIOS (iSCSI connection) Edition 22, 2023/8/31
Windows (FC connection-FUJITSU) Edition 20, 2023/4/7
Windows (FC connection-Others) Edition 20, 2023/4/7
Windows (iSCSI connection) Edition 20, 2023/4/7 Oracle Linux (iSCSI connection) Edition 20, 2023/4/7
Windows (NVMe-FC connection-FUJITSU) Edition 20, 2023/4/7 Oracle Linux (FCoE connection) Edition 20, 2023/4/7
Windows (NVMe-FC connection-Others) Edition 20, 2023/4/7 Oracle Linux (NVMe-FC connection) Edition 20, 2023/4/7
Red Hat (FC connection-FUJITSU) Edition 22, 2023/8/31 VMware (FC connection - FUJITSU) Edition 22, 2023/8/31
Red Hat (FC connection-Others) Edition 22, 2023/8/31 VMware (FC connection - Others) Edition 22, 2023/8/31
Red Hat (iSCSI connection) Edition 22, 2023/8/31 VMware (iSCSI connection) Edition 22, 2023/8/31
Red Hat (NVMe-FC connection) Edition 20, 2023/4/7 VMware (NVMe-FC connection-FUJITSU) Edition 20, 2023/4/7
Red Hat (NVMe-TCP connection) Edition 20, 2023/4/7 VMware (NVMe-FC connection-Others) Edition 22, 2023/8/31
Red Hat (FCoE connection) Edition 20, 2023/4/7 Citrix Hypervisor (FC connection) Edition 20, 2023/4/7

Citrix Hypervisor (iSCSI connection) Edition 20, 2023/4/7
Switch connection (FC) Edition 20, 2023/4/7
Switch connection (NVMe-FC) Edition 20, 2023/4/7
Switch connection (NVMe-TCP) Edition 20, 2023/4/7
Switch connection (FCoE) Edition 20, 2023/4/7
Alert
Info

Oracle Linux (FC connection-Others) Edition 20, 2023/4/7

SuSE Linux Enterprise Server (FC connection-FUJITSU) Edition 20, 2023/4/7
SuSE Linux Enterprise Server (FC connection-Others) Edition 20, 2023/4/7
SuSE Linux Enterprise Server (iSCSI connection) Edition 20, 2023/4/7
SuSE Linux Enterprise Server (NVMe-FC connection) Edition 20, 2023/4/7
SuSE Linux Enterprise Server (NVMe-TCP connection) Edition 20, 2023/4/7
Oracle Linux (FC connection-FUJITSU) Edition 20, 2023/4/7
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FC ONTAP9.12.1
Solaris11

Host OS (OS) Host HBA FJ SRU Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

SRU18091-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Sun Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

SRU19051-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

SRU18091-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS Oracle RAC Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

SRU19051-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS Oracle RAC Switch Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

SP1X7FBC2F
(LPe32002) SRU19051-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8085,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

SP1X7FBA2
(LPe16002) SRU18091-

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot Yes

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
UFS;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Switch

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
8639,9504,9691,9745

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=

Solaris 11.4 64-bit

SP1X7FAC2F
(QLE2742)

SP1X7FAA2F
(QLE8362)
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Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
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iSCSI ONTAP9.12.1
Solaris11

Host OS (OS) Host HBA
FJ SRU Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

Solaris 11.4 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4 Yes

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.4

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
9504,9691,9745

Solaris 11.4 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO)

NPIV;
SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.4

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
9504,9691,9745

Solaris 11.3 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8639,9691

Solaris 11.3 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8639,9691

Solaris 11.3 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Solaris Volume
Manager (SVM)

Oracle ASM;
UFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8086,8639,9691

Solaris 11.3 64-bit Not Applicable

Solaris Native
Multipathing
(MPxIO) SAN Boot No

Oracle ASM;
Oracle Solaris ZFS

Oracle ASM;
ZFS

Oracle RAC;
Oracle Solaris
Clusters 4.3

Solaris Host Utilities
6.2 SPARC Servers Supported

Info:
161,7866,8381,8506,8582,8605,8606,8696,10045
Alerts:
8086,8639,9691
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FC ONTAP9.12.1
AIX

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

IBM AIX 7.3 TL0 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL0 SP2

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Emulex LightPulse 16Gb HBA [Rack] {Vendors=LPe31000-M6-
Fujitsu:S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=LPe31002-M6-
Fujitsu:S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L, Vendors=IBM HBA FC5052, IBM HBA
FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN1C,
HP HBA SN1100E, HP HBA SN1200E, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002, Emulex LightPulse
LPe16202, Oracle 7101684, Emulex LightPulse LPe16000B,
Vendors=Lenovo HBA 01CV830 , Lenovo HBA  01CV840 };
IBM HBA FCEN0A {Spec=16 Gigabit PCIe Dual Port Fibre Channel
Adapter }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL1 SP1

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
IBM HBA FCEN2A {Spec=Low Profile 16 Gb PCIe Dual Port Fibre
Channel Adapter };
IBM HBA FCEN2B {Spec=Low Profile 16 Gb PCIe Dual Port Fibre
Channel Adapter }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL0 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM AIX 7.3 TL0 SP1

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691
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IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;
IBM AIX 7.2 TL5 SP6

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691

IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q,
HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun
HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA
SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 0325080271

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9711,10275
Alerts:
8087,9691

IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

110305;
111304;
200307;
202307;
203305;
210301;
210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691

IBM AIX 7.2 TL4 SP1

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

0001100004004150
0010;
0001200004002570
0015

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691

IBM AIX 7.2 TL5 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;
IBM AIX 7.2 TL5 SP6

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9616,9691

IBM AIX 7.2 TL0 SP1;
IBM AIX 7.2 TL0 SP2;
IBM AIX 7.2 TL0 SP3;
IBM AIX 7.2 TL0 SP4;
IBM AIX 7.2 TL0 SP5;
IBM AIX 7.2 TL0 SP6;
IBM AIX 7.2 TL1 SP0;
IBM AIX 7.2 TL1 SP1;
IBM AIX 7.2 TL1 SP2;
IBM AIX 7.2 TL1 SP3;
IBM AIX 7.2 TL1 SP4;
IBM AIX 7.2 TL1 SP5;
IBM AIX 7.2 TL1 SP6;
IBM AIX 7.2 TL2 SP1;
IBM AIX 7.2 TL2 SP2;
IBM AIX 7.2 TL2 SP3;
IBM AIX 7.2 TL2 SP4;
IBM AIX 7.2 TL2 SP5;
IBM AIX 7.2 TL2 SP6;
IBM AIX 7.2 TL3 SP1;
IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL3 SP3;
IBM AIX 7.2 TL3 SP4;
IBM AIX 7.2 TL3 SP5;
IBM AIX 7.2 TL3 SP6;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL5 SP1;
IBM AIX 7.2 TL5 SP2;
IBM AIX 7.2 TL5 SP3;
IBM AIX 7.2 TL5 SP4;
IBM AIX 7.2 TL5 SP5;

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0000100001000340
0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10048,10275
Alerts:
8087,9616,9691
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IBM AIX 7.2 TL5 SP1

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,10275
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP1;
IBM AIX 7.2 TL3 SP2;
IBM AIX 7.2 TL3 SP3;
IBM AIX 7.2 TL3 SP4;
IBM AIX 7.2 TL3 SP5;
IBM AIX 7.2 TL3 SP6;
IBM AIX 7.2 TL4 SP1;
IBM AIX 7.2 TL4 SP2;
IBM AIX 7.2 TL4 SP3;
IBM AIX 7.2 TL4 SP4;
IBM AIX 7.2 TL4 SP5;
IBM AIX 7.2 TL4 SP6

oadco  3 / 6G C G  6 ( c ud g eb a ded)  [ ac ]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 }

0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP)

NPIV;
SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606
Alerts:
8087,9616,9691

VIOS
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume

Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

IBM VIOS 3.1.3.21

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

-

Yes
NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM VIOS 3.1.3.21

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z,
Oracle HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004,Emulex LightPulse LPe1250 };
Emulex LightPulse 8Gb [Rack] [RACK]  {Vendors=Emulex LightPulse
LPe12000, Emulex LightPulse LPe12002, Emulex LightPulse
LPe12004, NEC Express5800 LPe1205, Emulex LightPulse LPe1250,
Emulex LightPulse LPe15004, Emulex LightPulse LPem12002E-S,
Vendors=LPe12002-S, Oracle PN SG-XPCIE2FC-EM8-Z, SUN PN PN
SG-XPCIE2FC-EM8-Z,Oracle SG-XPCIE2FC-EM8, Oracle SG-
XPCIE2FC-EM8-Z,, Vendors=Sun HBA SG-XPCIEFCGBE-E8-N, Sun
HBA SG-XPCIE1FC-EM8-Z, Sun HBA SG-XPCIE2FC-EM8-Z, IBM
HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM HBA FC8240,
Vendors=LightPulse LPe12002-S, Emulex LightPulse LPe15004,
Oracle HBA SG-XPCIE1FC-EM8-Z, Oracle HBA SG-XPCIE2FC-EM8-
Z, Oracle HBA SG-XPCIEFCGBE-E8-N, Oracle HBA SG-XPCIE2FC-
EM8-Z, Vendors=HBA AJ763B, HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card, HP HBA AH402A, HP HBA AH403A,
Vendors=LPe12002, EMC PN LPe12002-E, HP PN AJ763A, IBM PN
42D0494, EMC PN LPe12002-E, HP PN AJ763BA, HP PN AJ763B,
Emulex LPe12002, LPe12002-S, }; 210313

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8605,8606,10275
Alerts:
8087,9691

IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.0.50;
IBM VIOS 3.1.0.60;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691
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IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000,
Vendors=LPe16000B, Vendors=LPe16004, Vendors=LPe16002B,
Vendors=LPe16002 }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691

IBM VIOS 3.1;
IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.0.50;
IBM VIOS 3.1.0.60;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.4.10;
IBM VIOS 3.1.4.21

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B }

0003;
0000100001000340
0005;
0000100001000580
0004;
0001000002002520
0009;
0001000002002520
0016;
0001000002002520
1905;
0001000002002520
1919;
0001100002002110
0021;
0001100002002110
0031;
0001100004004150
0010;
0001200004002570
0015;
0001200004002570
0030

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832,10048
Alerts:
8087,9691IBM VIOS 3.1;

IBM VIOS 3.1.0.10;
IBM VIOS 3.1.0.21;
IBM VIOS 3.1.0.30;
IBM VIOS 3.1.0.40;
IBM VIOS 3.1.1.10;
IBM VIOS 3.1.1.21;
IBM VIOS 3.1.1.25;
IBM VIOS 3.1.1.40;
IBM VIOS 3.1.2.10;
IBM VIOS 3.1.2.21;
IBM VIOS 3.1.3.10;
IBM VIOS 3.1.3.14;
IBM VIOS 3.1.3.21;
IBM VIOS 3.1.3.30;
IBM VIOS 3.1.4.21

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 }

0001100004004150
0005;
0001200004002570
0015;
0001200004002570
0027;
0001200004002570
0030;
0001400000005740
0007

IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP) SAN Boot Yes

NetApp AIX Host
Utilities 6.1 IBM POWER Supported

Info:
1,2,3554,3555,8592,8598,8606,9600,9832
Alerts:
8087,9691
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iSCSI ONTAP9.12.1
AIX

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Volume
Manager Host Multipath Host File System Host Clustering Host Feature Storage Attachment ASA (All SAN Array) Host Utilities Host Platform Status Foot notes

IBM AIX 7.2 TL5 SP2 Not Applicable
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No NetApp AIX Host Utilities 6.1 IBM POWER Supported

Info:
1,2,3555,8592,8598,8605,8606,9418,10010
Alerts:
8087,9691

IBM AIX 7.3 TL1 SP1 Not Applicable
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No Yes NetApp AIX Host Utilities 6.1 IBM POWER Supported

Info:
1,2,3555,8592,8598,8605,8606,9418,10010
Alerts:
8087,9691

IBM AIX 7.2 TL3 SP1 Not Applicable
IBM AIX LVM;
Oracle ASM IBM AIX MPIO

GPFS;
IBM AIX RawIO;
JFS;
Oracle ASM

IBM PowerHA
(HACMP);
Oracle RAC SAN Boot No NetApp AIX Host Utilities 6.1 IBM POWER Supported

Info:
1,2,3555,8592,8598,8605,8606,9418
Alerts:
8087,9691
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FC ONTAP9.12.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L

14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L

14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64
Microsoft Windows Server 2022 Hyper-V

276/596 Copyright 2021 FUJITSU LIMITED

https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=


Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L

14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC441/PYBFC441/PYBFC441L
PY-FC442/PYBFC442/PYBFC442L 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC421/PYBFC421/PYBFC421L
PY-FC422/PYBFC422/PYBFC422L

14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC351/PYBFC351/PYBFC351L
PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201
S26361-F4044-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202 14.0.326.8 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Switch Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.

https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64
Microsoft Windows Server 2019 Hyper-V
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FC ONTAP9.12.1
Windows Sever 2022

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.499.20 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691
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Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.2.103(inbox) 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.2.103(inbox) 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.2.103(inbox) 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.2.103(inbox) 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

281/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2022 Hyper-V

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691
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Microsoft Windows Server 2022 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.165.8000 12.6.281.22 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.04.01 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 Hyper-V

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.06.02 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.06.02 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.04.01 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.165.8000 12.6.281.22 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
9691

Windows Sever 2019
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 9.4.6.20 9.09.00 Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Microsoft Failover
Clustering

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
QLogic 2690 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694L, Vendors=QLE2692, Vendors=QLE2694 };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 };
Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 } 9.3.3.20 (Async) 9.07.00(Flash) Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Microsoft Failover
Clustering

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 9.4.1.20 (Async) 9.06.02(Flash) Microsoft MS DSM

Microsoft Logical
Disk Manager NTFS

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.534.0 14.0.505.31 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Alerts:
9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.534.0 14.0.505.12 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
QLogic 2690 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694L, Vendors=QLE2692, Vendors=QLE2694 };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.326.8(Async) 14.0.326.17 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport
12.8.351.45 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.542.9(Async) 12.80a3 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport
12.8.351.45 (Async) 12.8.351.47 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.542.9(Async) 12.8.542.25 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.542.9(Async) 12.8.542.26 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 9.4.5.20 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.5.20 9.07.00(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.165.0 (Async) 12.6.281.22 Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Microsoft Failover
Clustering

Windows Unified
Host Utilities 7.1 Supported

Info:
9412

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
QLogic 2690 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694L, Vendors=QLE2692, Vendors=QLE2694 };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 };
Qlogic 2690 and 2740/2760 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2740, Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2764, Vendors=QLE2694L, Vendors=QLE2742 } 9.4.1.20 (Async) 9.03.40 Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Microsoft Failover
Clustering

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.7(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.7(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

12.8.351.7(Async);
Storport Miniport
12.6.165.0 (Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.7(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

12.8.351.7(Async);
Storport Miniport
12.6.165.0 (Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.7(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

12.8.351.7(Async);
Storport Miniport
12.6.165.0 (Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.7(Async) 12.8.351.32 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.20 (Async) 9.03.40 Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 9.4.1.20 (Async) 9.04.01 Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.3.2.20(Async) 8.08.204 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.3.2.20(Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 9.3.2.20(Async) 8.07.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.4.243.4 (Async) 12.4.243.3 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.2.207.0 (Async) 12.2.209.0 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.2.284.0 (Async) 12.2.285.0 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.2.284.0 (Async) 12.2.285.0 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

301/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.2.284.0 (Async) 12.2.285.0 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.0.257.9 (Async) 12.0.261.15 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.2.284.0 (Async) 12.2.299.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.0.257.9 (Async) 12.0.261.15 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.2.284.0 (Async) 2.02A4 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.2.207.0 (Async) 2.02A3 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.0.257.9 (Async) 2.02A3 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.0.257.9 (Async) 12.0.261.17 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.0.318.0 (Async) 12.0.318.0 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.4.243.4 (Async) 12.4.243.2 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Blade] {Vendors=QME2662, SANblade
QME2662, QLogic SANblade QMH2672, HP HBA B9F24A, QLogic
SANblade QMI2672, HPE QLogic SANblade QMH2672 };
QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.03 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.3.3.20 (Async) Firmware 9.02.02 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.3.1.20(Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.2.9.22 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.3.1.20(Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.2.9.22 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.3.3.20 (Async) 8.08.230 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Blade] {Vendors=QME2662, SANblade
QME2662, QLogic SANblade QMH2672, HP HBA B9F24A, QLogic
SANblade QMI2672, HPE QLogic SANblade QMH2672 };
QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.3.3.20 (Async) 8.08.230 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Blade] {Vendors=QME2662, SANblade
QME2662, QLogic SANblade QMH2672, HP HBA B9F24A, QLogic
SANblade QMI2672, HPE QLogic SANblade QMH2672 };
QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.3.1.20(Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Blade] {Vendors=QME2662, SANblade
QME2662, QLogic SANblade QMH2672, HP HBA B9F24A, QLogic
SANblade QMI2672, HPE QLogic SANblade QMH2672 };
QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.2.9.22 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 9.3.1.20(Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 9.2.9.22 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.0.367.0 (Async) 12.0.261.17 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.367.0 (Async) 12.0.261.15 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.0.367.0 (Async) 12.0.261.15 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.0.367.0 (Async) 2.02a3(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.4.20(Async) 9.03.40 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 9.4.4.20(Async) 9.06.02(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.4.20(Async) 9.06.02(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.4.20(Async) 9.06.02(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.4.20(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.4.20(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.4.20(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.4.20(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.4.20(Async) 9.06.02(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.4.20(Async) 9.06.02(Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport  12.8.334.6
(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport  12.8.334.6
(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport  12.8.334.6
(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Driver Storport
Miniport  12.8.334.6
(Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Driver Storport
Miniport  12.8.334.6
(Async)

Firmware 12.8.340.8
(Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.21(Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.21(Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.21(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.21(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.21(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.21(Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.21(Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.21(Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.4.243.4 (Async) 12.4.282.10(Flash) Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS Microsoft MSCS

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8729,8730,8731,8747,9259
Alerts:
8887,8973

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.20 (Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.20 (Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.4.1.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.20 (Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 9.4.1.20 (Async) 9.03.00 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 QLogic SANblade QLE2772 {Spec=Single-Port PCIe 32Gb FC HBA }

STOR Miniport
9.3.3.20 (Async) 9.02.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9567,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 QLogic SANblade QLE2772 {Spec=Single-Port PCIe 32Gb FC HBA }

STOR Miniport
9.3.3.20 (Async) 9.02.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9567,9691

Microsoft Windows Server 2019 Hyper-V QLogic SANblade QLE2772 {Spec=Single-Port PCIe 32Gb FC HBA }
STOR Miniport
9.3.3.20 (Async) 9.02.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9567,9691

Microsoft Windows Server 2019 Hyper-V QLogic SANblade QLE2772 {Spec=Single-Port PCIe 32Gb FC HBA }
STOR Miniport
9.3.3.20 (Async) 9.02.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9567,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691312/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.03 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
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Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.8.21 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.16 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.4.243.4-11
(Async) 2.02a5 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.16 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.4.243.4-11
(Async) 2.02a5 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.6.165.0 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691316/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.284.0 (Async) 2.02a4 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.3.3.20 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.3.3.20 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.6.165.0 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.284.0 (Async) 2.02a4 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.284.0 (Async) 2.02a4 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.3.3.20 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.0.257.9-16
(Async) 2.02a4 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.6.165.0 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.6.165.0 (Async) 12.6.182.8 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.6.165.0 (Async) 2.02a5 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691325/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.284.0 (Async) 12.2.299.23 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.284.0 (Async) 2.02a4 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.3.3.20 (Async) 8.08.231 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.3.3.20 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.3.3.20 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

326/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.16 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.4.243.4-11
(Async) 2.02a5 (Flash) Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.9.23 (Async) 8.08.204 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

328/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.9.23 (Async) 8.08.203 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.9.23 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

329/596 Copyright 2021 FUJITSU LIMITED



Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.0.257.9-16
(Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.0.257.9-16
(Async) 12.0.193.13 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.0.257.9-16
(Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.03 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.8.21 (Async) 8.08.01 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.16 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.17 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.4.243.4-11
(Async) 12.4.243.11 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.4.243.4-11
(Async) 2.02a5 (Flash) Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B }

Storport Miniport
12.2.207.0 (Async) 12.2.212.14 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 }

Storport Miniport
12.2.207.0 (Async) 2.02a4 Microsoft MS DSM

Microsoft Virtual
Fibre Channel;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 Hyper-V

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK }

STOR Miniport
9.2.8.21 (Async) 8.08.05 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 Hyper-V

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 }

STOR Miniport
9.2.8.21 (Async) 8.08.03 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
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Microsoft Windows Server 2019 Hyper-V

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
}

STOR Miniport
9.2.8.21 (Async) 8.08.01 Microsoft MS DSM

Microsoft Virtual Yes;
SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.6.165.0 (Async) 12.0.257.19 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.6.165.0 (Async) 12.0.257.19 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.165.0 (Async) 12.0.346.9 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.165.0 (Async) 12.0.346.9 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.165.0 (Async) 12.0.346.9 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.165.0 (Async) 12.0.346.9 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 Hyper-V

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.6.165.0 (Async) 12.0.257.19 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,8747,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

Dell Emulex LPe35002-M2 [RACK]  {Protocol=FC, Spec=LPE35002-D
DELL 32GB DUAL PORT PCIE GEN4 X8 FIBER CHANNEL HOST
BUS ADAPTER } 12.6.165.0 (Async) 12.0.257.19 (Flash) Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691
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Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM SAN Boot Yes

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 9.2.9.22 (Async) 8.08.204 (Flash) Microsoft MS DSM SAN Boot No

Microsoft Logical
Disk Manager NTFS

Microsoft Failover
Clustering

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,9259
Alerts:
8887

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
8887,9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 Microsoft MS DSM

SAN Boot Yes;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
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iSCSI ONTAP9.12.1
Windows Server 2022

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2022 Hyper-V iSCSI Software Initiator Microsoft MS DSM
Microsoft Virtual Yes;
SAN Boot No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
9691

Microsoft Windows Server 2022 Hyper-V iSCSI Software Initiator Microsoft MS DSM
Microsoft Virtual Yes;
SAN Boot No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64 iSCSI Software Initiator Microsoft MS DSM

SAN Boot No;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
9691

Microsoft Windows Server 2022 DCE 64-bit, x64;
Microsoft Windows Server 2022 SE 64-bit, x64 iSCSI Software Initiator Microsoft MS DSM

SAN Boot No;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
9691

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=

Windows Server 2019
Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 iSCSI Software Initiator Microsoft MS DSM

SAN Boot No;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
9691

Microsoft Windows Server 2019 Hyper-V iSCSI Software Initiator Microsoft MS DSM
Microsoft Virtual Yes;
SAN Boot No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC Yes

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
9691

Microsoft Windows Server 2019 Hyper-V iSCSI Software Initiator Microsoft MS DSM
Microsoft Virtual Yes;
SAN Boot No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,8729,8730,8731,9259
Alerts:
9691

Microsoft Windows Server 2019 DCE 64-bit, x64;
Microsoft Windows Server 2019 SE 64-bit, x64 iSCSI Software Initiator Microsoft MS DSM

SAN Boot No;
Virtual No

Microsoft Logical
Disk Manager;
Oracle ASM

NTFS;
Oracle ASM;
ReFS

Microsoft Failover
Clustering;
Oracle RAC

Windows Unified
Host Utilities 7.1 Supported

Info:
8381,8605,9259
Alerts:
9691

*1 If Oracle RAC is supported, then Oracle SEHA is also supported.Please confirm the Oracle Database system requirements for more information.
https://product.jp.fujitsu.com/software/products/partner/oracle/database/sales.aspx?FSXPRef=
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NVMe over FC ONTAP9.12.1
Windows Server
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes
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NVMe over FC ONTAP9.12.1
Windows Server
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.00.106-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Fabric Attach

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.1 64-bit
RHEL Server 9.1 KVM 64-bit

RHEL Server 9.0 64-bit
RHEL Server 9.0 KVM 64-bit

RHEL Server 9.2 64-bit
RHEL Server 9.2 KVM 64-bit
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202
MC*0JFCK1/K1L,MC*0JFCK2/K2L
MC*0JFCL1/L1L,MC*0JFCL2/L2L 10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202
MC*0JFCP1/P1L,MC*0JFCP2/P2L
MC*0JFCQ1/Q1L,MC*0JFCQ2/Q2L 10.02.06.200-k (Inbox) 	9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4

PRIMECLUSTER
4.6A10 Fabric Attach Yes

Linux Unified Host
Utilities 7.1 supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 64-bit
RHEL Server 8.6 KVM 64-bit
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FC ONTAP9.12.1
RHEL9

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 9.2 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10215
Alerts:
9691

RHEL Server 9.2 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10215
Alerts:
9691

RHEL Server 9.2 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.0.8 (Inbox) 14.0.639.18

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10215
Alerts:
9691

RHEL Server 9.2 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.0.8 (Inbox)

14.0.639.20;
14.2.455.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8606,10215,8160,8381,8605
Alerts:
9691

RHEL Server 9.2 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.0.8 (Inbox)

14.0.639.20;
14.2.455.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.0.8 (Inbox) 14.0.639.18

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10215
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10215
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.0.8 (Inbox) 14.0.639.18

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10215
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.0.8 (Inbox)

14.0.639.20;
14.2.455.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10215
Alerts:
9691
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RHEL Server 9.2 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.0.8 (Inbox)

14.0.639.20;
14.2.455.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.0.8 (Inbox) 14.0.639.18

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.2 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 10.02.07.900-k (Inbox) 9.10.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.2.0.5 (Inbox)

12.8.351.47;
14.0.505.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.2.0.5 (Inbox) 14.0.505.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.2.0.5 (Inbox)

12.8.351.47;
14.0.505.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691
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RHEL Server 9.1 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.2.0.5 (Inbox) 14.0.505.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.2.0.5 (Inbox) 14.0.505.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.2.0.5 (Inbox)

12.8.351.47;
14.0.505.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.1 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691

RHEL Server 9.1 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.2.0.5 (Inbox) 14.0.505.11

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691

RHEL Server 9.1 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.2.0.5 (Inbox)

12.8.351.47;
14.0.505.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691
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RHEL Server 9.1 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691

RHEL Server 9.1 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } Driver 10.02.07.400-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.0 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox)

12.8.351.32;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox)

12.8.364.11;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox)

12.8.351.32;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox)

12.8.364.11;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691
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RHEL Server 9.0 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox)

12.8.364.11;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox)

12.8.351.32;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox)

12.8.364.11;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox)

12.8.351.32;
12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.07.00;
9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691
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RHEL8
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.01.01.a2-k1 (Async) 9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.01.01.a2-k1 (Async) 9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 12.8.522.12 (Async) 12.6.281.22

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 12.8.528.7 (Async) 12.8.528.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.05.00-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 10.02.05.00-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 12.8.528.7 (Async) 12.8.528.12

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 12.8.522.12 (Async) 12.6.281.22

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.01-k (Async) 9.03.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.46 (Async) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.4 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.46 (Async) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.01-k (Async) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.01-k (Async) 8.08.207

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.01-k (Async)

9.03.00;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.01-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.01-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.01-k (Async)

9.03.00;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.01-k (Async) 8.08.207

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.01-k (Async) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.46 (Async) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.46 (Async) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.4 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.01-k (Async) 9.03.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.01-k (Async) 9.03.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.46 (Async) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.46 (Async) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.01-k (Async) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.01-k (Async) 8.08.207

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.01-k (Async)

9.03.00;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.01-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.01-k (Async) 9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.01-k (Async)

9.03.00;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.01-k (Async) 8.08.207

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.01-k (Async) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.351.46 (Async) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.351.46 (Async) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.351.46 (Async) 12.8.542.26

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.01-k (Async) 9.03.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.6 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 14.0.0.4 (Inbox) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 14.0.0.4 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.200-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.200-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691
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RHEL Server 8.6 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 14.0.0.4 (Inbox) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 14.0.0.4 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.200-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.200-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,10103,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691
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RHEL Server 8.6 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.200-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.200-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 14.0.0.4 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 14.0.0.4 (Inbox) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.06.200-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.06.200-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691
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RHEL Server 8.6 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 14.0.0.4 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 14.0.0.4 (Inbox) 12.8.542.25

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.0.4 (Inbox) 12.8.542.37

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.06.200-k (Inbox) 9.08.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.5 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver) Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785
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RHEL Server 8.5 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785354/596 Copyright 2021 FUJITSU LIMITED



RHEL Server 8.5 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver) Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.5 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,10019
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.364.11 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.542.25 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.364.11 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785
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RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver) Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0 Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver) Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.364.11 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.542.25 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785
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RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32;
12.8.364.11 Veritas DMP 8.0 SAN Boot No Veritas VxVM 8.0

Veritas VxFS 8.0;
XFS;
ext4

Veritas InfoScale
Oracle SFRAC 8.0;
Veritas InfoScale
SFCFSHA 8.0;
Veritas InfoScale
SFHA 8.0

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8606,9866
Alerts:
9691,9785

RHEL Server 8.5 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

357/596 Copyright 2021 FUJITSU LIMITED



RHEL Server 8.5 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 64-bit

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

358/596 Copyright 2021 FUJITSU LIMITED



RHEL Server 8.5 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.10 (Inbox) 12.8.340.19

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.10 (Inbox)

12.8.340.19;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.10 (Inbox)

12.8.351.43;
12.8.351.47

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8605,8381,8606,8732,8733,8734,10019
Alerts:
9691
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RHEL Server 8.5 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.10 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=QLogic QLE2660, QLogic QLE2662, QLogic
QLE8362, Vendors=QLogic QLE2674, QLogic QLE2672, QLogic
QLE2670, Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672,
Vendors=Dell QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle
7101674, Oracle 7101673, Oracle 7023303, Vendors=HPE B9F24A,
HPE SN1000Q, QLe2662-HP };
Qlogic 2670 Series [Rack] [RACK]  {Vendors=QLE2672,
Vendors=QLE2670 } 10.02.00.106-k (Inbox) 8.08.231

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.106-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.106-k (Inbox)

9.06.02;
9.07.00

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } Driver 12.8.0.5 (Inbox)

12.6.240.22;
12.8.340.8

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } Driver 12.8.0.5 (Inbox)

12.6.240.21;
12.8.340.8

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } Driver 12.8.0.5 (Inbox) 2.02a5

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.203;
8.08.231

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785
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RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40

Veritas DMP
7.4.1 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.1

Oracle ASM;
Veritas VxFS 7.4.1

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.1;
Veritas InfoScale
SFCFSHA 7.4.1;
Veritas InfoScale
SFHA 7.4.1

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.203;
8.08.231

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } Driver 12.8.0.5 (Inbox) 2.02a5

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } Driver 12.8.0.5 (Inbox)

12.6.240.21;
12.8.340.8

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } Driver 12.8.0.5 (Inbox)

12.6.240.22;
12.8.340.8

Veritas DMP
7.4.2 SAN Boot No

Oracle ASM;
Veritas VxVM 7.4.2

Oracle ASM;
Veritas VxFS 7.4.2

Oracle RAC;
Veritas InfoScale
Oracle SFRAC
7.4.2;
Veritas InfoScale
SFCFSHA 7.4.2;
Veritas InfoScale
SFHA 7.4.2

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9884
Alerts:
9691,9785

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691
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RHEL Server 8.4 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 10.02.00.104-k (Inbox)

9.04.01;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691
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RHEL Server 8.4 KVM 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 10.02.00.104-k (Inbox)

9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle
HBA SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle
HBA SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z,
Vendors=DELL QLE2560, DELL QLE2562, Vendors=HP HBA
AH400A, HP HBA AH401A, HP HBA AT094A, HP PN AJ764A,HP
81Q, HP 82Q, HP 84Q, Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-
N, Sun HBA SG-XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8,
Sun HBA SG-XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun
HBA SG-XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-
CK } 10.02.00.104-k (Inbox)

8.07.00 (With
Driver)

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade
QLE2690, QLogic SANblade QLE2692, QLogic SANblade QLE2694,
QLogic SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA
SN1100Q, SANblade SN1000Q,QLogic SANblade SN1000Q,
Vendors=Qle2692 -Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade
QLE2674, QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic
SANblade QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade
QLE2660, QLogic SANblade QLE2662, QLogic SANblade QLE8362,
QLogic SANblade QLE2670 } 10.02.00.104-k (Inbox)

8.08.231;
9.03.40;
9.06.02

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735,
IBM HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun
HBA SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun
HBA SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S,
LightPulse LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B,
HP Emulex 8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA
AJ763B,HPE 81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-
XPCIE1FC-EM8-Z, Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-
XPCIE2FC-EM8-Z, Oracle HBA SG-XPCIEFCGBE-E8-N,
Vendors=Emulex LightPulse LPe12000, Emulex LightPulse LPe12002,
Emulex LightPulse LPe12004,Emulex LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.0.5 (Inbox) 2.02a5

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LightPulse LPe15004, Emulex LightPulse
LPe15002, Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E,
Vendors=Oracle 7101684, 7101683, Vendors=IBM HBA FC5052, IBM
HBA FC5054, IBM HBA FCEN0A, IBM HBA FCEN0B, IBM HBA
FCEN2A, IBM HBA FCEN2B, Vendors=Emulex LightPulse
LPe16002B, Emulex LightPulse LPe16004, Emulex LightPulse
LPe16000, Emulex LightPulse LPe16002,  Emulex LightPulse
LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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RHEL Server 8.4 64-bit

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC
EN1A, IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-
BBLX, Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell
PN 403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002,
Vendors=LPe31002, Vendors=LPe31004-M6-SIO,
Vendors=LPe31000, Vendors=LPe31004 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 64-bit

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.0.5 (Inbox)

12.8.340.8;
12.8.351.32

Device Mapper
(DM-MP) ALUA
Prioritizer -
ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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iSCSI ONTAP9.12.1
RHEL9

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 9.2 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.2 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10215
Alerts:
9691

RHEL Server 9.2 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot No

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
10215,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606
Alerts:
9691

RHEL Server 9.1 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
10175,8160,8381,8605,8606,8732,8733,8734
Alerts:
9691

RHEL Server 9.1 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10175
Alerts:
9691

RHEL Server 9.1 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10175
Alerts:
9691

RHEL Server 9.0 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL Server 9.0 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10107
Alerts:
9691

RHEL Server 9.0 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10107
Alerts:
9691

RHEL8
Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering ASA (All SAN Array) Host Utilities Status Foot notes

RHEL Server 8.6 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10103
Alerts:
9691

RHEL Server 8.6 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10103
Alerts:
9691

RHEL Server 8.5 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.5 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,10019
Alerts:
9691

RHEL Server 8.5 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,10019
Alerts:
9691

RHEL Server 8.4 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC Yes

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 KVM 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,8732,8733,8734,9866
Alerts:
9691

RHEL Server 8.4 64-bit iSCSI Software Initiator

Device Mapper (DM-
MP) ALUA Prioritizer
- ALUA Handler SAN Boot Yes

Linux LVM;
Oracle ASM

Oracle ASM;
XFS;
ext4 Oracle RAC

Linux Unified Host
Utilities 7.1 Supported

Info:
8160,8381,8605,8606,9866
Alerts:
9691
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NVMe over FC ONTAP9.12.1
RHEL
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host
Clustering*1 Storage Attachment

ASA (All SAN
Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―

368/596 Copyright 2021 FUJITSU LIMITED



NVMe over TCP ONTAP9.12.1
RHEL
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FCoE ONTAP9.12.1
RHEL
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1 Storage
Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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iSCSI ONTAP9.12.1
SLES
Please contact us for support status.

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ―
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NVMe over FC ONTAP9.12.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host
Clustering*1 Storage Attachment

ASA (All SAN
Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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NVMe over TCP ONTAP9.12.1
SLES
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host
Clustering*1

Storage
Attachment

ASA (All
SAN Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
Oracle Linux
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
Oracle Linux
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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iSCSI ONTAP9.12.1
Oracle Linux
Please contact us for support status.

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ―
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FCoE ONTAP9.12.1
Oracle Linux
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1 Storage
Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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NVMe over FC ONTAP9.12.1
Oracle Linux
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host
Clustering*1 Storage Attachment

ASA (All SAN
Array)

Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.4.80.0 (Inbox) 9.10.11
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.4.80.0 (Inbox) 9.10.11
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 5.4.80.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 5.4.80.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.4.80.0 (Inbox) 9.06.02
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.4.80.0 (Inbox) 9.06.02
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 5.4.80.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 5.4.80.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.2.46.0 (Inbox) 9.06.02
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10161,10164

PY-FC411/PYBFC411/PYBFC411L
PY-FC412/PYBFC412/PYBFC412L

5.2.46.0 (Inbox) 9.06.02
VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10161,10164

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9958,10161,10164

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9958,10161,10164

ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager Host File System Host Clustering Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202

14.0.169.25-5
(Inbox) 14.0.326.17

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Inbox) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Switch Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 8.0

VMware ESXi 7.0 (Update 3)

VMware ESXi 8.0;

VMware ESXi 8.0 (Update 1)
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ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.567.0 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.567.0 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.69.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.69.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.455.9 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.455.9 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.560.8 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.560.8 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.560.3 (Inbox) 12.8.542.26

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.2.560.3 (Inbox) 12.8.542.26

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.69.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164382/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.69.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9958,10164

VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9958,10164

VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8606,8723,8724,8381
Alerts:
9558,9691,9958,10164,38

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.2.46.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.2.46.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9958,10164
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ESXi7.0
Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1

Storage Attachment
ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.2.0 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.2.0 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.2.0 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.57.0 (Async) 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Qlogic 2800 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Qlogic 2800 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 5.3.80.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 5.3.80.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x }

14.0.169.25-5
(Inbox) 12.8.522.20

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.57.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 }

14.0.169.25-5
(Inbox) 12.8.522.23

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 }

14.0.169.25-5
(Inbox) 12.8.528.21

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

385/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 12.8.511.0 (Async) 12.8.351.42

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x } 12.8.511.0 (Async) 12.8.351.42

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.1 (Async) 12.8.351.23

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.1 (Async) 12.8.351.23

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B } 12.8.511.0 (Async) 12.8.351.42

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B } 12.8.511.0 (Async) 12.8.351.42

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 }

14.0.169.25-5
(Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
9691,38,5579,7911

VMware ESXi 7.0 (Update 3)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B }

14.0.169.25-5
(Inbox) 12.8.614.17

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691
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VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.44.0 (Async) 8.08.232

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.44.0 (Async) 9.07.00(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 3.1.46.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,8727,9691

VMware ESXi 7.0

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.0.1.0(Inbox) 8.08.01

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
9691,38,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.329.0 (Async) 12.8.340.6

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.329.0 (Async) 12.8.340.6

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.340.12 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.340.12 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z } 4.1.57.5 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z } 4.1.57.5 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952
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VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.57.5 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.57.5 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.57.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.57.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.5 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.0 (Async) 9.07.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,9691,5579,7911

VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 4.1.57.5 (Async) 9.08.02(d0d5)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 } 12.8.614.16 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952
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VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 } 12.8.614.16 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952

VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z } 5.3.80.0 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z } 5.3.80.0 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,38,9691

VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8724,8381,8606,8723
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8724,8381,8606,8723
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8724,8381,8606,8723
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8724,8381,8606,8723
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8725,8724,8381,8606,8723
Alerts:
5579,7911,9691,38

VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.1.69.0 (Async) 9.08.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8725,8381,8606,8723,8724
Alerts:
5579,7911,9691,38

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L };
QLogic 2690 Series [Rack] [RACK]  {Vendors=QLE2690,
Vendors=QLE2694L, Vendors=QLE2692, Vendors=QLE2694 };
Qlogic 2690 Series [RACK]  {Vendors=QLE2694, Vendors=QLE2692,
Vendors=QLE2690 } 4.1.34.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 7.0;

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

Mware ESXi 7.0 (Update 1);

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 7.0 (Update 2);

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691
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PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 7.0 (Update 2)

PY-FC321/PYBFC321/PYBFC321L
PY-FC322/PYBFC322/PYBFC322L
S26361-F5580-L501/E1/E201
S26361-F5580-L502/E2/E202 4.1.22.0 (Async) 9.06.02(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9691

VMware ESXi 7.0 (Update 3)

Qlogic 2600 and 2670 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=QLogic QLE2660, QLogic QLE2662, QLogic QLE8362,
Vendors=QLogic QLE2674, QLogic QLE2672, QLogic QLE2670,
Vendors=Fujitsu PFC EP QLE2670, PFC EP QLE2672, Vendors=Dell
QLe2660DEL, QLogic QLe2662-DEL, Vendors=Oracle 7101674, Oracle
7101673, Oracle 7023303, Vendors=HPE B9F24A, HPE SN1000Q,
QLe2662-HP } 4.1.14.0 (Inbox) 8.08.203

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 }

14.0.169.25-5
(Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x }

14.0.169.25-5
(Inbox) 12.8.542.26

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 4.1.14.0 (Inbox) 9.02.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

PY-FC331/PYBFC331/PYBFC331L
PY-FC332/PYBFC332/PYBFC332L
S26361-F5596-L501/E1/E201
S26361-F5596-L502/E2/E202

14.0.169.25-5
(Inbox) 14.0.326.17

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z } 4.1.14.0 (Inbox) 8.08.207

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B }

14.0.169.25-5
(Inbox) 12.8.351.32

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 2)

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 4.1.22.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

PY-FC341/PYBFC341/PYBFC341L
PY-FC342/PYBFC342/PYBFC342L
S26361-F4043-L501/E1/E201
S26361-F4043-L502/E2/E202 4.1.22.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.1 (Async) 12.8.352.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.1 (Async) 12.8.352.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052390/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.22.0 (Async) 9.03.40

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.22.0 (Async) 9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.340.12 (Async) 12.6.281.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.340.12 (Async) 12.6.281.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.14.1 (Async)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.14.1 (Async)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.34.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8724,8725
Alerts:
38,9691,10052

VMware ESXi 7.0 (Update 2)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.34.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.511.0 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052
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VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.511.0 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.511.0 (Async) 12.8.351.37

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.511.0 (Async) 12.8.351.37

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.511.0 (Async) 12.8.351.32

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.511.0 (Async) 12.8.351.32

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.511.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.511.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.34.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.34.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052
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VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 8.08.230

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 8.08.230

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.6.275.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.6.275.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.298.3 (Inbox) 12.6.281.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.298.3 (Inbox) 12.6.281.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.14.0 (Inbox)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052
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VMware ESXi 7.0 (Update 2)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.14.0 (Inbox)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.14.0 (Inbox) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.14.0 (Inbox) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.298.3 (Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.298.3 (Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

394/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.298.3 (Inbox) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.34.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK };
Qlogic 2770 Series [Rack] [RACK]  {Vendors=QLE2770-SR-SP,
Vendors=QLE2774-SR-SP, Vendors=QLE2772-SR-SP } 4.1.34.0 (Async) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.9.0 (Async) 8.08.230(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9481,9952,9558,9691

VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.9.0 (Async) 8.08.230(Flash)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,6135,6281,7911,9952,9558,9691
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VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.14.1 (Async) 9.03.40

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911

VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.9.0 (Async) 8.08.230

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.9.0 (Async) 8.08.230

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.9.0 (Async)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.9.0 (Async)

8.08.207 (Loaded by
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.14.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,9691

VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.14.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Async) 9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.14.0 (Async) 9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.329.0 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.8.329.0 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2);
VMware ESXi 7.0 (Update 3)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.8.329.0 (Async) 12.8.340.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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VMware ESXi 7.0 (Update 1)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.278.10 (Inbox)

12.6.240.40;
12.6.275.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.6.278.10 (Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.3.0 (Inbox)

8.08.230;
9.03.00;
9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.0.3.0 (Inbox) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.0.3.0 (Inbox)

8.08.206 (With
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.0.3.0 (Inbox)

8.08.206 (With
Driver)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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VMware ESXi 7.0 (Update 1)

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.0.3.0 (Inbox) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.3.0 (Inbox)

8.08.230;
9.03.00;
9.03.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.6.278.10 (Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.278.10 (Inbox)

12.6.240.40;
12.6.275.12

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 1)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.6.278.10 (Inbox) 12.6.240.40

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.228.4 (Async)

12.0.257.15;
12.6.240.21

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.6.228.4 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691
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VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.228.4 (Async) 12.6.240.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.6.228.4 (Async) 12.6.240.21

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.9.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.9.0 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.9.0 (Async)

8.08.204;
9.03.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.9.0 (Async)

8.08.204;
9.03.00

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.1.9.0 (Async) 8.08.230

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.228.4 (Async) 12.4.270.14(Flash)

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

400/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 7.0

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.1.9.0 (Async) 8.08.207

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.1.9.0 (Async) 8.08.231

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.6.228.4 (Async) 12.6.240.21

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.228.4 (Async) 12.6.240.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1);
VMware ESXi 7.0 (Update 2)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.6.228.4 (Async) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.228.4 (Async)

12.0.257.15;
12.6.240.21

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.4.293.3 (Inbox) 12.4.243.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.4.293.3 (Inbox) 12.4.243.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691
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VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.1.0 (Inbox) 8.08.204

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.6.228.4 (Async) 12.6.182.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.228.4 (Async) 12.6.182.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.1.0 (Inbox) 8.08.204

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.4.293.3 (Inbox) 12.0.257.15

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.4.293.3 (Inbox) 12.0.346.9

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.1.0 (Inbox) 8.08.220

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.6.228.4 (Async) 12.6.182.8

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2, Emulex
LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-M2-
D,LPe3600x };
Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 12.4.293.3 (Inbox) 12.4.243.22

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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VMware ESXi 7.0;
VMware ESXi 7.0 (Update 1)

Broadcom 8GFC (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FC5273, IBM HBA FC5729, IBM HBA FC5735, IBM
HBA FC8240, Vendors=Oracle HBA SG-XPCIE2FC-EM8-Z, Sun HBA
SG-XPCIEFCGBE-E8-N, Sun HBA SG-XPCIE1FC-EM8-Z, Sun HBA
SG-XPCIE2FC-EM8-Z, Emulex LightPulse LPem12002E-S, LightPulse
LPe12002-S, Vendors=HP HBA AJ762A, HP HBA AJ763B, HP Emulex
8GB FC Card,HP HBA AH402A, HP HBA AH403A, HBA AJ763B,HPE
81E, HPE 82E,HPE 84E, Vendors=Oracle HBA SG-XPCIE1FC-EM8-Z,
Oracle SG-XPCIE2FC-EM8, Oracle HBA SG-XPCIE2FC-EM8-Z, Oracle
HBA SG-XPCIEFCGBE-E8-N, Vendors=Emulex LightPulse LPe12000,
Emulex LightPulse LPe12002, Emulex LightPulse LPe12004,Emulex
LightPulse LPe1250 };
Broadcom 8GFC HBA [Rack] [RACK]  {Vendors=LPe12002,
Vendors=LPe12004, Vendors=LPe12000, Vendors=LPe12002-X8,
Vendors=LPe1250 } 12.4.293.3 (Inbox) 2.02a5

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN 403-
BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-BBMD,
LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex  LightPulse
LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex LightPulse
LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex LightPulse
LPe31002-M6, Emulex LightPulse LPe31000-M6 };
Broadcom 32/16GFC GEN 6 HBA [Rack] {Vendors=LPe32000,
Vendors=LPe32004-M2-SIO, Vendors=LPe32002, Vendors=LPe31002,
Vendors=LPe31004-M6-SIO, Vendors=LPe31000, Vendors=LPe31004 } 12.4.293.3 (Inbox) 12.4.243.17

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Broadcom 16/8GFC GEN 5 (including Rebranded) HBA [Rack] [RACK]
{Vendors=Emulex LightPulse LPe15004, Emulex LightPulse LPe15002,
Vendors=HP SN1000E,HBA SN1100E,HBA SN1200E, Vendors=Oracle
7101684, 7101683, Vendors=IBM HBA FC5052, IBM HBA FC5054, IBM
HBA FCEN0A, IBM HBA FCEN0B, IBM HBA FCEN2A, IBM HBA
FCEN2B, Vendors=Emulex LightPulse LPe16002B, Emulex LightPulse
LPe16004, Emulex LightPulse LPe16000, Emulex LightPulse LPe16002,
Emulex LightPulse LPe16202, Emulex LightPulse LPe16000B };
Broadcom 16/8GFC GEN 5 HBA [Rack] {Vendors=LPe16000B,
Vendors=LPe16000, Vendors=LPe16004, Vendors=LPe16002,
Vendors=LPe16002B } 12.4.293.3 (Inbox) 12.4.243.11

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

QLogic SANblade 16Gb [Rack] {Vendors=QLogic SANblade QLE2690,
QLogic SANblade QLE2692, QLogic SANblade QLE2694, QLogic
SANblade QLE2694L, Vendors=HP HBA B9F24A,HP HBA SN1100Q,
SANblade SN1000Q,QLogic SANblade SN1000Q, Vendors=Qle2692 -
Fujitsu:S26361-F5580-L502/E2/E202, PY-
FC322/PYBFC322/PYBFC322L, Vendors=QLogic SANblade QLE2674,
QLogic SANblade QLE2672, QLogic SANblade QLE2670,
Vendors=Oracle 7101674, Oracle 7101673, Oracle 7023303,
Vendors=Dell Qlogic 2692,Dell Qlogic 2690, Vendors=QLogic SANblade
QML2692,QLogic SANblade QML2690, Vendors=Qle2690-
Fujitsu:S26361-F5580-L501/E1/E201, PY-
FC321/PYBFC321/PYBFC321L, Vendors=QLogic SANblade QLE2660,
QLogic SANblade QLE2662, QLogic SANblade QLE8362, QLogic
SANblade QLE2670 } 4.0.1.0(Inbox) 8.08.203

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Qlogic 2500 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=IBM HBA FCEN0F, IBM HBA FCEN0Y, IBM HBA FCEN12,
IBM HBA FCEN0G, Vendors=QLogic SANblade QLE2560, QLogic
SANblade QLE2562,QLogic SANblade QLE2564, Vendors=Oracle HBA
SG-XPCIE1FC-QF8-Z, Oracle HBA SG-XPCIE1FC-QF8, Oracle HBA
SG-XPCIE2FC-QF8, Oracle HBA SG-XPCIEFCGBE-Q8, Oracle SG-
XPCIE2FC-QF8, Oracle HBA SG-XPCIE2FC-QF8-Z, Vendors=DELL
QLE2560, DELL QLE2562, Vendors=HP HBA AH400A, HP HBA
AH401A, HP HBA AT094A, HP PN AJ764A,HP 81Q, HP 82Q, HP 84Q,
Vendors=Oracle HBA SG-XPCIEFCGBE-Q8-N, Sun HBA SG-
XPCIEFCGBE-Q8, Sun HBA SG-XPCIE1FC-QF8, Sun HBA SG-
XPCIE2FC-QF8, Sun HBA SG-XPCIE1FC-QF8-Z, Sun HBA SG-
XPCIE2FC-QF8-Z };
Qlogic 2500 Series [Rack] [RACK]  {Vendors=QLE2560-CK,
Vendors=QLE2564-CK, Vendors=QLE2562-CK, Vendors=QLE2564L-CK
} 4.0.1.0(Inbox) 8.08.01

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Oracle 7335902, Vendors=HP SN1600Q, SN1610Q,
Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L };
Qlogic 2740 and 2760 Series [Rack] [RACK]  {Vendors=QLE2742-SR-
CK, Vendors=QLE2740-SR-CK, Vendors=QLE2764-SR-CK } 4.0.1.0(Inbox) 8.08.204

VMware Distributed
with ESX SAN Boot Yes

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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iSCSI ONTAP9.12.1
ESXi8.0

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0 (Update 1) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Not Applicable Supported

o
8381,8606,8723,8724
Alerts:

VMware ESXi 8.0 iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS;
VMware ESX RDM Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10161,10164

ESXi7.0
Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume

Manager
Host File System Host Clustering*1 ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 7.0 (Update 3) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 (Update 3) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 2) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691,10052

VMware ESXi 7.0 (Update 2) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10052

VMware ESXi 7.0 (Update 1) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9481,9691

VMware ESXi 7.0 (Update 1) iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691

VMware ESXi 7.0 iSCSI Software Initiator
VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX

VMFS 5.0;
VMFS 6.0;
VMware ESX RDM VMware HA Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691
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NVMe over FC ONTAP9.12.1
ESXi
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1 Storage Attachment ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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NVMe over FC ONTAP9.12.1
ESXi8.0

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume
Manager

Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.567.0 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.567.0 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160,10188

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160,10188

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.69.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.69.0 (Inbox) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.455.9 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.455.9 (Async) 14.0.505.12

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.560.8 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.2.560.8 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.560.3 (Inbox) 12.8.542.26

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.2.560.3 (Inbox) 12.8.542.26

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.69.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.4.69.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164406/596 Copyright 2021 FUJITSU LIMITED



VMware ESXi 8.0 (Update 1)

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164

VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0 (Update 1)

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.4.69.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 7.0 (Update 3);
VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.0.622.2 (Async) 12.8.614.17

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0;
VMware ESXi 8.0 (Update 1)

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.4.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160,10188

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160,10188

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10188

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10188

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0

QLogic 2870 (including Rebranded) [Rack] [RACK]  {Vendors=QLogic
QLE2872, Vendors=QLogic QLE2874, Vendors=QLogic QLE2870,
Vendors=HPE SN1700Q } 5.2.46.0 (Inbox) 9.09.00

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10160

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160,10188

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.3.80.0 (Async) 9.10.11

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724,8725
Alerts:
38,5579,7911,9691,10160,10188

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.2.46.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

QLogic 2690 Series (including Rebranded) HBA [Rack] [RACK]
{Vendors=Lenovo 01CV750, 01CV760, QLogic QML2692,QLogic
QML2690, Vendors=Dell QLogic 2692,Dell QLogic 2690,
Vendors=QLogic QLE2690-CK, QLE2692-CK, QLE2694-CK,
Vendors=HPE SN1100Q, Vendors=Qle2692-Fujitsu, PY-
FC322,PYBFC322,PYBFC322L, Qle2690-Fujitsu, PY-
FC321,PYBFC321,PYBFC321L } 5.2.46.0 (Inbox) 8.08.05

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188
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VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Emulex LPe35000-M2, Emulex LPe35002-M2,
Emulex LPe35004-M2, Vendors=DELL LPe35000-M2-D, LPe35002-
M2-D,LPe3600x } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Broadcom 64/32GFC GEN 7 HBA [Rack] {Vendors=LPe36002-M64,
Vendors=LPe35002-M2, Vendors=LPe35000-M2, Vendors=LPe35004-
M2, Vendors=LPe36000-M64 } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Broadcom 32/16GFC GEN 6 (including Rebranded) HBA [Rack]
{Vendors=Fujitsu LPe31000-M6-F, S26361-F5596- L502/E2/E202, PY-
FC332/PYBFC332/PYBFC332L   S26361-F5596- L501/E1/E201, PY-
FC331/PYBFC331/PYBFC331L, Vendors=Fujitsu LPe32000-M2-
F,S26361-F4044-L502/E2/E202, PY-FC352/PYBFC352/PYBFC352L
S26361-F4044-L501/E1/E201, PY-FC351/PYBFC351/PYBFC351L,
Vendors=HP HBA SN1600E2P, HP SN1610E, HP 1600E,Q0L11A,
Q0L12A, Vendors=Oracle 7335908, 7335907, Vendors=IBM FC EN1A,
IBM FC EN1B, IBM EN1C, IBM EN1D, Vendors=Dell PN 403-BBLX,
Dell PN 403-BBMG, Dell PN 403-BBLY, Dell PN 403-BBLT Dell PN
403-BBLS, Dell PN 403-BBMF, Dell PN 403-BBLU, Dell PN 403-
BBMD, LPe31000-M6-D, LPe31002-M6-D, Vendors=Emulex
LightPulse LPe32002-M2, Emulex LightPulse LPe32004-M2, Emulex
LightPulse LPe32000-M2 Emulex LightPulse LPe31004-M6, Emulex
LightPulse LPe31002-M6, Emulex LightPulse LPe31000-M6 } 14.0.635.3 (Inbox) 12.8.614.23 (Async)

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

QLogic 2770 (including Rebranded) [Rack] [RACK]  {Vendors=HP
SN1610Q, Vendors=QLogic SANblade QLE2770, QLogic SANblade
QLE2772, QLogic SANblade QLE2774 } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188

VMware ESXi 8.0

Qlogic 2740 and 2760 Series (including Rebranded) HBA [Rack]
[RACK]  {Vendors=Oracle 7335902, Vendors=HP SN1600Q,
SN1610Q, Vendors=QLogic SANblade QLE2740, QLogic SANblade
QLE2742,Qlogic QLE2694U, QLE2764, Vendors=DELL Qlogic
QLE2740, DELL Qlogic QLE2742, QLE2742-DEL, QLE2740-DEL,
Vendors=Fujitsu PFC EP QLE2740,S26361 F4043 L501 E1
E201,PYFC341 PYBFC341 PYBFC341L S26361 F4043 L502 E2
E202,PYFC342 PYBFC342 PYBFC342L } 5.2.46.0 (Inbox) 9.06.02

VMware Distributed
with ESX SAN Boot No

VMware Distributed
with ESX VMFS Not Applicable Yes Not Applicable Supported

Info:
8381,8606,8723,8724
Alerts:
38,9558,9691,9952,10164,10188
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FC ONTAP9.12.1
Citrix Hypervisor
Please contact us for support status.

Host OS (OS) Host HBA HBA Driver HBA Firmware Host Multipath Host Feature Host Volume Manager Host File System Host Clustering*1
Storage Attachment

ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ― ― ― ―
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iSCSI ONTAP9.12.1
Citrix Hypervisor
Please contact us for support status.

Host OS (OS) Software Initiator Host Multipath Host Feature Host Volume
Manager Host File System Host Clustering ASA (All SAN Array) Host Utilities Status Foot notes

― ― ― ― ― ― ― ― ― ― ―
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FC ONTAP9.12.1

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(11)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2) Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(4)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

414/596 Copyright 2021 FUJITSU LIMITED



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

418/596 Copyright 2021 FUJITSU LIMITED



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

433/596 Copyright 2021 FUJITSU LIMITED



Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296
Alerts:
5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,10082
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2e)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(1) Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1a)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco UCS 6536

Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2b);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 64108;
Cisco UCS 6454

Cisco Intersight Firmware 4.2(1d);
Cisco Intersight Firmware 4.2(1f);
Cisco Intersight Firmware 4.2(1h);
Cisco Intersight Firmware 4.2(1i);
Cisco Intersight Firmware 4.2(1m);
Cisco Intersight Firmware 4.2(2);
Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(3)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2) Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(2)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(1)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FC Supported

Info:
5703,7264,7842,8209,8331,9382,9788,9789,9970,10064
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.2.0a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director [EOVS] Brocade FOS Firmware v8.1.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

455/596 Copyright 2021 FUJITSU LIMITED



Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(2)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8908,9183,9184,9185,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331,9788,9789
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(3b);
Cisco UCS Firmware 4.1(3c);
Cisco UCS Firmware 4.1(3d);
Cisco UCS Firmware 4.1(3e);
Cisco UCS Firmware 4.1(3f);
Cisco UCS Firmware 4.1(3h);
Cisco UCS Firmware 4.1(3i);
Cisco UCS Firmware 4.1(3s);
Cisco UCS Firmware 4.2(1n)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(33)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

HPE Synergy Virtual Connect Fibre Channel 40Gb 24-Port Module
(P/N:  794502-B21) HPE Synergy VC 40Gb 24-port FC 1.6.1.1002 FC Supported

Info:
5073,9288

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2j

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2h

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2f

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.2.0.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9579,9701,9702,9704,9705,9706,9707,9709,9
712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.0b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8905,8906,8907,8908,8909,9579,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.0.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8281,8282,8361,8362,8363,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9
798,10083
Alerts:
5702,9661,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9706,9707,9709,9712,
9796,9797,9798,10083,318,3897,4734,5609
Alerts:
10150,5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.2k

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Brocade Switch 300;
Brocade Switch 7800 Brocade FOS Firmware v7.4.2g

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10082,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8908,8909,9183,9184,9185,9294,9295,9296,9579,9701,9702,9704,9705,9
706,9707,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b);
Cisco UCS Firmware 4.1(2c);
Cisco UCS Firmware 4.1(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(1a);
Cisco UCS Firmware 4.1(1b);
Cisco UCS Firmware 4.1(1c);
Cisco UCS Firmware 4.1(1d);
Cisco UCS Firmware 4.1(1e);
Cisco UCS Firmware 4.1(1h)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
Brocade FOS Firmware v8.0.0;
Brocade FOS Firmware v8.0.2;
Brocade FOS Firmware v8.1.2;
HP VC FlexFabric 4.31;
HP VC FlexFabric 4.40;
HP VC FlexFabric 4.62;
HP VC FlexFabric 4.75;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
Brocade FOS Firmware v7.3.0;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b;
[EOVS] Brocade FOS Firmware v7.4.0;
[EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(31)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(29)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

HPE Synergy Virtual Connect Fibre Channel 32Gb 24-Port Module
(P/N: 876259-B21)

HPE Synergy VC 32Gb 24-port FC 5.00.50;
HPE Synergy VC 32Gb 24-port FC 5.10.69 FC Supported

Info:
9288

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122,9399,9753
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(4a);
Cisco UCS Firmware 4.0(4b);
Cisco UCS Firmware 4.0(4c);
Cisco UCS Firmware 4.0(4d);
Cisco UCS Firmware 4.0(4e);
Cisco UCS Firmware 4.0(4f);
Cisco UCS Firmware 4.0(4g);
Cisco UCS Firmware 4.0(4h);
Cisco UCS Firmware 4.0(4i);
Cisco UCS Firmware 4.0(4j);
Cisco UCS Firmware 4.0(4k);
Cisco UCS Firmware 4.0(4l);
Cisco UCS Firmware 4.0(4m);
Cisco UCS Firmware 4.0(4n);
Cisco UCS Firmware 4.0(4o);
Cisco UCS Firmware 4.0(4p);
Cisco UCS Firmware 4.0(4s)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(27)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

HPE Synergy Virtual Connect Fibre Channel 40Gb 24-Port Module
(P/N:  794502-B21)

HPE Synergy VC 40Gb 24-port FC 1.0.1.1004;
HPE Synergy VC 40Gb 24-port FC 1.3.3.1002;
HPE Synergy VC 40Gb 24-port FC 1.5.0.1004 FC Supported

Info:
5073,9288

HPE Synergy Virtual Connect Fibre Channel 16Gb 24-Port Module
(P/N: P08477-B2)

HPE Synergy VC 16Gb 24-port FC 1.03.01;
HPE Synergy VC 16Gb 24-port FC 1.05.24;
HPE Synergy VC 16Gb 24-port FC 4.10.50;
HPE Synergy VC 16Gb 24-port FC 5.01.51;
HPE Synergy VC 16Gb 24-port FC 5.10.69 FC Supported

Info:
9288

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(2a);
Cisco UCS Firmware 4.0(2b);
Cisco UCS Firmware 4.0(2c);
Cisco UCS Firmware 4.0(2d);
Cisco UCS Firmware 4.0(2e)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

473/596 Copyright 2021 FUJITSU LIMITED



Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(25)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Brocade Switch VA-40FC [EOVS] Brocade FOS Firmware v7.4.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0 FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,10150
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Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(1);
Cisco UCS Firmware 4.0(1b);
Cisco UCS Firmware 4.0(1c);
Cisco UCS Firmware 4.0(1d);
Cisco UCS Firmware 4.0(1e);
Cisco UCS Firmware 4.0(1f)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,9122
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,8881

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(23)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864

476/596 Copyright 2021 FUJITSU LIMITED



Brocade Switch VA-40FC Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7646,7619,9701,9702,9704,9705,9706,9707,9709,9712,9
796,9797,9798,10083
Alerts:
5349,5702,5784,7652,7653,7654,8751,8993,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 300;
Brocade Switch 5100;
Brocade Switch 5300;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7800;
Brocade Switch 7840;
Brocade Switch DCX Backbone;
Brocade Switch DCX-4S Backbone Brocade FOS Firmware v7.4.2b FC Supported

Info:
318,3897,3898,4734,5034,5425,5609,5821,7181,7182,7619,7646,7842,8040,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
4776,5349,5702,5784,7652,7653,7654,7983,8416,8993,10150

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(21)

Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8209,8331,8881

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5703,7264,7842,8061,8209,8331,8764
Alerts:
8765

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(19)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150

Cisco MDS 9148S;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 7.3(1)DY(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8330,8331

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.1.0

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 FC Supported

Info:
318,3897,4734,5609,7619,8363,8630,8631,8632,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,1
0083
Alerts:
5702,10150
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8209,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8331

Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,8331
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Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(2b);
Cisco UCS Firmware 3.1(2c);
Cisco UCS Firmware 3.1(2e);
Cisco UCS Firmware 3.1(2f);
Cisco UCS Firmware 3.1(3a);
Cisco UCS Firmware 3.1(3b);
Cisco UCS Firmware 3.1(3c);
Cisco UCS Firmware 3.1(3e);
Cisco UCS Firmware 3.1(3f);
Cisco UCS Firmware 3.1(3g);
Cisco UCS Firmware 3.1(3h);
Cisco UCS Firmware 3.1(3j);
Cisco UCS Firmware 3.1(3k);
Cisco UCS Firmware 3.1(3l);
Cisco UCS Firmware 3.2(1d);
Cisco UCS Firmware 3.2(2);
Cisco UCS Firmware 3.2(2d);
Cisco UCS Firmware 3.2(2f)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP Cisco UCS Firmware 3.1(1h)

FC;
FCoE;
iSCSI Supported

Info:
8091
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 2.2(8a);
Cisco UCS Firmware 2.2(8b);
Cisco UCS Firmware 2.2(8c);
Cisco UCS Firmware 2.2(8d);
Cisco UCS Firmware 2.2(8f);
Cisco UCS Firmware 2.2(8g);
Cisco UCS Firmware 2.2(8i);
Cisco UCS Firmware 2.2(8j);
Cisco UCS Firmware 2.2(8l);
Cisco UCS Firmware 2.2(8m);
Cisco UCS Firmware 2.2(8n);
QLogic FC Switch Firmware 2.0.1.11;
QLogic FC Switch Firmware 5.0.0.31.0;
QLogic FC Switch Firmware 5.5.2.5.0;
QLogic FC Switch Firmware 6.2.1.06;
QLogic FC Switch Firmware 6.2.1.3.0;
QLogic FC Switch Firmware 6.3.0.4.0;
QLogic FC Switch Firmware 6.6.0.15;
QLogic FC Switch Firmware 6.7.0.04;
QLogic FC Switch Firmware 6.8.0.03;
QLogic FC Switch Firmware 7.2.0.04;
QLogic FC Switch Firmware 7.4.0.06;
QLogic FC Switch Firmware 7.4.0.22.0;
QLogic FC Switch Firmware 7.4.0.29.0;
QLogic FC Switch Firmware 7.8.0.15.00;
QLogic FC Switch Firmware 8.0.13.08;
QLogic FC Switch Firmware 8.0.13.12.00;
QLogic FC Switch Firmware 8.0.13.16.00;
QLogic FC Switch Firmware 8.0.14.08.00;
QLogic FC Switch Firmware v7.10.0.15.0;
QLogic FC Switch Firmware v7.10.1.04.0;
QLogic FC Switch Firmware v7.4.0.16;
QLogic FCIP Router Firmware 2.4.4.4;
QLogic FCIP Router Firmware 3.4.0.1

FC;
FCoE;
iSCSI Supported

Info:
8091

Cisco MDS 9148;
Cisco MDS 9148S;
Cisco MDS 9222i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(17)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5006,5007,5605,5703,7264,7842,8061,8209,8331

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(7b);
Cisco UCS Firmware 2.2(7d)

FC;
FCoE;
iSCSI Supported

Alerts:
8352

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(1e);
Cisco UCS Firmware 3.1(1g);
Cisco UCS Firmware 3.1(1h);
Cisco UCS Firmware 3.1(1k)

FC;
FCoE;
iSCSI Supported

Alerts:
8234

Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331
Alerts:
8965

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8209,8331

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(6c);
Cisco UCS Firmware 2.2(6d);
Cisco UCS Firmware 2.2(6e);
Cisco UCS Firmware 2.2(6f)

FC;
FCoE;
iSCSI Supported

Alerts:
8201

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331
Alerts:
8965

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(4b);
Cisco UCS Firmware 2.2(4c)

FC;
FCoE;
iSCSI Supported

Alerts:
8121

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(5a);
Cisco UCS Firmware 2.2(5b);
Cisco UCS Firmware 2.2(5c);
Cisco UCS Firmware 2.2(5d)

FC;
FCoE;
iSCSI Supported

Alerts:
8102

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7264,7842,7885,8331
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Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331

Cisco UCS 6324
Cisco UCS Firmware 3.0(2c);
Cisco UCS Firmware 3.0(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
9719

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5239,5703,7035,7069,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5239,7035,7069,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331

Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FC Supported

Info:
5703,7885,8331

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.02;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.02;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.02;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.02;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.31;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.30;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
Brocade FOS Firmware v8.0.0;
Brocade FOS Firmware v8.0.2;
Brocade FOS Firmware v8.1.2;
HP VC FlexFabric 4.31;
HP VC FlexFabric 4.40;
HP VC FlexFabric 4.62;
HP VC FlexFabric 4.75;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
Brocade FOS Firmware v7.3.0;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b;
[EOVS] Brocade FOS Firmware v7.4.0;
[EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.30;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.10;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5610,5073,5074
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.00;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.11;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.20;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

Cisco UCS 6324
Cisco UCS Firmware 3.0(1c);
Cisco UCS Firmware 3.0(1d)

FC;
FCoE;
iSCSI Supported

Alerts:
7776

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(3a);
Cisco UCS Firmware 2.2(3b);
Cisco UCS Firmware 2.2(3c);
Cisco UCS Firmware 2.2(3d);
Cisco UCS Firmware 2.2(3e);
Cisco UCS Firmware 2.2(3f);
Cisco UCS Firmware 2.2(3g);
Cisco UCS Firmware 2.2(3h)

FC;
FCoE;
iSCSI Supported

Alerts:
7774
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HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.20;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.01;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.01;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.11;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(2c);
Cisco UCS Firmware 2.2(2d);
Cisco UCS Firmware 2.2(2e)

FC;
FCoE;
iSCSI Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(1b);
Cisco UCS Firmware 2.2(1c);
Cisco UCS Firmware 2.2(1d);
Cisco UCS Firmware 2.2(1e);
Cisco UCS Firmware 2.2(1h)

FC;
FCoE;
iSCSI Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(3a);
Cisco UCS Firmware 2.1(3b);
Cisco UCS Firmware 2.1(3c);
Cisco UCS Firmware 2.1(3d);
Cisco UCS Firmware 2.1(3e);
Cisco UCS Firmware 2.1(3f);
Cisco UCS Firmware 2.1(3g);
Cisco UCS Firmware 2.1(3k)

FC;
FCoE;
iSCSI Supported

Alerts:
7203

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.00;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.00;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.10;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.10;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.01;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.01;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(2c);
Cisco UCS Firmware 2.1(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
7084

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 3.60;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.04;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.04;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 3.60;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349
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NVMe over FC ONTAP9.12.1

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2) Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1a

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798,10083
Alerts:
10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9701,9702,9704,9705,9706,9707,9709,9712,9796,9
797,9798,10083
Alerts:
5702,9186,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9701,9702,9704,9705,9706,9707,9709,9712,9796,9
797,9798,10083
Alerts:
5702,9186,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798
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Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798,10083
Alerts:
10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798,10083
Alerts:
10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1_01

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9708,9709,9712,9796,9797,9798

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e1

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
8996,8997,8998,9000,9002,9184,9294,9295,9296

501/596 Copyright 2021 FUJITSU LIMITED



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2e)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b) NVMe/FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco MDS 9124V;
Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9148V;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(1) Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1a)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.1

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1e

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(3b) NVMe/FC Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 64108;
Cisco UCS 6454

Cisco Intersight Firmware 4.2(1d);
Cisco Intersight Firmware 4.2(1f);
Cisco Intersight Firmware 4.2(1h);
Cisco Intersight Firmware 4.2(1i);
Cisco Intersight Firmware 4.2(1m);
Cisco Intersight Firmware 4.2(2);
Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b) NVMe/FC Supported

Info:
7495,9414,10014
Alerts:
8509

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch G730;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.1.0b

Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1d

Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2) Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Cisco UCS 6536

Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2b);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b) NVMe/FC Supported

Info:
7495,9414,10014
Alerts:
8509
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b4

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1c

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f NVMe/FC Supported

Info:
5703,7264,7842,8331,9005,9006,9007,9382,9788,9789,9970,10064
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a2

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a1

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3_03

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d4

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c6

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

505/596 Copyright 2021 FUJITSU LIMITED



Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9709,9712,9796,9797,9798,10083,318,3897,4734,5609,
7619,8996,8997,8998,9000,9002
Alerts:
10150,5702

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9701,9702,9704,9705,9706,9707,9709,9712,9796,9
797,9798,10083
Alerts:
5702,9186,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.3;
Brocade SANnav 2.1.1.4;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.3

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.1a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9296,9701,9702,9704,9705,9706,9707,9708,9709,9712,9796,9
797,9798,10083
Alerts:
5702,10150

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9220i;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
5703,8331,9005,9006,9007,9788,9789
Alerts:
9087

Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(3b);
Cisco UCS Firmware 4.1(3c);
Cisco UCS Firmware 4.1(3d);
Cisco UCS Firmware 4.1(3e);
Cisco UCS Firmware 4.1(3f);
Cisco UCS Firmware 4.1(3h);
Cisco UCS Firmware 4.1(3i);
Cisco UCS Firmware 4.1(3s);
Cisco UCS Firmware 4.2(1n) NVMe/FC Supported

Alerts:
8509
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0a

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade Switch 7810;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G620-v2;
Brocade Switch G630;
Brocade Switch G630-v2;
Brocade Switch G720;
Brocade Switch X7-4 Director;
Brocade Switch X7-8 Director;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v9.0.0b

Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9294,9296,9649,9701,9702,9703,9704,9705,9706,9707,9
708,9709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1a

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9701,9702,9704,9705,9706,9707,9709,9712,9796,9
797,9798,10083
Alerts:
5702,9186,9774,10150
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Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2b

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,9774,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.1e

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2c

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Brocade DCX 8510-4 Director;
Brocade DCX 8510-8 Director;
Brocade Switch 6505;
Brocade Switch 6510;
Brocade Switch 6520;
Brocade Switch 7810;
Brocade Switch 7840;
Brocade Switch G610;
Brocade Switch G620;
Brocade Switch G630;
Brocade X6-4 Director;
Brocade X6-8 Director Brocade FOS Firmware v8.2.2d

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0;
Brocade SANnav 2.1.0;
Brocade SANnav 2.1.0a;
Brocade SANnav 2.1.1;
Brocade SANnav 2.1.1.7;
Brocade SANnav 2.1.1.8;
Brocade SANnav 2.2.0.1;
Brocade SANnav 2.2.0.2;
Brocade SANnav 2.2.1;
Brocade SANnav 2.2.2;
Brocade SANnav 2.2.2.1;
SANnav 2.2.0 NVMe/FC Supported

Info:
318,3897,4734,5609,7619,8996,8997,8998,9000,9002,9184,9294,9295,9296,9701,9702,9704,9705,9706,9707,9
709,9712,9796,9797,9798,10083
Alerts:
5702,10150

Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b);
Cisco UCS Firmware 4.1(2c);
Cisco UCS Firmware 4.1(2d) NVMe/FC Supported

Alerts:
8509
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(1a);
Cisco UCS Firmware 4.1(1b);
Cisco UCS Firmware 4.1(1c);
Cisco UCS Firmware 4.1(1d);
Cisco UCS Firmware 4.1(1e);
Cisco UCS Firmware 4.1(1h) NVMe/FC Supported

Alerts:
8509

Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(4d);
Cisco UCS Firmware 4.0(4e);
Cisco UCS Firmware 4.0(4f);
Cisco UCS Firmware 4.0(4g);
Cisco UCS Firmware 4.0(4h);
Cisco UCS Firmware 4.0(4i);
Cisco UCS Firmware 4.0(4j);
Cisco UCS Firmware 4.0(4k);
Cisco UCS Firmware 4.0(4l);
Cisco UCS Firmware 4.0(4m);
Cisco UCS Firmware 4.0(4n);
Cisco UCS Firmware 4.0(4o);
Cisco UCS Firmware 4.0(4p);
Cisco UCS Firmware 4.0(4s) NVMe/FC Supported

Alerts:
8509

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122,9399,9753
Alerts:
9087

Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(2a);
Cisco UCS Firmware 4.0(2b) NVMe/FC Supported

Alerts:
8509
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Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122
Alerts:
9087

Cisco MDS 9132T;
Cisco MDS 9148S;
Cisco MDS 9148T;
Cisco MDS 9250i;
Cisco MDS 9396S;
Cisco MDS 9396T;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) NVMe/FC Supported

Info:
7264,8331,9005,9006,9007,9122
Alerts:
9087
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FCoE ONTAP9.12.1

Switch Switch Firmware Switch Fabric Manager Protocol Status Foot notes

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(11)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(11)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(2) Cisco NDFC 12.0.2f FCoE Supported

Info:
5703,8331,9788,10064
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(4)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.2(4)M

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2e)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(2c);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1a) Cisco NDFC 12.0.2f FCoE Supported

Info:
5703,8331,9788,10064
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.2(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.3(1) Cisco NDFC 12.0.2f FCoE Supported

Info:
5703,8331,9788,10064
Alerts:
9087
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(12)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco UCS 6536

Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2b);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 64108;
Cisco UCS 6454

Cisco Intersight Firmware 4.2(1d);
Cisco Intersight Firmware 4.2(1f);
Cisco Intersight Firmware 4.2(1h);
Cisco Intersight Firmware 4.2(1i);
Cisco Intersight Firmware 4.2(1m);
Cisco Intersight Firmware 4.2(2);
Cisco Intersight Firmware 4.2(2a);
Cisco Intersight Firmware 4.2(2c);
Cisco Intersight Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6536

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco UCS 6454

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.2(3)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(3)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(11)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2d)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(2) Cisco NDFC 12.0.2f FCoE Supported

Info:
5703,8331,9788,10064
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(2)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.2(2)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.2(1)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.2(1)F

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804
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Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(10)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 9.2(1)

Cisco NDFC 12.0.1a;
Cisco NDFC 12.0.2f FCoE Supported

Info:
5703,8331,9788,10064
Alerts:
9087

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(10)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108

Cisco UCS Firmware 4.2(1d);
Cisco UCS Firmware 4.2(1f);
Cisco UCS Firmware 4.2(1i);
Cisco UCS Firmware 4.2(1j);
Cisco UCS Firmware 4.2(1m);
Cisco UCS Firmware 4.2(2);
Cisco UCS Firmware 4.2(2a);
Cisco UCS Firmware 4.2(2b);
Cisco UCS Firmware 4.2(3b)

FC;
FCoE;
iSCSI Supported

Info:
7495,9414,10014
Alerts:
8509
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.4(4a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(7a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331
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Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.1(2)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(2)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2c)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 10.1(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 10.1(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9802,9803,9864
Alerts:
9087,9801,9804

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.5(1)

Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9788
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.4(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(3b);
Cisco UCS Firmware 4.1(3c);
Cisco UCS Firmware 4.1(3d);
Cisco UCS Firmware 4.1(3e);
Cisco UCS Firmware 4.1(3f);
Cisco UCS Firmware 4.1(3h);
Cisco UCS Firmware 4.1(3i);
Cisco UCS Firmware 4.1(3s);
Cisco UCS Firmware 4.2(1n)

FC;
FCoE;
iSCSI Supported

Alerts:
8509
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(9)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(33)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(7)D1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087
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Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.4(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(9)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087
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Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(2a);
Cisco UCS Firmware 4.1(2b);
Cisco UCS Firmware 4.1(2c);
Cisco UCS Firmware 4.1(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 93180YC-FX;
Cisco Nexus 93360YC-FX2 Cisco NX-OS Firmware 9.3(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 93360YC-FX2;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087
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Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 6.2(24a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(6)D1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(5)D1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.4(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 64108;
Cisco UCS 6454

Cisco UCS Firmware 4.1(1a);
Cisco UCS Firmware 4.1(1b);
Cisco UCS Firmware 4.1(1c);
Cisco UCS Firmware 4.1(1d);
Cisco UCS Firmware 4.1(1e);
Cisco UCS Firmware 4.1(1h)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
Brocade FOS Firmware v8.0.0;
Brocade FOS Firmware v8.0.2;
Brocade FOS Firmware v8.1.2;
HP VC FlexFabric 4.31;
HP VC FlexFabric 4.40;
HP VC FlexFabric 4.62;
HP VC FlexFabric 4.75;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
Brocade FOS Firmware v7.3.0;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b;
[EOVS] Brocade FOS Firmware v7.4.0;
[EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade Network Advisor 14.4.5;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(8)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(31)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 6.2(24)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(29)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087
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Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(7)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,9399,9753
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(4)D1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(3)D1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(4a);
Cisco UCS Firmware 4.0(4b);
Cisco UCS Firmware 4.0(4c);
Cisco UCS Firmware 4.0(4d);
Cisco UCS Firmware 4.0(4e);
Cisco UCS Firmware 4.0(4f);
Cisco UCS Firmware 4.0(4g);
Cisco UCS Firmware 4.0(4h);
Cisco UCS Firmware 4.0(4i);
Cisco UCS Firmware 4.0(4j);
Cisco UCS Firmware 4.0(4k);
Cisco UCS Firmware 4.0(4l);
Cisco UCS Firmware 4.0(4m);
Cisco UCS Firmware 4.0(4n);
Cisco UCS Firmware 4.0(4o);
Cisco UCS Firmware 4.0(4p);
Cisco UCS Firmware 4.0(4s)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
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Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

532/596 Copyright 2021 FUJITSU LIMITED



Cisco Nexus 93180YC-EX Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco Nexus 93180YC-EX;
Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 9.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8375,8960
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(27)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 6.2(22)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(6)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(2a);
Cisco UCS Firmware 4.0(2b);
Cisco UCS Firmware 4.0(2c);
Cisco UCS Firmware 4.0(2d);
Cisco UCS Firmware 4.0(2e)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,7593,8331,8764
Alerts:
8765

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(25)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331
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Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I4(8b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(5a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 7.3(2)D1(3a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331
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Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(5)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(4)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP;
Cisco UCS 6454

Cisco UCS Firmware 4.0(1);
Cisco UCS Firmware 4.0(1b);
Cisco UCS Firmware 4.0(1c);
Cisco UCS Firmware 4.0(1d);
Cisco UCS Firmware 4.0(1e);
Cisco UCS Firmware 4.0(1f)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 9.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331,9123

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.3(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331
Alerts:
9087

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 6.2(20)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
Alerts:
9087

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(3)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
Alerts:
9087
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,8881

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,7593,8331,8764
Alerts:
8765

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(23)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 93180YC-FX Cisco NX-OS Firmware 7.0(3)I7(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5703,8209,8331,8375,8960,9864
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Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(21)

Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 6.2(18)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco Nexus 7000;
Cisco Nexus 7700 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5608,5703,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.2(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8331,8881

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(5)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 8.1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,7593,8331,8764
Alerts:
8765

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(19)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I5(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I5(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375
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Cisco MDS 9250i;
Cisco MDS 9706;
Cisco MDS 9710;
Cisco MDS 9718 Cisco NX-OS Firmware 7.3(1)DY(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8330,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(4)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(2b);
Cisco UCS Firmware 3.1(2c);
Cisco UCS Firmware 3.1(2e);
Cisco UCS Firmware 3.1(2f);
Cisco UCS Firmware 3.1(3a);
Cisco UCS Firmware 3.1(3b);
Cisco UCS Firmware 3.1(3c);
Cisco UCS Firmware 3.1(3e);
Cisco UCS Firmware 3.1(3f);
Cisco UCS Firmware 3.1(3g);
Cisco UCS Firmware 3.1(3h);
Cisco UCS Firmware 3.1(3j);
Cisco UCS Firmware 3.1(3k);
Cisco UCS Firmware 3.1(3l);
Cisco UCS Firmware 3.2(1d);
Cisco UCS Firmware 3.2(2);
Cisco UCS Firmware 3.2(2d);
Cisco UCS Firmware 3.2(2f)

FC;
FCoE;
iSCSI Supported

Alerts:
8509

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP Cisco UCS Firmware 3.1(1h)

FC;
FCoE;
iSCSI Supported

Info:
8091
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 2.2(8a);
Cisco UCS Firmware 2.2(8b);
Cisco UCS Firmware 2.2(8c);
Cisco UCS Firmware 2.2(8d);
Cisco UCS Firmware 2.2(8f);
Cisco UCS Firmware 2.2(8g);
Cisco UCS Firmware 2.2(8i);
Cisco UCS Firmware 2.2(8j);
Cisco UCS Firmware 2.2(8l);
Cisco UCS Firmware 2.2(8m);
Cisco UCS Firmware 2.2(8n);
QLogic FC Switch Firmware 2.0.1.11;
QLogic FC Switch Firmware 5.0.0.31.0;
QLogic FC Switch Firmware 5.5.2.5.0;
QLogic FC Switch Firmware 6.2.1.06;
QLogic FC Switch Firmware 6.2.1.3.0;
QLogic FC Switch Firmware 6.3.0.4.0;
QLogic FC Switch Firmware 6.6.0.15;
QLogic FC Switch Firmware 6.7.0.04;
QLogic FC Switch Firmware 6.8.0.03;
QLogic FC Switch Firmware 7.2.0.04;
QLogic FC Switch Firmware 7.4.0.06;
QLogic FC Switch Firmware 7.4.0.22.0;
QLogic FC Switch Firmware 7.4.0.29.0;
QLogic FC Switch Firmware 7.8.0.15.00;
QLogic FC Switch Firmware 8.0.13.08;
QLogic FC Switch Firmware 8.0.13.12.00;
QLogic FC Switch Firmware 8.0.13.16.00;
QLogic FC Switch Firmware 8.0.14.08.00;
QLogic FC Switch Firmware v7.10.0.15.0;
QLogic FC Switch Firmware v7.10.1.04.0;
QLogic FC Switch Firmware v7.4.0.16;
QLogic FCIP Router Firmware 2.4.4.4;
QLogic FCIP Router Firmware 3.4.0.1

FC;
FCoE;
iSCSI Supported

Info:
8091

Cisco MDS 9250i;
Cisco MDS 9506;
Cisco MDS 9509;
Cisco MDS 9513;
Cisco MDS 9706;
Cisco MDS 9710 Cisco NX-OS Firmware 6.2(17)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5007,5605,5703,7593,8331

Cisco Nexus 9332PQ;
Cisco Nexus 9372PX;
Cisco Nexus 9372PX-E;
Cisco Nexus C9396PX;
Cisco Nexus C9504;
Cisco Nexus C9508 Cisco NX-OS Firmware 7.0(3)I4(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5703,8209,8331,8374,8375

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(7b);
Cisco UCS Firmware 2.2(7d)

FC;
FCoE;
iSCSI Supported

Alerts:
8352

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(8)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,8331
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5672UP-16G;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.3(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco UCS 6248UP;
Cisco UCS 6296UP;
Cisco UCS 6324;
Cisco UCS 6332;
Cisco UCS 6332-16UP

Cisco UCS Firmware 3.1(1e);
Cisco UCS Firmware 3.1(1g);
Cisco UCS Firmware 3.1(1h);
Cisco UCS Firmware 3.1(1k)

FC;
FCoE;
iSCSI Supported

Alerts:
8234

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(2)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331
Alerts:
8965

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8209,8331

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(6c);
Cisco UCS Firmware 2.2(6d);
Cisco UCS Firmware 2.2(6e);
Cisco UCS Firmware 2.2(6f)

FC;
FCoE;
iSCSI Supported

Alerts:
8201

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(3)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331
Alerts:
8965
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(7)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,8331

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(4b);
Cisco UCS Firmware 2.2(4c)

FC;
FCoE;
iSCSI Supported

Alerts:
8121

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(5a);
Cisco UCS Firmware 2.2(5b);
Cisco UCS Firmware 2.2(5c);
Cisco UCS Firmware 2.2(5d)

FC;
FCoE;
iSCSI Supported

Alerts:
8102

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(2)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.2(0)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2332TQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5648Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(1)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

Cisco UCS 6324
Cisco UCS Firmware 3.0(2c);
Cisco UCS Firmware 3.0(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
9719
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Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5239,5703,7035,7069,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.0(6)N1(1)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4)

FC;
FCoE Supported

Info:
5239,7035,7069,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1b)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

Cisco Nexus 2232PP Fabric Extender;
Cisco Nexus 2232TM-E Fabric Extender;
Cisco Nexus 2248PQ Fabric Extender;
Cisco Nexus 2348TQ Fabric Extender;
Cisco Nexus 2348UPQ Fabric Extender;
Cisco Nexus 5548P;
Cisco Nexus 5548UP;
Cisco Nexus 5596T;
Cisco Nexus 5596UP;
Cisco Nexus 56128P;
Cisco Nexus 5624Q;
Cisco Nexus 5672UP;
Cisco Nexus 5696Q;
Cisco Nexus 6001;
Cisco Nexus 6001P;
Cisco Nexus 6001T;
Cisco Nexus 6004;
Cisco Nexus 6004EF Cisco NX-OS Firmware 7.1(0)N1(1a)

Cisco DCNM 10.0(1);
Cisco DCNM 10.1(1);
Cisco DCNM 10.1(2);
Cisco DCNM 10.2(1);
Cisco DCNM 10.3(1);
Cisco DCNM 10.4(1);
Cisco DCNM 10.4(2);
Cisco DCNM 11.0(1);
Cisco DCNM 11.1(1);
Cisco DCNM 11.2(1);
Cisco DCNM 11.3(1);
Cisco DCNM 11.4(1);
Cisco DCNM 11.5(1);
Cisco DCNM 11.5(2);
Cisco DCNM 11.5(4) FCoE Supported

Info:
5239,5703,7035,7069,7883,7885,8331

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.02;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.02;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.02;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.02;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.31;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.30;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
Brocade FOS Firmware v8.0.0;
Brocade FOS Firmware v8.0.2;
Brocade FOS Firmware v8.1.2;
HP VC FlexFabric 4.31;
HP VC FlexFabric 4.40;
HP VC FlexFabric 4.62;
HP VC FlexFabric 4.75;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
Brocade FOS Firmware v7.3.0;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b;
[EOVS] Brocade FOS Firmware v7.4.0;
[EOVS] Brocade FOS Firmware v8.0.1

Brocade Network Advisor 14.4.1;
Brocade Network Advisor 14.4.2;
Brocade Network Advisor 14.4.3;
Brocade Network Advisor 14.4.4;
Brocade SANnav 1.1.1;
Brocade SANnav 1.1.1a;
Brocade SANnav 2.0

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.30;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.10;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5610,5073,5074
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.00;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.11;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.01;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.20;
Brocade FOS Firmware v7.3.0a;
Brocade FOS Firmware v7.3.0b;
Brocade FOS Firmware v7.3.0c

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

Cisco UCS 6324
Cisco UCS Firmware 3.0(1c);
Cisco UCS Firmware 3.0(1d)

FC;
FCoE;
iSCSI Supported

Alerts:
7776

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(3a);
Cisco UCS Firmware 2.2(3b);
Cisco UCS Firmware 2.2(3c);
Cisco UCS Firmware 2.2(3d);
Cisco UCS Firmware 2.2(3e);
Cisco UCS Firmware 2.2(3f);
Cisco UCS Firmware 2.2(3g);
Cisco UCS Firmware 2.2(3h)

FC;
FCoE;
iSCSI Supported

Alerts:
7774
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HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.20;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.01;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.01;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.11;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
Brocade FOS Firmware v7.1.0c;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.0.2e;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(2c);
Cisco UCS Firmware 2.2(2d);
Cisco UCS Firmware 2.2(2e)

FC;
FCoE;
iSCSI Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.2(1b);
Cisco UCS Firmware 2.2(1c);
Cisco UCS Firmware 2.2(1d);
Cisco UCS Firmware 2.2(1e);
Cisco UCS Firmware 2.2(1h)

FC;
FCoE;
iSCSI Supported

Alerts:
7487

Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(3a);
Cisco UCS Firmware 2.1(3b);
Cisco UCS Firmware 2.1(3c);
Cisco UCS Firmware 2.1(3d);
Cisco UCS Firmware 2.1(3e);
Cisco UCS Firmware 2.1(3f);
Cisco UCS Firmware 2.1(3g);
Cisco UCS Firmware 2.1(3k)

FC;
FCoE;
iSCSI Supported

Alerts:
7203

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 2.00;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 2.00;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 2.00;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.10;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.10;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.10;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 4.01;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.44;
Brocade FOS Firmware v6.4.3c;
Brocade FOS Firmware v6.4.3d;
Brocade FOS Firmware v6.4.3e;
Brocade FOS Firmware v6.4.3f;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
Brocade FOS Firmware v7.0.2d;
[EOVS] Brocade FOS Firmware v7.0.2e

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349
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HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

Brocade FOS Firmware v7.2.1b;
HP VC 4Gb FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 20-port FC 1.44;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC 8Gb 24-port FC 1.05;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

Brocade FOS Firmware v7.2.1b;
HP VC FlexFabric 4.01;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b;
Brocade FOS Firmware v7.1.1;
Brocade FOS Firmware v7.1.1a;
Brocade FOS Firmware v7.1.1c;
Brocade FOS Firmware v7.1.2;
Brocade FOS Firmware v7.1.2a;
Brocade FOS Firmware v7.1.2b;
Brocade FOS Firmware v7.2.0a;
Brocade FOS Firmware v7.2.0c;
Brocade FOS Firmware v7.2.0d;
Brocade FOS Firmware v7.2.1;
Brocade FOS Firmware v7.2.1a;
Brocade FOS Firmware v7.2.1c;
Brocade FOS Firmware v7.2.1d;
[EOVS] Brocade FOS Firmware v7.2.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349
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Cisco UCS 6120XP;
Cisco UCS 6140XP;
Cisco UCS 6248UP;
Cisco UCS 6296UP

Cisco UCS Firmware 2.1(2c);
Cisco UCS Firmware 2.1(2d)

FC;
FCoE;
iSCSI Supported

Alerts:
7084

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 3.60;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.04;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v7.1.0a;
Brocade FOS Firmware v7.1.0b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B21)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 4Gb FC Module (P/N:409513-B22)

HP VC 4Gb FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 20-Port Module (P/N:572018-
B21)

HP VC 8Gb 20-port FC 1.43;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect Fibre Channel 8Gb 24-Port Module (P/N:466482-
B21)

HP VC 8Gb 24-port FC 1.04;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5074,5610
Alerts:
5349

HP Virtual Connect FlexFabric 10Gb 24-Port Module (P/N:571956-
B21)

HP VC FlexFabric 3.60;
Brocade FOS Firmware v6.4.2b;
Brocade FOS Firmware v7.0.1a;
Brocade FOS Firmware v7.0.2;
Brocade FOS Firmware v7.0.2a;
Brocade FOS Firmware v7.0.2c;
[EOVS] Brocade FOS Firmware v7.0.1b

FC;
FCoE Supported

Info:
5073,5610
Alerts:
5349
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Alerts
38 The use of default VMFS3.HardwareAcceleratedLocking=1 setting is required for interoperability and optimal shared storage I/O performance.

Please ask Fujitsu for additional information.

3139 Update SLES OS with the latest online updates through YOU (YAST Online Update).

3634 Snapdrive (any version) is not supported with this configuration.

3714 Using Storage VMotion to migrate a virtual machine with one or more disks may timeout. See VMware Knowledge Base Article# 1010045 (See next Cell) http://kb.vmware.com/kb/1010045

4154 In SLES 11, the multipath -ll command will not show the output.  To overcome this difficulty, update the /etc/multipath.conf file with the below entries
 
defaults
{
user_friendly_names no
}
devices
{
device
{
vendor "NETAPP"
product "LUN"
getuid_callout "/lib/udev/scsi_id -g -u -d /dev/%n"
prio "ontap"
features "1 queue_if_no_path"
hardware_handler "0"
path_grouping_policy group_by_prio
failback immediate
rr_weight uniform
rr_min_io 128
path_checker directio
}
}

4155 In SLES11, "mkinitrd -f mpath" command will not bring the root disk under multipath control.
 
To bring the root disk under mutipath control, recreate the kernel image with the following command,
 
# mkinitrd -f multipath  -- This will bring the root disk under DM-MP multipath control.

4474 ocfs2 filesystem is not supported in SLES11 release.

4475 ocfs2 filesystem is supported with user space heartbeat (Heartbeatv2)

4695 Fujitsu Unified FCoE Target Adapter with Data ONTAP 7.3.2 is not supported

4776 By default, the FCoE Initialization Protocol (FIP) Keep Alive support is disabled in the Fabric OS on Brocade FCoE switches. This happens  because the default value of the Unsolicited Advertisement
Interval is zero seconds.

Fujitsu recommends that you enable FIP Keep Alive support by setting the Unsolicited
Advertisement Interval to eight seconds.

The work around is described in the public report section of BURT 394341.
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4815 Hotfixes Q968675, Q970525, Q972797, Q976748,  Q981379, Q2277440, and Q2522766 are required for systems running Windows Server 2008 SP2, and must be obtained directly from Microsoft Product
Support Services at (See next Cell). The Windows Host Utilities installation tool checks for appropriate OS patches and prompts users to update or obtain patches, as required. This list may contain
additional required hotfixes published since the listed WHU. Please verify the hotfixes mentioned here are installed.

http://support.microsoft.com

4816 Hotfixes Q959384, Q950811, Q970525, Q972797,  Q976748 and Q2406705 are required for systems running Windows 2008 RTM (SP1), and must be obtained directly from Microsoft Product Support
Services at (See next Cell)  The Windows Host Utilities installation tool checks for appropriate OS patches and prompts users to update or obtain patches, as required. This list may contain additional
required hotfixes published since the listed WHU. Please verify the hotfixes mentioned here are installed.

http://support.microsoft.com

5024 KVM is supported only on processors which support virtualization technology feature (i.e. Intel-VT or AMD-V).

5025 The Brocade 415, 425, 815, and 825 HBAs can only be used with Brocade FC capable switches running firmware per the appropriate row in the IMT.

5030 Para-virtualized drivers for Windows guest OS are not supported with OVM2.2.0

5056 For release notes and important information on deployment of Brocade HBAs and CNAs with Fujitsu Storage, please ask Fujitsu for additional information.

5058 Hotfix Q981379 (MSDSM), Q979711, Q2520235, Q2522766, Q2528357 and Q2532153 are required for systems running Windows 2008 R2, and must be obtained directly from Microsoft Product Support
Services at (See next Cell).

http://support.microsoft.com

5061 SAN booting is supported only with legacy BIOS systems. SAN booting is not supported with
Extensible Firmware Interface (EFI) based systems.

5062 iSCSI offload is supported only with iSCSI software target using 10GbE NIC(s) in the storage controller.

5063 IPv6 is not supported with iSCSI offload.

5216 Disable Emulex driver parameter lpfc_enable_npiv, for more information refer to BURT: 468229

5277 Host timeout parameters setting for XenServer

Port Down Retry Count = 30
Link Down Timeout = 20
 
Edit the configuration /etc/modprobe.conf file to append the driver parameters

options qla2xxx qlport_down_retry=30

Please refer to Linux host utilities 5.3 document for the procedure.

5279 Please use lun type and igroup type as linux

5287 For RHEL Server 6 32/64 bit, Fujitsu requires kernel v2.6.32-71.18.2.el6 as the minimum supported RHEL maintenance update. Upgrade the host OS with this latest maintenance update before deploying
the configurations listed here.

5349 Brocade and Fujitsu recommend that the fillword to be configured as Mode 3 on 8Gb switches. For detail technical information, please reference to the public report BURT#437811.

5446 Please refer to the following RedHat bugzilla for known issues.

          5566 Hotfix Q2520235, Q2522766, Q2528357, Q2531907, and Q2532153 is required for systems running Windows 2008 R2 SP1, and must be obtained directly from Microsoft Product Support Services at (See
next Cell)

http://support.microsoft.com

5571 Kernel version is : 2.6.18-194.32.1.el5

5574 Kernel version is : 2.6.32-131.0.15.el6
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5579 The Fujitsu Virtual Storage Console (VSC) provides all functionality previously found in the ESX Host Utilities kit. You are required to have VSC installed if you will be using VMware ESXi Virtual Volumes
(VVOLs).
Please ask Fujitsu for additional information.

5614 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.0.0.0_Install_and_Reference_Manual.pdf

5626 Supported kernel version is 2.6.18-274.3.1.el5

5638 Multipath version is : 0.4.7-34.el5_5.6

5639 Multipath version is : 0.4.7-42.el5

5640 Multipath version is : 0.4.9-41.el6

5641 Kernel version is : 2.6.18-238.el5

5642 Supported software versions are:

   k l  2 6 32 27 0 2 25643 Supported software versions are:

5646 Supported software versions are:

o Kernel: 2.6.18-238.12.1.el5
o Multipath: 0.4.7-42.el5_6.3

5647 This configuration is supported only with ALUA

5648 Supported software versions are:

o Kernel: 2.6.32-71.29.1.el6
o Multipath: 0.4.9-31.el6_0.5

5681 Supported software versions are:
 

  5702 The number of NPIV logins supported per port varies based on switch model/type of the FC/FCoE Switch. Switch vendors document their supported limits. In a c-mode target configuration, it is required to
increase the switch wide and per port NPIV limit on switches to avoid FDISC failure due to insufficient login resources. Please consult Brocade's Switch Admin Guide for configuration instruction,
supportability and additional information.

5705 Supported software versions are:
 
o Kernel: 2.6.18-238.27.1.el5
o Multipath: 0.4.7-42.el5_6.2

5747 Supported software versions are:

o Kernel: 2.6.32.21-38xen
5748 Solaris VM is not supported because of BURT:554300.

5777 Supported software versions are:
 
o Kernel: 2.6.32-100.35.1.el6uek
o Multipath packages :
device-mapper-libs-1.02.62-3.el6
device-mapper-event-libs-1.02.62-3.el6
device-mapper-multipath-libs-0.4.9-41.0.1.el6
device-mapper-multipath-0.4.9-41.0.1.el6
device-mapper-1.02.62-3.el6
device-mapper-event-1.02.62-3.el6

5784 Brocade FOS 7.0.1 and later supports connectivity to NOS 2.1.1x and later using FC Routing. Refer to the Brocade NOS 2.1.1x and later, FOS 7.0.1x and later Release Notes and Administration Guide for
additional information.

5808 Supported software versions are:

o Kernel: 2.6.32-220.el6
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5856 SAN Boot is not supported in this configuration if ALUA is enabled.

5871 Supported software versions are:

o kernel: 2.6.32.36-0.5.2
o Multipath: 0.4.8-40.44.1

6129 Supported software versions are:

    6135 For information regarding supported VAAI configurations please ask Fujitsu.

6168 Linux host utilities kit rpm package is not supported on RHEV

6182 Supported software versions are:

  6247 For host configuration settings refer to the Public BURT #630656

6261 Supported software versions are:

o Kernel: 2.6.32-279.el6
o Multipath: 0.4.9-56.el6

6267 In vSphere 5.1, the configuration steps necessary to handle Task Set Full (QFull) conditions have changed.  Please ask Fujitsu for additional information.

6281 Fujitsu strongly recommends setting the "reset_on_attempted_reserve option" in the VMware VMW_ALUA_SATP plugin in order to minimize reservation related disruptions sometimes observed after a
storage fabric or storage controller fault. Please ask Fujitsu for additional information.

6283 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

For more information about Brocade 1860 adapters and AnyIO functionality refer to: (See next Cell) (page 2)

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.1.0.0_Install_and_Reference_Manual.pdf

6285 The Brocade 415, 425, 815, 825, 1860 adapter ports configured as HBA and HP 590647-B21 (Brocade 804) HBA can only be used with Brocade FC capable switches running firmware per the appropriate
row in the IMT.

6633 Provisioning storage repository may fail when using ONTAP 8.1.1 and above. For known workarounds, please refer to bug 657285

6747 Supported software versions are:

o Kernel: 3.0.26-0.7-xen
o Multipath: 0.4.9-0.60.1

6779 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.2.0.0_Install_and_Reference_Manual.pdf

6898 Supported software versions are:

· Kernel: 2.6.32-279.14.1.el6
· RHEV-H version: 20121121.0.el6_3

6911 Supported software versions are:

· Kernel: 2.6.32-220.2.1.el6
· RHEV-H version:6.2-20120119.1.el6_2

6925 clustered Data ONTAP support in SAN environments is available only from Data ONTAP 8.2 onwards.

7076 For host configuration settings refer to the Public BURT #741783
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7084 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
 
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] firmware releases.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, and 7.0.1a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Cisco MDS 95xx are not supported at this time.
 
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
 
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
 
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/en/US/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_2.12.pdf

7112 Below hotfix must be applied to the supported config : XS62ESP1

7116 Supported software versions are:

o Kernel: 3.0.80-0.7.1-default
o Multipath: 0.4.9-0.68.1

7145 Supported software versions are:

 7184 Host configuration settings for Oracle VM 3.2.1 also applies for Oracle VM 3.2.2.Please refer to Oracle VM 3.2.1 section in LHU 6.2 setup guide.
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7203 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] firmware releases.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, and 7.0.1a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Cisco MDS 95xx are not supported at this time.
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/en/US/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2.13.pdf

7257 One or more ESXi 5.0 Host Features are not supported in this configuration including:
Fault Tolerance
High Availability
vMotion
Storage vMotion
DRS
Storage DRS
 
Please see the Host Features column for the list of supported features.

7291 Initiating live Storage vMotion in an ESXi 5.5 SAN cluster might experience failure if the VM contains a RDM device. The failure leads to automatic power-off and service disruption of the VM. Attempts to
power on the affected VM could fail due to the file locking failure. Please ask Fujitsu for further information.

7293 Below mentioned Guest OS Microsoft host clustering options are not supported with ESXi 6.0U1 and below versions for this configuration.
 
Microsoft Cluster Service (MSCS) - Windows 2003
Microsoft Windows Failover Clustering (WFC) - Windows 2008, Windows 2012

To avail Guest OS Microsoft host clustering support with this configuration, please upgrade your host to ESXi 6.0U2 or later
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7487 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware release 7.0(1)N1(1) is
supported. For Nexus 56128  firmware release 7.0(2)N1(1) is supported.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a,7.2.0a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2-21.pdf

7568 Supported software versions are:

· Kernel: 2.6.32-431.5.1.el6.x86_64
· RHEV-H version: 20140217.0.el6

7651 Initiating live Storage vMotion in an ESXi 5.5u1 SAN cluster might experience failure if the VM contains a RDM device. The failure leads to automatic power-off and service disruption of the VM. Attempts to
power on the affected VM could fail due to the file locking failure.

           

http://kb.vmware.com/kb/2076124

7652 The Brocade 8000 is not supported with FOS v7.2.0 and later.

7653 FCoE/L2 CEE blade FCOE10-24 is supported at slot 1 position only on DCX 8510-8 with FOS v7.3.0. Supported in the same chassis with FC16-32 and FC8-32E blades only. Not supported with any other
port blades or intelligent blades in the same chassis. Not supported in DCX 8510-4 chassis.

7654 FCoE/L2 CEE blade FCOE10-24 supports up to a max of 4 blades of this type. Not supported in the same chassis with other intelligent blades or the FC8-64 port blade.

7774 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2-23.pdf
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7776 Cisco UCS-Mini ONLY supports FC-Switching Mode configurations with 3.0(1c) which is supported by Fujitsu with Data ONTAP 8.x (7-Mode and Clustered ONTAP).
 
In FC-Switching Mode, the following configurations ARE supported:
 - Direct Attach connections to a NetApp controller running iSCSI/FCP (7-mode and cDOT) and FCoE (7-mode only) protocols
 - UCS Fabric Interconnect (FI) Unified Storage Ports with NAS and FCoE protocols mixed

In FC-Switching Mode, the following configurations ARE NOT supported:
 - FC or FCoE connections from the Cisco UCS Fabric Interconnect (FI) to a Brocade FC or FCoE switch
 - FCoE Direct Attach from a Cisco Fabric Interconnect (FI) to a Fujitsu controller running Data ONTAP 8.x cDOT
  
Minimum NX-OS releases for Fibre Channel ISL connections from the UCS Fabric Interconnect (FI) to a Cisco switch:
 - MDS 91xx/95xx: 4.2.1b
 - MDS 97xx- 6.2.1
 - Nexus 5xxx: NX-OS 5.1(3)N2(1b) or later within 5.1(3) releases or 5.2(1)N1(1) or later within 5.2(1) releases or 6.0(2)N1(1) or later within 6.0(2) releases
 - Nexus 5672: NX-OS release 7.0(1)N1(1) or later
 - Nexus 56128 NX-OS release 7.0(2)N1(1) or later
  
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see: (See next Cell) ). ONLY configurations on Fujitsu's support matrix and Cisco
HCL are supported by Fujitsu.

http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html

7802 Hotfix 2869606 is required for systems running Windows Server 2012 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . Hotfixes 2990170, 2908783, 2822241, and
2845371 are recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7803 Hotfix 2869606 is required for systems running Windows Server 2012 R2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . Hotfixes 2990170, 2845371, 2919355,
and 2919442 are recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7819 Hotfixes 981379, 2522766, 968675, and 2277440 are required for systems running Windows Server 2008 SP2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) .
Hotfix 2990170 is recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7820 Hotfixes 2522766, 2528357, 979711 and 2869606 are required for systems running Windows Server 2008 R2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . http://support.microsoft.com

7823 Hotfixes 2522766, 2528357, 2908783 and 2869606 are required for systems running Windows Server 2008 R2 SP1 and must be obtained directly from Microsoft Product Support Services at (See next
Cell) . Hotfix 2990170 is recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7826 Supported software versions are:

    7862 During Fujitsu storage failover, Oracle Solaris MPxIO does not failover to the active path. For further information Impacted OS Versions, available fixes kindly contact Oracle support. Oracle Reference Bug
id:18870240.

7911 When using zoning with more than 64 members per zone there is the chance that some paths will be marked as dead if the FCID changes for a given member. You can run the following command to avoid
this situation - esxcli system module parameters set –p lpfc_nlp_slab_cnt=128 –m lpfc

7983 The Brocade Encryption Switch and FS8-18 blade is not supported with FOS v7.4.0 but will be supported in upcoming FOS v7.4.0x releases.

8047 Applications on Solaris 11Ux guest operating system may fail to write to or read from the RDM storage device during SAN storage controller faults or when LUN database changes (for example, addition or
removal of a logical unit).

This is a known issue affecting VMware ESXi 5.x.

http://kb.vmware.com/selfservice/microsites/search.do\?language=en_US&cmd=displayKC&externalId=2119
775

8086 Solaris Fibre Channel client applications may go offline in MetroCluster configurations with Tie Breaker server, during unplanned switchover events, and during Automatic Switchover events. The
application disruption occurs because the fcp_offline_delay timeout is set to default 20s.

For MetroCluster configurations, customers are advised to modify the fcp_offline_delay timeout to a value between 60 to 120 depending on the customer environment.  Please ask Fujitsu for additional
information.

For Veritas filesystem with Solaris and MetroCluster support, customers are advised to file PVR.

8087 Starting Jan 15th  2019 any new deployment of MetroCluster with AIX host is only be supported under FPVR.  MetroCluster deployments with AIX hosts that happened before this date continue to be
supported without a FPVR.             Veritas DMP hosts on AIX used with MetroCluster always required a FPVR, this continues to be supported only under FPVR
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8102 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-25.pdf

8121 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a NetApp controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-24.pdf
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8201 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-26.pdf

8234 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 6.2.1 or later within 6.2(x) releases (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx
Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases. For
Nexus 5672 firmware release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 3.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel3-11.pdf
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8352 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-27.pdf

8416 RDP Setting with E-Series:

Brocade switches with FOS v7.3.x have the Read Diagnostic Parameters (RDP) disabled by default, and switches with FOS v7.4.x have RDP enabled by default.  Switches upgraded from 7.3.x to 7.4.x will
maintain the value that was previously assigned.

The RDP feature is not supported and must be disabled to avoid potential data loss issues.  To disable RDP, from the switch command line, enter configure and set the RDP polling interval to 0.

Please ask Fujitsu for additional information regarding RDP compatibility.

8418 A datastore on an ESXi host running ONTAP Select might experience a resource busy or lock-not-free condition.
Please ask Fujitsu for additional information.

8464 Requires:
KB3033929 : Starting in January 2016, Microsoft requires that Windows server 2008 R2 drivers must be signed by using SHA-2. For Windows server 2008 R2 and Windows server 2008 R2 SP1, before
updating to this driver version you must install hotfix KB3033929 to allow Windows Server 2008 R2 to recognize SHA-2 signed drivers.
(See next Cell)

https://support.microsoft.com/en-in/kb/3033929

8465 Supported software versions are:

o Kernel: 4.1.12-37.4.1.el6uek
o Multipath: 0.4.9-93.0.1.el6

8467 Supported software versions are:

  8503 Cluster Data ONTAP would be supporting 12 Node cluster  Windows hosts running Server Versions 2008R2 SP1 and previous releases running with MSDSM may BSOD in MSDSM.sys module.
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8509 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running within 6.2(x),7.3(x),8.1(1x),8.2(1),8.2(2),8.3(X),8.4(1) releases or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or 7.0(X)N1(1) or 7.1(X)N1(1) or 7.2(X)N1(1) or
7.3(X)N1(1) firmware releases.
For Nexus 5672 firmware release 7.0(1)N1(1) or greater is supported.
For Nexus 6000 firmware release 6.0(2)N2(1) or greater is supported.
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1 or greater is supported FCoE
connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within
5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or 7.0(X)N1(1) or 7.1(X)N1(1) or 7.2(X)N1(1) or 7.3(X)N1(1) firmware releases Nexus 7000 switch running 6.1(1) or greater.For Nexus
5672 firmware release 7.0(1)N1(1) or greater is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section. FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported. FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch
are NOT supported. Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with releases mentioned under UCS Firmware.
UCS Manager-Based Fibre Channel zoning is supported. UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see: (See next Cell) ). ONLY configurations on Fujitsu's support matrix and Cisco
HCL are supported by Fujitsu.

http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html

8533 To support 12 Node Cluster Data ONTAP SAN cluster on ONTAP 9.1 , Windows hosts running Server Versions 2012 and 2012 R2 with MSDSM needs to be patched with the following hotfix.

(See next Cell)

https://support.microsoft.com/en-us/kb/3036614

8596 Its been observed that the Hosts running Windows Server 2016 GA , Windows Server GA 2016 with kb3194798 (Cumulative) updates are experiencing  intermittently BSOD's due to an memory corruption
in MPIO.sys module.

8639 There is a path failover MPxIO issue with Solaris 11.3 SRU 11.3.13.4.0 documented by Oracle.
(Bug 24913570 - path failover of MPxIO does not work when primary path is degraded in 11.3.13.4). See Oracle Doc ID 2201386.1 for further information

8727 The use of Microsoft Windows Server Failover Clusters (WSFC) with Windows GOSs (Windows 2008, Windows 2012, Windows 2012R2, Windows 2016 and Windows 2019) using ESXi RDMs is not
supported with this configuration due to known ESXi issues as described in the VMware KB at (See next Cell)

https://kb.vmware.com/selfservice/microsites/search.do\?language=en_US&amp;cmd=displayKC&amp;exter
nalId=2114741

8751 Deprecated Hardware:
The following Brocade devices are no longer supported starting with FOS v7.4.2.
1) Brocade Encryption Switch
2) FS8-18 blade

8765 Deprecated Hardware in NX-OS 8.1(1):
Starting from Cisco MDS NX-OS Release 8.1(1), the following hardware modules are not supported:

- Cisco MDS 9513
- Cisco MDS 9509
- Cisco MDS 9506
- Cisco MDS 9500 Series Supervisor-2A Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 32-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 10-Gbps 8-Port FCoE Module
- Cisco MDS 16-Port Storage Services Node (SSN-16)
- Cisco MDS 18/4-Port Multiservice Module (MSM)

8887 For WUHU 7.1 installation below mentioned patches are required and must be obtained directly from Microsoft Product Support Services at (See next Cell). -
Win 2016 - KB3197954
Win 2012 R2 - KB2955164*, KB2990170, KB3036614
Win 2008 R2 SP1 - KB2528357,KB2851144, KB2908783, KB2990170
Win 2008 SP2 - KB2684681, KB2990170, KB968675

NOTE* - Only KB2908783 is required but since it do not have a standalone installer for Win 2012, KB2955164 will suffice the requirement [Refer the link https://support.microsoft.com/en-
us/help/2908783/data-corruption-occurs-on-iscsi-luns-in-windows]

http://support.microsoft.com
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8965 Cisco Nexus firmware has a known issue that can cause an N5K/N6K RSCN not to be sent to zone member when zoning change.

Symptom:
Nexus doesn't send RSCN to connected devices when member in same zone disconnects/connects. You can check whether a Nexus switch sends RSCN or not by running the command "show rscn
statistics vsan #".

Affected Switch Platforms:
Nexus 5500, Nexus 5600 and Nexus 6000 switches

Affected Firmware Releases:
NX-OS versions: 7.1(3)N1(1) to 7.1(3)N1(4)

The issue is fixed in the following releases, and it is strongly recommended that Customers upgrade to either of the NX-OS releases:
7.1(4)N1(1)
7.3(1)N1(1)
7.3(0)N1(1)

For the Nexus N55xx and N56xx switches, the minimum recommended version is 7.1(4)N1(1).

For the new 16G/40G platform switch N5672UP-16G 7.3(1)N1(1) is the minimum recommended version as per the links below:
 
(See next Cell)
https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5500/sw/release/recommended_releases/n5500_recommended_nx-os_releases.html
 
NX-OS 7.1(4)N1(1) and 7.3(1)N1(1) are the minimum recommended releases for the respective platforms as mentioned above.

For more information about this bug, please see the public Bug Search# CSCuw60947:

https://quickview.cloudapps.cisco.com/quickview/bug/CSCuw60947

https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5600/sw/release/recommended_releases/n
5600_recommended_nx-os_releases.html

8973 The PowerShell Toolkit "Invoke-NcSsh" and "Invoke-NaSsh" commands fail. The issue
only occurs in ONTAP 9.3.

8993 Brocade FOS switches may experience port bounce causing traffic disruption either during firmware upgrade to FOS v7.4.2b or during HA warm recovery events such as hafailover and hareboot while
running FOS v7.4.2b.

Affected Products:
Platforms that FOS v7.4.2b supports: Brocade 5100, Brocade 5300, Brocade VA-40FC, Brocade 7800, Brocade 6510, Brocade 6520, Brocade 7840, Brocade DCX, Brocade DCX-4S, Brocade DCX 8510-
4, Brocade DCX 8510-8.

The problem ONLY existed in FOS v7.4.2b, and does not exist in FOS v7.4.2a. There is no workaround for this issue. This problem have been corrected in FOS v7.4.2c release.

Corrective Action:
9021 FC-NVMe:

There is no Linux Unified Host Utilities kit (including sanlun) support for FC-NVMe.
Please ask Fujitsu for additional information.

9022 FC-NVMe:
ONTAP 9.4 does not support path failover for FC-NVMe. Please refer to the 'SAN Configuration Guide' for more details. And accordingly, there is no Multipath support for SLES12 SP3 &amp; RHEL7.6 FC-
NVM   ll9023 FC-NVMe:
The Linux initiator host can serve both FC-NVMe & FC-SCSI traffic through the same FC adapter ports i.e. both protocols can co-exist on the same host.

9048 Metrocluster is not tested and not supported with ESX 6.7 config

9087 No support for Direct Target connectivity for any
protocol to Cisco NPV switch
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9118 MetroCluster support for SLES 15.x OS series is not added at this point. For an immediate support, customers are advised to file FPVR

9166 Win 2016
MSDSM configuration:-      Below patches are required for
Win 2016 Server:   ·     KB3197954    ·     KB4077525       Order of Installation:-   1.     Install KB3197954    2.     Install WUHU 7.1    3.     Install KB4077525

9186 Brocade 7810/7840 Distance Extension Switch does not support FC-NVMe devices routing over FCR/FCIP protocol between/across multiple SAN Fabric running currently supported FOS releases.

9204 FC-NVMe:  Supported SLES12 SP3 FC-NVMe software versions are: o Kernel: 4.4.156-94.64.1 , 4.4.176-94.88.1 o nvme-cli: 1.2-6.22.1

9206 FC-NVMe:  Supported RHEL 7.6 FC-NVMe software versions are: o Kernel: 3.10.0-957.el7 , 3.10.0-957.10.1.el7 o nvme-cli: 1.6-1.el7 , 1.6-4.el7_6

9207 FC-NVMe:    There is no Multipath support for below FC-NVMe host OSs:     SLES12 SP3  RHEL7.6  SLES12 SP4  RHEL8.0  RHEL7.7     And given no multipath support here, it is recommended to map a
NVMe namespace through a single local path alone to these host OSs, and use that for I/O.

9208 FC-NVMe:   It is recommended to install the auto-connect script (nvmefc-connect) package from Broadcom for auto connecting NVMe namespace devices during host bootup, as well as for auto reconnect
of these devices during path toggles. Please refer to the Broadcom website for more details.

9216 Metrocluster is not tested and supported for iSCSI protocol with Windows Server 2019

9299 <span style="font-size:8.5pt;font-family:&quot;Tahoma&quot;,sans-serif;
color:black;background:#DFE8F6">Due to a defect in ESXi 6.7 with LUN properties
such as serial numbers, ONTAP SVMs and datastores containing LUNs may not be
discovered correctly by the Fujitsu Virtual Storage Console.  This defect
is addressed in VMware Patch Release ESXi670-201807401-BG (see  <a href="https://kb.vmware.com/s/article/56542" target="_blank" data-auth="NotApplicable" style="font-variant-ligatures: normal;font-
variant-caps: normal;
orphans: 2;text-align:start;widows: 2;-webkit-text-stroke-width: 0px;
word-spacing:0px"><span style="color:black;text-decoration:none;text-underline:
none">https://kb.vmware.com/s/article/56542  <span style="font-variant-ligatures: normal;
font-variant-caps: normal;orphans: 2;text-align:start;widows: 2;-webkit-text-stroke-width: 0px;
text-decoration-style: initial;text-decoration-color: initial;float:none;
word-spacing:0px"> for details).  Applying the patch, upgrading to
ESXi 6.7 EP 02a (build number 9214924) or later, or upgrading to ESXi 6.7
Update 1 or later will resolve the issue.

9359 FC-NVMe:       Supported SLES12 SP4 FC-NVMe software versions are:      o Kernel: 4.12.14-95.13.1      o nvme-cli: 1.5-3.3.1

9397 FC-NVMe     Supported RHEL 8.0 FC-NVMe software versions are:       o Kernel: 4.18.0-80.el8  o nvme-cli: 1.6-2.el8

9469 FC-NVMe: Supported RHEL 7.7 FC-NVMe software versions are: o Kernel:  3.10.0-1062.el7  o nvme-cli: 1.8.1-3.el7

9481 DiskMAXIOSize should be set to 1 MB for ESXi systems    Use the below command to set this       esxcli system settings advanced set -o "/Disk/DiskMaxIOSize" --int-value 1024      Use the below
command to verify the settings       esxcli system settings advanced list -o "/Disk/DiskMaxIOSize"

9492 FC-NVMe:  Supported RHEL8.1 FC-NVMe software versions are: o Kernel: 4.18.0-147.el8    o nvme-cli: 1.8.1-3.el8

9504 Fujitsu LUNs report a different block size in the primary domain versus a guest domain using NPIV, even after adding device specific properties to ssd-config-list in /etc/driver/drv/ssd.conf file (The
configurations that gets modified as per running host_config on guest NPIV domains). The reason is a vHBA isn't considered a Fibre Channel HBA, thus the devices are binding to the sd driver, not the ssd
driver.     Solution:  While using NPIV guest domains, move /etc/driver/drv/ssd.conf to /etc/driver/drv/sd.conf and change ssd-config-list to sd-config-list, then it should work.  For more information, please
refer Doc ID 2545456.1 ( (See next Cell) )

https://support.oracle.com/epmos/faces/DocumentDisplay\?_afrLoop=522392003479006&amp;id=2545456.1
&amp;_adf.ctrl-state=zhoyhwri6_62

9507 FC-NVMe: Supported SLES15 SP1 FC-NVMe software versions are: Kernel: 4.12.14-197.26 Nvme-cli: 1.8.1-6.9.1

9508 FC-NVMe: Supported SLES15 SP1 FC-NVMe software versions are:  Kernel:4.12.14-150.27.1  Nvme-cli: 1.5-7.19.1
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9691

ONTAP SnapMirror Business Continuity(SMBC) Feature support started with ONTAP 9.8.   Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.      Following OS
platform support are qualified with ONTAP SMBC feature:   a. Microsoft Windows 2019, Windows 2016, Windows 2012R2.
b. RHEL 6.x, RHEL 7.x, RHEL 8.x.
c. CentOS 6.x, CentOS 7.x, CentOS 8.x.
d. ESXi 6.x, ESXi 7.x.
e. OL 6.x, OL 7.x, OL 8.x with RHCK &amp; UEK kernel support.
f. SLES 12.x and SLES 15.x.

Notes:
a. OS Platforms not specified in above list, are not supported with ONTAP SMBC feature.
b. UNIX (AIX/HPUX/Solaris) Platforms are not supported with ONTAP SMBC feature.
c. Following Host feature support are not covered with ONTAP SMBC:
 1.   SCSI-2 Reserve/Release (Used by ESXi shared datastores with legacy VMFS versions, etc.)
 2.   SCSI-3 Persistent Reservations (Used by Windows Failover Clusters, etc.)
 3.   NVMe/FC Protocol.
 4.     ESXi VVol support.
 5.     NetApp ONTAP DSM Multipath support for Windows.
 6.     Veritas Storage Foundation, Infoscale &amp; its associated products (HA,VxVM,VxDMP etc)

Protocols supported:  FC/FCoE/iSCSI
9574 Currently Windows Failover Clustering(WFC) is not supported for Windows NVMe/FC, since ONTAP does not support Persistent Reservations with NVMe/FC.

9574 Windows Failover Clustering (WFC) is not currently supported on Windows NVMe / FC because ONTAP does not support Persistent Reservations on NVMe / FC.

9621 NVMe / FC: The supported RHEL 8.2 NVMe / FC software versions are: Kernel: 4.18 .0-193.el 8 nvme-cli: 1.9-5.el 8

9624 FC-NVMe: The supported RHEL 7.8 FC-NVMe software versions are: Kernel: 3.10 .0-1127.el 7 o nvme-cli: 1.8 .1-3.el 7

9625 FC-NVMe: The supported SLES 12 SP 5 FC-NVMe software versions are: Kernel: 4.12 .14-122.20 o nvme-cli: 1.8 .1-1.16

9654 NVMe / FC: The supported SLES 15 SP 2 NVMe / FC software versions are: Kernel: 5.3 .18-24.9, 5.3 .18-24.15, 5.3 .18-24.37, 5.3 .18-24.46 Nvme-cli: 1.10-2.38, nvme-cli-1.10-4.3 .1

9739 NVMe / FC: The supported RHEL 8.3 NVMe / FC software versions are: Kernel: 4.18 .0-240.el 8 nvme-cli: 1.12-2.el 8

9760 NVMe / FC: The supported SLES 15 SP 2 NVMe / FC software versions are: Kernel: 5.3 .18-24.37, 5.3 .18-24.46 nvme-cli: 1.10-4.3 .1

9763 FC-NVMe: The supported RHEL 7.9 FC-NVMe software versions are: Kernel: 3.10 .0-1160.el 7 o nvme-cli: 1.8 .1-3.el 7

9769 Currently, MetroCluster support for OL 8.x (UEK) has not been added. It is recommended that the customer submit an FPVR for immediate support.

9786 Currently,MetroCluster support for Citrix Hypervisor/Xenserver has not been added. It is recommended that the customer submit an FPVR for immediate support.
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Info

38 The use of default VMFS3.HardwareAcceleratedLocking=1 setting is required for interoperability and optimal shared storage I/O performance.
Please ask Fujitsu for additional information.

3139 Update SLES OS with the latest online updates through YOU (YAST Online Update).

3634 Snapdrive (any version) is not supported with this configuration.

3714 Using Storage VMotion to migrate a virtual machine with one or more disks may timeout. See VMware Knowledge Base Article# 1010045 (See next Cell) http://kb.vmware.com/kb/1010045

4154 In SLES 11, the multipath -ll command will not show the output.  To overcome this difficulty, update the /etc/multipath.conf file with the below entries
 
defaults
{
user_friendly_names no
}
devices
{
device
{
vendor "NETAPP"
product "LUN"
getuid_callout "/lib/udev/scsi_id -g -u -d /dev/%n"
prio "ontap"
features "1 queue_if_no_path"
hardware_handler "0"
path_grouping_policy group_by_prio
failback immediate
rr_weight uniform
rr_min_io 128
path_checker directio
}
}

4155 In SLES11, "mkinitrd -f mpath" command will not bring the root disk under multipath control.
 
To bring the root disk under mutipath control, recreate the kernel image with the following command,
 
# mkinitrd -f multipath  -- This will bring the root disk under DM-MP multipath control.

4474 ocfs2 filesystem is not supported in SLES11 release.

4475 ocfs2 filesystem is supported with user space heartbeat (Heartbeatv2)

4695 Fujitsu Unified FCoE Target Adapter with Data ONTAP 7.3.2 is not supported

4776 By default, the FCoE Initialization Protocol (FIP) Keep Alive support is disabled in the Fabric OS on Brocade FCoE switches. This happens  because the default value of the Unsolicited Advertisement
Interval is zero seconds.

Fujitsu recommends that you enable FIP Keep Alive support by setting the Unsolicited
Advertisement Interval to eight seconds.

The work around is described in the public report section of BURT 394341.

569/596 Copyright 2021 FUJITSU LIMITED

http://kb.vmware.com/kb/1010045


4815 Hotfixes Q968675, Q970525, Q972797, Q976748,  Q981379, Q2277440, and Q2522766 are required for systems running Windows Server 2008 SP2, and must be obtained directly from Microsoft Product
Support Services at (See next Cell). The Windows Host Utilities installation tool checks for appropriate OS patches and prompts users to update or obtain patches, as required. This list may contain
additional required hotfixes published since the listed WHU. Please verify the hotfixes mentioned here are installed.

http://support.microsoft.com

4816 Hotfixes Q959384, Q950811, Q970525, Q972797,  Q976748 and Q2406705 are required for systems running Windows 2008 RTM (SP1), and must be obtained directly from Microsoft Product Support
Services at (See next Cell)  The Windows Host Utilities installation tool checks for appropriate OS patches and prompts users to update or obtain patches, as required. This list may contain additional
required hotfixes published since the listed WHU. Please verify the hotfixes mentioned here are installed.

http://support.microsoft.com

5024 KVM is supported only on processors which support virtualization technology feature (i.e. Intel-VT or AMD-V).

5025 The Brocade 415, 425, 815, and 825 HBAs can only be used with Brocade FC capable switches running firmware per the appropriate row in the IMT.

5030 Para-virtualized drivers for Windows guest OS are not supported with OVM2.2.0

5056 For release notes and important information on deployment of Brocade HBAs and CNAs with Fujitsu Storage, please ask Fujitsu for additional information.

5058 Hotfix Q981379 (MSDSM), Q979711, Q2520235, Q2522766, Q2528357 and Q2532153 are required for systems running Windows 2008 R2, and must be obtained directly from Microsoft Product Support
Services at (See next Cell).

http://support.microsoft.com

5061 SAN booting is supported only with legacy BIOS systems. SAN booting is not supported with
Extensible Firmware Interface (EFI) based systems.

5062 iSCSI offload is supported only with iSCSI software target using 10GbE NIC(s) in the storage controller.

5063 IPv6 is not supported with iSCSI offload.

5216 Disable Emulex driver parameter lpfc_enable_npiv, for more information refer to BURT: 468229

5277 Host timeout parameters setting for XenServer

Port Down Retry Count = 30
Link Down Timeout = 20
 
Edit the configuration /etc/modprobe.conf file to append the driver parameters

options qla2xxx qlport_down_retry=30

Please refer to Linux host utilities 5.3 document for the procedure.

5279 Please use lun type and igroup type as linux

5287 For RHEL Server 6 32/64 bit, Fujitsu requires kernel v2.6.32-71.18.2.el6 as the minimum supported RHEL maintenance update. Upgrade the host OS with this latest maintenance update before deploying
the configurations listed here.

5349 Brocade and Fujitsu recommend that the fillword to be configured as Mode 3 on 8Gb switches. For detail technical information, please reference to the public report BURT#437811.

5446 Please refer to the following RedHat bugzilla for known issues.

          5566 Hotfix Q2520235, Q2522766, Q2528357, Q2531907, and Q2532153 is required for systems running Windows 2008 R2 SP1, and must be obtained directly from Microsoft Product Support Services at (See
next Cell)

http://support.microsoft.com

5571 Kernel version is : 2.6.18-194.32.1.el5

5574 Kernel version is : 2.6.32-131.0.15.el6
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5579 The Fujitsu Virtual Storage Console (VSC) provides all functionality previously found in the ESX Host Utilities kit. You are required to have VSC installed if you will be using VMware ESXi Virtual Volumes
(VVOLs).
Please ask Fujitsu for additional information.

5614 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.0.0.0_Install_and_Reference_Manual.pdf

5626 Supported kernel version is 2.6.18-274.3.1.el5

5638 Multipath version is : 0.4.7-34.el5_5.6

5639 Multipath version is : 0.4.7-42.el5

5640 Multipath version is : 0.4.9-41.el6

5641 Kernel version is : 2.6.18-238.el5

5642 Supported software versions are:

   k l  2 6 32 27 0 2 25643 Supported software versions are:

5646 Supported software versions are:

o Kernel: 2.6.18-238.12.1.el5
o Multipath: 0.4.7-42.el5_6.3

5647 This configuration is supported only with ALUA

5648 Supported software versions are:

o Kernel: 2.6.32-71.29.1.el6
o Multipath: 0.4.9-31.el6_0.5

5681 Supported software versions are:
 

  5702 The number of NPIV logins supported per port varies based on switch model/type of the FC/FCoE Switch. Switch vendors document their supported limits. In a c-mode target configuration, it is required to
increase the switch wide and per port NPIV limit on switches to avoid FDISC failure due to insufficient login resources. Please consult Brocade's Switch Admin Guide for configuration instruction,
supportability and additional information.

5705 Supported software versions are:
 
o Kernel: 2.6.18-238.27.1.el5
o Multipath: 0.4.7-42.el5_6.2

5747 Supported software versions are:

o Kernel: 2.6.32.21-38xen
5748 Solaris VM is not supported because of BURT:554300.

5777 Supported software versions are:
 
o Kernel: 2.6.32-100.35.1.el6uek
o Multipath packages :
device-mapper-libs-1.02.62-3.el6
device-mapper-event-libs-1.02.62-3.el6
device-mapper-multipath-libs-0.4.9-41.0.1.el6
device-mapper-multipath-0.4.9-41.0.1.el6
device-mapper-1.02.62-3.el6
device-mapper-event-1.02.62-3.el6

5784 Brocade FOS 7.0.1 and later supports connectivity to NOS 2.1.1x and later using FC Routing. Refer to the Brocade NOS 2.1.1x and later, FOS 7.0.1x and later Release Notes and Administration Guide for
additional information.

5808 Supported software versions are:

o Kernel: 2.6.32-220.el6
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5856 SAN Boot is not supported in this configuration if ALUA is enabled.

5871 Supported software versions are:

o kernel: 2.6.32.36-0.5.2
o Multipath: 0.4.8-40.44.1

6129 Supported software versions are:

    6135 For information regarding supported VAAI configurations please ask Fujitsu.

6168 Linux host utilities kit rpm package is not supported on RHEV

6182 Supported software versions are:

  6247 For host configuration settings refer to the Public BURT #630656

6261 Supported software versions are:

o Kernel: 2.6.32-279.el6
o Multipath: 0.4.9-56.el6

6267 In vSphere 5.1, the configuration steps necessary to handle Task Set Full (QFull) conditions have changed.  Please ask Fujitsu for additional information.

6281 Fujitsu strongly recommends setting the "reset_on_attempted_reserve option" in the VMware VMW_ALUA_SATP plugin in order to minimize reservation related disruptions sometimes observed after a
storage fabric or storage controller fault. Please ask Fujitsu for additional information.

6283 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

For more information about Brocade 1860 adapters and AnyIO functionality refer to: (See next Cell) (page 2)

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.1.0.0_Install_and_Reference_Manual.pdf

6285 The Brocade 415, 425, 815, 825, 1860 adapter ports configured as HBA and HP 590647-B21 (Brocade 804) HBA can only be used with Brocade FC capable switches running firmware per the appropriate
row in the IMT.

6633 Provisioning storage repository may fail when using ONTAP 8.1.1 and above. For known workarounds, please refer to bug 657285

6747 Supported software versions are:

o Kernel: 3.0.26-0.7-xen
o Multipath: 0.4.9-0.60.1

6779 The Brocade 1860 adapters can be configured and used for FC or Ethernet/FCoE access at the individual port level using AnyIO functionality provided by Brocade 3.0.0.0 or later releases. FC and FCoE
ports should connect to respective Brocade FC and/or FCoE capable switches running firmware versions as per appropriate IMT row.

http://www.brocade.com/forms/getFile\?p=documents/downloads/HBA/Documentation/Brocade_Adapters_v3
.2.0.0_Install_and_Reference_Manual.pdf

6898 Supported software versions are:

· Kernel: 2.6.32-279.14.1.el6
· RHEV-H version: 20121121.0.el6_3

6911 Supported software versions are:

· Kernel: 2.6.32-220.2.1.el6
· RHEV-H version:6.2-20120119.1.el6_2

6925 clustered Data ONTAP support in SAN environments is available only from Data ONTAP 8.2 onwards.

7076 For host configuration settings refer to the Public BURT #741783
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7084 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
 
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] firmware releases.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, and 7.0.1a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Cisco MDS 95xx are not supported at this time.
 
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
 
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
 
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/en/US/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_2.12.pdf

7112 Below hotfix must be applied to the supported config : XS62ESP1

7116 Supported software versions are:

o Kernel: 3.0.80-0.7.1-default
o Multipath: 0.4.9-0.68.1

7145 Supported software versions are:

 7184 Host configuration settings for Oracle VM 3.2.1 also applies for Oracle VM 3.2.2.Please refer to Oracle VM 3.2.1 section in LHU 6.2 setup guide.
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7203 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] firmware releases.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, and 7.0.1a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Cisco MDS 95xx are not supported at this time.
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/en/US/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2.13.pdf

7257 One or more ESXi 5.0 Host Features are not supported in this configuration including:
Fault Tolerance
High Availability
vMotion
Storage vMotion
DRS
Storage DRS
 
Please see the Host Features column for the list of supported features.

7291 Initiating live Storage vMotion in an ESXi 5.5 SAN cluster might experience failure if the VM contains a RDM device. The failure leads to automatic power-off and service disruption of the VM. Attempts to
power on the affected VM could fail due to the file locking failure. Please ask Fujitsu for further information.

7293 Below mentioned Guest OS Microsoft host clustering options are not supported with ESXi 6.0U1 and below versions for this configuration.
 
Microsoft Cluster Service (MSCS) - Windows 2003
Microsoft Windows Failover Clustering (WFC) - Windows 2008, Windows 2012

To avail Guest OS Microsoft host clustering support with this configuration, please upgrade your host to ESXi 6.0U2 or later
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7487 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release
or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware release 7.0(1)N1(1) is
supported. For Nexus 56128  firmware release 7.0(2)N1(1) is supported.
 
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a,7.2.0a.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater.
 
In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx switch with firmware releases specified above in End-Host Mode section.
 
FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.
 
FCoE ISLs in FC Switching Mode are not supported
 
Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.
 
Cisco UCS End-Host Mode and FC-Switching Mode configurations both support the Fujitsu Unified Target Adapter (Part No X1139A-R6 & X1140A-R6) with Data ONTAP 8.x (7-Mode), or 8.x (7-Mode and
Clustered ONTAP).
 
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2-21.pdf

7568 Supported software versions are:

· Kernel: 2.6.32-431.5.1.el6.x86_64
· RHEV-H version: 20140217.0.el6

7651 Initiating live Storage vMotion in an ESXi 5.5u1 SAN cluster might experience failure if the VM contains a RDM device. The failure leads to automatic power-off and service disruption of the VM. Attempts to
power on the affected VM could fail due to the file locking failure.

           

http://kb.vmware.com/kb/2076124

7652 The Brocade 8000 is not supported with FOS v7.2.0 and later.

7653 FCoE/L2 CEE blade FCOE10-24 is supported at slot 1 position only on DCX 8510-8 with FOS v7.3.0. Supported in the same chassis with FC16-32 and FC8-32E blades only. Not supported with any other
port blades or intelligent blades in the same chassis. Not supported in DCX 8510-4 chassis.

7654 FCoE/L2 CEE blade FCOE10-24 supports up to a max of 4 blades of this type. Not supported in the same chassis with other intelligent blades or the FC8-64 port blade.

7774 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/r_hcl_B_rel2-23.pdf
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7776 Cisco UCS-Mini ONLY supports FC-Switching Mode configurations with 3.0(1c) which is supported by Fujitsu with Data ONTAP 8.x (7-Mode and Clustered ONTAP).
 
In FC-Switching Mode, the following configurations ARE supported:
 - Direct Attach connections to a NetApp controller running iSCSI/FCP (7-mode and cDOT) and FCoE (7-mode only) protocols
 - UCS Fabric Interconnect (FI) Unified Storage Ports with NAS and FCoE protocols mixed

In FC-Switching Mode, the following configurations ARE NOT supported:
 - FC or FCoE connections from the Cisco UCS Fabric Interconnect (FI) to a Brocade FC or FCoE switch
 - FCoE Direct Attach from a Cisco Fabric Interconnect (FI) to a Fujitsu controller running Data ONTAP 8.x cDOT
  
Minimum NX-OS releases for Fibre Channel ISL connections from the UCS Fabric Interconnect (FI) to a Cisco switch:
 - MDS 91xx/95xx: 4.2.1b
 - MDS 97xx- 6.2.1
 - Nexus 5xxx: NX-OS 5.1(3)N2(1b) or later within 5.1(3) releases or 5.2(1)N1(1) or later within 5.2(1) releases or 6.0(2)N1(1) or later within 6.0(2) releases
 - Nexus 5672: NX-OS release 7.0(1)N1(1) or later
 - Nexus 56128 NX-OS release 7.0(2)N1(1) or later
  
For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see: (See next Cell) ). ONLY configurations on Fujitsu's support matrix and Cisco
HCL are supported by Fujitsu.

http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html

7802 Hotfix 2869606 is required for systems running Windows Server 2012 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . Hotfixes 2990170, 2908783, 2822241, and
2845371 are recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7803 Hotfix 2869606 is required for systems running Windows Server 2012 R2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . Hotfixes 2990170, 2845371, 2919355,
and 2919442 are recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7819 Hotfixes 981379, 2522766, 968675, and 2277440 are required for systems running Windows Server 2008 SP2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) .
Hotfix 2990170 is recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7820 Hotfixes 2522766, 2528357, 979711 and 2869606 are required for systems running Windows Server 2008 R2 and must be obtained directly from Microsoft Product Support Services at (See next Cell) . http://support.microsoft.com

7823 Hotfixes 2522766, 2528357, 2908783 and 2869606 are required for systems running Windows Server 2008 R2 SP1 and must be obtained directly from Microsoft Product Support Services at (See next
Cell) . Hotfix 2990170 is recommended and can be obtained from Microsoft Product Support Services as well.

http://support.microsoft.com

7826 Supported software versions are:

    7862 During Fujitsu storage failover, Oracle Solaris MPxIO does not failover to the active path. For further information Impacted OS Versions, available fixes kindly contact Oracle support. Oracle Reference Bug
id:18870240.

7911 When using zoning with more than 64 members per zone there is the chance that some paths will be marked as dead if the FCID changes for a given member. You can run the following command to avoid
this situation - esxcli system module parameters set –p lpfc_nlp_slab_cnt=128 –m lpfc

7983 The Brocade Encryption Switch and FS8-18 blade is not supported with FOS v7.4.0 but will be supported in upcoming FOS v7.4.0x releases.

8047 Applications on Solaris 11Ux guest operating system may fail to write to or read from the RDM storage device during SAN storage controller faults or when LUN database changes (for example, addition or
removal of a logical unit).

This is a known issue affecting VMware ESXi 5.x.

http://kb.vmware.com/selfservice/microsites/search.do\?language=en_US&cmd=displayKC&externalId=2119
775

8086 Solaris Fibre Channel client applications may go offline in MetroCluster configurations with Tie Breaker server, during unplanned switchover events, and during Automatic Switchover events. The
application disruption occurs because the fcp_offline_delay timeout is set to default 20s.

For MetroCluster configurations, customers are advised to modify the fcp_offline_delay timeout to a value between 60 to 120 depending on the customer environment.  Please ask Fujitsu for additional
information.

For Veritas filesystem with Solaris and MetroCluster support, customers are advised to file PVR.

8087 Starting Jan 15th  2019 any new deployment of MetroCluster with AIX host is only be supported under FPVR.  MetroCluster deployments with AIX hosts that happened before this date continue to be
supported without a FPVR.             Veritas DMP hosts on AIX used with MetroCluster always required a FPVR, this continues to be supported only under FPVR
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8102 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-25.pdf

8121 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a NetApp controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-24.pdf
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8201 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-26.pdf

8234 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 6.2.1 or later within 6.2(x) releases (see (See next Cell) for supported firmware versions) or to a Nexus 5xxx
Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases. For
Nexus 5672 firmware release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 3.1(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel3-11.pdf
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8352 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running 4.2.1b or 6.2.1(see (See next Cell) for supported firmware versions) or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or firmware releases.For Nexus 5672 firmware
release 7.0(1)N1(1) is supported. For Nexus 6000 firmware release 6.0(2)N2(1) is supported.

FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1.

FCoE connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.(1(3) releases] or 5.2(1) [5.2(1)N1(1) or later
within 5.2(1) releases] firmware or a Nexus 7000 switch running 6.1(1) or greater. For Nexus 5672 firmware release 7.0(1)N1(1) is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section.

FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported.

Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with 2.2(x). UCS Manager-Based Fibre Channel zoning is supported.
UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see:
http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html ). ONLY configurations on Fujitsu's support matrix and Cisco HCL are supported by Fujitsu.

http://www.cisco.com/c/dam/en/us/td/docs/unified_computing/ucs/interoperability/matrix/b_hcl_B_rel2-27.pdf

8416 RDP Setting with E-Series:

Brocade switches with FOS v7.3.x have the Read Diagnostic Parameters (RDP) disabled by default, and switches with FOS v7.4.x have RDP enabled by default.  Switches upgraded from 7.3.x to 7.4.x will
maintain the value that was previously assigned.

The RDP feature is not supported and must be disabled to avoid potential data loss issues.  To disable RDP, from the switch command line, enter configure and set the RDP polling interval to 0.

Please ask Fujitsu for additional information regarding RDP compatibility.

8418 A datastore on an ESXi host running ONTAP Select might experience a resource busy or lock-not-free condition.
Please ask Fujitsu for additional information.

8464 Requires:
KB3033929 : Starting in January 2016, Microsoft requires that Windows server 2008 R2 drivers must be signed by using SHA-2. For Windows server 2008 R2 and Windows server 2008 R2 SP1, before
updating to this driver version you must install hotfix KB3033929 to allow Windows Server 2008 R2 to recognize SHA-2 signed drivers.
(See next Cell)

https://support.microsoft.com/en-in/kb/3033929

8465 Supported software versions are:

o Kernel: 4.1.12-37.4.1.el6uek
o Multipath: 0.4.9-93.0.1.el6

8467 Supported software versions are:

  8503 Cluster Data ONTAP would be supporting 12 Node cluster  Windows hosts running Server Versions 2008R2 SP1 and previous releases running with MSDSM may BSOD in MSDSM.sys module.
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8509 In UCS End-Host Mode on a UCS 6x00 Fabric Interconnect:
FC connections from a Cisco UCS Fabric Interconnect may be made to a MDS Switch running within 6.2(x),7.3(x),8.1(1x),8.2(1),8.2(2),8.3(X),8.4(1) releases or to a Nexus 5xxx Switch running 5.1(3)
[5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within 5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or 7.0(X)N1(1) or 7.1(X)N1(1) or 7.2(X)N1(1) or
7.3(X)N1(1) firmware releases.
For Nexus 5672 firmware release 7.0(1)N1(1) or greater is supported.
For Nexus 6000 firmware release 6.0(2)N2(1) or greater is supported.
FC connections from the Cisco UCS Fabric Interconnect Switch can be made to a Brocade switch running FOS 6.4.1b, 6.4.2b, 6.4.3b, 7.0.2, 7.0.1b, 7.1.0a, 7.0.1a, 7.1.1 or greater is supported FCoE
connections from the Cisco UCS Fabric Interconnect Switch must connect to a Nexus 5xxx Switch running 5.1(3) [5.1(3)N2(1b) release or later within 5.1(3) releases] or 5.2(1) [5.2(1)N1(1) or later within
5.2(1) releases] or 6.0(2) [6.0(2)N1(1) or later within 6.0(2) releases] or 7.0(X)N1(1) or 7.1(X)N1(1) or 7.2(X)N1(1) or 7.3(X)N1(1) firmware releases Nexus 7000 switch running 6.1(1) or greater.For Nexus
5672 firmware release 7.0(1)N1(1) or greater is supported.

In UCS FC-Switching Mode on a UCS 6x00 Fabric Interconnect:
All FC ISL connections from the Cisco UCS Fabric Interconnect Switch must connect to either a Cisco MDS or Nexus 5xxx, 6000 or 7000 switch with firmware releases specified above in End-Host Mode
section. FCoE connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch are NOT supported. FC ISL connections from the Cisco UCS Fabric Interconnect Switch to a Brocade switch
are NOT supported. Direct Attach FC and FCoE target connections from a Fujitsu controller to a Cisco UCS 6x00 Fabric Interconnect switch are supported with releases mentioned under UCS Firmware.
UCS Manager-Based Fibre Channel zoning is supported. UCS Fabric Interconnect Unified Storage Ports with simultaneous NAS and FCoE access is supported.

For all configurations, please make sure that Cisco supports the configuration as part of their Hardware Compatibility List (see: (See next Cell) ). ONLY configurations on Fujitsu's support matrix and Cisco
HCL are supported by Fujitsu.

http://www.cisco.com/en/US/products/ps10477/prod_technical_reference_list.html

8533 To support 12 Node Cluster Data ONTAP SAN cluster on ONTAP 9.1 , Windows hosts running Server Versions 2012 and 2012 R2 with MSDSM needs to be patched with the following hotfix.

(See next Cell)

https://support.microsoft.com/en-us/kb/3036614

8596 Its been observed that the Hosts running Windows Server 2016 GA , Windows Server GA 2016 with kb3194798 (Cumulative) updates are experiencing  intermittently BSOD's due to an memory corruption
in MPIO.sys module.

8639 There is a path failover MPxIO issue with Solaris 11.3 SRU 11.3.13.4.0 documented by Oracle.
(Bug 24913570 - path failover of MPxIO does not work when primary path is degraded in 11.3.13.4). See Oracle Doc ID 2201386.1 for further information

8727 The use of Microsoft Windows Server Failover Clusters (WSFC) with Windows GOSs (Windows 2008, Windows 2012, Windows 2012R2, Windows 2016 and Windows 2019) using ESXi RDMs is not
supported with this configuration due to known ESXi issues as described in the VMware KB at (See next Cell)

https://kb.vmware.com/selfservice/microsites/search.do\?language=en_US&amp;cmd=displayKC&amp;exter
nalId=2114741

8751 Deprecated Hardware:
The following Brocade devices are no longer supported starting with FOS v7.4.2.
1) Brocade Encryption Switch
2) FS8-18 blade

8765 Deprecated Hardware in NX-OS 8.1(1):
Starting from Cisco MDS NX-OS Release 8.1(1), the following hardware modules are not supported:

- Cisco MDS 9513
- Cisco MDS 9509
- Cisco MDS 9506
- Cisco MDS 9500 Series Supervisor-2A Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 24-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Fibre Channel Switching Module
- Cisco MDS 32-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 48-Port 8-Gbps Advanced Fibre Channel Switching Module
- Cisco MDS 10-Gbps 8-Port FCoE Module
- Cisco MDS 16-Port Storage Services Node (SSN-16)
- Cisco MDS 18/4-Port Multiservice Module (MSM)

8887 For WUHU 7.1 installation below mentioned patches are required and must be obtained directly from Microsoft Product Support Services at (See next Cell). -
Win 2016 - KB3197954
Win 2012 R2 - KB2955164*, KB2990170, KB3036614
Win 2008 R2 SP1 - KB2528357,KB2851144, KB2908783, KB2990170
Win 2008 SP2 - KB2684681, KB2990170, KB968675

NOTE* - Only KB2908783 is required but since it do not have a standalone installer for Win 2012, KB2955164 will suffice the requirement [Refer the link https://support.microsoft.com/en-
us/help/2908783/data-corruption-occurs-on-iscsi-luns-in-windows]

http://support.microsoft.com
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8965 Cisco Nexus firmware has a known issue that can cause an N5K/N6K RSCN not to be sent to zone member when zoning change.

Symptom:
Nexus doesn't send RSCN to connected devices when member in same zone disconnects/connects. You can check whether a Nexus switch sends RSCN or not by running the command "show rscn
statistics vsan #".

Affected Switch Platforms:
Nexus 5500, Nexus 5600 and Nexus 6000 switches

Affected Firmware Releases:
NX-OS versions: 7.1(3)N1(1) to 7.1(3)N1(4)

The issue is fixed in the following releases, and it is strongly recommended that Customers upgrade to either of the NX-OS releases:
7.1(4)N1(1)
7.3(1)N1(1)
7.3(0)N1(1)

For the Nexus N55xx and N56xx switches, the minimum recommended version is 7.1(4)N1(1).

For the new 16G/40G platform switch N5672UP-16G 7.3(1)N1(1) is the minimum recommended version as per the links below:
 
(See next Cell)
https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5500/sw/release/recommended_releases/n5500_recommended_nx-os_releases.html
 
NX-OS 7.1(4)N1(1) and 7.3(1)N1(1) are the minimum recommended releases for the respective platforms as mentioned above.

For more information about this bug, please see the public Bug Search# CSCuw60947:

https://quickview.cloudapps.cisco.com/quickview/bug/CSCuw60947

https://www.cisco.com/c/en/us/td/docs/switches/datacenter/nexus5600/sw/release/recommended_releases/n
5600_recommended_nx-os_releases.html

8973 The PowerShell Toolkit "Invoke-NcSsh" and "Invoke-NaSsh" commands fail. The issue
only occurs in ONTAP 9.3.

8993 Brocade FOS switches may experience port bounce causing traffic disruption either during firmware upgrade to FOS v7.4.2b or during HA warm recovery events such as hafailover and hareboot while
running FOS v7.4.2b.

Affected Products:
Platforms that FOS v7.4.2b supports: Brocade 5100, Brocade 5300, Brocade VA-40FC, Brocade 7800, Brocade 6510, Brocade 6520, Brocade 7840, Brocade DCX, Brocade DCX-4S, Brocade DCX 8510-
4, Brocade DCX 8510-8.

The problem ONLY existed in FOS v7.4.2b, and does not exist in FOS v7.4.2a. There is no workaround for this issue. This problem have been corrected in FOS v7.4.2c release.

Corrective Action:
9021 FC-NVMe:

There is no Linux Unified Host Utilities kit (including sanlun) support for FC-NVMe.
Please ask Fujitsu for additional information.

9022 FC-NVMe:
ONTAP 9.4 does not support path failover for FC-NVMe. Please refer to the 'SAN Configuration Guide' for more details. And accordingly, there is no Multipath support for SLES12 SP3 &amp; RHEL7.6 FC-
NVM   ll9023 FC-NVMe:
The Linux initiator host can serve both FC-NVMe & FC-SCSI traffic through the same FC adapter ports i.e. both protocols can co-exist on the same host.

9048 Metrocluster is not tested and not supported with ESX 6.7 config

9087 No support for Direct Target connectivity for any
protocol to Cisco NPV switch

9118 MetroCluster support for SLES 15.x OS series is not added at this point. For an immediate support, customers are advised to file FPVR

9166 Win 2016
MSDSM configuration:-      Below patches are required for
Win 2016 Server:   ·     KB3197954    ·     KB4077525       Order of Installation:-   1.     Install KB3197954    2.     Install WUHU 7.1    3.     Install KB4077525

9186 Brocade 7810/7840 Distance Extension Switch does not support FC-NVMe devices routing over FCR/FCIP protocol between/across multiple SAN Fabric running currently supported FOS releases.

9204 FC-NVMe:  Supported SLES12 SP3 FC-NVMe software versions are: o Kernel: 4.4.156-94.64.1 , 4.4.176-94.88.1 o nvme-cli: 1.2-6.22.1

9206 FC-NVMe:  Supported RHEL 7.6 FC-NVMe software versions are: o Kernel: 3.10.0-957.el7 , 3.10.0-957.10.1.el7 o nvme-cli: 1.6-1.el7 , 1.6-4.el7_6

9207 FC-NVMe:    There is no Multipath support for below FC-NVMe host OSs:     SLES12 SP3  RHEL7.6  SLES12 SP4  RHEL8.0  RHEL7.7     And given no multipath support here, it is recommended to map a
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9208 FC-NVMe:   It is recommended to install the auto-connect script (nvmefc-connect) package from Broadcom for auto connecting NVMe namespace devices during host bootup, as well as for auto reconnect
of these devices during path toggles. Please refer to the Broadcom website for more details.

9216 Metrocluster is not tested and supported for iSCSI protocol with Windows Server 2019

9299 <span style="font-size:8.5pt;font-family:&quot;Tahoma&quot;,sans-serif;
color:black;background:#DFE8F6">Due to a defect in ESXi 6.7 with LUN properties
such as serial numbers, ONTAP SVMs and datastores containing LUNs may not be
discovered correctly by the Fujitsu Virtual Storage Console.  This defect
is addressed in VMware Patch Release ESXi670-201807401-BG (see  <a href="https://kb.vmware.com/s/article/56542" target="_blank" data-auth="NotApplicable" style="font-variant-ligatures: normal;font-
variant-caps: normal;
orphans: 2;text-align:start;widows: 2;-webkit-text-stroke-width: 0px;
word-spacing:0px"><span style="color:black;text-decoration:none;text-underline:
none">https://kb.vmware.com/s/article/56542  <span style="font-variant-ligatures: normal;
font-variant-caps: normal;orphans: 2;text-align:start;widows: 2;-webkit-text-stroke-width: 0px;
text-decoration-style: initial;text-decoration-color: initial;float:none;
word-spacing:0px"> for details).  Applying the patch, upgrading to
ESXi 6.7 EP 02a (build number 9214924) or later, or upgrading to ESXi 6.7
Update 1 or later will resolve the issue.

9359 FC-NVMe:       Supported SLES12 SP4 FC-NVMe software versions are:      o Kernel: 4.12.14-95.13.1      o nvme-cli: 1.5-3.3.1

9397 FC-NVMe     Supported RHEL 8.0 FC-NVMe software versions are:       o Kernel: 4.18.0-80.el8  o nvme-cli: 1.6-2.el8

9469 FC-NVMe: Supported RHEL 7.7 FC-NVMe software versions are: o Kernel:  3.10.0-1062.el7  o nvme-cli: 1.8.1-3.el7

9481 DiskMAXIOSize should be set to 1 MB for ESXi systems    Use the below command to set this       esxcli system settings advanced set -o "/Disk/DiskMaxIOSize" --int-value 1024      Use the below
command to verify the settings       esxcli system settings advanced list -o "/Disk/DiskMaxIOSize"

9492 FC-NVMe:  Supported RHEL8.1 FC-NVMe software versions are: o Kernel: 4.18.0-147.el8    o nvme-cli: 1.8.1-3.el8

9504 Fujitsu LUNs report a different block size in the primary domain versus a guest domain using NPIV, even after adding device specific properties to ssd-config-list in /etc/driver/drv/ssd.conf file (The
configurations that gets modified as per running host_config on guest NPIV domains). The reason is a vHBA isn't considered a Fibre Channel HBA, thus the devices are binding to the sd driver, not the ssd
driver.     Solution:  While using NPIV guest domains, move /etc/driver/drv/ssd.conf to /etc/driver/drv/sd.conf and change ssd-config-list to sd-config-list, then it should work.  For more information, please
refer Doc ID 2545456.1 ( (See next Cell) )

https://support.oracle.com/epmos/faces/DocumentDisplay\?_afrLoop=522392003479006&amp;id=2545456.1
&amp;_adf.ctrl-state=zhoyhwri6_62

9507 FC-NVMe: Supported SLES15 SP1 FC-NVMe software versions are: Kernel: 4.12.14-197.26 Nvme-cli: 1.8.1-6.9.1

9508 FC-NVMe: Supported SLES15 SP1 FC-NVMe software versions are:  Kernel:4.12.14-150.27.1  Nvme-cli: 1.5-7.19.1

9691

ONTAP SnapMirror Business Continuity(SMBC) Feature support started with ONTAP 9.8.   Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.      Following OS
platform support are qualified with ONTAP SMBC feature:   a. Microsoft Windows 2019, Windows 2016, Windows 2012R2.
b. RHEL 6.x, RHEL 7.x, RHEL 8.x.
c. CentOS 6.x, CentOS 7.x, CentOS 8.x.
d. ESXi 6.x, ESXi 7.x.
e. OL 6.x, OL 7.x, OL 8.x with RHCK &amp; UEK kernel support.
f. SLES 12.x and SLES 15.x.

Notes:
a. OS Platforms not specified in above list, are not supported with ONTAP SMBC feature.
b. UNIX (AIX/HPUX/Solaris) Platforms are not supported with ONTAP SMBC feature.
c. Following Host feature support are not covered with ONTAP SMBC:
 1.   SCSI-2 Reserve/Release (Used by ESXi shared datastores with legacy VMFS versions, etc.)
 2.   SCSI-3 Persistent Reservations (Used by Windows Failover Clusters, etc.)
 3.   NVMe/FC Protocol.
 4.     ESXi VVol support.
 5.     NetApp ONTAP DSM Multipath support for Windows.
 6.     Veritas Storage Foundation, Infoscale &amp; its associated products (HA,VxVM,VxDMP etc)

Protocols supported:  FC/FCoE/iSCSI
9574 Currently Windows Failover Clustering(WFC) is not supported for Windows NVMe/FC, since ONTAP does not support Persistent Reservations with NVMe/FC.

9574 Windows Failover Clustering (WFC) is not currently supported on Windows NVMe / FC because ONTAP does not support Persistent Reservations on NVMe / FC.

9621 NVMe / FC: The supported RHEL 8.2 NVMe / FC software versions are: Kernel: 4.18 .0-193.el 8 nvme-cli: 1.9-5.el 8 582/596 Copyright 2021 FUJITSU LIMITED
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9624 FC-NVMe: The supported RHEL 7.8 FC-NVMe software versions are: Kernel: 3.10 .0-1127.el 7 o nvme-cli: 1.8 .1-3.el 7

9625 FC-NVMe: The supported SLES 12 SP 5 FC-NVMe software versions are: Kernel: 4.12 .14-122.20 o nvme-cli: 1.8 .1-1.16

9654 NVMe / FC: The supported SLES 15 SP 2 NVMe / FC software versions are: Kernel: 5.3 .18-24.9, 5.3 .18-24.15, 5.3 .18-24.37, 5.3 .18-24.46 Nvme-cli: 1.10-2.38, nvme-cli-1.10-4.3 .1

9739 NVMe / FC: The supported RHEL 8.3 NVMe / FC software versions are: Kernel: 4.18 .0-240.el 8 nvme-cli: 1.12-2.el 8

9760 NVMe / FC: The supported SLES 15 SP 2 NVMe / FC software versions are: Kernel: 5.3 .18-24.37, 5.3 .18-24.46 nvme-cli: 1.10-4.3 .1

9763 FC-NVMe: The supported RHEL 7.9 FC-NVMe software versions are: Kernel: 3.10 .0-1160.el 7 o nvme-cli: 1.8 .1-3.el 7

9769 Currently, MetroCluster support for OL 8.x (UEK) has not been added. It is recommended that the customer submit an FPVR for immediate support.

9786 Currently,MetroCluster support for Citrix Hypervisor/Xenserver has not been added. It is recommended that the customer submit an FPVR for immediate support.

10337
NetApp will provide support till IBM's End of Service Pack Support (EoSPS) for the respective AIX/VIOS OS. Refer to IBM's Product Lifecycle Matrix page at  (See next Cell) and
https://www.ibm.com/support/pages/powervm-vios-lifecycle-information for details https://www.ibm.com/support/pages/aix-support-lifecycle-information

10338 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the AIX platforms.

10339 NetApp will provide support till Oracle's End of Extended Support for the respective Solaris OS. Refer to Product Lifecycle Matrix page at (See next Cell) for details https://www.oracle.com/us/support/library/lifetime-support-hardware-301321.pdf

10340 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Solaris platforms.

10341
NetApp will provide support till HPE's End of Support for the respective HP-UX OS. Refer to HPE's Product Lifecycle page at (See next Cell) and https://www.hpe.com/psnow/doc/4AA4-
7673ENW?jumpid=in_lit-psnow-red for details https://www.hpe.com/global/softwarereleases/releases-media2/HPEredesign/pages/overview.html

10342 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Linux platforms.

10344
For the required Hot Fixes, Known Issues and Limitation,Refer San Host Documentation for respective Windows OS.  For the windows host recommended settings refer Windows Host Utilities
Documentation.

10346 With AIX 7.2 TL5 and later, NetApp supports rw_timeout=300 for iSCSI vSCSI disk. For changing vSCSI disk rw_timeout please check IBM documentation.

10347
For Host Recommended settings, known problems and limitations, refer ONTAP SAN Host documentation.   NetApp supports Host Operating System (OS) versions (TL and SP releases) that are officially
supported by IBM  NetApp will discontinue testing and inclusion of vendor end-of-support configurations in our IMT. The end-of-support components will be marked as EOVS in IMT and the corresponding https://www.ibm.com/support/pages/aix-support-lifecycle-information

10351
AIX system will experience I/O failure for vSCSI and NPIV hdisks with default rw_timeout values.  For any I/O operation if the rw_timeout value is set to default(i.e. not equal to 120s) then AIX system will
experience I/O failure for vSCSI and NPIV disks.  NetApp recommends changing the rw_timeout value to 120s. Refer KB article for more details  Command to change rw_timeout value is "chdev -l

10352
NetApp LUNs report a different block size in the primary domain versus a guest domain using NPIV, even after adding device specific properties to ssd-config-list in /etc/driver/drv/ssd.conf file (The
configurations that gets modified as per running host_config on guest NPIV domains). The reason is a vHBA isn't considered a Fibre Channel HBA, thus the devices are binding to the sd driver, not the ssd

10353
Unlike Solaris 11.3 or lower Solaris 11, the FC driver binding is changed from ssd to sd for Solaris 11.4.   Hence you need to move configuration that you have in ssd.conf to sd.conf. Note -  Create and edit
sd.conf in /etc/driver/drv, not in /kernel/drv.   Refer Doc ID 2595926.1 or NetApp KB Article "Solaris Host recommendation for Supporting HUK 6.2" for detailed information

10357 NVMe/FC is supported with Cisco VIC cards. Support started from the below driver/firmware version: Cisco VIC: 1340/1440/1380/1340,   Driver: 2.0.0.59, Firmware: 4.1(3) for RHEL 8.x

10230 OpenVMS support is limited to basic LUN connectivity and non disruptive ONTAP operations.

10363 NVMe-oF with ONTAP SnapMirror Business Continuity(SM-BC) is not supported.

10367
AIX NVMe/FC has known issues which are reported under below burts:      - 1546017: AIX NVMe/FC caps ANA transition timeout at 60sec, instead of 120sec as advertised by ONTAP      - 1541386: AIX
NVMe/FC hits I/O error after ANA transition timeout expiry      - 1553249: Host I/O error occurs on NVMe/FC AIX during Unplanned Metrocluster Operations      - 1536439: AIX NVMe/FC rescan results in

10369
VMware vSphere Metro Storage Cluster (vMSC) with NetApp Metrocluster configuration (MCC) is supoported.  For more details, please refer to (See next Cell)  NVMe/TCP with NetApp Metrocluster
Solution (MCC) is not supported. https://kb.vmware.com/s/article/2031038

10370 Feature PVR is required for AIX with MCC

10371 Feature PVR is required for VIOS with MCC

10372 Refer to KB article titled "Solaris host support considerations in a MetroCluster configuration" to set Solaris OS parameter values to support MCC environment.

10379 SnapMirror Business Continuity (SM-BC) support for Red Hat Enterprise Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10380 SnapMirror Business Continuity (SM-BC) support for SUSE Linux Enterprise Server starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10381 SnapMirror Business Continuity (SM-BC) support for Oracle Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10382 All SAN Array (ASA) support for SUSE Linux Enterprise Server starts from ONTAP 9.7.

10383 All SAN Array (ASA) support for Oracle Linux starts from ONTAP 9.7.

10384 NetApp will provide support till Red Hat Enterprise Linux's End of Support for the respective RHEL OS. Refer to EUS Product Lifecycle page at (See next Cell)  for more details https://access.redhat.com/support/policy/updates/errata

10385
NetApp will provide support till SUSE Linux Enterprise Server's End of Support for the respective SLES OS. Refer to SUSE Linux Enterprise Server Product Lifecycle page at (See next Cell) dates as
determined by the vendor. https://www.suse.com/lifecycle

10386 NetApp will provide support till Canonical's End of  Support for the respective Ubuntu OS. Please visit the Product Lifecycle page at (See next Cell) for details. https://ubuntu.com/about/release-cycle

10387
NetApp will provide support till Oracle's End of extended support for the respective Oracle Linux OS. End of extended support at (See next Cell) and https://www.oracle.com/a/ocom/docs/enterprise-linux-
support-policies-069172.pdf for details https://www.oracle.com/a/ocom/docs/elsp-lifetime-069338.pdf

10388 NetApp will provide support till Citrix's End of Life for the respective Citrix Xenserver OS. Refer to Citrix's Product Lifecycle page at (See next Cell) and https://www.citrix.com/support/product-lifecycle/ https://www.citrix.com/support/product-lifecycle/product-matrix.html

10389
NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the  SUSE Linux Enterprise
Server  platforms.

10390 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Oracle Linux platforms.

10391 NetApp supports all the Guest Operation System (GOS) supported by their respective     SUSE Linux Enterprise Server     KVM Virtualization add-on.

10392 Veritas Infoscale Storage Suite (VxVM,VxDMP,VxFS) and its associated Host Clustering solutions are supported, as per the Veritas HCL listed platforms - (See next Cell). https://sort.veritas.com/productlookup

10393 All SAN Array (ASA) support for Citrix Hypervisor starts from ONTAP 9.8.

10266 ONTAP does not support Persistent Reservations for NVMe-oF. Hence host cluster solution with NVMe Persistent Reservation is not supported.

10394 All SAN Array (ASA) support for CentOS starts from ONTAP 9.7.
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10395 All SAN Array (ASA) support for Veritas Storage Foundation 7.4.x, InfoScale 8.x starts from ONTAP 9.7.

10399 NetApp will provide support till Veritas's End of Support Life (EOSL) for the respective Storage Foundation &amp; InfoScale versions. Refer to Veritas's Product Lifecycle page at (See next Cell) for details https://www.veritas.com/content/support/en_US/eosl

10271
Support for NetApp iSCSI LUNs presented directly to a Guest Operating System (GOS) should be validated against the IMT treating the GOS as a standard host OS running on a physical server. In this
case, the GOS owns and manages both the filesystem and the TCP/IP connection to the NetApp controllers. The overall behavior of the NetApp storage resources is not affected by the Hyper-V

10272
Support for NetApp storage presented directly to a Guest Operating System (GOS) using an Hyper-V pass-through LUN must be validated against the NetApp IMT in two steps here, because two operating
systems are involved with the storage connectivity in this case - the GOS and the Hyper-V hypervisor. First, the GOS must be validated as a standard host OS running on a physical server. This ensures

10400 Ubuntu Server is not supported with ONTAP SnapMirror Business Continuity(SM-BC). Feature PVR is required to support Ubuntu Server with SM-BC.

10403 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM )

10404 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM / Power)

10405 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM)

10406 FabricPool is not supported with OpenVMS configuration

10407 NetApp Metrocluster Solution (MCC) is not supported with OpenVMS.

10408 All SAN Array (ASA) is not supported with OpenVMS.

10409 SnapMirror Business Continuity (SM-BC) is not supported with OpenVMS.

10410 Host Platform / Server / Architecture      NetApp supports all industry standard Rack and Blade Servers (Itanium)

10411 NetApp supports both vSCSI and NPIV (VFCs) configuration.

10412 NetApp MetroCluster FC and MetroCluster IP solution supports the frontend host protocols

10420
NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp recommends using the latest
Driver/Firmware that is listed in the VMware Compatability Guide(VCG). (See next Cell) https://www.vmware.com/resources/compatibility/search.php\?deviceCategory=io

10293
OracleASM: Oracle ASM is a lightweight combined volume manager and filesystem. NetApp supports the use of ASM with SAN connectivity where the configuration is generally supported by Oracle and
conforms to all Oracle configuration requirements.     Oracle RAC:  NetApp supports the use of SAN resources under the control of Oracle RAC. Support will be offered where the configuration conforms to

10294 NetApp supports all industry standard Ethernet adapters (NIC/CNA)

10299 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC / ARM / Power / Itanium)

10300 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Power)

10301 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC)

10302 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (PA-RISC / Itanium)

10303 NetApp Supports industry standard Host OS Multipath, Host OS Filesystems, Host OS Clustering and Host OS Volume Manager supported by the OS Vendor.

10304 For NetApp SAN Host OS configuration settings &amp; known issues refer to ONTAP SAN Host documentation - (See next Cell) https://docs.netapp.com/us-en/ontap-sanhost

10432 Use of KVM Virtualization with their respective RHEL Release is supported.

10305 NetApp supports all RC, GA and patch releases of ONTAP versions listed here unless mentioned otherwise.

10433 Use of KVM Virtualization with their respective Oracle Linux Release is supported

10434 Use of KVM Virtualization with their respective CentOS Releases is supported.

10307
NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp supports all the HBA/CNA driver and
firmware versions that are officially supported by their respective vendors. NetApp recommends using the latest Driver/Firmware that are listed in the HBA vendor site.     To verify HBA https://docs.broadcom.com/doc/discontinued-emulex-branded-products

10435 Use of KVM Virtualization with their respective Ubuntu Release is supported.

10308 SAN boot is supported if it is supported by the HBA, OS and server vendors.

10436 Feature PVR is required for KVM Virtualization support with their respective SUSE Release.

10310
NetApp supports IBM OEM Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom and Marvell.  To verify HBA model/driver/firmware supportability, refer IBM Fixcentral at (See
next Cell) https://www.ibm.com/support/fixcentral

10337
NetApp will provide support till IBM's End of Service Pack Support (EoSPS) for the respective AIX/VIOS OS. Refer to IBM's Product Lifecycle Matrix page at  (See next Cell) and
https://www.ibm.com/support/pages/powervm-vios-lifecycle-information for details https://www.ibm.com/support/pages/aix-support-lifecycle-information

10338 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the AIX platforms.

10339 NetApp will provide support till Oracle's End of Extended Support for the respective Solaris OS. Refer to Product Lifecycle Matrix page at (See next Cell) for details https://www.oracle.com/us/support/library/lifetime-support-hardware-301321.pdf

10340 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Solaris platforms.

10469 IBM SVC interoperability with ONTAP is owned by IBM, and not NetApp. So please reach out to IBM for any support related queries on the same.

10341
NetApp will provide support till HPE's End of Support for the respective HP-UX OS. Refer to HPE's Product Lifecycle page at (See next Cell) and https://www.hpe.com/psnow/doc/4AA4-
7673ENW?jumpid=in_lit-psnow-red for details https://www.hpe.com/global/softwarereleases/releases-media2/HPEredesign/pages/overview.html

10342 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Linux platforms.

10344
For the required Hot Fixes, Known Issues and Limitation,Refer San Host Documentation for respective Windows OS.  For the windows host recommended settings refer Windows Host Utilities
Documentation.

10346 With AIX 7.2 TL5 and later, NetApp supports rw_timeout=300 for iSCSI vSCSI disk. For changing vSCSI disk rw_timeout please check IBM documentation.

10347

For Host Recommended settings, known problems and limitations, refer ONTAP SAN Host documentation.   NetApp supports Host Operating System (OS) versions (TL and SP releases) that are officially
supported by IBM  NetApp will discontinue testing and inclusion of vendor end-of-support configurations in our IMT. The end-of-support components will be marked as EOVS in IMT and the corresponding
configuration will no longer be updated  in IMT. IBM updates End of Service Pack Support (EoSPS) at (See next Cell) and  https://www.ibm.com/support/pages/powervm-vios-lifecycle-information https://www.ibm.com/support/pages/aix-support-lifecycle-information

10351

AIX system will experience I/O failure for vSCSI and NPIV hdisks with default rw_timeout values.  For any I/O operation if the rw_timeout value is set to default(i.e. not equal to 120s) then AIX system will
experience I/O failure for vSCSI and NPIV disks.  NetApp recommends changing the rw_timeout value to 120s. Refer KB article for more details  Command to change rw_timeout value is "chdev -l
&lt;hdisk_name&gt; -a rw_timeout=120 -P"
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10352

NetApp LUNs report a different block size in the primary domain versus a guest domain using NPIV, even after adding device specific properties to ssd-config-list in /etc/driver/drv/ssd.conf file (The
configurations that gets modified as per running host_config on guest NPIV domains). The reason is a vHBA isn't considered a Fibre Channel HBA, thus the devices are binding to the sd driver, not the ssd
driver.       Solution:  While using NPIV guest domains, move /etc/driver/drv/ssd.conf to /etc/driver/drv/sd.conf and change ssd-config-list to sd-config-list, then it should work.  For more information, please

10353
Unlike Solaris 11.3 or lower Solaris 11, the FC driver binding is changed from ssd to sd for Solaris 11.4.   Hence you need to move configuration that you have in ssd.conf to sd.conf. Note -  Create and edit
sd.conf in /etc/driver/drv, not in /kernel/drv.   Refer Doc ID 2595926.1 or NetApp KB Article "Solaris Host recommendation for Supporting HUK 6.2" for detailed information

10357 NVMe/FC is supported with Cisco VIC cards. Support started from the below driver/firmware version: Cisco VIC: 1340/1440/1380/1340,   Driver: 2.0.0.59, Firmware: 4.1(3) for RHEL 8.x

10230 OpenVMS support is limited to basic LUN connectivity and non disruptive ONTAP operations.

10363 NVMe-oF with ONTAP SnapMirror Business Continuity(SM-BC) is not supported.

10367

AIX NVMe/FC has known issues which are reported under below burts:      - 1546017: AIX NVMe/FC caps ANA transition timeout at 60sec, instead of 120sec as advertised by ONTAP      - 1541386: AIX
NVMe/FC hits I/O error after ANA transition timeout expiry      - 1553249: Host I/O error occurs on NVMe/FC AIX during Unplanned Metrocluster Operations      - 1536439: AIX NVMe/FC rescan results in
redundant controllers during LIF toggles      - 1541380: AIX NVMe/FC waits for half/full ANATT to expire before resuming I/O after ANA AEN         Refer NVMe/FC Host Configuration for AIX with ONTAP
for additional details: (https://docs.netapp.com/us-en/ontap-sanhost/nvme_aix.html)

10369
VMware vSphere Metro Storage Cluster (vMSC) with NetApp Metrocluster configuration (MCC) is supoported.  For more details, please refer to (See next Cell)  NVMe/TCP with NetApp Metrocluster
Solution (MCC) is not supported. https://kb.vmware.com/s/article/2031038

10370 Feature PVR is required for AIX with MCC

10371 Feature PVR is required for VIOS with MCC

10372 Refer to KB article titled "Solaris host support considerations in a MetroCluster configuration" to set Solaris OS parameter values to support MCC environment.

10379 SnapMirror Business Continuity (SM-BC) support for Red Hat Enterprise Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10380 SnapMirror Business Continuity (SM-BC) support for SUSE Linux Enterprise Server starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10381 SnapMirror Business Continuity (SM-BC) support for Oracle Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10382 All SAN Array (ASA) support for SUSE Linux Enterprise Server starts from ONTAP 9.7.

10383 All SAN Array (ASA) support for Oracle Linux starts from ONTAP 9.7.

10384 NetApp will provide support till Red Hat Enterprise Linux's End of Support for the respective RHEL OS. Refer to EUS Product Lifecycle page at (See next Cell)  for more details https://access.redhat.com/support/policy/updates/errata

10385
NetApp will provide support till SUSE Linux Enterprise Server's End of Support for the respective SLES OS. Refer to SUSE Linux Enterprise Server Product Lifecycle page at (See next Cell) dates as
determined by the vendor. https://www.suse.com/lifecycle

10386 NetApp will provide support till Canonical's End of  Support for the respective Ubuntu OS. Please visit the Product Lifecycle page at (See next Cell) for details. https://ubuntu.com/about/release-cycle

10387
NetApp will provide support till Oracle's End of extended support for the respective Oracle Linux OS. End of extended support at (See next Cell) and https://www.oracle.com/a/ocom/docs/enterprise-linux-
support-policies-069172.pdf for details https://www.oracle.com/a/ocom/docs/elsp-lifetime-069338.pdf

10388 NetApp will provide support till Citrix's End of Life for the respective Citrix Xenserver OS. Refer to Citrix's Product Lifecycle page at (See next Cell) and https://www.citrix.com/support/product-lifecycle/ https://www.citrix.com/support/product-lifecycle/product-matrix.html

10389
NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the  SUSE Linux Enterprise
Server  platforms.

10390 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Oracle Linux platforms.

10391 NetApp supports all the Guest Operation System (GOS) supported by their respective     SUSE Linux Enterprise Server     KVM Virtualization add-on.

10392 Veritas Infoscale Storage Suite (VxVM,VxDMP,VxFS) and its associated Host Clustering solutions are supported, as per the Veritas HCL listed platforms - (See next Cell). https://sort.veritas.com/productlookup

10393 All SAN Array (ASA) support for Citrix Hypervisor starts from ONTAP 9.8.

10266 ONTAP does not support Persistent Reservations for NVMe-oF. Hence host cluster solution with NVMe Persistent Reservation is not supported.

10394 All SAN Array (ASA) support for CentOS starts from ONTAP 9.7.

10395 All SAN Array (ASA) support for Veritas Storage Foundation 7.4.x, InfoScale 8.x starts from ONTAP 9.7.

10399 NetApp will provide support till Veritas's End of Support Life (EOSL) for the respective Storage Foundation &amp; InfoScale versions. Refer to Veritas's Product Lifecycle page at (See next Cell) for details https://www.veritas.com/content/support/en_US/eosl

10271

Support for NetApp iSCSI LUNs presented directly to a Guest Operating System (GOS) should be validated against the IMT treating the GOS as a standard host OS running on a physical server. In this
case, the GOS owns and manages both the filesystem and the TCP/IP connection to the NetApp controllers. The overall behavior of the NetApp storage resources is not affected by the Hyper-V
hypervirsor here, so the GOS may be treated as a standard host OS running on a physical server. The Hyper-V hypervisor only provides a virtual IP network interface, and NetApp generally supports IP
infrastructures without a need for specific switch or NIC support and its management of the NetApp storage resources is independent of the Hyper-V hypervisor. So you need not validate the specific
Hyper-V configuration against the NetApp IMT in this case, but the GOS must still be listed as supported in the Microsoft Hyper-V GOS support matrix.

10400 Ubuntu Server is not supported with ONTAP SnapMirror Business Continuity(SM-BC). Feature PVR is required to support Ubuntu Server with SM-BC.

10272

Support for NetApp storage presented directly to a Guest Operating System (GOS) using an Hyper-V pass-through LUN must be validated against the NetApp IMT in two steps here, because two operating
systems are involved with the storage connectivity in this case - the GOS and the Hyper-V hypervisor. First, the GOS must be validated as a standard host OS running on a physical server. This ensures
the GOS can correctly use the Hyper-V pass-through NetApp LUN as if it was running on a physical server. Second, the Hyper-V hypervisor must be validated against the NetApp IMT, as it is responsible
for maintaining the FC/iSCSI protocol connectivity to the NetApp LUN. In addition, the GOS must also be listed as supported in the Microsoft Hyper-V GOS support matrix, and must adhere to all Hyper-V

10403 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM )

10404 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM / Power)

10405 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM)

10406 FabricPool is not supported with OpenVMS configuration

10407 NetApp Metrocluster Solution (MCC) is not supported with OpenVMS.

10408 All SAN Array (ASA) is not supported with OpenVMS.

10409 SnapMirror Business Continuity (SM-BC) is not supported with OpenVMS.

10410 Host Platform / Server / Architecture      NetApp supports all industry standard Rack and Blade Servers (Itanium) 585/596 Copyright 2021 FUJITSU LIMITED
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10411 NetApp supports both vSCSI and NPIV (VFCs) configuration.

10412 NetApp MetroCluster FC and MetroCluster IP solution supports the frontend host protocols

10420
NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp recommends using the latest
Driver/Firmware that is listed in the VMware Compatability Guide(VCG). (See next Cell) https://www.vmware.com/resources/compatibility/search.php\?deviceCategory=io

10293

OracleASM: Oracle ASM is a lightweight combined volume manager and filesystem. NetApp supports the use of ASM with SAN connectivity where the configuration is generally supported by Oracle and
conforms to all Oracle configuration requirements.     Oracle RAC:  NetApp supports the use of SAN resources under the control of Oracle RAC. Support will be offered where the configuration conforms to
all Oracle requirements.  Support for Oracle ASM and Oracle RAC is limited to issues arising from SAN connectivity itself. Customers seeking assistance with the configuration and management of Oracle
RAC should contact Oracle or NetApp Professional Services. When a support issue cannot be clearly linked to a problem with connectivity to NetApp hardware and software, the NetApp support center
may require the customer to open a case with Oracle or the OS vendor in order to provide additional analysis.

10294 NetApp supports all industry standard Ethernet adapters (NIC/CNA)

10299 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC / ARM / Power / Itanium)

10300 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Power)

10301 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC)

10302 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (PA-RISC / Itanium)

10303 NetApp Supports industry standard Host OS Multipath, Host OS Filesystems, Host OS Clustering and Host OS Volume Manager supported by the OS Vendor.

10304 For NetApp SAN Host OS configuration settings &amp; known issues refer to ONTAP SAN Host documentation - (See next Cell) https://docs.netapp.com/us-en/ontap-sanhost

10432 Use of KVM Virtualization with their respective RHEL Release is supported.

10305 NetApp supports all RC, GA and patch releases of ONTAP versions listed here unless mentioned otherwise.

10433 Use of KVM Virtualization with their respective Oracle Linux Release is supported

10434 Use of KVM Virtualization with their respective CentOS Releases is supported.

10307

NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp supports all the HBA/CNA driver and
firmware versions that are officially supported by their respective vendors. NetApp recommends using the latest Driver/Firmware that are listed in the HBA vendor site.     To verify HBA
model/driver/firmware supportability, refer the respective vendor documentation  Please work with respective vendor if you encounter any difficulties in accessing the provided link.     Broadcom: (See next
Cell) ,                    https://www.broadcom.com/support/emulex     Marvell: https://www.marvell.com/content/dam/marvell/en/drivers/release-matrix/release-matrix-qlogic-fc-sw-posting-by-release-matrix.pdf
Cisco: https://www.cisco.com/c/en/us/products/eos-eol-listing.html, https://ucshcltool.cloudapps.cisco.com/public/ https://docs.broadcom.com/doc/discontinued-emulex-branded-products

10435 Use of KVM Virtualization with their respective Ubuntu Release is supported.

10308 SAN boot is supported if it is supported by the HBA, OS and server vendors.

10436 Use of KVM Virtualization with their respective SuSE Release is supported.

10310
NetApp supports IBM OEM Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom and Marvell.  To verify HBA model/driver/firmware supportability, refer IBM Fixcentral at (See
next Cell) https://www.ibm.com/support/fixcentral

10439

SCSI-3 Persistent Reservation (PR) is supported on Windows Failover Clustering with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.      Windows Failover Cluster
(SCSI-3 PR) on vSphere ESXi GOS is supported with with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.      Hyper-V Cluster configured on Windows Failover Cluster
with SCSI-3 PR  is supported with with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.     Other host cluster solutions using SCSI-3 PR across other Operating
Systems are not supported.

10311

NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp supports all the HBA/CNA driver and
firmware versions that are officially supported by their respective vendors. NetApp recommends using the latest Driver/Firmware that are listed in the HBA vendor site.  To verify HBA model/driver/firmware
supportability, refer the respective vendor documentation  Please work with respective vendor if you encounter any difficulties in accessing the provided link.  Broadcom:  (See next Cell) ,
https://www.broadcom.com/support/emulex  Marvell: https://www.marvell.com/content/dam/marvell/en/drivers/release-matrix/release-matrix-qlogic-fc-sw-posting-by-release-matrix.pdf  Cisco:
https://www.cisco.com/c/en/us/products/eos-eol-listing.html, https://ucshcltool.cloudapps.cisco.com/public/  Oracle: https://support.oracle.com/portal/ https://docs.broadcom.com/doc/discontinued-emulex-branded-products

10312
NetApp supports HPE OEM Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom and Marvell.  To verify HBA model/driver/firmware supportability, refer HPE HBA's
compatibility matrix

10313 Veritas Infoscale Storage Suite (VxVM,VxDMP,VxFS) and its associated Host Clustering solutions are not supported with ONTAP SnapMirror Business Continuity (SM-BC)

10314 SnapMirror Business Continuity (SM-BC) support for Windows starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature

10315 SCSI-3 Persistent Reservation for host clustering is not supported with SnapMirror Business Continuity (SM-BC)

10316 ONTAP SnapMirror Business Continuity (SM-BC) with NVMe-oF is not supported.

10317 Citrix Hypervisor is not supported with ONTAP SnapMirror Business Continuity(SM-BC). Feature PVR is required to support Citrix Hypervisor with SM-BC

10318 SnapMirror Business Continuity (SM-BC) support for ESXi OS starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature

10319 VMware Virtual Volumes(vVols) is not supported with SnapMirror Business Continuity (SM-BC)

10320 GOS clustering support with SCSI-3 Persistent Reservation feature is not supported with SnapMirror Business Continuity (SM-BC)

10321 VMware vSphere Metro Storage Cluster (vMSC) with SnapMirror Business Continuity (SM-BC) is supported. For more details, please refer to (See next Cell) https://kb.vmware.com/s/article/83370

10322
SnapMirror Business Continuity (SM-BC) support for AIX starts from ONTAP 9.11.1. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature  For known
Issues/Limitations on Operating Systems with SM-BC solution, refer KB article â		How to configure an AIX host for SnapMirror Business Continuity (SM-BC)â		 to change AIX OS setting

10323
SnapMirror Business Continuity (SM-BC) support for Solaris starts from ONTAP 9.9.1. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature  Refer KB article â		Solaris
Host support recommended settings in SnapMirror Business Continuity (SM-BC) configurationâ		 to change the Solaris OS setting so that Solaris host can survive Failover events.

10324
SnapMirror Business Continuity (SM-BC) support for HP-UX starts from ONTAP 9.10.1. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature  HP-UX OS can
experience instance for IO resumption beyond 120s during SnapMirror Business Continuity (SM-BC) Isolated Master AUFO event

10325 All SAN Array (ASA) support for Windows starts from ONTAP 9.7

10326 All SAN Array (ASA) support for Red Hat Enterprise Linux starts from ONTAP 9.7.

10327 All SAN Array (ASA) support for ESX starts from ONTAP 9.7

10328 All SAN Array (ASA) support for AIX starts from ONTAP 9.8
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10329 All SAN Array (ASA) support for Solaris starts from ONTAP 9.8

10331 Fabric Pool is supported with this Configuration.

10332 NetApp will provide support till Microsoft's End of Extended Support for the respective Windows OS. Refer to Microsoft's Product Lifecycle page at (See next Cell) for more details https://learn.microsoft.com/en-us/lifecycle/overview/product-end-of-support-overview/

10334 NetApp will provide support till VMware's End of General Support for the respective ESXi OS. Refer to VMware's Product Lifecycle page at  https://lifecycle.vmware.com/#/ for details

10335
NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Red Hat Enterprise Linux
platforms.

10336 NetApp supports all the Guest Operation System (GOS) supported by their respective Red Hat Enterprise Linux KVM Virtualization add-on.

10337
NetApp will provide support till IBM's End of Service Pack Support (EoSPS) for the respective AIX/VIOS OS. Refer to IBM's Product Lifecycle Matrix page at  (See next Cell) and
https://www.ibm.com/support/pages/powervm-vios-lifecycle-information for details https://www.ibm.com/support/pages/aix-support-lifecycle-information

10338 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the AIX platforms.

10339 NetApp will provide support till Oracle's End of Extended Support for the respective Solaris OS. Refer to Product Lifecycle Matrix page at (See next Cell) for details https://www.oracle.com/us/support/library/lifetime-support-hardware-301321.pdf

10340 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Solaris platforms.

10341
NetApp will provide support till HPE's End of Support for the respective HP-UX OS. Refer to HPE's Product Lifecycle page at (See next Cell) and https://www.hpe.com/psnow/doc/4AA4-
7673ENW?jumpid=in_lit-psnow-red for details https://www.hpe.com/global/softwarereleases/releases-media2/HPEredesign/pages/overview.html

10469 IBM SVC interoperability with ONTAP is owned by IBM, and not NetApp. So please reach out to IBM for any support related queries on the same.

10342 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Linux platforms.

10344
For the required Hot Fixes, Known Issues and Limitation,Refer San Host Documentation for respective Windows OS.  For the windows host recommended settings refer Windows Host Utilities
Documentation.

10346 With AIX 7.2 TL5 and later, NetApp supports rw_timeout=300 for iSCSI vSCSI disk. For changing vSCSI disk rw_timeout please check IBM documentation.
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10347

For Host Recommended settings, known problems and limitations, refer ONTAP SAN Host documentation.   NetApp supports Host Operating System (OS) versions (TL and SP releases) that are officially
supported by IBM  NetApp will discontinue testing and inclusion of vendor end-of-support configurations in our IMT. The end-of-support components will be marked as EOVS in IMT and the corresponding
configuration will no longer be updated  in IMT. IBM updates End of Service Pack Support (EoSPS) at (See next Cell) and  https://www.ibm.com/support/pages/powervm-vios-lifecycle-information https://www.ibm.com/support/pages/aix-support-lifecycle-information

10348
NetApp provides complimentary host utilities kit (HUK) for FC/FCoE and iSCSI storage systems that ensure proper integration with host operating system, I/O stack and host hardware components, and
use of the NetApp host utilities is mandatory for supporting configurations with the NetApp.

10352

NetApp LUNs report a different block size in the primary domain versus a guest domain using NPIV, even after adding device specific properties to ssd-config-list in /etc/driver/drv/ssd.conf file (The
configurations that gets modified as per running host_config on guest NPIV domains). The reason is a vHBA isn't considered a Fibre Channel HBA, thus the devices are binding to the sd driver, not the ssd
driver.       Solution:  While using NPIV guest domains, move /etc/driver/drv/ssd.conf to /etc/driver/drv/sd.conf and change ssd-config-list to sd-config-list, then it should work.  For more information, please
refer Doc ID 2545456.1.

10353
Unlike Solaris 11.3 or lower Solaris 11, the FC driver binding is changed from ssd to sd for Solaris 11.4.   Hence you need to move configuration that you have in ssd.conf to sd.conf. Note -  Create and edit
sd.conf in /etc/driver/drv, not in /kernel/drv.   Refer Doc ID 2595926.1 or NetApp KB Article "Solaris Host recommendation for Supporting HUK 6.2" for detailed information

10357 NVMe/FC is supported with Cisco VIC cards. Support started from the below driver/firmware version: Cisco VIC: 1340/1440/1380/1340,   Driver: 2.0.0.59, Firmware: 4.1(3) for RHEL 8.x

10363 NVMe-oF with ONTAP SnapMirror Business Continuity(SM-BC) is not supported.

10367

AIX NVMe/FC has known issues which are reported under below burts:      - 1546017: AIX NVMe/FC caps ANA transition timeout at 60sec, instead of 120sec as advertised by ONTAP      - 1541386: AIX
NVMe/FC hits I/O error after ANA transition timeout expiry      - 1553249: Host I/O error occurs on NVMe/FC AIX during Unplanned Metrocluster Operations      - 1536439: AIX NVMe/FC rescan results in
redundant controllers during LIF toggles      - 1541380: AIX NVMe/FC waits for half/full ANATT to expire before resuming I/O after ANA AEN         Refer NVMe/FC Host Configuration for AIX with ONTAP
for additional details: (https://docs.netapp.com/us-en/ontap-sanhost/nvme_aix.html)

10369
VMware vSphere Metro Storage Cluster (vMSC) with NetApp Metrocluster configuration (MCC) is supoported.  For more details, please refer to (See next Cell)  NVMe/TCP with NetApp Metrocluster
Solution (MCC) is not supported. https://kb.vmware.com/s/article/2031038
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10370 Feature PVR is required for AIX with MCC

10371 Feature PVR is required for VIOS with MCC

10372 Refer to KB article titled "Solaris host support considerations in a MetroCluster configuration" to set Solaris OS parameter values to support MCC environment.

10379 SnapMirror Business Continuity (SM-BC) support for Red Hat Enterprise Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10380 SnapMirror Business Continuity (SM-BC) support for SUSE Linux Enterprise Server starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10381 SnapMirror Business Continuity (SM-BC) support for Oracle Linux starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature.

10382 All SAN Array (ASA) support for SUSE Linux Enterprise Server starts from ONTAP 9.7.

10383 All SAN Array (ASA) support for Oracle Linux starts from ONTAP 9.7.

10384 NetApp will provide support till Red Hat Enterprise Linux's End of Support for the respective RHEL OS. Refer to EUS Product Lifecycle page at (See next Cell)  for more details https://access.redhat.com/support/policy/updates/errata

10385
NetApp will provide support till SUSE Linux Enterprise Server's End of Support for the respective SLES OS. Refer to SUSE Linux Enterprise Server Product Lifecycle page at (See next Cell) dates as
determined by the vendor. https://www.suse.com/lifecycle

10386 NetApp will provide support till Canonical's End of  Support for the respective Ubuntu OS. Please visit the Product Lifecycle page at (See next Cell) for details. https://ubuntu.com/about/release-cycle

10387
NetApp will provide support till Oracle's End of extended support for the respective Oracle Linux OS. End of extended support at (See next Cell) and https://www.oracle.com/a/ocom/docs/enterprise-linux-
support-policies-069172.pdf for details https://www.oracle.com/a/ocom/docs/elsp-lifetime-069338.pdf

10388 NetApp will provide support till Citrix's End of Life for the respective Citrix Xenserver OS. Refer to Citrix's Product Lifecycle page at (See next Cell) and https://www.citrix.com/support/product-lifecycle/ https://www.citrix.com/support/product-lifecycle/product-matrix.html

10389
NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the  SUSE Linux Enterprise
Server  platforms.

589/596 Copyright 2021 FUJITSU LIMITED

https://access.redhat.com/support/policy/updates/errata
https://www.suse.com/lifecycle
https://ubuntu.com/about/release-cycle
https://www.oracle.com/a/ocom/docs/elsp-lifetime-069338.pdf
https://www.citrix.com/support/product-lifecycle/product-matrix.html


10390 NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Oracle Linux platforms.

10391 NetApp supports all the Guest Operation System (GOS) supported by their respective     SUSE Linux Enterprise Server     KVM Virtualization add-on.

10392 Veritas Infoscale Storage Suite (VxVM,VxDMP,VxFS) and its associated Host Clustering solutions are supported, as per the Veritas HCL listed platforms - (See next Cell). https://sort.veritas.com/productlookup

10393 All SAN Array (ASA) support for Citrix Hypervisor starts from ONTAP 9.8.

10266 ONTAP does not support Persistent Reservations for NVMe-oF. Hence host cluster solution with NVMe Persistent Reservation is not supported.

10394 All SAN Array (ASA) support for CentOS starts from ONTAP 9.7.

10395 All SAN Array (ASA) support for Veritas Storage Foundation 7.4.x, InfoScale 8.x starts from ONTAP 9.7.

10399 NetApp will provide support till Veritas's End of Support Life (EOSL) for the respective Storage Foundation &amp; InfoScale versions. Refer to Veritas's Product Lifecycle page at (See next Cell) for details https://www.veritas.com/content/support/en_US/eosl

10271

Support for NetApp iSCSI LUNs presented directly to a Guest Operating System (GOS) should be validated against the IMT treating the GOS as a standard host OS running on a physical server. In this
case, the GOS owns and manages both the filesystem and the TCP/IP connection to the NetApp controllers. The overall behavior of the NetApp storage resources is not affected by the Hyper-V
hypervirsor here, so the GOS may be treated as a standard host OS running on a physical server. The Hyper-V hypervisor only provides a virtual IP network interface, and NetApp generally supports IP
infrastructures without a need for specific switch or NIC support and its management of the NetApp storage resources is independent of the Hyper-V hypervisor. So you need not validate the specific
Hyper-V configuration against the NetApp IMT in this case, but the GOS must still be listed as supported in the Microsoft Hyper-V GOS support matrix.

590/596 Copyright 2021 FUJITSU LIMITED

https://sort.veritas.com/productlookup
https://www.veritas.com/content/support/en_US/eosl


10400 Ubuntu Server is not supported with ONTAP SnapMirror Business Continuity(SM-BC). Feature PVR is required to support Ubuntu Server with SM-BC.

10272

Support for NetApp storage presented directly to a Guest Operating System (GOS) using an Hyper-V pass-through LUN must be validated against the NetApp IMT in two steps here, because two operating
systems are involved with the storage connectivity in this case - the GOS and the Hyper-V hypervisor. First, the GOS must be validated as a standard host OS running on a physical server. This ensures
the GOS can correctly use the Hyper-V pass-through NetApp LUN as if it was running on a physical server. Second, the Hyper-V hypervisor must be validated against the NetApp IMT, as it is responsible
for maintaining the FC/iSCSI protocol connectivity to the NetApp LUN. In addition, the GOS must also be listed as supported in the Microsoft Hyper-V GOS support matrix, and must adhere to all Hyper-V
requirements.

10403 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM )

10404 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM / Power)

10405 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / ARM)

10411 NetApp supports both vSCSI and NPIV (VFCs) configuration.

10412 NetApp MetroCluster FC and MetroCluster IP solution supports the frontend host protocols

10420
NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp recommends using the latest
Driver/Firmware that is listed in the VMware Compatability Guide(VCG). (See next Cell) https://www.vmware.com/resources/compatibility/search.php\?deviceCategory=io
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10293

OracleASM: Oracle ASM is a lightweight combined volume manager and filesystem. NetApp supports the use of ASM with SAN connectivity where the configuration is generally supported by Oracle and
conforms to all Oracle configuration requirements.     Oracle RAC:  NetApp supports the use of SAN resources under the control of Oracle RAC. Support will be offered where the configuration conforms to
all Oracle requirements.  Support for Oracle ASM and Oracle RAC is limited to issues arising from SAN connectivity itself. Customers seeking assistance with the configuration and management of Oracle
RAC should contact Oracle or NetApp Professional Services. When a support issue cannot be clearly linked to a problem with connectivity to NetApp hardware and software, the NetApp support center
may require the customer to open a case with Oracle or the OS vendor in order to provide additional analysis.

10294 NetApp supports all industry standard Ethernet adapters (NIC/CNA)

10426 NetApp supports only native inbox software iSCSI on the host.   iSCSI protocol support via TCP offload engine (TOE) adapters needs FPVR

10299 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC / ARM / Power / Itanium)

10300 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Power)

10301 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (Intel / AMD / SPARC)

10302 Host Platform / Server / Architecture  NetApp supports all industry standard Rack and Blade Servers (PA-RISC / Itanium)

10303 NetApp Supports industry standard Host OS Multipath, Host OS Filesystems, Host OS Clustering and Host OS Volume Manager supported by the OS Vendor.

10304 For NetApp SAN Host OS configuration settings &amp; known issues refer to ONTAP SAN Host documentation - (See next Cell) https://docs.netapp.com/us-en/ontap-sanhost

10432 Use of KVM Virtualization with their respective RHEL Release is supported.

10305 NetApp supports all RC, GA and patch releases of ONTAP versions listed here unless mentioned otherwise.

10433 Use of KVM Virtualization with their respective Oracle Linux Release is supported
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10434 Use of KVM Virtualization with their respective CentOS Releases is supported.

10307

NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp supports all the HBA/CNA driver and
firmware versions that are officially supported by their respective vendors. NetApp recommends using the latest Driver/Firmware that are listed in the HBA vendor site.     To verify HBA
model/driver/firmware supportability, refer the respective vendor documentation  Please work with respective vendor if you encounter any difficulties in accessing the provided link.     Broadcom: (See next
Cell) ,                    https://www.broadcom.com/support/emulex     Marvell: https://www.marvell.com/content/dam/marvell/en/drivers/release-matrix/release-matrix-qlogic-fc-sw-posting-by-release-matrix.pdf
Cisco: https://www.cisco.com/c/en/us/products/eos-eol-listing.html, https://ucshcltool.cloudapps.cisco.com/public/ https://docs.broadcom.com/doc/discontinued-emulex-branded-products

10435 Use of KVM Virtualization with their respective Ubuntu Release is supported.

10308 SAN boot is supported if it is supported by the HBA, OS and server vendors.

10436 Use of KVM Virtualization with their respective SuSE Release is supported.

10310
NetApp supports IBM OEM Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom and Marvell.  To verify HBA model/driver/firmware supportability, refer IBM Fixcentral at (See
next Cell) https://www.ibm.com/support/fixcentral

10439

SCSI-3 Persistent Reservation (PR) is supported on Windows Failover Clustering with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.      Windows Failover Cluster
(SCSI-3 PR) on vSphere ESXi GOS is supported with with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.      Hyper-V Cluster configured on Windows Failover Cluster
with SCSI-3 PR  is supported with with SnapMirror Business Continuity (SM-BC) starting from ONTAP 9.14.1 and onwards.     Other host cluster solutions using SCSI-3 PR across other Operating
Systems are not supported.
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10311

NetApp supports all OEM and third-party (rebranded) Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom, Cisco and Marvell.  NetApp supports all the HBA/CNA driver and
firmware versions that are officially supported by their respective vendors. NetApp recommends using the latest Driver/Firmware that are listed in the HBA vendor site.  To verify HBA model/driver/firmware
supportability, refer the respective vendor documentation  Please work with respective vendor if you encounter any difficulties in accessing the provided link.  Broadcom:  (See next Cell) ,
https://www.broadcom.com/support/emulex  Marvell: https://www.marvell.com/content/dam/marvell/en/drivers/release-matrix/release-matrix-qlogic-fc-sw-posting-by-release-matrix.pdf  Cisco:
https://www.cisco.com/c/en/us/products/eos-eol-listing.html, https://ucshcltool.cloudapps.cisco.com/public/  Oracle: https://support.oracle.com/portal/ https://docs.broadcom.com/doc/discontinued-emulex-branded-products

10312
NetApp supports HPE OEM Fibre Channel HBA/Mezzanine adapters that are based on models from Broadcom and Marvell.  To verify HBA model/driver/firmware supportability, refer HPE HBA's
compatibility matrix

10313 Veritas Infoscale Storage Suite (VxVM,VxDMP,VxFS) and its associated Host Clustering solutions are not supported with ONTAP SnapMirror Business Continuity (SM-BC)

10314 SnapMirror Business Continuity (SM-BC) support for Windows starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature

10315 SCSI-3 Persistent Reservation for host clustering is not supported with SnapMirror Business Continuity (SM-BC)

10316 ONTAP SnapMirror Business Continuity (SM-BC) with NVMe-oF is not supported.

10317 Citrix Hypervisor is not supported with ONTAP SnapMirror Business Continuity(SM-BC). Feature PVR is required to support Citrix Hypervisor with SM-BC

10318 SnapMirror Business Continuity (SM-BC) support for ESXi OS starts from ONTAP 9.8. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature

10319 VMware Virtual Volumes(vVols) is not supported with SnapMirror Business Continuity (SM-BC)

10320 GOS clustering support with SCSI-3 Persistent Reservation feature is not supported with SnapMirror Business Continuity (SM-BC)

10321 VMware vSphere Metro Storage Cluster (vMSC) with SnapMirror Business Continuity (SM-BC) is supported. For more details, please refer to (See next Cell) https://kb.vmware.com/s/article/83370
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10322
SnapMirror Business Continuity (SM-BC) support for AIX starts from ONTAP 9.11.1. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature  For known
Issues/Limitations on Operating Systems with SM-BC solution, refer KB article â		How to configure an AIX host for SnapMirror Business Continuity (SM-BC)â		 to change AIX OS setting

10323
SnapMirror Business Continuity (SM-BC) support for Solaris starts from ONTAP 9.9.1. Refer to ONTAP Data Protection Documentation for complete information on SM-BC feature  Refer KB article â		Solaris
Host support recommended settings in SnapMirror Business Continuity (SM-BC) configurationâ		 to change the Solaris OS setting so that Solaris host can survive Failover events.

10324
SnapMirror Business Continuity (SM-BC) support for HP-UX starts from ONTAP 9.10.1. Refer to ONTAP Data Protection Documentation for complete information on SMBC feature  HP-UX OS can
experience instance for IO resumption beyond 120s during SnapMirror Business Continuity (SM-BC) Isolated Master AUFO event

10325 All SAN Array (ASA) support for Windows starts from ONTAP 9.7

10326 All SAN Array (ASA) support for Red Hat Enterprise Linux starts from ONTAP 9.7.

10327 All SAN Array (ASA) support for ESX starts from ONTAP 9.7

10328 All SAN Array (ASA) support for AIX starts from ONTAP 9.8

10329 All SAN Array (ASA) support for Solaris starts from ONTAP 9.8

10331 Fabric Pool is supported with this Configuration.

10332 NetApp will provide support till Microsoft's End of Extended Support for the respective Windows OS. Refer to Microsoft's Product Lifecycle page at (See next Cell) for more details https://learn.microsoft.com/en-us/lifecycle/overview/product-end-of-support-overview/

10334 NetApp will provide support till VMware's End of General Support for the respective ESXi OS. Refer to VMware's Product Lifecycle page at  https://lifecycle.vmware.com/#/ for details

10335
NetApp supports use of Veritas Infoscale Solution which includes VxVM Volume Manager, VxDMP Multipath, VxFS Filesystem  and its associated Cluster Solutions across the Red Hat Enterprise Linux
platforms.

10336 NetApp supports all the Guest Operation System (GOS) supported by their respective Red Hat Enterprise Linux KVM Virtualization add-on.

FJ1 The following features and configurations are not supported when configuring Fujitsu PRIMECLUSTER.
- I/O fencing (* 1)
- Storage Enclosure Mirroring (* 2)
- Optional GDS product (GDS Snapshot, GDS I/O Monitor Option)
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FJ2 Fujitsu PRIMECLUSTER 4.3A40-4.6A00 is supported.
Refer to the following for OS support information for each version.
https://product.jp.fujitsu.com/software/products/primecluster/sales.aspx
->"PRIMECLUSTER Supported OS List"

FJ3 Fujitsu PRIMECLUSTER 4.3A10 - 4.6A10 is supported.
Refer to the following for OS support information for each version.
https://product.jp.fujitsu.com/software/products/primecluster/sales.aspx
->"PRIMECLUSTER Supported OS List"

FJ4 Virtualization technology supports:
--Oracle VM
--Solaris Dynamic Domains
--Solaris Zones
--Solaris Containers
However, please confirm with the server vendor for the support status.

FJ5 For the support status of "Fujitsu PRIMECLUSTER", refer to the following.
https://product.jp.fujitsu.com/software/products/primecluster/sales.aspx
->"PRIMECLUSTER Supported OS List"

FJ6 For the support status of "Fujitsu PRIMECLUSTER", refer to the following.
https://product.jp.fujitsu.com/software/products/primecluster/sales.aspx
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